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National foreword

This British Standard is the UK implementation of 
EN 12392:2016+A1:2022. It supersedes BS EN 12392:2016, which 
is withdrawn.

The start and finish of text introduced or altered by amendment is 
indicated in the text by tags. Tags indicating changes to CEN text carry 
the number of the CEN amendment. For example, text altered by CEN 
amendment A1 is indicated by  .

The UK participation in its preparation was entrusted to Technical 
Committee NFE/35, Light metals and their alloys.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no 
representation, warranty, assurance or undertaking (express or 
implied) is or will be made, and no responsibility or liability is or will be 
accepted by BSI in relation to the adequacy, accuracy, completeness or 
reasonableness of this publication. All and any such responsibility and 
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the 
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with 
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association. It is intended to support requirements 
of the EU legislation detailed in the European Foreword. A European 
Annex, usually Annex ZA or ZZ, describes how this publication relates to 
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK 
Government has designated this publication for conformity with UKCA 
marking (or similar) legislation, it may contain an additional National 
Annex. Where such a National Annex exists, it shows the correlation 
between this publication and the relevant UK legislation. If there is no 
National Annex of this kind, the relevant Annex ZA or ZZ in the body 
of the European text will indicate the relationship to UK regulation 
applicable in Great Britain. References to EU legislation may need to be 
read in accordance with the UK designation and the applicable UK law. 
Further information on designated standards can be found at  
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. Therefore 
Annex ZA/ZZ in the European text, and references to EU legislation, are 
still valid for this market.

UK Government is responsible for legislation. For information on 
legislation and policies relating to that legislation, consult the relevant 
pages of www.gov.uk.
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European foreword 

This document (EN 12392:2016+A1:2022) has been prepared by Technical Committee CEN/TC 132 
“Aluminium and aluminium alloys”, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by January 2023, and conflicting national standards shall 
be withdrawn at the latest by January 2023. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes !EN 12392:2016". 

This document includes Amendment 1 approved by CEN on 21 February 2022. 

The start and finish of text introduced or altered by amendment is indicated in the text by tags !". 

This document has been prepared under a standardization request given to CEN by the European 
Commission and the European Free Trade Association, and supports essential requirements of 
EU Directive(s). 

For relationship with EU Directive !2014/68/EU", see informative Annex ZA, which is an integral 
part of this document. 

Comparing to EN 12392:2000 the following modifications were implemented in EN 12392:2016: 

— modification of the scope (extension to cast aluminium and aluminium alloys) (Clause 1); 

— new normative references (Clause 2); 

— new definitions (Clause 3): melt, casting, forging, tube; 

— modification of Clause 4 “Materials” which covers Wrought products and Cast products; 

— modification of Clause 5 “Technical conditions for inspection and delivery”: new requirements for 
Manufacturing methods, Orders or tenders, Test procedures, Inspection documents, Marking, 
Packaging; 

— modification of Clause 6 “Mechanical properties”: different specifications are included at room 
temperature and low and elevated temperature properties; 

— modification of Clause 7 “Tolerances on dimensions and form”: inclusions of Tables 1 to 37; 

— deletion of Clause 8 “Elevated temperature properties” (initially in 2000 version); 

— new Annex A (Informative) “Materials and application range”; 

— new Annex B (Informative) “Tensile properties at low and high temperature; 

— new Annex ZA (Informative) “Relationship with EU Directive 2014/68”; 

— new references into Bibliography. 
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!This Amendment 1 to EN 12392:2016 covers the following major subjects: 

— replacement of all textual elements considered as business relationship items such as “to be agreed 
between customer and supplier” and not allowed in harmonized standards by formal textual 
elements allowed for harmonized standards and worded as “to be defined before placing an order” 
and/or “to be stated on the order”; 

— introduction of new alloys together with relevant information at specific related sections and/or 
tables; 

— re-introduction of famous and very used A/A50 conversion table for elongation; 

— application of most recent European legislation directive (Annex ZA)." 

Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom. 
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1 Scope 

This European Standard specifies the material requirements and testing procedures applicable to 
wrought and cast aluminium and aluminium alloys intended for use in the production of pressure 
equipment. 

This European Standard covers: 

— the products forms, grades and tempers of wrought and cast aluminium and aluminium alloys 
which may be used for such applications together with data for wrought and cast alloys over their 
permissible working temperature ranges; 

—  !deleted text" 

— the technical conditions for inspection and delivery, mechanical property limits and tolerances on 
form and dimensions by reference to the appropriate European standards for the relevant wrought 
and cast aluminium and aluminium alloys, and 

— additional requirements which are specific to pressure equipment applications. 

!It applies to hot-rolled plate, cold-rolled sheet/ strip/ circles, extruded or extruded and cold drawn
rod/bar, tube, extruded open / hollow profiles, forgings and castings. The materials and application
ranges covered by this document are those given in Annex A, Table A.1 for wrought alloys and Table A.2
for castings."

It is the sole objective of this standard to cover materials only for pressure purposes and it excludes any 
elements of fabrication or fabrication methods for pressure equipment; such information can be found 
in the relevant standards listed in the “Bibliography” section. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

!EN 485-1:2016, Aluminium and aluminium alloys — Sheet, strip and plate — Part 1: Technical
conditions for inspection and delivery

EN 485-3:2003, Aluminium and aluminium alloys — Sheet, strip and plate — Part 3: Tolerances on 
dimensions and form for hot-rolled products 

EN 485-4:1993, Aluminium and aluminium alloys — Sheet, strip and plate — Part 4: Tolerances on shape 
and dimensions for cold-rolled products 

EN 586-1:1997, Aluminium and aluminium alloys — Forgings — Part 1: Technical conditions for 
inspection and delivery 

EN 586-3:2001, Aluminium and aluminium alloys — Forgings — Part 3: Tolerances on dimensions and 
form 

EN 754-1:2016, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 1: Technical 
conditions for inspection and delivery 

EN 754-2:2016, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 2: Mechanical 
properties 
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EN 754-3:2008, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 3: Round bars, 
tolerances on dimensions and form 

EN 754-4:2008, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 4: Square bars, 
tolerances on dimensions and form 

EN 754-5:2008, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 5: Rectangular 
bars, tolerances on dimensions and form 

EN 754-6:2008, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 6: Hexagonal 
bars, tolerances on dimensions and form 

EN 754-7:2016, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 7: Seamless 
tubes, tolerances on dimensions and form 

EN 754-8:2016, Aluminium and aluminium alloys — Cold drawn rod/bar and tube — Part 8: Porthole 
tubes, tolerances on dimensions and form 

EN 755-1:2016, Aluminium and aluminium alloys— Extruded rod/bar, tube and profiles — Part 1: 
Technical conditions for inspection and delivery 

EN 755-2:2016, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 2: 
Mechanical properties 

EN 755-3:2008, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 3: Round 
bars, tolerances on dimensions and form 

EN 755-4:2008, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 4: 
Square bars, tolerances on dimensions and form 

EN 755-5:2008, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 5: 
Rectangular bars, tolerances on dimensions and form 

EN 755-6:2008, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 6: 
Hexagonal bars, tolerances on dimensions and form 

EN 755-7:2016, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 7: 
Seamless tubes, tolerances on dimensions and form 

EN 755-8:2016, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 8: 
Porthole tubes, tolerances on dimensions and form 

EN 755-9:2016, Aluminium and aluminium alloys — Extruded rod/bar, tube and profiles — Part 9: 
Profiles, tolerances on dimensions and form 

EN 941:2014, Aluminium and aluminium alloys — Circle and circle stock for the production of general 
applications — Specifications 

EN 1370:2011, Founding — Examination of surface condition 

EN 1371-1:2011, Founding — Liquid penetrant testing — Part 1: Sand, gravity die and low pressure die 
castings 

EN 1559-1:2011, Founding — Technical conditions of delivery — Part 1: General 

Full document details: BS EN 12392:2016+A1:2022

https://doi.org/10.3403/30136523?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136527?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136533?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136537?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136213?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136218?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136225?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30136229?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30286944?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30218965?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30218971?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30200835?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-12392-2016-a1-2022
http://www.avadocuments.com/doc/bs-en-12392-2016-a1-2022


EN 12392:2016+A1:2022 (E) 

8 

EN 1559-4:2015, Founding — Technical conditions of delivery — Part 4: Additional requirements for 
aluminium alloy castings 

EN 1779:1999, Non-destructive testing — Leak testing — Criteria for method and technique selection 

EN 2004-1:1993, Aerospace series — Test methods for aluminium and aluminium alloy products — Part 
1: Determination of electrical conductivity of wrought aluminium alloy products 

EN 2101:1991, Aerospace series — Chromic acid anodizing of aluminium and wrought aluminium alloys 

EN 10204:2004, Metallic products — Types of inspection documents 

EN 12020-1:2008, Aluminium and aluminium alloys — Extruded precision profiles in alloys EN AW-6060 
and EN AW-6063 — Part 1: Technical conditions for inspection and delivery 

EN 12020-2:2016, Aluminium and aluminium alloys — Extruded precision profiles in alloys EN AW-6060 
and EN AW-6063 — Part 2: Tolerances on dimensions and form 

EN 12020-2:2016/AC:2017, Aluminium and aluminium alloys — Extruded precision profiles in alloys EN 
AW-6060 and EN AW-6063 — Part 2: Tolerances on dimensions and form 

EN 12258-1:2012, Aluminium and aluminium alloys — Terms and definitions — Part 1: General terms 

EN 12681:2003, Founding — Radiographic examination 

EN 13957:2008, Aluminium and aluminium alloys — Extruded round, coiled tube for general applications 
— Specification 

EN 13958:2008, Aluminium and aluminium alloys — Cold drawn, round, coiled tube for general 
applications — Specification 

EN 14361:2004, Aluminium and aluminium alloys — Chemical analysis — Sampling from metal melts 

EN 14726:2019, Aluminium and aluminium alloys — Chemical analysis — Guideline for spark optical 
emission spectrometric analysis 

EN ISO 148-1:2016, Metallic materials — Charpy pendulum impact test — Part 1: Test method 
(ISO 148-1:2016) 

EN ISO 3452-1:2021, Non-destructive testing — Penetrant testing — Part 1: General principles 
(ISO 3452-1:2021) 

EN ISO 6506-1:2014, Metallic materials — Brinell hardness test — Part 1: Test method (ISO 6506-1:2014) 

EN ISO 6892-1:2019, Metallic materials — Tensile testing — Part 1: Method of test at room temperature 
(ISO 6892-1:2019) 

EN ISO 8062:2007, Castings — System of dimensional tolerances and machining allowances (ISO 8062) 

EN ISO 8492:2013, Metallic materials — Tube — Flattening test (ISO 8492:2013) 

EN ISO 8493:2004, Metallic materials — Tube — Drift-expanding test (ISO 8493:1998) 

EN ISO 8495:2013, Metallic materials — Tube — Ring-expanding test (ISO 8495:2013) 
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EN ISO 8496:2013, Metallic materials — Tube — Ring tensile test (ISO 8496:2013) 

ISO 9591:2004, Corrosion of aluminium alloys — Determination of resistance to stress corrosion cracking 

ASTM B548:2003, Standard Test Method for Ultrasonic Inspection of Aluminium-Alloy Plate for Pressure 
Vessels 

ASTM B594:2019, Standard Practice for Ultrasonic Inspection of Aluminium-Alloy Wrought Products 

ASTM E112:2013, Standard Test Methods for Determining Average Grain Size 

ASTM E215:2016, Standard Practice for Standardizing Equipment for Electromagnetic Testing of 
Seamless Aluminum-Alloy Tube" 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 12258-1 and the following 
apply. 

3.1 
heat-treatment batch or lot 
quantity of products of the same alloy or purity grade of alloy, form, thickness or cross-section and 
produced in the same way and heat-treated in one furnace load; or such products solution-treated and 
subsequently precipitation treated in one furnace load 

Note 1 to entry: More than one solution-treatment batch can be included in one ageing furnace load. 

Note 2 to entry: For heat treatment in a continuous furnace (vertical or horizontal), the products continuously 
heat-treated during a specified time (e.g. 8 h) can be considered as one heat treatment lot. 

Note 3 to entry: For forgings, a heat-treatment lot may consist of a group of forgings of similar size and shape. 

3.2 
inspection lot 
consignment, or a part thereof, submitted for inspection, comprising products of the same grade or 
alloy, form, thickness or cross-section, and processed in the same manner 

Note 1 to entry: For forgings, an inspection lot may consist of a group of forgings of similar size and shape. 

3.3 
melt 
quantity of molten metal that has simultaneously undergone the same preparatory treatment in the 
furnace before the casting operation 

3.4 
cast 
quantity of products cast simultaneously from the same melt 

3.5 
casting 
product at or near finished shape, formed by solidification of the metal in a mould or a die 

! 

Note 1 to entry: Casting is also the process in which molten metal is poured into a mould and solidified." 
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Note !2" to entry: Pressure die-cast products are excluded from the scope of the present standard. 

Note !3" to entry: The mould of concern can be a single use mould (sand) or a permanent mould (e.g. cast 
iron or steel). 

!deleted text"

3.6 
forging 
wrought product formed by hammering or pressing, typically when hot, such as open die forging, drop 
or closed die forging or seamless rolled ring forging 

3.7 
tube 
hollow, wrought product with a uniform cross-section, with only one enclosed void and with a uniform 
wall thickness, supplied in straight lengths or in coiled form 

Note 1 to entry: Cross-sections are in the shape of circles, ovals, squares, rectangles, equilateral triangles or 
regular polygons and can have rounded corners, provided the inner and outer cross-sections are concentric and 
have the same form and orientation. 

3.8 
operating temperature range 
temperature range at which the material is exposed during its use 

4 Materials 

4.1 General 

The materials covered by this standard are to be used in a wide range of pressure equipment operating 
over diverse range of both pressure and temperature. The range of applications extends from relatively 
low pressure automotive equipment such as heat exchangers to heavy duty applications including 
unfired pressure vessels and piping used in pressure equipment. !As a result, the standard covers an 
extensive range of aluminium product forms, alloys and tempers as follows:" 

— sheet, strip, plate and circles (EN 485, EN 941); 

— cold drawn rod/bar and tube (EN 754); 

— extruded rod/bar, tube and profiles (EN 755); 

— precision profiles (EN 12020); 

— extruded coiled tube (EN 13957); 

— cold drawn coiled tube (EN 13958); 

— forgings (EN 586); 

— castings (EN 1706). 

Materials (alloys and tempers), which may be used in compliance with the present standard are listed 
in Tables 1, A.1 and A.2, together with their welding characteristics, main field of application and 
operating temperature ranges. 

!deleted text"
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!If the pressure equipment is operating above room temperature for times exceeding 100 h, then the
long time behaviour of the material according to Annex B, Tables B.1 to B.4 will need to be taken into
consideration."

!Materials to be used for welded components shall be produced with a hydrogen level no greater
than 0,2 ml per 100 g aluminium, or an equivalent value/level determined by an alternative agreed
method."

4.2 Wrought products 

!Applicable alloys and the chemical compositions for wrought products are given in Tables 1 and 2.
The chemical compositions of aluminium and aluminium alloys are specified in percentage by mass.
Limits for impurities are expressed as maxima that also will apply to alloying elements unless
expressed as a range. Aluminium is specified as a minimum for unalloyed aluminium, and as a
remainder for aluminium alloys."

!All grades of wrought aluminium and alloys shall have a lead (Pb), tin (Sn) and bismuth (Bi) content
not exceeding 0,015 0 % by mass, per each element. For particularly safety-sensitive applications (e.g.
high volumes at high pressure), lower values shall be agreed and stated on the order.

Wrought products in aluminium and aluminium alloys used for welded parts of pressure vessels that 
are subjected to cold forming (e.g. rolled shells and heads) shall have a specified minimum A value after 
fracture measured on a gauge length as follows: 

o o= 5 65,L S  (4.2-1) 

and ≥ 14 % in the longitudinal or transverse direction. 

Wrought products in aluminium and aluminium alloys used for parts of pressure vessels that are not 
subjected to cold forming (e.g. straight flanges and nozzles) shall have a specified minimum elongation 
after fracture measured on a gauge length as follows: 

o o= 5 65,L S  (4.2-2) 

and ≥ 10 % in the longitudinal or transverse direction. 

The conversion of A values into A50 and vice versa shall be carried out as specified in Annex C. 

When using minimum A50 values converted from A values as requirements, the converted A50 value 
shall be taken from Table C.1 then rounded up to the next whole number (example: a converted value 
A50 of 12,2 % shall be implemented as a minimum requirement of A value by 13 %). 

EXAMPLE 1 A 12,5 mm wide rectangular test piece prepared from rolled sheet with a thickness of 2,0 mm. 
Then the cross sectional area of this test piece is 25 mm2, and the corresponding gauge length for a proportional 
test piece is 28,3 mm. The measured value of A50 is 13,0 % which corresponds to an approximate elongation
value for A of 17,0 %. 

EXAMPLE 2 An elongation value for A of 24,0 % measured on a proportional test piece with a gauge length of 
35,7 mm. This corresponds to an approximate elongation value for A50 of 20,4 %, measured on a 12,5 mm wide

rectangular test piece with a thickness of 3,2 mm. The cross sectional area of this test piece is 40 mm2. 

EXAMPLE 3 A wrought material in thickness 12,0 mm selected for a part to be cold deformed and welded 
during fabrication. The tensile test samples shall be either: 
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—   a proportional test sample with a cross section of 150 mm2 and a gauge length of 69,2 mm, for which the 
minimum elongation value A of 14 % will apply, or, 

—   a non-proportional test sample with a cross section of 150 mm2 and a gauge length of 50 mm. In this case the 
minimum A50 value to apply will be 20 %, as rounded up to the next whole number from the indicated value of 
19,1 % in Table C.1." 

4.3 Cast products 

!Applicable alloys and the chemical compositions for cast products are given in Table 3." The 
chemical compositions of aluminium and aluminium alloys are specified in percentage by mass. 
!Limits for impurities are expressed as maxima which will also apply to all alloying elements unless 
expressed as a range." 

5 Technical conditions for inspection and delivery 

5.1 Manufacturing methods 

5.1.1 General 

The provisions of EN 485-1 (sheets, strips and plates), EN 941 (circles), EN 755-1 (extruded rods/bars, 
tubes and profiles), EN 754-1 (cold drawn rods/bars, and tubes), EN 12020-1, EN 13957, EN 13958, 
EN 586-1 (forgings incl. seamless rolled rings), EN 1559-1 (Founding) and EN 1559-4 (Founding) apply 
with the amendments and additions specified in 5.2 to 5.5 below. 

!The manufacturing methods used shall be left to the discretion of the producer." In addition, there 
shall be no obligation on the supplier to use the same processes or process route for subsequent or 
similar orders. 

!When the manufacturing method to be used is restricted or fixed, it shall be stated on the purchase 
order (see 5.2)." 
5.1.2 Specific requirements regarding porthole extruded and/or drawn products 

!Regarding porthole extruded and/or drawn products, limitations for safe application of such 
products are given in Tables 4 and 5:" 

— Table 4 applies to porthole extruded tube (EN 755-8), porthole extruded and drawn tube 
(EN 754-8), porthole extruded hollow profiles (EN 755-9) and porthole extruded precision profiles 
(EN 12020) and may be used up to and including an outside diameter !of 600 mm (DN 600) and 
a maximum thickness (t) of 20 mm"; 

— Table 5 applies to porthole extruded coiled tube (EN 13957) and porthole extruded and drawn 
coiled tube EN 13958 and may be used up to and including an outside !diameter 50 mm (DN 50) 
and a maximum thickness (t) of 5 mm". 

!The stated values for maximum allowable pressure (PS) and volume (V) disclosed in Tables 4 and 5 
are limitations superseding those required by European Legislation for Pressure Equipment. 

The purchaser is responsible to cascade the relevant design elements of the final equipment to the 
producer. 

As a result, the purchaser shall, when placing an order with the producer (material manufacturer), 
provide the following information to ensure that the correct Hazard Category and adequate quality 
assurance is applied to the particular combination of criteria: 
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— the type of pressure equipment being considered (vessel or piping acc. European Legislation for 
Pressure Equipment and intended use); 

— the state of the fluid in the equipment (gas or liquid); 

— the hazard group of the fluid (acc. to European Legislation for Pressure Equipment); 

— maximum pressure for which the equipment is designed (PS); 

— confirmation that the completed equipment assembly is pressure tested." 

!NOTE 1 Some further comment is necessary on the methods of extrusion used for tube and hollow profiles. In
particular seamless extrusion produces a product that does not contain any seams or weld lines in the product
cross-section. On the other hand, extruded products manufactured using a porthole or bridge die contains at least
one longitudinal weld or seam. The presence of such welds or seams can be a major concern on products that are
to be used for e.g. pressure vessels since the weld/seam could lead to premature failure of the vessel under
pressure."

NOTE 2 In addition despite rigorous process control during the extrusion process, there is no definitive non-
destructive test method that can provide total assurance of the integrity of the welds in the product cross-section. 
In view of the safety implications of using porthole products, it is necessary to provide guidelines in this standard 
as to the permitted product areas where porthole products may or may not be used. 

!NOTE 3 Transverse extrusion seams (charge welds) are generally not permitted in extruded or
extruded/drawn products used for pressure equipment. However, the use of transverse extrusion seams for
coiled tubes according to EN 13957 and EN 13958 is allowed, provided that the integrity of the extrusion seams is
ensured by adequate quality assurance/testing procedures based on the recommendations given in Table 5 and
stated on the order."

!NOTE 4 It needs to be highlighted that, beside the limits for nominal size DN and thickness t, Tables 4 and 5
provide additional limitations regarding pressure PS, volume V and testing procedures. The purchaser can decide
to use porthole extrusion for products exceeding the stated limits/hazard categories but this has to be stated on
the order with defined quality assurance / testing procedures."

5.1.3 Quality control 

!All inspection and tests required by the relevant European standard and/or the particular
specification shall be undertaken prior to shipment of the product. Any additional inspection required
shall be stated on the purchase order (see 5.2)."
5.2 Orders or tenders 

The order or tender documents shall define the product required and contain the following minimum 
information: 

a) the type and form of the product. In the case of tube whether extruded, cold drawn or coiled, it is
also essential to state the method of extrusion to be used i.e. seamless or porthole (see also point i)
below);

b) reference to this particular Standard EN 12392;

c) the dimensions and shape of the particular product required;

1) plate: thickness, width and length;

2) sheet: thickness, width and length;

BS EN 12392:2016+A1:2022
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3) strip: thickness width and coil dimensions; 

4) circles: thickness and diameter; 

5) round tube: method of production, outside (OD) or inside (ID) diameter, wall thickness (WT), 
and length; 

NOTE 1 Two of the OD/ID/WT dimensions may be given tolerances but not all three. 

6) coiled round tube: outside (OD) or inside (ID) diameter, wall thickness (WT), coil dimensions 
and tube length if required in straight lengths; 

NOTE 2 Two of the OD/ID/WT dimensions may be given tolerances but not all three. 

7) round bar: diameter and length; 

8) square and hexagonal bar: width across flats and length; 

9) rectangular bar: width, thickness and length; 

10) extruded profiles and hollow sections: drawing of cross section and length; 

11) forgings (open-die forgings, closed-die forgings and seamless rolled rings): reference to 
drawing or finished size; 

12) castings: reference to a drawing. 

d) the product tolerances on dimensions and form together with particular reference to the relevant 
European standard for the specific product concerned; 

e) quantity required: whether it is weight, number of pieces, total length and the quantity tolerance on 
the total amount of the order; 

f) product certification requirement with particular reference to EN 10204:2004; 

g) identification marking requirements; 

h) surface finish requirements particularly details of any surface treatments to be carried out; 

i) the order shall clearly show if the ordered product is to be produced by the porthole extrusion 
method. In case of porthole extrusion, additional information as expressed in 5.1.2 shall be 
provided; 

j) !any other special requirements (e.g. grain size). This applies to particular requirements such as 
flattening test, leak test, ultrasonic test, etc., which shall be expressly stated together with the 
criteria to which the material shall be verified." 

k) any additional inspection to be carried out prior to delivery; 

l) surface protection oil requirements; 

m) packaging methods to be used; 

!n) manufacturing method if restricted or fixed." 
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5.3 Test procedures 

5.3.1 General 

This subclause covers only chemical composition and tensile / hardness testing which are common to 
all the products. The remaining test procedures and methods are given in the sections dealing with the 
individual products. 

Regarding the standards to be used for testing, the EN or EN ISO standards shall be used whenever 
possible. !However, other standards such as ASTM may be used when compatible EN or EN ISO are 
not available." 

!Unless otherwise stated on the purchase order, the following test procedures disclosed in the
following sections shall apply."
5.3.2 Chemical analysis of the melt 

The samples for chemical analysis shall be taken at the time of casting or melting in accordance with 
EN 14361 and EN 14726. At least one specimen shall be taken from each melt. The methods of analysis 
used should be at the discretion of the supplier or by agreement between the supplier and purchaser. 

For castings, chemical analysis shall be carried out on samples taken from the same melt as the castings; 
the samples shall be cooled quickly enough to minimize any segregation effects. !The frequency of 
sampling depends on the particular process of concern." The frequency, for example, may vary from 
one sample per charge to one sample per piece or per shift. 
5.3.3  !Hydrogen content 

The hydrogen level shall be measured on liquid metal during casting or through an agreed alternative 
method stated on the order." 
5.3.4 Tensile and hardness testing 

The methods used shall be in compliance with EN ISO 6892-1 for tensile testing and EN ISO 6506-1 for 
Brinell hardness testing. !Other methods of hardness testing e.g. Webster method can be used when 
stated in the order with defined frequency of testing and minimum acceptable values." 

Tensile testing shall be carried out as specified in EN 485-1, EN 754-1, EN 755-1, EN 586-1, EN 1559-1, 
or EN 1559-4, as applicable, noting the following: 

a) frequency of test:

1) for sheet, strip and plate at least one test-piece shall be taken from each cast represented in
each inspection lot, or heat-treatment lot where applicable, of 10 000 kg or part thereof. For
single plate or coil weighing more than 10 000 kg each, only one test-piece per plate or coil
shall be taken;

2) for extruded or extruded and cold drawn products;

i) for profiles and hollow sections having a nominal mass of up to and including 1 kg/m, a
minimum of one test piece shall be taken from each cast represented in each inspection or
heat treatment lot of 1000 kg or part thereof.

ii) for profiles and hollow sections having a nominal mass of over 1 kg/m and up to 5 kg/m, a
minimum of one test piece shall be taken from each cast represented in each inspection or
heat treatment lot of 2000 kg or part thereof.

3) for extruded and cold drawn tube (in straight lengths or coiled);
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i) for tube produced by the porthole extrusion method, a minimum of one tensile test shall be 
taken for every 1000 kg or part thereof for each inspection or heat treatment lot. 

ii) for tube produced by the seamless extrusion method to be used for heavy duty 
applications, unfired pressure vessels, or piping used in pressure equipment, a minimum 
of two tensile tests shall be taken for each 1000 kg or part thereof for each cast 
represented in every inspection or heat treatment lot. 

4) for forgings including seamless rolled rings; 

i) for forgings weighing up to 2 kg at least one test piece shall be taken from each inspection 
lot or heat treatment lot of 1000 kg or part thereof; 

ii) for forgings weighing over 2 kg and up to and including 10 kg, a minimum of one test piece 
shall be taken from each inspection or heat treatment lot of 2000 kg or part thereof; 

iii) for forgings weighing over 10 kg, a minimum of one test piece shall be taken from each 
inspection or heat treatment lot of 3000 kg or part thereof. 

5) for castings; 

Depending on agreement between supplier and purchaser !and stated on the order", this 
can be: 

i) one test piece for each part; 

ii) one test piece for each melting charge in case of temper designation “F”; 

iii) one test piece for each melting charge and heat treatment lot. 

!Position, orientation, dimensions and cooling rate of the tensile test pieces shall be stated in 
the purchase order. The test pieces may be cast:" 

— separately from the castings but from the same melt and in a special mould (made from the 
same material as the castings themselves); 

— at the same time as the castings i.e. the test piece is attached to the casting itself. 

!Note: in both cases, the cooling rate of the test samples shall be adjusted to achieve a 
microstructure compatible with the castings particularly in critical areas which may be 
subject to subsequent heat treatment." 

iv) !If test pieces are taken from castings, then their geometry, location, test frequency and 
relevant values shall be determined before starting the production. Test pieces should be 
taken from areas with a wall thickness between 5 mm and 25 mm." 

v) For round test pieces the minimum diameter shall be 4,0 mm. Refer to the footnotes in 
!Tables 37 and 38" for yield strength, tensile strength values and for elongation 
values. 

!deleted text" 

The minimum tensile values required shall be in accordance with this Standard and these 
values shall be used in conjunction with the design standard for the particular casting in 
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question. Mechanical properties at specified positions in the part may be adjusted by the 
foundry to higher values as the minimal values given in !Table 37 and 38". !These 
positions shall be determined before the start of the production." 

b) yield strength measurement:

1) Rp0,2 shall be measured for all alloys, and

2) for aluminium grades EN AW-1080A, EN AW-1070A and EN AW-1050A, in temper O, H111 or
H112, Rp1,0 (proof stress at 1 % permanent elongation) shall also be measured. !Values"
shall meet the requirements specified in Table 6.

5.3.5 Specific test procedures by product form 

5.3.5.1 Sheet, strip, plate and circle 

5.3.5.1.1 Bend test 

!When stated in the purchase order (see 5.2), a bend test can be carried out in accordance with
EN 485-1."
5.3.5.1.2 Internal quality for rolled plate 

!When stated on the purchase order for plate products 12,5 mm thick or greater (see 5.2), ultrasonic
testing shall be carried out according to ASTM B594 or ASTM B548 with defined acceptance criteria and
requirements regarding the qualification of the personnel performing the examination."
5.3.5.1.3  !Electrical conductivity 

The electrical conductivity of products in alloy EN AW-7075 in the T73 and T7351 temper conditions 
shall be measured in accordance with EN 2004-1, in order to assess the resistance to stress corrosion 
cracking. 

The specimen for electrical conductivity testing shall be taken adjacent to the tensile test specimen. 

The results shall be rounded to the nearest 0,1 MS/m." 
5.3.5.1.4  !Stress corrosion resistance 

!The resistance to stress corrosion of products in alloy EN AW-7075 in the T73 and T7351 temper
and over 25 mm in thickness shall exhibit no evidence of stress-corrosion cracking when tested in
accordance with the ISO 9591 accelerated stress corrosion cracking test.

The following provisions apply: 

— a minimum of three adjacent replicate test pieces shall be taken from each specimen and submitted 
to the test; 

— exposure shall be carried out by alternate immersion in a 3,5 % by mass sodium chloride solution 
in water; 

— test pieces shall be stressed in the short transverse direction with a stress level of 75 % of the 
specified yield stress; 

— no stress corrosion related rupture shall be observed after a minimum exposure time of 20 days. 

The method of stressing (bending, uniaxial loading, C-ring, etc.), the shape and dimensions of the pieces 
and the frequency of the test shall be agreed and stated on the order. 
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The samples shall be stored and made available for examination for a minimum of five years." 
5.3.5.2 Extruded and cold drawn rod/bar, tube and coiled tube and profile (seamless and 
porthole products) 

5.3.5.2.1 Weld integrity test for porthole extruded and porthole extruded/drawn products 

!Mandatory tests shall be carried out at both the extrusion stage and at inspection of each lot of the 
final product, according to 5.1.2. The weld integrity test shall be performed either by an 
expansion/flaring test according to 5.3.5.2.6 and/or by a ring tensile test according to 5.3.5.2.7." 

!The frequency of testing shall be determined specified between the supplier and purchaser 
according to the relevant hazard category, following the recommendations of Tables 4 or 6." 
5.3.5.2.2 Eddy current test 

!When stated on the purchase order (see 5.2), eddy current testing shall be carried out according to 
ASTM E215. 

Each product on the inspection lot shall be tested all along the length (as noted in the relevant 
standards, it is not possible to check a proportion of the product at its ends)." 
5.3.5.2.3 Ultrasonic testing 

!When stated on the purchase order (see 5.2), ultrasonic testing shall be applied to products over 
their complete length according to ASTM B594, with defined acceptance criteria and requirements 
regarding the qualification of the personnel performing the examination." 
5.3.5.2.4 Grain size measurement 

!When stated on the purchase order (see 5.2), grain size measurement shall be carried out according 
to ASTM E112, with defined frequency of testing and the maximum grain size values." 
5.3.5.2.5 Flattening test 

!When stated on the purchase order (see 5.2), flattening test shall be applied to tubes with a wall 
thickness not exceeding 10 % of the outside diameter according to EN ISO 8492 and requirements of 
Table 7 of this document. 

The product test shall be carried out on one full section ring from one end of 10 % of the tubes in the 
inspection lot." 
5.3.5.2.6 Expanding/Flaring test 

!When stated on the purchase order (see 5.2), an expanding/flaring test shall be applied to tubes or 
tubular profiles (e.g. star profiles) and carried out by the Drift expanding test in accordance with either: 

— EN ISO 8493 and Table 8 of this document, 

— or the Ring expanding test in accordance with EN ISO 8495. 

For porthole products the Ring tensile test in accordance with EN ISO 8496 can be specified as an 
integrity test for the extrusion seams according to 5.1.2 and 5.3.5.2.7. In such cases, additional 
requirements (e.g. higher expansion rates; appearance of the crack surface) to those of EN ISO 8493, 
Table 8 or EN ISO 8495 shall be agreed and stated on the order. 

For porthole products the frequency of testing shall be dependent on the relevant hazard category, 
following the recommendations in Tables 4 or 5. 

For seamless products the frequency of testing shall be determined." 
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5.3.5.2.7 Ring tensile test 

!When stated on the purchase order (see 5.2), a ring tensile test shall be applied to tubes with an
outside diameter greater than 146 mm in accordance with EN ISO 8496.

For porthole products, the Ring tensile test shall be specified as integrity test for the extrusion seams 
according to 5.1.2. In such cases, additional requirements (e.g. positions of the extrusion seams; 
appearance of the crack surface) to those of EN ISO 8496 shall be agreed and stated on the order. 

For porthole tubes, the frequency of testing shall be specified depending on the relevant hazard 
category, following the recommendations in Table 4 or Table 5. 

For seamless tubes the frequency of testing shall be agreed and stated in the order." 
5.3.5.2.8 Charpy pendulum impact test 

!When stated on the purchase order (see 5.2), Charpy pendulum impact testing shall be applied to
products in accordance with EN ISO 148-1 with an agreed frequency of testing."
5.3.5.2.9 Leak test 

!When stated on the purchase order (see 5.2), a leak test shall be applied to seamless or porthole
tubes with an outside diameter of 38 mm or less and shall be carried out by one of the following
methods:

— Method 1: Pneumatically at no less than 0,40 MPa air pressure while immersed in water or other 
suitable liquid. Any evidence of leakage shall be cause for rejection; 

— Method 2: Pneumatically at no less than 0,60 MPa air pressure with a gauge indicating loss of 
pressure. There shall not be any loss of pressure during a test period of at least 15 s duration; 

— Method 3: Eddy current testing according to 5.3.4.2.2 or ultrasonic inspection according to 
5.3.4.2.3. 

Specification of test equipment and test conditions shall be agreed and stated on the order. 

Each tube in the inspection lot shall be tested." 
5.3.5.2.10  !Electrical conductivity 

The electrical conductivity of products manufactured in alloy EN AW-7075 in the T73, T7351, T73510 
and T73511 temper conditions shall be measured in accordance with EN 2004-1, in order to assess the 
resistance to stress corrosion cracking. 

The specimen for electrical conductivity testing shall be taken adjacent to the tensile test specimen. 

The results shall be rounded to the nearest 0,1 MS/m." 
5.3.5.2.11  !Stress-corrosion resistance 

Products in alloy EN AW-7075, in temper T73, T7351, T73510 and T73511, for thicknesses equal to or 
greater than 20 mm, shall exhibit no evidence of stress corrosion cracking when tested in accordance to 
ISO 9591 accelerated stress corrosion cracking test. 

The following provisions apply: 

— a minimum of three adjacent replicate test pieces shall be taken from each specimen and submitted 
to the test; 

— exposure shall be carried out by alternate immersion in a 3,5 % by mass sodium chloride solution 
in water; 
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— test pieces shall be stressed in the transverse direction with a stress level of 75 % of the specified 
yield stress; 

— no stress corrosion related rupture shall be observed after a minimum exposure time of 20 days. 

The method of stressing (bending, uniaxial loading, C-ring, etc.), the shape and dimensions of the pieces 
and the frequency of the test shall be agreed and stated on the order. 

The samples shall be stored and made available for examination for a minimum of five years." 
5.3.5.3 Forgings 

5.3.5.3.1  !Electrical conductivity 

The electrical conductivity of forgings produced in alloy EN AW-7075 in the T73 and T7352 temper 
conditions shall be measured in accordance with EN 2004-1 by testing the surface of the selected 
tensile test specimens to the criteria given in Table 36." 
5.3.5.3.2  !Stress corrosion resistance 

Forgings produced in alloy EN AW-7075 in the T73 and T7352 temper conditions shall be capable of 
exhibiting no evidence of stress corrosion cracking when subjected to the ISO 9591 accelerated stress 
corrosion cracking test. 

For the purposes of this document, the following provisions apply: 

— a minimum of three adjacent replicate test pieces shall be taken from each specimen and submitted 
for test; 

— exposure shall be carried out by alternate immersion in a 3,5 % by mass sodium chloride solution; 

— test pieces shall be stressed in the short transverse direction with a stress level of 75 % of the 
specified yield stress; 

— no stress corrosion related rupture shall be observed after a minimum exposure time of 20 days. 

The method of stressing (bending, uniaxial loading, C-ring, etc.), the shape and dimensions of the pieces 
and the frequency of the test shall be agreed and stated on the order. The samples shall be stored and 
made available for examination for a minimum of five years." 
5.3.5.3.3 Ultrasonic testing 

!When stated on the purchase order (see 5.2), ultrasonic testing shall be applied to forgings in 
accordance with ASTM B594, with defined acceptance criteria and requirements regarding the 
qualification of the personnel performing the examination." 
5.3.5.3.4 Surface inspection !deleted text" 

!When stated on the purchase order (see 5.2), surface inspection shall be applied on all the surfaces 
using one of the following methods: 

— pickling; 

— pickling and chromic acid anodizing followed by a cold water rinse according to EN 2101; 

— liquid penetrant inspection according to EN ISO 3452-1. 

The surface of the forging shall be free from defects prejudicial to its use such as cracks, cold shuts, etc. 
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The test method to be used and acceptance criteria shall be agreed and stated on the purchase 
order." 
5.3.5.3.5  !Other tests 

When stated on the purchase order (see 5.2), testing for batch uniformity through electrical 
conductivity and hardness testing shall be performed. Such a testing shall be carried out on completion 
of all processing and prior to delivery. 

Batch uniformity testing shall be undertaken using one of the following methods and shall be defined at 
the time of placing the order: 

a) each forging in the inspection lot shall be electrical conductivity tested. Forgings with the lowest
and highest electrical conductivity values shall be hardness tested;

b) each forging in the inspection lot shall be hardness tested. Forgings with the lowest and highest
hardness values shall be electrical conductivity tested.

The electrical conductivity measurement shall be in accordance with EN 2004-1. The values obtained 
shall not exceed the following limits of variation: 

c) ≤ 1,5 MS/m per forging;

d) ≤ 2,5 MS/m per inspection lot."

5.3.5.4 Castings 

5.3.5.4.1 Visual inspection 

!When stated on the purchase order (see 5.2), visual inspection shall be applied to castings. The
surface inspection shall be carried out visually with the unaided eye or at a magnification of x6
maximum. The types and acceptance levels of surface defects shall be defined on the purchase order. In
certain cases, surface roughness measurements and/ or limit samples may also be appropriate e.g.
EN 1370."
5.3.5.4.2 Dye penetrant testing 

!When stated on the purchase order (see 5.2), dye penetrant testing shall be applied in accordance
with EN 1371-1 or EN ISO 3452-1."
5.3.5.4.3 Radiographic testing 

!When stated on the purchase order (see 5.2), radiographic testing shall be applied in accordance
with EN 12681."
5.3.5.4.4 Ultrasonic testing 

!When stated on the purchase order (see 5.2), ultrasonic testing shall be applied with an agreed
method and acceptance criteria, together with requirements regarding the qualification of the
personnel performing the examination."
5.3.5.4.5 Leak testing 

!When stated in the purchase order (see 5.2), leak testing can apply to castings. In this case, the
applicable method shall be carried out in accordance with EN 1779."
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5.3.5.4.6 Other tests 

!When stated on the purchase order (see 5.2), other tests such as a pressure test and/or an impact 
strength test may apply to thick walled products. In such cases, the applicable methods and acceptance 
criteria being shall be defined on the purchase order." 
5.4 Inspection documents 

!The type of inspection document according to EN 10204 to be issued shall be stated on the purchase 
order (see 5.2). Any request for additional and/or independent inspection and/or associated inspection 
documents shall also be stated on the purchase order. 

Test results from the tests specified on the original purchase order shall be included on the final 
inspection documents." 

5.5 Marking 

!Marking of products shall be undertaken as stated on the order documents (see 5.2). The marking 
shall allow complete traceability back to all manufacturing data and records. 

Products shall be, at least marked with supplier symbol, the alloy and temper designations, an 
identification number traceable to the cast number, or when applicable to the charge number or heat 
treatment lot number. Any other information required as part of marking details shall be stated on 
order documents 

The marking shall contain all information retrievable from the inspection documents. 

The marking shall be permanently legible and applied by means of punches, painting, ink or cast on. The 
method of marking shall not adversely affect the final use of the product (e.g. punching may not be 
appropriate for thin sheet or thin wall tube). Where paint or ink is used for marking, paints or inks that 
are insoluble in water shall be employed." 

Roll-stamping or ink marking along the entire product length is acceptable. 

Where tubes, bars or profiles are delivered in bundles, it is permissible, instead of individual marking of 
the products, for the bundles to be marked as lots through the attachment of a tag. 
5.6 Packaging 

!Packaging requirements shall be stated on the purchase order. All reasonable precautions shall be 
taken to ensure that the products shall be delivered in a condition suitable for use and consistent with 
the method of transportation." 

6 Mechanical properties 

6.1 Mechanical properties at room temperature 

6.1.1 General 

!For wrought and cast products all hardness values quoted are for information only. Hardness values 
required for any other purpose shall be stated on the order documents (see 5.2)." 

! 
NOTE It is important to recognize that welding of products delivered in all strain hardened tempers (e.g. H**) 
or heat treated tempers (T** and T***) will result in a significant change (most often a reduction) in mechanical 
properties as a result of any welding operation." 
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6.1.2 Sheet, strip, plate and circles 

Mechanical property limits for sheet, strip, plate and circle are given in Table 9 to !Table 36". 
6.1.3 Extruded rod/bar, tube, coiled tube and profile 

Mechanical property limits for extruded rod/bar, tube, coiled tube and profile are given in EN 755-2. 
6.1.4 Cold drawn rod/bar, tube and coiled tube 

Mechanical property limits for cold drawn rod/bar and tube and coiled tube are given in EN 754-2. 
6.1.5 Forgings 

Mechanical property limits for forgings are given in !Table 36". 
6.1.6 Castings 

Mechanical property limits for castings are given in !Table 37 and Table 38". 
6.2 Low and elevated temperature properties 

Low and elevated temperature properties for wrought and cast alloys are given in !Annex B," 
Tables B.1 to B.4. 

The low temperature values are shown for a temperature range of −273 °C to 20 °C. 

In Tables B.1 and B.2 regarding wrought products, the property values for elevated temperatures show 
1,0 % or 0,2 % proof stress values for temperatures between 20 °C and 150 °C for 1 h at temperature, as 
well as average 10 000 h and 100 000 h creep rupture strength values (Rkm104 and Rkm105) for
temperatures between 75 °C and 200 °C. 

In Tables B.3 and B.4 regarding cast products, the property values for elevated temperatures show 
ultimate tensile strength and 0,2 % proof stress values for temperatures between 20 °C and 200 °C for 1 
h at temperature. 

All the values in Tables B.1 to B.4 are given for informational purposes only and are not guaranteed nor 
can they be used as a basis for acceptance or rejection. 

The compiled values are based upon a critical review of authoritative published data available at the 
time of drafting this standard. 

The values shown in the tables are considered typical for a product thickness range of 6 mm to 12,5 mm 
for wrought products and 7 mm to 25 mm for cast products respectively. 

Nominal design strength values may be established from this data after application of the appropriate 
safety coefficients relevant to the pressure equipment standards of the equipment under consideration. 

The elevated temperature proof stress (Rp0,2 and/or Rp1,0) values given in Tables B.1 to B.4 are
appropriate to materials having the minimum proof stress values at ambient temperature shown for 
instance in column 4 of Tables B.1 or B.2, or column 6 of Tables B.3 or B.4. If the minimum values of the 
proof stress specified in the applicable standard (as per 6.1) is less or higher than that given in Tables 
B.1 to B.4. for the same alloy and temper type, the elevated temperature property values for
temperature up to 150 °C shall be reduced or increased proportionately.
EXAMPLE Extruded bar in alloy EN AW-5083, temper O. 

In EN 755-2 minimum Rp0,2 is specified as 110 MPa for extruded bar.

Table B.2 quotes a minimum Rp0,2 value of 125 MPa at ambient temperature and of 119 MPa at 100 °C.
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Rp0,2 value to be used at 100 °C for extruded bar shall be: 

× =
110119 105 MPa
125

 

Values for intermediate temperatures not shown in the table shall be obtained by interpolation 
between the two nearest temperatures quoted, the result being rounded to the nearest full unit. 

The strength values given for ambient temperature apply to pressure equipment operated in the 
temperature range - 273 °C to + 20 °C as shown in Tables B.1 to B.4. 

7 Tolerances on dimensions and form 

7.1 Sheet, strip, plate and circle 

Tolerances on dimensions and form for sheet, strip, plate and circle are specified in the following 
European Standards: EN 485-3, EN 485-4, EN 941. 

7.2 Extruded rod/bar, tube, coiled tube and profile 

Tolerances on dimensions and form for extruded rod/bar, tube and profile are specified in the following 
European Standards: EN 755-3, EN 755-4, EN 755-5, EN 755-6, EN 755-7, EN 755-8, EN 755-9, 
EN 13957, EN 12020-2. 
7.3 Cold drawn rod/bar, tube and coiled tube 

Tolerances on dimensions and form for cold drawn rod/bar and tube are specified in the following 
European Standards: EN 754-3, EN 754-4, EN 754-5, EN 754-6, EN 754-7, EN 754-8, EN 13958. 
7.4 Forgings 

Tolerances on dimensions and form for forgings are specified in the European Standard EN 586-3. 
7.5 Castings 

Tolerances on dimensions and form for castings are specified in the European Standard EN ISO 8062. 

Table 1 — List of alloys – tempers – product forms - wrought products 

  Temper Product forms 

Alloy designation designation Sheet, 
strip, 
plate 
and 

circle 

Extrude
d 

rod/bar 

Extrude
d profile 

Extrude
d tube 

Cold 
drawn 

rod/bar 

Cold 
drawn 

tube 

Forging
s 

EN AW-1050A [Al 99,5] O/H111 
H112 
H12 
H14 

X 
X 
- 
- 

X 
X 
- 
- 

- 
X 
- 
- 

X 
X 
- 
- 

X 
- 
X 
X 

X 
- 
X 
X 

- 
X 
- 
- 

EN AW-1070A [Al 99,7] O/H111 
H112 

X 
X 

X 
X 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

EN AW-1080A [Al 99,8(A)] O/H111 
H112 

X 
X 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

EN AW-2014A [Al Cu4SiMg] T6 X X X X X X - 
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Temper Product forms 

Alloy designation designation Sheet, 
strip, 
plate 
and 

circle 

Extrude
d 

rod/bar 

Extrude
d profile 

Extrude
d tube 

Cold 
drawn 

rod/bar 

Cold 
drawn 

tube 

Forging
s 

EN AW-2017A [Al Cu4MgSi(A)] T3 
T4 

- 
X 

- 
X 

- 
X 

- 
X 

X 
- 

X 
- 

- 
- 

EN AW-2024 [Al Cu4Mg1] T3 
T4 

X 
X 

X 
- 

X 
- 

X 
- 

X 
- 

X 
- 

- 
- 

EN AW-3003 [Al Mn1Cu] O/H111 
H112 
H12 
H14 
H18 

X 
X 
X 
X 
X 

X 
X 
- 
- 
- 

- 
X 
- 
- 
- 

X 
X 
- 
- 
- 

X 
- 
X 
X 
X 

X 
- 
X 
X 
X 

- 
X 
- 
- 
- 

EN AW-3103 [Al Mn1] O/H111 
H112 
H12 
H14 
H18 

X 
X 
X 
X 
X 

X 
X 
- 
- 
- 

- 
X 
- 
- 
- 

X 
X 
- 
- 
- 

X 
- 
X 
X 
X 

X 
- 
X 
X 
X 

- 
- 
- 
- 
- 

EN AW-3105 [Al Mn0,5Mg0,5] O/H111 
H112 
H12 
H14 
H18 

X 
X 
X 
X 
X 

- 
- 
- 
- 
- 

- 
- 
- 
- 
- 

- 
- 
- 
- 
- 

- 
- 
- 
- 
- 

- 
- 
- 
- 
- 

- 
- 
- 
- 
- 

EN AW-5005 [Al Mg1(B)] O/H111 
H12 

X 
- 

X 
X 

- 
X 

X 
X 

X 
- 

X 
- 

- 
- 

EN AW-5005A [Al Mg1(C)] O/H111 
H12 

X 
- 

X 
X 

- 
X 

X 
X 

X 
- 

X 
- 

- 
- 

EN AW-5042 ![Al Mg3,5Mn]" O X - - - - - - 

EN AW-5049 [Al Mg2Mn0,8] O/H111 
H112 
H12 
H14 

X 
X 
- 
- 

- 
- 
- 
- 

- 
- 
- 
- 

X 
- 
- 
- 

- 
- 
X 
X 

X 
- 
X 
X 

- 
- 
- 
- 

EN AW-5050 [Al Mg1,5(C)] O/H111 
H112 

X 
X 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

EN AW-5052 [Al Mg2,5] O/H111 
H112 

X 
X 

X 
X 

- 
X 

X 
X 

X 
- 

X 
- 

- 
- 

EN AW-5059 ![Al 
Mg5,5MnZnZr]" 

O/H111 
H112 

X 
X 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

EN AW-5083 [Al Mg4,5Mn0,7] O/H111 
H112 

X 
X 

X 
X 

- 
X 

X 
X 

X 
- 

X 
- 

- 
X 

EN AW-5086 [Al Mg4] O/H111 
H112 

X 
X 

X 
X 

- 
X 

X 
X 

X 
- 

X 
- 

- 
- 

EN AW-5088 ![Al Mg5Mn0,4]" O/H111 
H112 

X 
X 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

- 
- 

EN AW-5154A [Al Mg3,5(A)] O/H111 X X - X X X - 
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