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National foreword

This British Standard is the UK implementation of 
EN 12453:2017+A1:2021. Together with BS EN 12604:2017+A1:2020, 
it supersedes BS EN 12635:2002+A1:2008, which is withdrawn. It 
supersedes BS EN 12453:2017, which is withdrawn.

The start and finish of text introduced or altered by amendment is 
indicated in the text by tags. Tags indicating changes to CEN text carry 
the number of the CEN amendment. For example, text altered by CEN 
amendment A1 is indicated by .

The UK participation in its preparation was entrusted to Technical 
Committee B/538/5, Industrial and commercial garage doors and gates.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no 
representation, warranty, assurance or undertaking (express or 
implied) is or will be made, and no responsibility or liability is or will be 
accepted by BSI in relation to the adequacy, accuracy, completeness or 
reasonableness of this publication. All and any such responsibility and 
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the 
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with 
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association. It is intended to support requirements 
of the EU legislation detailed in the European Foreword. A European 
Annex, usually Annex ZA or ZZ, describes how this publication relates to 
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK 
Government has designated this publication for conformity with UKCA 
marking (or similar) legislation, it may contain an additional National 
Annex. Where such a National Annex exists, it shows the correlation 
between this publication and the relevant UK legislation. If there is no 
National Annex of this kind, the relevant Annex ZA or ZZ in the body 
of the European text will indicate the relationship to UK regulation 
applicable in Great Britain. References to EU legislation may need to be 
read in accordance with the UK designation and the applicable UK law. 
Further information on designated standards can be found at  
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. Therefore 
Annex ZA/ZZ in the European text, and references to EU legislation, are 
still valid for this market.
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European foreword 

This document (EN 12453:2017+A1:2021) has been prepared by Technical Committee CEN/TC 33 
“Doors, windows, shutters, building hardware and curtain walling”, the secretariat of which is held by 
AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by June 2022, and conflicting national standards shall be 
withdrawn at the latest by June 2022. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document will supersedes !EN 12453:2017". 

This document has been prepared under a Standardization Request given to CEN by the European 
Commission and the European Free Trade Association, and supports essential requirements of EU 
Directive(s) / Regulation(s). 

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, which is an integral 
part of this document. 

This document includes Amendment 1 approved by CEN on 4 January 2021. 

The start and finish of text introduced or altered by amendment is indicated in the text by tags !". 

Compared with EN 12453:2000 and EN 12445:2000, the following changes have been made: 

a) EN 12453 has been revised to be harmonized under Machinery Directive 2006/42/EC; 

b) EN 12453 has been merged with EN 12445; as EN 12445:2000 will be withdrawn; 

c) aligning structure of EN 12453 according to MD templates; 

d) revision of the list of significant hazards (Clause 4); 

e) revision of safety and/or protective measures (Clause 5); 

f) revision of the verification of the safety requirements (Clause 6); 

g) editorial revision of Annex A (limitation of forces); 

h) introducing Annex B (Examples of mechanical protection and safety distances); 

i) introducing Annex C (Force measuring method); 

j) introducing Annex D (Testing method for presence detection); 

k) introducing Annex E (Safeguarding against dropping by other design features incorporated in the 
suspension system of vertically moving power operated door leaves); 

l) introducing Annex ZA for harmonization of EN 12453 under MD. 
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Any feedback and questions on this document should be directed to the users’ national standards body. 
A complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom. 
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Introduction 

This document is a type C document as stated in EN ISO 12100. 

This document is of relevance, in particular, for the following stakeholder groups representing the 
market players with regard to machinery safety: 

— machine manufacturers (small, medium and large enterprises); 

— health and safety bodies (regulators, accident prevention organizations, market surveillance etc.) 

Others can be affected by the level of machinery safety achieved with the means of the document by the 
above-mentioned stakeholder groups: 

— machine users/employers (small, medium and large enterprises); 

— machine users/employees (e.g. trade unions, organizations for people with special needs); 

— service providers, e.g. for maintenance (small, medium and large enterprises); 

— consumers (in case of machinery intended for use by consumers). 

The above-mentioned stakeholder groups have been given the possibility to participate at the drafting 
process of this document. 

The machinery concerned and the extent to which hazards, hazardous situations or hazardous events 
are covered are indicated in the Scope of this document. 

When requirements of this type-C standard are different from those which are stated in type-A or type-
B standards, the requirements of this type-C standard take precedence over the requirements of the 
other standards for machines that have been designed and built according to the requirements of this 
type-C standard. 

This document has been prepared to meet the needs of manufacturers, users and safety enforcement 
authorities, with the primary purpose of providing design and performance for safety in use of power 
operated industrial, commercial and garage doors and gates used by vehicular traffic. 

Mechanical aspects of the doors are covered by normative references to 
!EN 12604:2017+A1:2020". 
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1 Scope 

!This document specifies requirements and test methods for the safety in use of power operated 
industrial, commercial and garage doors, gates and barriers intended for installation in areas in the 
reach of persons, and for which the main intended use is giving safe access for goods and vehicles 
accompanied or driven by persons in industrial, commercial or residential premises." 

This European Standard also covers power operated vertically moving commercial doors such as rolling 
shutters and rolling grilles, used in retail premises which are mainly provided for goods protection. 

This European Standard deals with all significant hazards, hazardous situations and events relevant to 
the power operation of industrial, commercial and garage doors, and gates when they are used as 
intended and under conditions of misuse which are reasonably foreseeable as identified in Clause 4. 

All lifetime phases of the machinery including transportation, assembly, dismantling, disabling and 
scrapping are considered by this standard. 

This European Standard does not apply to: 

— lock gates and dock gates; 

— doors on lifts; 

— doors on vehicles; 

— armoured doors; 

— doors mainly for the retention of animals, unless they are at the site perimeter; 

— theatre textile curtains; 

— horizontally moving power operated doors mainly intended for pedestrian use; 

— doors outside the reach of people (such as crane gantry fences); 

— railway barriers; 

— barriers intended solely for use by pedestrians; 

— barriers used solely for vehicles on motorways. 

Whenever the term “door” is used in this document, it shall be deemed to cover the full scope of types 
and variances of doors, gates and barriers in the scope of this Standard. 

This European Standard does not deal with any specific requirements on noise emitted from power 
operated door, gate and barrier, intended for installation in areas in the reach of persons, and for which 
the main intended use is giving safe access for goods and vehicles accompanied or driven by persons in 
industrial, commercial or residential premises as their noise emission is not considered to be a relevant 
hazard. 
NOTE Noise emission of power-operated doors is not a significant hazard for the users of these products. It is 
a comfort aspect. 

This European Standard is not applicable to machinery which are manufactured before the date of 
publication of the standard. 
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2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 

EN 349:1993+A1:2008, Safety of machinery — Minimum gaps to avoid crushing of parts of the human 
body 

EN 12433-1:1999, Industrial, commercial and garage doors and gates - Terminology - Part 1: Types of 
doors 

EN 12433-2:1999, Industrial, commercial and garage doors and gates - Terminology - Part 2: Parts of 
doors 

!EN 12604:2017+A1:2020, Industrial, commercial and garage doors and gates — Mechanical 
aspects — Requirements and test methods" 

!deleted text" 

EN 12978:2003+A1:2009, Industrial, commercial and garage doors and gates - Safety devices for power 
operated doors and gates - Requirements and test methods 

EN 60335-1:2012, Household and similar electrical appliances — Safety — Part 1: General requirements 
(IEC 60335-1:2012) 

EN 60335-2-95:2015, Safety of household and similar electrical appliances — Part 2-95: Particular 
requirements for drives for vertically moving garage doors for residential use (IEC 60335-2-95:2015) 

EN 60335-2-103:2015, Household and similar electrical appliances — Safety — Part 2-103: Particular 
requirements for drives for gates, doors and windows (IEC 60335-2-103:2015) 

!EN 60529:1991,1" Degrees of protection provided by enclosures (IP Code) 

EN 60204-1:2006,2 Safety of machinery - Electrical equipment of machines - Part 1: General requirements 

EN 61000-6-1:2007, Electromagnetic compatibility (EMC) - Part 6-1: Generic standards - Immunity for 
residential, commercial and light-industrial environments 

EN 61000-6-2:2005, Electromagnetic compatibility (EMC) - Part 6-2: Generic standards - Immunity for 
industrial environments 

EN 61000-6-3:2007, Electromagnetic compatibility (EMC) - Part 6-3: Generic standards - Emission 
standard for residential, commercial and light-industrial environments 

EN 61000-6-4:2007, Electromagnetic compatibility (EMC) - Part 6-4: Generic standards - Emission 
standard for industrial environments 

                                                             

1 As impacted by EN 60529:1991/A1:2000, EN 60529:1991/A2:2013, EN 60529:1991/corrigendum May 1993, 
EN 60529:1991/A2:2013/AC:2019-02 and EN 60529:1991/AC:2016-12. 

2 As impacted by EN 60204-1:2006/A1:2009 and EN 60204-1:2006/AC:2010. 
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EN 61032:1998, Protection of persons and equipment by enclosures - Probes for verification 

EN ISO 4413:2010, Hydraulic fluid power - General rules and safety requirements for systems and their 
components (ISO 4413:2010) 

EN ISO 4414:2010, Pneumatic fluid power - General rules and safety requirements for systems and their 
components (ISO 4414:2010) 

EN ISO 12100:2010, Safety of machinery - General principles for design - Risk assessment and risk 
reduction (ISO 12100:2010) 

EN ISO 13849-1:2015, Safety of machinery - Safety-related parts of control systems - Part 1: General 
principles for design (ISO 13849-1:2015) 

EN ISO 13857:2008, Safety of machinery - Safety distances to prevent hazard zones being reached by 
upper and lower limbs (ISO 13857:2008) 

IEC 60417:2002, Graphical symbols for use on equipment 

ISO 7000:2014, Graphical symbols for use on equipment — Registered symbols 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN ISO 12100:2010, 
EN 12433-1:1999, EN 12433-2:1999, EN 12978:2003+A1:2009 and the following apply. 

!3.1 
domestic garage door 
door used on a domestic garage which is provided for one single household only and where the door 
does not protrude into an area in reach of general public" 

3.2 
drive unit 
power operated mechanism, including controls, for moving, positioning and retaining the door leaf 

Note 1 to entry: Drive units include controls to move the door leaf, except entrapment protection systems. 

[SOURCE: EN 12433-2:1999, 6.1] 

3.3 
drive 
motor and other components that control the movement of the driven part 

Note 1 to entry: Examples of components are gears, controls, brakes, components for power transmission from 
the drive to the driven part (e.g. trolleys, rails, levers, etc.) and entrapment protection systems. 

Note 2 to entry: The driven part is the part of a gate, door or barrier that is intended to be moved by the drive. 

3.4 
opening gap 
distance between the main closing edge and the opposing closing edge 
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3.5 
non-automatic operated door 
door that operates only after intentional activation (hold-to-run control mode or impulse activation) by 
the user in both directions 

3.6 
pressure sensitive protective equipment 
PSPE 
mechanically actuated assembly of devices and/or components working together for protective 
tripping or presence-sensing purposes comprising as a minimum: 

— one or more sensing elements; 

— a control unit; 

— one or more output signal switching device(s). 

Note 1 to entry: Examples are pressure sensitive edges, pressure sensitive floors, pressure sensitive mats and 
pressure sensitive bars. 

[SOURCE: EN 12978:2003+A1:2009, 3.2 modified] 

3.7 
electro-sensitive protective equipment 
ESPE 
non-mechanically actuated assembly of devices and/or components working together for protective 
tripping or presence-sensing purposes comprising as a minimum: 

— a sensing function; 

— a control / monitoring function; 

— one or more output signal switching device(s). 

Note 1 to entry: Examples are light beam, capacitive, active infrared, ultra-sonic and image monitoring 
equipment. 

[SOURCE: EN 12978:2003+A1:2009, 3.1 modified] 

3.8 
safety–related part of a control system 
SRP/CS 
part of a control system that responds to safety-related input signals and generates safety-related 
output signals 

Note 1 to entry: The combined safety-related parts of a control system start at the point where the safety-
related input signals are initiated (including, for example, the actuating cam and the roller of the position switch) 
and end at the output of the power control elements (including, for example, the main contacts of a contactor). 

Note 2 to entry: If monitoring systems are used for diagnostics, they are also considered as SRP/CS. 

[SOURCE: EN ISO 13849-1:2015, 3.1.1] 
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3.9 
reversible drive 
drive that can be manually operated with or without power in both directions by manual action on the 
driven part 

[SOURCE: EN 60335-2-103:2015, 3.111] 

4 List of significant hazards 

4.1 General 

This Clause contains all the significant hazards, hazardous situations and events identified by risk 
assessment as significant for this type of machinery and which require action to eliminate or reduce the 
risk. 

!deleted text" A hazardous point is considered to exist up to a height of 2,5 m above the floor or any 
other permanent access level. 

! 
NOTE  " As the main function of a door is to open up or close off an opening, the actual movement of the 
door can produce hazardous situations for persons, goods and vehicles in the vicinity which by nature cannot all 
be avoided by design. 

Annex F is giving the relationship between the hazards listed in this clause, the requirements given in 
Clause 5 and the test methods described in Clause 6. 

The use and the location of the door and the type of door control may influence the severity and 
probability of risk created by power operated doors. 

The severity and probability of risk increases when: 

— general public, or infirm, or elderly, or children might come in contact with the moving door; 

— there is no possibility to instruct, train or supervise the door users; 

— access is not restricted to persons who are the only ones allowed to operate the door (authorized 
persons); 

— a high number of persons may come in contact with the door; 

— degree of automation is high; 

— door opens directly onto !areas accessible by general public;" ! 

— non-automatic operated domestic garage doors are used for one household only and protrude onto 
a public area." 

!Conversely, non-automatic operated domestic garage doors which do not protrude onto public area 
are considered as doors with a reduced severity and probability of risk." 
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4.2 Hazards caused by crushing, shearing and drawing-in 

4.2.1 General 

!A hazard exists: 

— between the main closing edge of any door and an opposing edge, and between secondary closing 
edges of hinged, folding, tilting and sliding doors and opposing edges; 

— between closing edges and obstacles within the closing area of the leaf; 

— between leaves passing each other; 

— between leaves (and the perimeter of openings in leaves) and fixed parts in the vicinity; 

— at parts of the leaf which protrude; 

— at moving parts of the drive or drive unit which are capable of causing injury; 

— at gaps other than main closing gaps which vary in size and are accessible during the leaf 
movement. 

The hazard can be present during the initial impact, the period after the impact and persist because a 
person can be held between the leaf and the surrounding fixed parts. 

Hazards caused by reversed movement should also be taken into consideration." 
4.2.2  !Hazards caused when persons can travel with the door" 

If a person can travel with a power operated door, this can lead to foreseeable misuse which can create 
a hazardous situation. 

A person can travel on a door where a finger, hand or foot can gain hold on a door. 

If vertically moving doors which can lift a person can lead to a dangerous situation, then a danger point 
is considered to exist in the following locations: 

— between leaves and fixed parts in the vicinity; 

— in the neighbourhood of shafts or rising spindles of rolling doors. 

4.2.3 Hazards caused by impact 

Impact between the moving door and a person can be dangerous because of the impact force from the 
door leaf. 

4.3 Hazards caused by source of energy and power controls 

The source of energy used by the drive or drive unit for power operation can create hazards such as: 

— electric shock; 

— fire from overheating; 

— bursting, due to hydraulic or pneumatic over pressure; 

— failure of electrical, pneumatic and hydraulic equipment, including safety devices such as protective 
equipment, entrapment protection systems and control systems; 
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— unsafe restart after unintended power supply interruption. 

4.4 Manual operation 

When a power operated door shall be moved manually (e.g. in case of power supply failure), hazardous 
situations can exist when: 

— power operation can occur during manual operation; 

— the manual operation handle or device is not properly shaped and/or located; 

— the necessary manual effort is not related to the capability of the human body; 

— kick-back can occur as a consequence of manual release operation. 

4.5 Other hazards 

4.5.1 General 

In addition to the hazards described above, the following hazards which can occur due to particular site 
requirements are likely to create dangerous situations. 
4.5.2 Hazards caused by pass doors 

When a pass door is fitted in the door leaf, the power operation of the door leaf whilst the pass door is 
not in the safe position can lead to a hazardous situation. 
4.5.3 Hazards caused by imprisonment 

!The hazard of being held imprisoned can exist in areas between power operated doors or in rooms 
where a power operated door is the only means of escape." 
4.5.4 Hazards caused by trapping 

The hazard of being trapped by the door can exist between the moving leaf and fixed parts such that 
part of the body is held by the door preventing release. 
4.5.5 Hazards caused by falling or ejected parts or uncontrolled movement 

Hazards can exist if door leaves move in an uncontrolled or dangerous manner. 

Hazards can exist if parts of a door are ejected during the movement. 

When the door leaf of a power operated door can overrun its final positions, the leaf may then fall down, 
thus creating a dangerous situation. 
4.5.6 Hazards caused by the locking devices 

Operation of the drive or drive unit before unlocking the locking device can result in a hazardous 
situation, e.g. mechanical damage, derailment. 
4.5.7 Hazards caused due to a loss of stability 

Hazards can exist if the door and its components, including its fixings for attachment to the building and 
fixing means of the door-leaf, are damaged or permanently deformed. 

Hazards can exist if doors are subject to elastic deformations under operational forces or torques. 
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4.5.8 Hazards caused by glazing material 

Hazards can exist if transparent elements in leaves do not remain secured and if they produce sharp 
splinters, cutting edges or other dangerous parts in case of breaking. 
4.5.9 Hazards caused by modification of settings 

Hazards can exist if settings, e.g. for limiting forces, options for fitted protective devices, or connections 
between protective devices and other parts of the safety control system, can easily be modified 

5 Safety requirements and/or protective measures 

5.1 General 

5.1.1 General requirements 

!Power operated doors shall comply with the safety requirements and/or protective/risk reduction 
measures of this clause, taking full account of the factors listed in 4.1. In addition, the machine shall be 
designed according to the principles of EN ISO 12100:2010 for any hazards which are not dealt with by 
this document. 

Power operated doors shall additionally comply with the mechanical requirements of 
EN 12604:2017+A1:2020 unless otherwise specified. 

Electrical equipment comprising the safety-related parts of the control system which are exposed to 
outdoor conditions shall be at least IP44 according to EN 60529:1991 3." 
5.1.2 Safety Function performed by control system 

!The combined safety–related parts of a control system (SRP/CS) which perform the safety function 
shall be at least PL “c” with the minimum of category 2 according to EN ISO 13849-1:2015 subject to 
specific exclusions made in this standard. The safety function shall be checked at the latest at one end 
position of the door leaf. 

The safety–related parts of a control system (SRP/CS), include the processing of the signal: 

— from the sensing unit of the sensitive protective equipment to the Output Signal Switching Device 
(OSSD) including the connection between the sensing unit and the drive unit; 

— of travel limiting devices; 

— of hold to run devices (the device itself need not meet category 2); 

— of anti-drop devices (the device itself need not meet category 2); 

— of slack cables detecting devices (the device itself need not meet category 2). 

When mechanical systems are used in conjunction with other technologies EN ISO 13849-2:2012 
should be taken into account. 

Well-tried components can be used in SRP/CS for a safety-related application based on the application 
of well-tried safety principles. 

                                                             

3 As impacted by EN 60529:1991/AC:1993-05, EN 60529:1991/A1:2000, EN 60529:1991/A2:2013, EN 
60529:1991/A2:2013/AC:2019-02 and EN 60529:1991/AC:2016-12. 
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Components which do not meet category 2 need not be tested according to EN ISO 13849-1:2015 when 
based on well-tried safety principles. 

Safety related parts of a control system which perform the safety function of electrical equipment in 
compliance with the relevant requirements of EN 60335-2-95:2015 4 or EN 60335-2-103:2015 as 
appropriate are considered to comply with the requirements of this subclause (5.1.2)." 
5.1.3 Minimum level of safeguarding at the main closing edge 

The type of safeguarding at the main closing edge of a power operated door shall be related to the 
expected type of use. 

Three different types of use are considered: 

— Type 1: A limited group of persons are trained to use the door and the door is out of public area; 

— Type 2: A limited group of persons are trained to use the door and the door is located in a public 
area; 

— Type 3: Any person is free to use the door and the door is in contact with the general public. 

Persons can be considered as “trained” if the employer, the premises supervisor or the premises owner 
has allowed them to use the door and has advised them how to use the door. 

A group of persons can be considered to be “limited” if the group consists of identified employees of a 
company, identified members of a family, or identified persons sharing a block of flats. 

The minimum levels of safeguarding of the main edge related to the way the door is operated and to the 
type of users, are listed in Table 1 according to the following abbreviations: 

— A: Hold-to-run control mode of operation according to 5.2.1.5; 

— B: Hold-to-run control mode of operation according to 5.2.1.5 with manual actuator equipped 
with a key switch or similar; 

— C: Limitation of forces according to Annex A, either by force limiting means according to 5.2.1.6 or 
by sensitive protective equipment according to 5.2.1.7; 

— D: supplementary device(s) to reduce the probability of contact of a person or an obstacle with 
the moving door used in combination with all the means indicated in C-. This device shall fulfil 
5.2.1.8. 

— E: sensitive protective equipment(s) for detection of presence which is designed and installed in a 
way that a person cannot be touched by a moving door leaf when tested as described in D.4, such a 
device shall fulfil 5.2.1.7. 

                                                             

4 As impacted by EN 60335-2-95:2015/A1:2015 and EN 60335-2-95:2015/A2:2019. 
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Table 1 — Minimum levels of safeguarding at main edge 

Type of door activation Types of use 

  

Trained users 
(public not likely to 

be present) 
Type 1 

Trained users 
(public likely to be 

present) 
Type 2 

Untrained 
users 

Type 3 

Hold-to-run control mode of operation A B Not possible 

Impulse activation in sight of the door C or E C or E C and D, or E 

Impulse activation out of sight of the door C or E C and D, or E C and D, or E 

Automatic control C and D, or E C and D, or E C and D, or E 

 

In sight of the door is from a position that allows full, direct and permanent real-time view of the door 
at activation and during the entire movement. 

5.2 Crushing, shearing and drawing-in 

5.2.1 General 

5.2.1.1 General 

Hazards listed in 4.2 shall be avoided by design and construction. When this cannot be achieved they 
shall be safeguarded up to a height of 2,5 m above the floor or any other permanent access level. 

This can be achieved by one or a combination of the following measures: 

— creating safety distances (see 5.2.1.2); 

— installing guards such as enclosures, covers, enclosing guards, fixed protection leaves (see 5.2.1.3); 

— shaping and profiling the leaf surfaces and any protruding parts so as to prevent injury 
(see 5.2.1.4); 

— operating the door in the hold to run control mode (see 5.2.1.5); 

— limiting the forces generated by the door leaf when meeting a person or an obstacle (see 5.2.1.6); 

— installing Electro-Sensitive Protective Equipment (ESPE) (see 5.2.1.7). 

!For non-automatic operated domestic garage doors it is acceptable to safeguard only the hazard 
generated by the movement of the main closing edge." 
5.2.1.2 Gaps to avoid crushing, shearing and drawing in 

Crushing, shearing and drawing-in points shall be avoided by design and construction by achieving safe 
gaps and distances, which are related to the endangered parts of the human body, in accordance with 
EN ISO 13857 and EN 349 (see examples in Annex B.2). 

When safe gaps and distances are dependent on the installation and the site conditions, the installation 
instructions shall precisely describe the method of ensuring that the safe gaps and distances are 
effective after the installation is completed. 
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5.2.1.3 Guards 

Guards such as enclosures, covers, enclosing guards, fixed protective leaves (screens), shall be installed 
to meet the safety distances to prevent hazard zones being reached by upper and lower limbs as 
specified in Tables 1 and 5 of EN ISO 13857. 

Guards shall be designed and constructed according to EN ISO 14120 with the exception of subclause 
5.19, which can be disregarded (see examples in Annex B, Figure B.1). 
5.2.1.4 Leaf surfaces and protruding parts 

Sharp edges shall be avoided by design and construction of the door. 

Edges are considered not to be sharp if they are burr-free and rounded. 

Protruding parts of the door leaf which may cause injuries shall be avoided by design and construction 
e.g. by suitable shape. When this cannot be achieved they shall be safeguarded by coverings. 
5.2.1.5 Hold-to-run-control mode of operation 

The hold-to-run control mode of operation shall be designed in order to fulfil the following 
requirements: 

— the door leaf shall stop when the manual actuator is released. The overrun distance of the door leaf, 
after the control has been released, shall be 

— not more than 50 mm for door other than swing type when the opening gap does not exceed 
500 mm; 

— not more than 100 mm for swing type door when the opening gap does not exceed 500 mm; 

— not more than 100 mm for any type of door when the opening gap exceeds 500 mm; 

— alternatively the main edge of the door leaf shall be fitted with a deformable zone where the 
available deformation shall be greater than the overrun distance and the resulting static force 
shall be lower than 150 N measured with the equipment described in C.2.2; 

— the leaf movement shall not be initiated by any controls other than manual actuator of the hold-to-
run device. This shall be stated in the instructions; 

— it shall only be possible to operate the manual actuators in such a position that allows full, direct 
and permanent real-time view of the door during the leaf movement and ensures that the person 
controlling the door is not in a hazardous position; 

Video cameras do not give a full, direct and permanent real time view. 

— The speed of closing the gap shall not exceed 0,5 m/s; 

— Unintended operation of manual actuators shall be prevented. 

5.2.1.6 Limitation of forces 

5.2.1.6.1 General 

Forces exerted by door leaves shall not exceed the values specified in Annex A. 

When limitation of forces is achieved through protective equipment (e.g. PSPE), such equipment shall 
be designed to meet the following requirements: 
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— the hazardous leaf movement is stopped as long as the sensing element is actuated, or until the 
direction of movement of the door leaf is reversed; 

— protective equipment shall fulfil !EN 12978:2003+A1:2009"; 

— it is acceptable that the sensing element of a Pressure Sensitive Protective Equipment (PSPE) is not 
active within 30 mm of either end. 

Protective equipment which is exposed to outdoor conditions shall be at least IP44 according to 
!EN 60529:1991 5". 
5.2.1.6.2 Crushing points 

Crushing points can be safeguarded by limitation of forces. 

The reversing function, if provided, can be disregarded as soon as the closing gap is < 50 mm for a 
vertically moving door and < 25 mm for a horizontally moving door. 
5.2.1.6.3 Shearing hazards 

Shearing hazards occurring between closing edges can be safeguarded by limitation of forces according 
to Annex A in addition to: 

— either a distance of at least 25 mm between passing edges; 

— or the passing edges shall be provided with round edges with radius of at least 2 mm for each edge 
and the sum of the 2 radii shall be at least 6 mm (e.g. at least 2 mm + 4 mm or 3 mm + 3 mm). 

5.2.1.6.4 Drawing-in points 

Limitation of forces cannot prevent drawing-in. 
5.2.1.7 Electro-Sensitive Protective Equipment (ESPE) 

When contact is avoided by using ESPE, these devices shall fulfil the following requirements: 

— the hazardous leaf movement is stopped as long as the sensing element is actuated, or until the 
direction of movement of the door leaf is reversed; 

— !deleted text"; 

— protective equipment shall fulfil !EN 12978:2003+A1:2009"; 

— they shall be assessed by using the test pieces described in Annex D.2. 

ESPE that monitor environmental changes (e.g. reflecting the light coming back from the ground) shall 
not adjust to these changes within less than 30 s. ! 
NOTE The detection is continuous and there is no automatic adjustment to significant physical environment 
changes (e.g. persons)." 

Protective equipment which is exposed to outdoor conditions shall be at least IP44 according to 
!EN 60529:1991 6". 

                                                             

5 As impacted by EN 60529:1991/AC:1993-05, EN 60529:1991/A1:2000, EN 60529:1991/A2:2013, EN 
60529:1991/A2:2013/AC:2019-02 and EN 60529:1991/AC:2016-12. 
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