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Foreword 

This document (EN 12516-2:2004) has been prepared by Technical Committee CEN/TC 69 “Industrial valves”, the 
secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical text or 
by endorsement, at the latest by January 2005, and conflicting national standards shall be withdrawn at the latest 
by January 2005. 

This document has been prepared under a mandate given to CEN by the European Commission and the European 
Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative annex ZA, which is an integral part of this document. 

EN 12516, Industrial valves – Shell design strength, consists of four parts: 

 Part 1: Tabulation method for steel valve shells 

 Part 2: Calculation method for steel valve shells 

 Part 3: Experimental method 

 Part 4: Calculation method for valve shells in metallic materials other than steel 

The annexes A, B and C are informative. 

This document includes a Bibliography. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark, 
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
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Introduction 

EN 12516, Industrial valves — Shell design strength, is in four parts. Parts 1 and 2 specify methods for determining 
the thickness of steel valve shells by tabulation or calculation methods respectively. Part 3 establishes an 
experimental method for assessing the strength of valve shells in steel, cast iron and copper alloy by applying an 
elevated hydrostatic pressure at ambient temperature. Part 4 specifies methods for calculating the thickness for 
valve shells in metallic materials other than steel. 

The calculation method, Part 2 is similar in approach to DIN 3840 where the designer calculates the wall thickness 
for each point on the pressure temperature curve using the allowable stress at temperature for the material he has 
chosen (see Bibliography, reference [1]). The allowable stress is calculated from the material properties using 
safety factors that are defined in Part 2. The equations in Part 2 consider the valve as a pressure vessel and 
ensure that there is no excessive deformation or plastic instability. 

The tabulation method, Part 1 is similar in approach to ASME B16.34 in that the designer can look up the required 
minimum wall thickness of the valve body from a table (see Bibliography, reference [2]). The internal diameter of 
the straight pipe, into which the valve is to be mounted, gives the reference dimension from which the tabulated 
wall thicknesses of the body are calculated. 

The tabulated thicknesses in Part 1 are the minimum thickness in the crotch region and are calculated using an 
allowable stress equal to 118 N/mm2 and a calculation pressure, pc, in N/mm2. The values of the calculation 
pressure, pc, and the equation used for calculating the thickness are given in Part 1. 

Part 1 specifies Standard and Special pressure temperature ratings for valve bodies having the tabulated 
thickness. These tabulated pressure temperature ratings are applicable to a group of materials and are calculated 
using a selected stress, which is determined from the material properties representative of the group, using safety 
factors defined in Part 1. 

Each tabulated pressure temperature rating is given a reference pressure designation to identify it. The B (Body) 
pressure designation is used to differentiate it from the PN pressure designation that is used for flanges because 
the rules for determining the pressure temperature ratings for B and PN designations are different. 

In the case where a valve body designed to Part 1 is having PN designated flanged ends, the designer considers 
the requirements laid down in Part 1 to ensure that the valve body is not weaker than the flange. 

Maximum allowable pressures for Special ratings are higher than those for Standard ratings as additional non-
destructive examination of the body used for Special rating allows the use of lower safety factors in calculating the 
allowable pressure. 

A merit of the calculation method is that it allows the most efficient design for a specific application using the 
allowable stresses for the actual material selected for the application. 

A merit of the tabulation method, which has a fixed set of shell dimensions irrespective of the material of the shell, 
is that it is possible to have common patterns and forging dies. The allowable pressure temperature rating for each 
material varies proportionally to the selected stresses of the material group to which the material belongs. 

The two methods are based on different assumptions, and as a consequence the detail of the analysis is different 
(see Bibliography, reference [7]). Both methods offer a safe and proven method of designing pressure-bearing 
components for valve shells. 
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1 Scope 

This part of EN 12516 specifies the method for the strength calculation of the shell with respect to internal pressure 
of the valve. 

2 Normative references 

This European Standard incorporates by dated or undated reference, provisions from other publications. These 
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For 
dated references, subsequent amendments to or revisions of any of these publications apply to this European 
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the 
publication referred to applies (including amendments). 

EN 19, Industrial valves — Marking of metallic valves. 

EN 1092-1, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN designated — 
Part 1: Steel flanges. 

EN 1515-1, Flanges and their joints — Bolting — Part 1: Selection of bolting. 

EN 1591-1, Flanges and their joints — Design rules for gasketed circular flange connections — Part 1: Calculation 
method. 

EN 13445-3, Unfired pressure vessels — Part 3: Design. 

3 Symbols and units 

The following symbols are used: 

Table 1 — Symbols characteristics and units 

Symbol Characteristic Unit 

A elongation after rupture % 

Bn calculation coefficient for oval cross-sections — 

E modulus of elasticity MPa or N/mm2 

e thickness mm 

f nominal design stress MPa or N/mm2 

fd 
maximum value of the nominal design stress for normal operating 
load cases MPa or N/mm2 

fd/t nominal design stress for design conditions at temperature t °C MPa or N/mm2 

fexp nominal design stress for exceptional conditions MPa or N/mm2 

kc welding factor — 

p pressure MPa or N/mm2 

pc calculation pressure MPa or N/mm2 

pd design pressure MPa or N/mm2 

PS maximum allowable pressure MPa or N/mm2 

Re yield strength MPa or N/mm2 

ReH/t upper yield strength at temperature t °C MPa or N/mm2 
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Table 1 — (concluded) 

Symbol Characteristic Unit 

Rm tensile strength MPa or N/mm2 

Rm/t tensile strength at temperature t °C MPa or N/mm2 

Rm/T/t creep rupture strength for T hours at temperature t °C MPa or N/mm2 

Rp0,2 0,2 % - proof strength MPa or N/mm2 

Rp0,2/t 0,2 % - proof strength at temperature t °C MPa or N/mm2 

Rp1,0 1,0 % - proof strength MPa or N/mm2 

Rp1,0/t 1,0 % - proof strength at temperature t °C MPa or N/mm2 

Rp1,0/T/t 1,0 % - creep proof strength for T hours at temperature t °C MPa or N/mm2 

SF safety factor — 

T time h 

t temperature °C 

tc calculation temperature °C 

td design temperature °C 

α linear expansion factor K–1 

β cone calculation coefficient — 

ε strain % 

µ Poisson's ratio — 

4 General conditions for strength calculation 

Equations 1 and 2 apply to mainly static internal pressure stressing. The extent to which these equations can also 
be applied to pulsating internal pressure stressing is described in clause 12. 

The total wall thickness is found by adding the following allowances: 

2100 ccee ++= c  (1) 

2111 ccee ++= c  (2) 

where 

ec0, ec1  are the calculated wall thicknesses in accordance with the rules given in this standard at different 
locations on the valve shell (see Figures 1, 2, 5 and 8 to 20); 

c1   is a manufacturer tolerance allowance; 

c2   is a corrosion allowance. 

The values of the corrosion allowance are: 

c2 = 1 mm for ferritic and ferritic-martensitic steels; 

c2 = 0 mm for all other steels. 

When checking the wall thickness of existing pressure retaining shells these allowances shall be subtracted from 
the actual wall thickness. 

Full document details: BS EN 12516-2:2004
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5 Design pressure 

All reasonably foreseeable conditions shall be taken into account, which occur during operation and standby. 

Therefore the design pressure pd shall be not less than the maximum allowable pressure PS. 

6 Nominal design stresses for pressure parts other than bolts 

6.1 General 

The nominal design stresses (allowable stresses) for steels with a minimum elongation after rupture of ≥ 14 % and 
a minimum impact energy measured on a Charpy-V-notch impact test specimen of ≥ 27 J should be calculated in 
accordance with Table 2. 

Table 2 — Nominal design stresses (allowable stresses) 

Material Design conditions Creep conditions 

Steel as defined in 6.2 f = min (Rp0,2/t / 1,5 ; Rm/20 / 2,4) f = Rm/100 000/t / 1,5 

Austenitic steel and cast steel as defined in 6.2 f = min (Rp1,0/t / 1,5 ; Rm/20 / 2,4) f = Rm/100 000/t / 1,5 

Austenitic steel as defined in 6.3 with rupture 
elongation ≥ 30 % f = Rp1,0/t / 1,5 f = Rm/100 000/t / 1,5 

Austenitic steel as defined in 6.4 with rupture 
elongation ≥ 35 % 

f = max [Rp1,0/t / 1,5; 
     min (Rp1,0/t / 1,2; Rm/t / 3,0)] f = Rm/100 000/t / 1,5 

Cast steel as defined in 6.5 f = min (Rp0,2/t / 1,9; Rm/20 / 3,0) f = Rm/100 000/t / 1,9 

Weld-on ends on cast steel as defined in 6.5 f = min (Rp0,2/t / 1,5; Rm/20 / 2,4) a f = Rm/100 000/t / 1,5 
a The transition zone situated immediately outside the effective length l0 or l1 may be calculated with this higher nominal 

design strength if the length of the transition zone ≥ 3 × ev , however = 50 mm min. and the angle of the transition ≤ 30°. 

However, materials with lower elongation values and/ore lower values for a Charpy-V-notch impact test may also 
be applied, provided that appropriate measures are taken to compensate for these lower values and the specific 
requirements are verifiable. 

6.2 Steels and cast steels other than defined in 6.3, 6.4 or 6.5 

The maximum value of the nominal design stress for normal operating load cases fd shall not exceed the smaller of 
the following two values: 

 the yield strength ReH/t or 0,2 % proof strength Rp0,2/t at calculation temperature, as given in the material 
standard, divided by the safety factor SF = 1,5. For austenitic steels and cast steels with a rupture elongation 
less than 30 % and with a relationship at 20 °C between proof and tensile strength less than or equal 0,5 the 
1,0 % proof strength Rp1,0/t can by used, divided by the safety factor SF = 1,5; 

 the minimum tensile strength Rm at 20 °C as given in the material standard, divided by the safety factor 
SF = 2,4. 

6.3 Austenitic steel and austenitic cast steel with a minimum rupture elongation not less than 
30 % 

The maximum value of the nominal design stress for normal operating load cases fd shall not exceed the 1,0 % 
proof strength Rp1,0/t at calculation temperature, as given in the material standard, divided by the safety factor 
SF = 1,5. 
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NOTE The nominal design stresses of this clause are in accordance with the Pressure Equipment Directive 97/23/EC 
Annex 1, Clause 7. The term "nominal design stress" means the "permissible general membrane stress" in the context of this 
Directive. 

6.4 Austenitic steel and austenitic cast steel with a minimum rupture elongation not less than 
35 % 

The maximum value of the nominal design stress for normal operating load cases fd shall not exceed the greater of 
the following two values: 

 the 1,0 % proof strength Rp1,0/t at calculation temperature, as given in the material standard, divided by the 
safety factor SF = 1,5; 

 the smaller of the two values: 

 the 1,0 % proof strength Rp1,0/t at calculation temperature, as given in the material standard, divided by the 
safety factor SF = 1,2; 

 the minimum tensile strength Rm/t at calculation temperature divided by the safety factor SF = 3,0. 

6.5 Non-alloy and low-alloy cast steel 

The maximum value of the nominal design stress for normal operating load cases fd shall not exceed the smaller of 
the following two values: 

 the yield strength ReH/t or 0,2 % proof strength Rp0,2/t at calculation temperature, as given in the material 
standard, divided by the safety factor SF = 1,9; 

 the minimum tensile strength Rm at 20 °C as given in the material standard, divided by the safety factor 
SF = 3,0. 

6.6 Creep conditions 

The maximum value of the nominal design stress for normal operating load cases shall not exceed the average 
creep rupture strength at calculation temperature Rm/T/t divided by the safety factor SF = 1,5 for the  
T = 100 000 hours value. 

The nominal design stress calculated in 6.2 to 6.5 has to be compared with the nominal design stress calculated in 
this clause and the lower value shall be used. 

For cast steel defined in 6.5 the safety factor SF = 1,9 for the T = 100 000 hours value. 

For limited operating times and in certain justified cases, creep rupture strength values for shorter times may be 
used for calculations but not less than T = 10 000 hours. 

7 Calculation methods for the wall thickness of valve bodies 

7.1 General 

Valve bodies are considered to be hollow bodies penetrating each other with different angles i.e. basic bodies with 
branches. 

Basic bodies and branches can be tubes, balls or conical hollow parts with cylindrical, spherical, elliptical or 
rectangular cross-sections. 

In special cases the body consists only of a basic body. 
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The basic body-part is the part of the body with the larger diameter or cross-section, with the symbol d0. For the 
branches, the symbols are for example, d1, d2. 

It follows that: 

d0 ≥ d1; b2 ≥ d1, see Figure 8 

7.2 Valve bodies 

7.2.1 General 

The wall thickness of a valve body composed of different geometric hollow components cannot be calculated 
directly. The calculation needs two steps: 

 the calculation of the wall thickness of the basic body and the branches outside of the intersection — or crotch 
area, see 7.2.2; 

 the calculation of the wall thickness in the crotch area, see 7.2.3. 

A check of the wall thickness of the crotch area is necessary by considering the equilibrium of forces, see 7.2.3. 

7.2.2 Wall thickness of bodies and branches outside crotch area 

7.2.2.1 General 

Outside the intersection or crotch area, means that the calculated hollow body is without openings or cutaways in 
this zone (e.g. a smooth tube). 

The welding factor kc in the following equations is a calculation factor dependent on the level of destructive and 
non-destructive testing to which the weld or series of welds is subject. 

The values of the welding factor kc shall be: 

1,0 for equipment subject to destructive and non-destructive tests, which confirm that the whole series of 
joints show no significant defects; 

0,85 for equipment of which 10% of the welds are subject to random non-destructive testing and all welds are 
subject to 100% visual inspection; 

0,7 for equipment not subject to non-destructive testing other than 100% visual inspection of all the welds; 

1,0 for no welds. 

All the calculated wall thicknesses are wall thicknesses excluding allowances. 

di = inner diameter or radius; 

do = outer diameter or radius. 

7.2.2.2 Cylindrical bodies or branches 

do / di ≤ 1,7 

k p )  f  ( 
p d = e

c

i
c ×−×

×
2

 (3) 
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or 

 p  + k  p ) f  ( 
 p d = e ××−×

×
22 c

o
c  (4) 

7.2.2.3 Both equations are equivalent when di = do – 2 ×××× ec 

7.2.2.4 Spherical bodies or branches 

do / di ≤ 1,2 

kpf 
pr=e

c

i
c ×−×

×
)2(

 (5) 

or 

 pkpf
 pr

e +×−×
×

=
c

o
c )2(

 (6) 

1,2 < do / di ≤ 1,5 












−

×−×
×

+×= 1
)2(

2
1 

kpf
p

re
c

ic  (7) 

or 

kpf
p

kpf
p

re

c

c
oc

×−×
×

+

−
×−×

×
+

×=

)2(
2

1

1
)2(

2
1

 (8) 

Both equations are equivalent when ri = ro – ec 

7.2.2.5 Conical bodies or branches 

ec / do > 0,005 
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Figure 1 — Cone calculation coefficient 

)(pk  f  
d p 

 = e ϕ cos
1

2
×

−××
×

c

K
c  (9) 

Wall thickness in the knuckle or in a corner weld: 

kf
pd = e

c

o
cK ××

××
4

β
 (10) 

ecK is also required in the zone x and 
2
x  

edx = co ×  (11) 

kc is now a factor for a weld situated in the knuckle or in the influence zone of the knuckle running in meridian 
direction. 

In cases of corner welds which are admissible for angles ϕ ≤ 30°, ecK ≤ 20 mm and double joint weld, β shall be 
read off Figure 1 by taking for the ratio r / do = 0,01. 

For corner welds, diameter dK is equal to the inside diameter of the wide end. 
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In case of flat cones with a knuckle and ϕ > 70°: 

kf
p

rd,e
c

oc ×
××−×=

90
)(30

ϕ
 (12) 

Table 3 — Cone calculation coefficient 

ββββ for the ratio r / do Angle 
ϕϕϕϕ 0,01 0,02 0,03 0,04 0,06 0,08 0,10 0,15 0,20 0,30 0,40 0,50 

cos 
ϕϕϕϕ 

10   1,4   1,3   1,2 1,2 1,1 1,1 1,1 1,1 1,1 1,1 1,1 1,1 0,985

20   2,0   1,8   1,7 1,6 1,4 1,3 1,2 1,1 1,1 1,1 1,1 1,1 0,940

30   2,7   2,4   2,2 2,0 1,8 1,7 1,6 1,4 1,3 1,1 1,1 1,1 0,866

45   4,1   3,7   3,3 3,0 2,6 2,4 2,2 1,9 1,8 1,4 1,1 1,1 0,707

60   6,4   5,7   5,1 4,7 4,0 3,5 3,2 2,8 2,5 2,0 1,4 1,1 0,500

75 13,6 11,7 10,7 9,5 7,7 7,0 6,3 5,4 4,8 3,1 2,0 1,1 0,259

If two conical shells with different taper angles are joined together, the angle ϕ arising between the conical portion 
with the more pronounced taper and that with the less pronounced taper shall be determined for the determination 
of β. 

7.2.2.6 Bodies or branches with oval or rectangular cross-sections 

7.2.2.6.1 General 

The following calculation rules apply to oval or rectangular valve bodies with a wall thickness/diameter ratio 
ec / b2 ≤ 0,15 and a ratio b1 / b2 ≥ 0,4. 

For ratios ec / b2 ≤ 0,06, these rules are applicable for b1 / b2 ≥ 0,25 (see Bibliography, reference [3]). 

7.2.2.6.2 In the case of oval shaped cross-sections (see Figure 2a)) and of rectangular shapes with or without 
radiusing of the corners (see Figures 2b) to 2d)), the additional bending stresses, which arise in the walls or in the 
corners, shall be taken into consideration. 

 

a) oval-shaped 
b) rectangular 

radiused 
    on one side 

c) rectangular, 
    with radiused corner 

d) rectangular, 
    corner not radiused 

Figure 2 — Cross-sections 

The theoretical minimum wall thickness of such bodies under internal pressure stressing can be calculated by 
means of the equation below, without any allowance for edge effects: 
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2
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4
2

×+×
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 (13) 

7.2.2.6.3 The calculation shall be carried out in respect of locations 1 and 2 (designated in Figure 2a for oval-
shaped cross-sections), and in respect of locations 1 and 3 (designated in Figures 2b to 2d for rectangular cross-
sections), because the bending moments, which have a predominant influence on the strength behaviour, exhibit 
their maximum values at the above locations. In exceptional cases (e.g. a low b1 / b2 ratio) a check calculation for 
location 2 may also be necessary for square cross-sections. 

7.2.2.6.4 The calculation coefficient B0, which is a function of the normal forces, shall be: 

B0 = b1 / b2 for location 1 

B0 = 1 for location 2 

For location 3, B0 can be obtained from Figure 3 as a function of the sides ratio b1 / b2 and of the corner radii ratio 
r / b2, or it can be calculated in accordance with equation (14): 

ϕϕϕϕ kkkk cos)cos1(2sin)sin1(21
22

1

2
0  

b
r

b
b

b
rB 








−−+








−−=  (14) 

with 

b
r

b
b

br
 = 

22

1

2
2
/21

tan
−

−
ϕk  (15) 

 

Figure 3 — Calculation coefficient B0 for location 3 
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Figure 4 — Calculation coefficient Bn for oval-shaped cross-sections 
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Design a) Design b) 

Figure 5 — Examples of changes in cross-section in oval basic bodies 

7.2.2.6.5 The calculation coefficients Bn which are dependent on the bending moments are plotted in Figure 4 as 
a function of ratio b1 / b2 for oval-shaped cross-sections for locations 1 and 2. These curves correspond to the 
equations below: 

6
21

6
1 22

1
k

E
Kk = B EE −

−
′
′×

−  (16) 

E
Kkk

 = B
′
′×

−
−

+
6

1
6

1 22

2
EE  (17) 

with 







−

b
b = k
2

1
2

2 1E  (18) 

These values result from the analytical solution of the equations of equilibrium for a curved shaped beam. The 
values of K', E', are explained in reference [4] of the Bibliography. 

For determination of the calculation coefficients the following approximation equations may also be used for 
b1 / b2 ≥ 0,5: 







−×−








−   

b
b

b
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2

1

2

1
1 1435,0625,0 1  (19) 
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The calculation coefficients are also valid for changes in cross-section in oval basic bodies (e.g. for gate valves in 
accordance with Figure 5, design a) and design b)), on these valves, the lateral length b1 increases from the apex 
zone of the entry nozzle (flattened oval) to value length b2 (circular shape) over length l. In this case, value b1 in 
cross-section B-B up to l/2 is determining for the determination of Bn. l is obtained from: 

'
2 1
1 l+edyl = H −








−−  (21) 

and length l' which is influenced by the entry nozzle is obtained from: 

0m edl’ = ×× '25,1  (22) 

with 
2

' = ' 21 bbd +
m  (23) 

where b'1 and b2 shall be determined at the cross-section A–A at a distance l' from the entry nozzle. The wall 
thickness at that location is e0. 

 

Figure 6a — Calculation coefficient B1 for rectangular cross-sections 
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Figure 6b — Calculation coefficients B2 and B3 for rectangular cross-sections 

Figure 6 — Calculation coefficients 

7.2.2.6.6 The calculation coefficients Bn for square cross-sections are plotted in Figure 6 as a function of the ratio 
b1 / b2 for locations 1 to 3 under consideration. The calculation coefficients Bn shall always be entered in equation 
(13) as positive values. 

The curves for Bn can also be determined analytically with the aid of the following equations: 
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where equation (15) shall apply to the angle of the maximum moment. 
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7.2.2.6.7 For short valve bodies (e.g. design a) or b) of Figure 5) with the undisturbed length l corresponding to 
the calculation geometry, the supporting action of the components adjoining the ends (e.g. flanges, bottoms, 
covers) can be taken into account in the calculation. In this case the required minimum wall thickness in 
accordance with equation (13) becomes: 

ec = ec0 × k (27) 

The correction factor k is obtained from equation (28) below, by analogy to the damping behaviour of the stresses 
in cylindrical shells, taking into consideration the experimental investigation results on non-circular casings: 

3

c0m

2

48,0
e d

lk = 
×

×  (28) 

with 0,6 ≤ k ≤ 1 

This function is plotted in Figure 7 as a function of l2 / dm × ec0. 

dm shall be entered in the equation at a value dm = (b1 + b2) / 2, and ec0 corresponds equation (13). In the case of 
changes in cross-section over length l, (e.g. in accordance with Figure 5 design a) or b)), dimensions b1 and b2 
shall be taken at cross-section B–B (for l / 2). Local deviations from the shape of the casing body, whether they be 
of convex or concave nature, can as a general rule be ignored. 

 

Figure 7 — Correction factor k for short casing bodies 

7.2.2.6.8 The strength conditions can be deemed to be satisfied if the required wall thickness is attained locally, 
on the precondition that wall thickness transitions are gradual and gentle. 

Should a finished design not meet the strength condition in accordance with equation (13) or (27), a local 
reinforcement, e.g. in the form of ribs, may be provided, and this will require a separate verification of the strength 
for the design, or alternatively the strength shall be verified by means of some other approved procedure. 

7.2.3 Wall thickness in the crotch area 

A direct calculation of the wall thickness in this area is not possible. 

As a first step a wall thickness in this area shall be assumed; this assumption can also be derived from the wall 
thickness calculation in 7.2.2. 

This assumed wall thickness shall be checked by considering the equilibrium of forces. The crotch area here is 
limited by the distances l, see Figures 8 to 20. 
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Figure 8a Figure 8b 

Figure 8 — Calculation procedure in the crotch area 

According to Figure 8 the equilibrium of forces corresponds to the equation: 

p × Ap = f × Af  × kc (29) 

where 

p × Ap I or p × Ap II is the pressure loading area; 

f × Af I or f × Af II is the metal cross-sectional area effective as compensation; 

kc is the calculation coefficient depending on the welding process. 

The areas Ap and Af are determined by the centrelines of the bonnet and the flow passage and by the distances l, 
see Figure 8 to 20. 

For the allowable value of f, see clause 6. 

Table 4 shows the equations for f, depending on the body shape. 

Condition: ec body ≥ ec branches, if this is not possible: ec branches = ec body in the whole Af region including the 
distances l. 
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Table 4 — Calculation equations 

 Diameter ratio d1 / d0 < 0,7 

circular cross-section f
kA

A
p ≤












+

×
×

2
1

cI f

I p  (30)

2,1/
2
1 f

kA
A

p ≤











+

×
×

cI f

I p  (31)

non-circular cross-section 

2,1/
2
1 f

kA
A

p ≤











+

×
×

cII f

II p  (32)

Diameter ratio d1 / d0 ≥ 0,7 

f
kA

A
p ≤












+

×
×

2
1

cI f

I p  (33)
circular cross-section 

f
kA

A
p ≤












+

×
×

2
1

cII f

II p  (34)

Diameter ratio d1 / d0 ≥ 0,7 and ec1 / ec0 < d1 / d0 

— Equation (33) 

— Equation (35) 

— additional for Section II: (Figure 8, right) circular cross-section 

f
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— Equation (31) 

— Equation (32) 

— additional for Section II: non-circular cross-section  
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c  (36)

7.2.4 Examples of pressure-loaded areas Ap and metallic cross-sectional areas Af 

7.2.4.1 General 

The pressure-containing areas Ap and the effective cross-sectional areas Af shall be determined by calculation or 
from CAD drawings. The effective lengths shall be determined from the following relations. 

For determination of the pressure-containing area Ap, the limitation inside the valve body is circumscribed by the 
geometrical centrelines of the basic body and the branch (see Figures 9 to 18). Reduced seats such as shown in 
Figure 9 shall not be taken into account. Due to the complicated geometrical shapes of bodies in accordance with 
Figures 9 to 13, the effective lengths l0 and l1 are indicated in the drawing as running parallel to the outside contour 
of the casing starting from the tangent point of the normal to the contour to the circle formed by the transition radius 
between the basic body and the branch (see examples in Figure 9). For small transition radii, it is sufficient to start 
from the intersection of the linearly extended contours of the bodies (see Figure 13). At the terminal point, the 
perpendicular is drawn to the relevant centreline. 
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Any material of the basic body or branch protruding inwards can be included in the effective cross-sectional area Af 
up to a maximum length of l0 / 2 or and l1 / 2 with the limitation thus determined representing also the boundary of 
the pressure-loaded area (see for example Figures 8, 9 and 16). For penetration welds which can be tested, 
welded-in seat rings inside the valve body can be included in the calculation. 

Abrupt wall thickness transitions shall be avoided (chamfer angle ≤ 30°). 

For branch/valve body diameter ratios d1 / d0 > 0,8, the factor preceding the square root shall be 1 in all subsequent 
equations for effective lengths. 

For all valve body shapes in cross-section II (Figure 8b) it is: 

0020 )(25,1' eebl ×+×=  (37) 

3323 )( eebl ×+=  (38) 

7.2.4.2 Cylindrical valve bodies 

The effective lengths for cylindrical bodies e.g. in accordance with Figure 9 are: 

0000 )( eedl ×+=  (39) 

1111 )(25,1 eedl ×+×=  (40) 

 

Figure 9a Figure 9b 

Figure 9 — Cylindrical valve body 
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Figure 10a Figure 10b 

Figure 10 — Angle valve 

 

Figure 11 — Angle screw-down valve 

For cylindrical valve bodies with oblique basic body or branch (e.g. in accordance with Figure 12) with φΑ ≥ 45°, 
instead of equation (39) the following equation shall be used for l0 : 

000
A eedl ×+







°

+= )(
90
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 (41) 
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Figure 12 — Cylindrical valve body with oblique branch 

For tapered basic bodies or branches the smallest diameters prevailing at the opening shall be taken in each case 
for d0 and d1 (see Figure 10 b) and Figure 13). 

 

Figure 13 — Angle pattern valve body 

7.2.4.3 Spherical valve bodies 

For branches in spherical valve bodies with d1 / d0 or with d2 / d0 ≤ 0,5, the effective lengths l0 shall be determined 
using equation (39) on condition that 

l0 ≤ 0,5 × l3 

(see Figure 14, type a)) 

Full document details: BS EN 12516-2:2004

http://www.avadocuments.com/doc/bs-en-12516-2-2004
http://www.avadocuments.com/doc/bs-en-12516-2-2004


EN 12516-2:2004 (E) 

24 

The corresponding length in the branch is: 

1111 )( eedl ×+=  (42) 

In cases, where 

d1 / d0 > 0,5 and 

d2 / d0 > 0,5 

the pressure-containing area Ap and the stress area Af shall be determined for both branches together in 
accordance with Figure 14, type b). 

The effective lengths shall be determined as follows: 

1111 )( eedl ×+=  (43) 

2222 )( eedl ×+=  (44) 

l0 corresponds to the effective length between the branches. 

 

Type a) Type b) 

Figure 14 — Spherical valve body 

7.2.4.4 Oval and rectangular cross-sections 

For valve bodies with oval or rectangular cross-sections (see Figure 2), the lengths in accordance with Figure 8 
shall be determined as follows: 

0010 )( eebl ×+=  (45) 

1111 )(25,1 eedl ×+×=  (46) 
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7.2.4.5 Details 

For design types with recesses (e.g. Figure 15), the recessed wall thickness shall be entered as wall thickness e0 
for the determination of the load-bearing cross-sectional area Af. Increases in wall thickness beyond the recessed 
area shall not be allowed in the calculation. 

For design types in accordance with Figure 15 where by the provision of a gasket it is ensured that the pressure-
containing area Ap is smaller than the area corresponding to the effective length l0 or l1, the centreline of the gasket 
can be taken as boundary of the area Ap, whereas the stress area Af is limited by the calculated length l0 or l1. 

The following limitation is only for pressure sealed bonnet designs in accordance with Figure 15. In the case where 
the segmented split ring is arranged within the effective length, l0 or l1, the stress area Af shall be determined only 
by taking into account the value of l0 or l1 to the centreline of the segmented ring. This is to ensure that the radial 
forces introduced by the gasket and the bending stresses acting at the bottom of the groove are limited. 

 

Key 
1 Segmented ring 
2 Centreline of gasket 

Figure 15 — Example of a closure 
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Figure 16 — Example of an end connection 

Flanges shall not to be taken into account for the calculation. The chamfer of the end taper shall also not be taken 
into account. 

 

Figure 17 — Example of an end connection 

In the case of very short flanged ends, occasionally blind bolt holes can extend into the zone of Af. In such cases 
the area of the blind hole shall be deducted (from Af). This applies to bolt holes within a zone of ± 22,5° of the 
calculated cross-section viewed from the top (Figure 18). 

The influence of the flange load on the valve body has to be taken into account. 
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