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National foreword

This British Standard is the official English language version of
EN 1253-2:2003. It supersedes BS EN 1253-2:1999 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
B/505, Waste water engineering, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

____Documents

Document Sharing Hub

Full document details: BS EN 1253-2:2003


http://www.avadocuments.com/doc/bs-en-1253-2-2003
http://www.avadocuments.com/doc/bs-en-1253-2-2003

EUROPEAN STANDARD EN 1253-2
NORME EUROPEENNE
EUROPAISCHE NORM December 2003

ICS 91.140.80 Supersedes EN 1253-2:1998

English version

Gullies for buildings - Part 2: Test methods

Avaloirs et siphons pour batiments - Partie 2: Méthodes Ablaufe fir Gebaude - Teil 2: Prifverfahren
d'essais

This European Standard was approved by CEN on 20 February 2003.
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Foreword

This document (EN 1253-2:2003) has been prepared by Technical Committee CEN/TC 165 “Wastewater
engineering”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by June 2004, and conflicting national standards shall be withdrawn at
the latest by June 2004.

This document supersedes EN 1253-2:1998.

This is the second part in a standards series relating to floor gullies, roof gullies and access covers for
drainage systems inside buildings. There will be five parts, as follows: Gullies for buildings —

Part 1: Requirements

Part 2: Test methods

Part 3: Quality control

Part 4: Access covers

Part 5: Gullies with light liquid closure

Annex A is informative, annex B is normative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark,

Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands,
Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and the United Kingdom.
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1 Scope

This standard specifies test methods for gullies for buildings according to EN 1253-1:2003 and access covers
in accordance with EN 1253-4.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to
this European Standard only when incorporated in it by amendment or revision. For undated references the
latest edition of the publication referred to applies.

EN 1253-1:2003, Gullies for buildings — Part 1: Requirements.

EN 1253-4, Gullies for buildings — Part 4: Access covers.

3 Terms and definitions

For the purposes of this European Standard, the following terms and definitions apply.
3.1

clear opening

Diameter of the largest circle that can be inscribed in the clear area of the frame.

3.2

test load
Specified load which a component is required to withstand when tested in accordance with clause 4.

4 Loading test

4.1 Test loads and permanent set

The values given in table 1 shall be applied.

No crack or fracture shall occur before the test load has been attained.

In addition, in the case of gullies with a grating or a cover made of ductile cast iron, steel, non-ferrous metals,

plastics or these materials in combination with concrete, the permanent set shall not exceed the values given
in table 1.

Table 1 — Test loads and permanent set

Class Test load P Permanent set fat 2/3 P
kN
H 15 1,5
K 3 3 2/500 (0,4 %)
L 15 15 of the clear opening (CO)
M 125 125 but not more than 2,0 mm)

For gratings in accordance with EN 1253-1:2003, 5.2 a test load P of 0,25 kN shall be applied and the perma-
nent set fat 2/3 of the test load shall not exceed 2,0 mm.
Documents
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4.2 Testing machine

The testing machine, preferably an hydraulic press, shall be capable of applying a load of at least 25 %
greater than the test loads.

The dimensions of the bed of the testing machine shall be greater than the bearing area of the unit to be
tested.

The testing machine shall be capable of applying and maintaining the test load within a tolerance of + 3 %.
4.3 Test blocks

The shape and dimensions of frames and corresponding test blocks are given in table 2.

Table 2 — Dimensions of frames and test blocks (mm)

Shape of frame and clear opening (CO) Shape and size of test block

@ [T

% : Y 3
m 15

CO <140
CO > 140
CcO <200
CO > 200 for a< 300
\' N
CO <300 Q\Q 2
for a> 300
250
(=)
CO > 300 wn

An intermediate layer of a thin coating of gypsum, cardboard, rubber or similar shall be applied between the
grating or cover and the test block. Bottom edges of the test block shall be rounded with a radius <3 mm.

When testing gratings or covers with a non-flat surface, the contact face of the test block shall be shaped to
match the grating or cover.
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4.4 Procedure

Place the gully according to the manufacturer's installation instructions in a special test support (concrete,
frame, wood etc.) on the bed of the testing machine. Apply the test load, by means of the specified test block,
vertically to the centre of the grating or cover.

When different versions of the same component exist, testing shall be applied to the most unfavourable of
their combinations.

Before the load is applied, locate the geometric centre of the cover or grating and ensure this point has a
smooth surface and take a datum reading at this point measured to an accuracy of £ 0,1 mm.

For gratings/covers made of cast iron, or of this material in combination with concrete, the load shall be
steadily increased with the prescribed load being attained within 1 min. Check that no crack or fracture has
occurred. For gratings/covers made of ductile cast iron, steel, non-ferrous materials, plastics or these
materials in combination with concrete, the load shall be applied at a rate of 1 kN/s to 5 kN/s up to 2/3 of the
test load; the load on the test specimen is then released. This procedure shall be carried out five times. After
1h take a new reading at the geometric centre of cover or grating.

The permanent set shall then be determined as the difference between the two readings and the set shall not
exceed the values given in table 1. The loading shall then be steadily increased, with the prescribed test load
being reached within 1 min and maintained for 5 min. Check that no crack or fracture has occurred.

Testing shall be carried out at ambient temperature on three gratings/covers, each of which shall meet the
requirements.

5 Water seal

5.1 Depth of water seal
Measure the difference between the water level on the inlet side when the water seal is completely filled with

water, and the water level when there is just so much water in the seal that through movement of air can take
place without movement of the water surface.

5.2 Resistance of water seal to pressure

Mount the gully in a test arrangement illustrated in figure 1, and fill the trap with water. Close the flap and set a
negative pressure of 400 Pa by means of the bypass valves. Open the flap and fill the trap with water.

Close the flap and slowly open after about 5 s. Repeat this procedure until the trap no longer loses water, but
no more than 5 times.

Remove 8 mm of water height; this corresponds to the reduction in the depth of water seal due to evaporation
over a period of disuse.

Subject the trap on the outlet side to a positive pressure such that through flow of air just occurs. Record the
pressure.

With the flap closed, set the desired negative pressure P with the bypass valves, and read the manometer.
The sensors in the trap are connected to the printout apparatus. When the flap is closed rapidly, the desired
vacuum pressure is established suddenly.

By reversing the fan and securing the flap in the closed position, the arrangement can be used also for the
measurement of the resistance to positive pressure.
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