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National foreword

This British Standard is the UK implementation of EN 1253-5:2017. It
supersedes BS EN 1253-5:2003 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/505/11, Waste Fittings For Sanitary Appliances.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2017. 
Published by BSI Standards Limited 2017
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2017.
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European foreword 

This document (EN 1253-5:2017) has been prepared by Technical Committee CEN/TC 165 
“Wastewater engineering”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by August 2017, and conflicting national standards shall 
be withdrawn at the latest by August 2017. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 1253-5:2003. 

This is the fifth part in EN 1253, a series of standards relating to different types of floor gullies, roof 
drains and access covers for drainage systems inside buildings. The EN 1253 series under the main title 
Gullies for buildings actually consists of the following parts: 

— Part 1: Trapped floor gullies with a depth water seal of at least 50 mm; 

— Part 2: Roof drains and floor gullies without trap; 

— Part 3: Evaluation of conformity; 

— Part 4: Access covers; 

— Part 5: Gullies with light liquids closure. 

Since the latest versions of EN 1253-5 the most significant technical changes are the following: 

a) introduction of the new standards on trapped floor gullies with a depth of water seal of at least 
50 mm (EN 1253-1) and evaluation of conformity (EN 1253-3); 

b) amendment of scope, classification, requirements as well as methods of marking. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, 
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, 
Turkey and the United Kingdom. 
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