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National foreword

This British Standard is the UK implementation of EN 1254-7:2021.

The UK participation in its preparation was entrusted to Technical
Committee NFE/34/3, Copper and copper alloy fittings for tube and pipe.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021

ISBN 978 0 539 03346 5
ICS 23.040.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2021.
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European foreword

This document (EN 1254-7:2021) has been prepared by Technical Committee CEN/TC 133 “Copper and
copper alloys”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by November 2021, and conflicting national standards
shall be withdrawn at the latest by November 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This part of the standard (EN 1254-7) should be read in conjunction with EN 1254-20:2021.

EN 1254 comprises the following parts under the general title “Copper and copper alloys —
Plumbing fittings”:

—  Part 1: Capillary fittings for soldering or brazing to copper tubes

— Part 2: Compression fittings for use with copper tubes

—  Part 3: Compression fittings for use with plastics and multilayer pipes

— Part 4: Threaded fittings

— Part 5: Capillary fittings with short ends for brazing to copper tubes

—  Part 6: Push-fit fittings for use with metallic tubes, plastics and multilayer pipes

— Part 7: Press fittings for use with metallic tubes

—  Part 8: Press fittings for use with plastics and multilayer pipes

—  Part 20: Definitions, thread dimensions, test methods, reference data and supporting information

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.

Documents

v Document Sharing Hub

Full document details: BS EN 1254-7:2021


http://www.avadocuments.com/doc/bs-en-1254-7-2021
http://www.avadocuments.com/doc/bs-en-1254-7-2021

BS EN 1254-7:2021
EN 1254-7:2021 (E)

Introduction

Products complying with this document may be used several fluids including for the transport of water
intended for human consumption if they comply with the relevant national, regional or local regulatory
provisions applicable in the place of use.
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1 Scope

This document specifies product characteristics, assessment methods, compliance criteria of test
results and a designation system for press fittings including their elastomeric seals, for connecting
with metallic tubes. The fitting ends have a nominal diameter from 6 mm to 108 mm. The press fittings
are designed for a service lifetime up to fifty years.

This document is applicable to press fittings for joining one or more of the following tubes:
— copper tubes to EN 1057; and

— stainless steel tubes to EN 10312;

with wall thicknesses and tempers as specified by the manufacturer.

The fittings are used up to the operating temperatures and maximum operating pressures as
indicated in Annex A.

Press fittings are used with tubes with wall thicknesses greater than or equal to the wall thickness
given in Annex B, to ensure that tubes can withstand the radial pressing forces involved.

This document applies to copper alloy fittings. A non-exhaustive list of these copper alloys is given in
CEN/TS 13388.

Adaptor fittings for use with copper tubes may combine press ends with fitting ends defined in the
other parts of EN 1254.

Press fittings for use with metallic tubes may also have flanged end connections according to EN 1092-3.
Press fittings for use with metallic tubes may also have a plated or other decorative surface coating.
Fittings can be produced by machining, metal forming, casting, or fabrication.
Products covered by this document are intended to be used in:
a) liquid applications:

— hot or cold or combined hot and cold water, including systems according to EN 806;

— closed heating systems according to EN 12828;

— cooling systems;

— drainage systems;

— fire protection systems including sprinkler systems according to EN 12845;

— supply systems for points of consumption with liquid fuels according to EN 12514.
b) gas applications:

— natural gas and liquefied petroleum gas systems with a maximum operating pressure less than
or equal to 5 bar according to EN 1775;

— compressed air systems.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 549:2019, Rubber materials for seals and diaphragms for gas appliances and gas equipmemDocu ments
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EN 681-1:1996, Elastomeric seals — Materials requirements for pipe joint seals used in water and drainage
applications — Part 1: Vulcanized rubber

EN 682, Elastomeric Seals — Materials requirements for seals used in pipes and fittings carrying gas and
hydrocarbon fluids

EN 1057, Copper and copper alloys — Seamless, round copper tubes for water and gas in sanitary and
heating applications

EN 1254-4:2021, Copper and copper alloys — Plumbing fittings — Part 4: Threaded fittings

EN 1254-20:2021, Copper and copper alloys — Plumbing fittings — Part 20: Definitions, thread dimensions,
test methods, reference data and supporting information

EN 1775:2007, Gas supply — Gas pipework for buildings — Maximum operating pressure less than or equal
to 5 bar - Functional recommendations

EN 10226-3, Pipes threads where pressure tight joint are made on the threads — Part 3: Verification by
means of limit gauges

EN 12502-2, Protection of metallic materials against corrosion — Guidance on the assessment of
corrosion likelihood in water distribution and storage systems — Part 2: Influencing factors for copper and
copper alloys

EN ISO 6506-1, Metallic materials — Brinell hardness test — Part 1: Test method (1SO 6506-1)
EN ISO 6507-1, Metallic materials — Vickers hardness test — Part 1: Test method (ISO 6507-1)

ISO 7-2, Pipe threads where pressure-tight joints are made on the threads — Part 2: Verification by means
of limit gauges

ISO 228-2, Pipe threads where pressure-tight joints are not made on the threads — Part 2: Verification by
means of limit gauges

[SO 2859-1:1999, Sampling procedures for inspection by attributes — Part 1: Sampling schemes indexed by
acceptance quality limit (AQL) for lot-by-lot inspection

IS0 9924-1, Rubber and rubber products — Determination of the composition of vulcanizates and uncured
compounds by thermogravimetry — Part 1: Butadiene, ethylene-propylene copolymer and terpolymer,
isobutene-isoprene, isoprene and styrene-butadiene rubbers

3 Terms and definitions
For the purposes of this document, the terms and definitions given in EN 1254-20:2021 apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp

4 Product characteristics

4.1 Internal pressure

4.1.1 For liquid applications

When tested according to the method in 5.2.1 fittings shall show no signs of leakage or
permanent distortion.

Documents
Document Sharing;—lub

Full document details: BS EN 1254-7:2021


https://doi.org/10.3403/02610873
https://doi.org/10.3403/02534418U
https://doi.org/10.3403/00993536U
https://doi.org/10.3403/30128657
https://doi.org/10.3403/30125802U
https://doi.org/10.3403/03196018U
https://doi.org/10.3403/02762316U
https://doi.org/10.3403/02345715
https://doi.org/10.3403/02212421U
http://www.electropedia.org/
https://www.iso.org/obp
http://www.avadocuments.com/doc/bs-en-1254-7-2021
http://www.avadocuments.com/doc/bs-en-1254-7-2021

BS EN 1254-7:2021
EN 1254-7:2021 (E)

4.1.2 For fuel gas applications

When tested according to the method in 5.2.2 fittings shall show no signs of leakage or
permanent distortion.

4.1.3 For compressed air applications

When tested according to the method in 5.2.3 fittings shall show no signs of leakage or
permanent distortion.

4.2 Tightness

4.2.1 Integrity of fabricated fitting bodies or having an 'as cast’ microstructure

This requirement only applies to fitting bodies with an 'as cast’ microstructure (excluding continuously
cast materials) or fabricated by welding or brazing.

When tested according to the method in 5.3.1 fitting bodies shall show no visual indication of leakage.
4.2.2 Requirements for liquid applications

4.2.2.1 Leak tightness under internal hydrostatic pressure

Fittings assessed asindicated in 4.1.1 are considered to be leak tight under internal hydrostatic pressure.

4.2.2.2 Resistance to pull-out

When tested according to the method in 5.3.2.1 the joint assemblies shall withstand the pull-out force
without being separated and shall show no signs of leakage when subjected to the subsequent leak
tightness under internal hydrostatic pressure test as described in 5.2.1.

4.2.2.3 Leaktightness under vibration

When tested according to the method in 5.3.2.2 fittings shall show no signs of leakage.

4.2.2.4 Leaktightness under vacuum

When tested according to the method in 5.3.2.3 the change in pressure shall not be greater than 0,05 bar
at the conclusion of the test.

4.2.2.5 Leak tightness under temperature cycling

When tested according to the method in 5.3.2.4 fittings shall show no signs of leakage.

4.2.2.6 Leakbefore press

If the manufacturer claims this feature, then when tested according to the method in 5.3.2.5 fittings
shall leak at least one drop per second when tested with water or at least one bubble per second when
tested pneumatically.

4.2.3 Requirements for gas applications

4.2.3.1 Leaktightness under internal pneumatic pressure

Fittings assessed as indicated in 4.1.2 and 4.1.3 are considered to be leak tight under internal
pneumatic pressure.
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