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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 12697-35:2025. It

supersedes |BS EN 12697—35:2016, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/510/1, Asphalt products.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 24163 1
ICS 93.080.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2025.

Amendments/corrigenda issued since publication

Date Text affected
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English Version

Bituminous mixtures - Test methods - Part 35: Laboratory
mixing

Mélanges bitumineux - Méthodes d'essai - Partie 35 : Asphalt - Priifverfahren - Teil 35: Labormischen
Mélange de laboratoire

This European Standard was approved by CEN on 6 January 2025.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.
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European foreword

This document (EN 12697-35:2025) has been prepared by Technical Committee CEN/TC 227 “Road
materials”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by August 2025, and conflicting national standards shall be
withdrawn at the latest by August 2025.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12697-35:2016.

EN 12697-35:2025 includes the following significant technical changes with respect to EN 12697-
35:2016:

— (Clause 1) Scope modified to be in line with subclause 6.1 and the amended titles for the Annexes;

— (Clause 2) deletion of normative references that are considered informative. Listed in the
Bibliography;

— (Clause 2) deletion of normative reference to [EN 12697-3§ as it is obsolete and will be deleted from
the EN 12697 series;

— (Clause 2) correction of title of EN 12697-42 by deletion of “for hot mix asphalt”;

— (Clause 4) NOTE completed with “of a mixture or for the reference installation temperature of mastic
asphalt” due to the amended subclause 6.1 and Table 1.

— (3.2) explanation of symbol p: completed with “expressed in %";
— (5.1) NOTE reworded to normal text;

— (5.2) deletion of reference to EN 12697-38. Paragraph completed for clarity with « for mixtures or
the reference installation temperature for mastic asphalt due to the amended subclause 6.1 and
Table 1. Replacement of “accuracy” with “maximum permissible error of 5°C;

— (5.3) “measuring” altered to “weighing”. Deletion of reference to [EN 12697-38. Replacement of
“accuracy” with “maximum permissible error at least 0,1 g for masses up to 5 kg, and 1 g for masses
over 5 kg;

— (5.4) introduction of new Clause with requirements for balance for the weighing of additives (smaller
amounts). Following Clauses re-numbered accordingly;

— (5.5) deletion of reference to EN 12697-38. Replacement of “accuracy” with “maximum permissible
error of 2°C. (Previously 5.4);

— (5.6) deletion of reference to EN 12697-38. Replacement of “accuracy” with “maximum permissible
error of 2°C. (Previously 5.5);

— (6.1) clause title “Mixing temperature” amended to read to read “Reference compaction temperature
for mixtures and reference installation temperature for mastic asphalt”;
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— (6.1) paragraph amended for clarity. References to EN 1259%!, EN 13924-1, EN 14023, EN 13924-2

placed in new NOTE 1 and new NOTE 2. References to [EN 13108-1to -7 and -9 deleted and replaced
by new NOTE 3 for the guidance of calculations of the penetration or the softening point of the binder.
Existing NOTE re-numbered to NOTE 4;

— (6.1) Table 1: Title completed with “reference installation temperature for mastic asphalt mixtures”.
Table 1 completed with column for the reference installation temperature for mastic asphalt
mixtures;

— (6.1) completion with paragraphs for the reference to the respective normative Annexes A and B;

— (6.2.2) replacement of “accuracy” with “to the nearest”;

— (6.2.3) replacement of “accuracy of 1%” with “to the nearest 0,1 g”;

— (6.2.4) completion of paragraph to take into account additives such as pigments and fibres;

— (6.3.1) replacement of “accuracy” with “to the nearest”;

— (6.3.2) paragraph modified for clarity;

— (6.3.3, 6.3.4) text in clauses merged and reworded for clarity. Following clauses re-numbered;

— (6.3.3) NOTE with examples of precautions to avoid build-up pressure reworded to normal text;

— (6.3.4) (previously 6.3.5). Paragraph clarified regarding the introduction of reclaimed asphalt when
the reclaimed asphalt is note heated to the full target laboratory mixing temperature at the mixing
plant or when the procedure is not determined with the completion that the reclaimed asphalt
temperature shall be indicated in the test report;

— (6.3.4) (previously 6.3.5). NOTE deleted.

— (6.3.6) (previously 6.3.7). NOTE in 6.3.8 (previous version) reworded to normal text and introduced
in 6.3.6;

— (6.4) paragraph introduced for the preheating of binders for mastic asphalt. 1st paragraph of NOTE 2
has been altered to normal text;

— (6.5.2) introduction of new NOTE 2 with reference to EN 13043. “NOTE” renumbered to NOTE 1;
— (6.5.3) NOTE reworded to normal text;
— (6.5.6) addition of informative NOTE regarding laboratory mixing times for mastic asphalt;

— (6.5.8) paragraph added with recommendation to proceed with subsequent testing within 1 h after
completed mixing;

— (6.5.8) completion with paragraph for the reference to the normative Annex C.

— (Clause 7) introductory paragraph and list of bullets revised. Addition of bullet h) for temperature of
the added reclaimed asphalt;

— (Annex A) title amended to read “Laboratory mixing using foamed bitumen” for clarity;
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— (A.1) completion with a general description for the procedure;

— (A.3.4.2) paragraph clarified regarding optimum water content for foamed bitumen. NOTE revised
for clarity;

— (A.4.4.2) paragraph revised for clarity. Addition of optimum water content;

— (A.5.3.2) replacement of “accuracy” with “to the nearest 0,1g;

— (Annex B) title amended to read “Laboratory mixing using bitumen emulsion” for clarity;
— (B.2.1.3) NOTE reworded to normal text;

— (B.2.2.4) introduction of new subclause for the measurement of the water content of the reclaimed
asphalt;

— (B.2.3.2) last paragraph transferred to new subclause B.2.3.3 for clarity and in line with B.3.3.2. NOTE
reworded to normal text;

— (B.2.4.4) deletion of Clause for waiting time after mixing. Following Clause re-numbered;
— (B.3.3.2) NOTE reworded to normal text and introduced in paragraph in line with B.3.3.2;
— (B.3.4.4) amendment of waiting time after mixing “(30 + 5) s” to read (300 £ 5) s;

— (Annex C) title amended to read “Preparation of mastic asphalt specimens” for clarity;

— (C.1) NOTE revised to refer to [EN 12697-20;

— (C.2) amendment of maximum temperature of the temperature ranges from 150°C to read 160°C.
NOTE reworded to normal text;

— (Bibliography) completed with references to documents that are referred to informatively in this
document. Deletion of reference to [EN 12595 as not referred to in this document.

Alist of all parts in a series can be found on the CEN website: www.cencenelec.eu.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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