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National foreword

This British Standard is the UK implementation of EN 12697-43:2014.
It supersedes BS EN 12697-43:2005 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/510/1, Asphalt products.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2014. Published by BSI Standards
Limited 2014

ISBN 978 0 580 80223 2
1CS 93.080.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2014.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 12697-43:2014


http://dx.doi.org/10.3403/30102007
http://www.avadocuments.com/doc/bs-en-12697-43-2014
http://www.avadocuments.com/doc/bs-en-12697-43-2014

BS EN 12697-43:2014

EUROPEAN STANDARD EN 12697-43
NORME EUROPEENNE
EUROPAISCHE NORM June 2014

ICS 93.080.20 Supersedes EN 12697-43:2005

English Version
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This European Standard was approved by CEN on 14 May 2014.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
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Foreword

This document (EN 12697-43:2014) has been prepared by Technical Committee CEN/TC 227 “Road
materials”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2014, and conflicting national standards shall be withdrawn
at the latest by December 2014.

This document supersedes EN 12697-43:2005.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

In comparison with EN 12697-43:2005, the following significant changes were made:

a) the note that jet fuel is usually used is removed;

b) the principle is revised and clarified;

c) the oven is replaced with a conditioning chamber;

d) the use of the glass rod is clarified;

e) aroller compactor is included as a third alternative for compaction;

f)  two alternative brush test devices are included instead of just the mixer;

g) wear on the brush and the rotation speed of the brush are redefined;

h) storage time for samples is revised compared to that used for other tests in the series;
i) the depth of fuel during soaking is revised;

j)  the change in storage time for specimen with polymer-modified bitumen is removed;
k) cleaning of specimens after soaking tightened up;

[) combined parameter added to measure overall performance;

m) the categories for good, moderate and poor resistance are removed;

n) the estimated precision is removed.

This document is one of a series of standards as listed below:

EN 12697-1, Bituminous mixtures — Test methods for hot mix asphalt — Part 1: Soluble binder content

N 12697-2, Bituminous mixtures — Test methods for hot mix asphalt — Part 2: Determination of particle size
distribution

N 12697-3, Bituminous mixtures — Test methods for hot mix asphalt — Part 3: Bitumen recovery: Rotary
evaporator
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N 12697-4, Bituminous mixtures — Test methods for hot mix asphalt — Part 4: Bitumen recovery:
Fractionating column

N 12697-5, Bituminous mixtures — Test methods for hot mix asphalt — Part 5: Determination of the
maximum density

N 12697-6, Bituminous mixtures — Test methods for hot mix asphalt — Part 6: Determination of bulk density
of bituminous specimens

N 12697-1, Bituminous mixtures — Test methods for hot mix asphalt — Part 7: Determination of bulk density
of bituminous specimens by gamma rays

N 12697-8, Bituminous mixtures — Test methods for hot mix asphalt — Part 8: Determination of void
characteristics of bituminous specimens

N 12697-10Q, Bituminous mixtures — Test methods for hot mix asphalt — Part 10: Compactability

N 12697-11|, Bituminous mixtures — Test methods for hot mix asphalt — Part 11: Determination of the
affinity between aggregate and bitumen

N 12697-13, Bituminous mixtures — Test methods for hot mix asphalt — Part 12: Determination of the water
sensitivity of bituminous specimens

N 12697-13, Bituminous mixtures — Test methods for hot mix asphalt — Part 13: Temperature
measurement

N 12697-14, Bituminous mixtures — Test methods for hot mix asphalt — Part 14: Water content

N 12697-18, Bituminous mixtures — Test methods for hot mix asphalt — Part 15: Determination of the
segregation sensitivity

N 12697-16, Bituminous mixtures — Test methods for hot mix asphalt — Part 16: Abrasion by studded tyres

N 12697-11, Bituminous mixtures — Test methods for hot mix asphalt — Part 17: Particle loss of porous
asphalt specimen

N 12697-18, Bituminous mixtures — Test methods for hot mix asphalt — Part 18: Binder drainage
N 12697-19, Bituminous mixtures — Test methods for hot mix asphalt — Part 19: Permeability of specimen

N 12697-20, Bituminous mixtures — Test methods for hot mix asphalt — Part 20: Indentation using cube or
cylindrical specimens (CY)

N 12697-21|, Bituminous mixtures — Test methods for hot mix asphalt — Part 21: Indentation using plate
specimens

N 12697-22, Bituminous mixtures — Test methods for hot mix asphalt — Part 22: Wheel tracking

N 12697-23, Bituminous mixtures — Test methods for hot mix asphalt — Part 23: Determination of the
indirect tensile strength of bituminous specimens

N 12697-24|, Bituminous mixtures — Test methods for hot mix asphalt — Part 24: Resistance to fatigue
N 12697-25, Bituminous mixtures — Test methods for hot mix asphalt — Part 25: Cyclic compression test

N 12697-26, Bituminous mixtures — Test methods for hot mix asphalt — Part 26: Stiffness

Documents
4 Document Sharing Hub

Full document details: BS EN 12697-43:2014


http://dx.doi.org/10.3403/02300502U
http://dx.doi.org/10.3403/02617550U
http://dx.doi.org/10.3403/02782671U
http://dx.doi.org/10.3403/02664906U
http://dx.doi.org/10.3403/02782683U
http://dx.doi.org/10.3403/02484655U
http://dx.doi.org/10.3403/02961248U
http://dx.doi.org/10.3403/02962531U
http://dx.doi.org/10.3403/02300498U
http://dx.doi.org/10.3403/02293120U
http://dx.doi.org/10.3403/02780578U
http://dx.doi.org/10.3403/03090721U
http://dx.doi.org/10.3403/03067634U
http://dx.doi.org/10.3403/03090733U
http://dx.doi.org/10.3403/03091385U
http://dx.doi.org/10.3403/02962516U
http://dx.doi.org/10.3403/02946734U
http://dx.doi.org/10.3403/02964412U
http://dx.doi.org/10.3403/02854710U
http://dx.doi.org/10.3403/03091397U
http://dx.doi.org/10.3403/03263824U
http://dx.doi.org/10.3403/03090745U
http://www.avadocuments.com/doc/bs-en-12697-43-2014
http://www.avadocuments.com/doc/bs-en-12697-43-2014

