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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 12790-1:2023. It
supersedes BS EN 12790:2009, which is be withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee CW/1, Safety of child use and child care products.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant
pages of [http://www.gov.uk%3c/ext-link%3e.%3c/plwww.gov.uk.
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BRITISH STANDARD

ICS 97.190

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2023.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 12790-1:2023


http://www.avadocuments.com/doc/bs-en-12790-1-2023
http://www.avadocuments.com/doc/bs-en-12790-1-2023

Documents

Document Sharing Hub

Full document details: BS EN 12790-1:2023


http://www.avadocuments.com/doc/bs-en-12790-1-2023
http://www.avadocuments.com/doc/bs-en-12790-1-2023

EUROPEAN STANDARD EN 12790-1
NORME EUROPEENNE
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ICS97.190 Supersedes EN 12790:2009

English Version

Child care articles - Reclined cradles - Part 1: Reclined
cradles for children up to when they start to try to sit up

Articles de puériculture - Transats - Partie 1 : Transats Artikel fiir Sduglinge und Kleinkinder - Kinderliegesitze
pour enfants jusqu'a ce qu'ils commencent a essayer de - Teil 1: Kinderliegesitze fiir Kinder bis sie versuchen,
s'asseoir sich aufzusetzen

This European Standard was approved by CEN on 22 August 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and
United Kingdom.
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European foreword

This document (EN 12790-1:2023) has been prepared by Technical Committee CEN/TC 252 “Child care
articles”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2023, and conflicting national standards shall

be withdrawn at the latest by March 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12790:2009.

In comparison with EN 12790:2009, the significant technical changes relate to the following topics:
a) chemical hazards;

b) thermal hazards;

¢) hazards due to sound level;

d) entrapment hazards;

e) entanglement hazards;

f) suffocation hazards from plastic packaging;
g) requirements for powered mechanisms;

h) requirements for toy bar attachment;

i) electrical hazards;

j) general update of product information clause with the introduction of symbols following
CEN/TR 13387-5;

k) introduction of an Annex giving relevant translations for warning sentences.
EN 12790 has been divided into the following two different parts to widen the scope of the standard:

— EN 12790-1, that covers reclined cradles intended for children up to when they start to try to sit up
(same as EN 12790:2009); and

— EN 12790-2, that covers reclined cradles intended for children up to when they start to stand up, not
covered in EN 12790:20009.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of EU

Directive(s) / Regulation(s).

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, which is an integral part
of this document.
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Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North

Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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1 Scope
This document specifies safety requirements and the corresponding test methods for fixed or folding
reclined cradles intended for children up to when they start to try to sit up.

This document applies also to car seats complying with UN ECE R44 or UN ECE R129 that can be used as
reclined cradles according to manufacturer’s instructions. If usage as reclined cradle is not included in
the product information or marketing material, car seats are excluded from the scope of this document.

If areclined cradle has several functions or can be converted into another function the relevant European
standards apply to it.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 12790-2:2023, Child care articles — Reclined cradles — Part 2: Reclined cradles for children up to when
they start to stand up

EN 71-2:2020, Safety of toys — Part 2: Flammability
EN 71-3, Safety of toys — Part 3: Migration of certain elements
NOTE  The latest edition of EN 71-3 cited in the OJEU applies.

EN 71-10:2005, Safety of toys — Part 10: Organic chemical compounds — Sample preparation and
extraction

EN 71-11:2005, Safety of toys — Part 11: Organic chemical compounds — Methods of analysis
EN 622-1:2003, Fibreboards — Specifications — Part 1: General requirements

EN 717-1:2004, Wood-based panels — Determination of formaldehyde release — Part 1: Formaldehyde
emission by the chamber method

EN ISO 105-A03:2019, Textiles — Tests for colour fastness — Part A03: Grey scale for assessing staining
(150 105-A03:2019)

EN 61558-2-7:2007, Safety of power transformers, power supplies, reactors and similar products — Part 2-
7: Particular requirements and tests for transformers and power supplies for toys (IEC 61558-2-7:2007)

EN 61558-2-16:20091, Safety of transformers, reactors, power supply units and similar products for supply
voltages up to 1 100 V — Part 2-16: Particular requirements and tests for switch mode power supply units

and transformers for switch mode power supply units (IEC 61558-2-16:2009)

EN IEC 62115:20202, Electric toys — Safety (IEC 62115:2017, modified)

1 Asimpacted by EN 61558-2-16:2009/A1:2013.
2 Asimpacted by EN IEC 62115:2020/A11:2020.
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EN ISO 3746:2010, Acoustics — Determination of sound power levels and sound energy levels of noise
sources using sound pressure — Survey method using an enveloping measurement surface over a reflecting
plane (ISO 3746:2010)

EN 61672-1:2013, Electroacoustics — Sound level meters — Part 1: Specifications (IEC 61672-1:2013)

EN ISO 14184-1:2011, Textiles — Determination of formaldehyde — Part 1: Free and hydrolysed
formaldehyde (water extraction method) (1SO 14184-1:2011)

EN ISO 14362-1:2017, Textiles — Methods for determination of certain aromatic amines derived from azo
colorants — Part 1: Detection of the use of certain azo colorants accessible with and without extracting the
fibres (IS0 14362-1:2017)

EN ISO 17234-1:2020, Leather — Chemical tests for the determination of certain azo colourants in dyed
leathers — Part 1: Determination of certain aromatic amines derived from azo colorants (ISO 17234-
1:2020)

[SO 48-4:2018, Rubber, vulcanized or thermoplastic — Determination of hardness — Part 4: Indentation
hardness by durometer method (Shore hardness)

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

e [SO Online browsing platform: available at https://www.iso.org/obp
e [EC Electropedia: available at https://www.electropedia.org/

3.1
reclined cradle
article intended to accommodate a child in a reclined position

Note 1 to entry:  Reclined cradles may be static, rocking or bouncing and may have an adjustable backrest and/or
seat, see A.1.

3.2

seat unit

part of the reclined cradle that supports the child, either in the form of a hammock or composed by a seat
and a backrest

3.3
restraint system
system to restrain the child within the reclined cradle

3.4
crotch restraint
device designed to pass between the child’s legs to prevent the child from sliding forward

3.5
carrying handle
component to enable the reclined cradle, with the child in it, to be carried by hand
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3.6
junction line
intersection of the seat and the backrest

3.7

toy bar

any bar or mobile connected to the frame of the product in any location with one or more attachment
points typically used to suspend toys over the occupant

Note 1 to entry:  Canopies and carrying handles, fixed and rotating, are not considered a toy bar regardless of
whether they allow for the attachment of toys.

4 Testequipment
4.1 Test mass A

Test mass A is a rigid cylinder (160 = 5) mm in diameter and (300 * 5) mm in height, having a mass of
930’01 kg and with its centre of gravity in the centre of the cylinder. All edges shall have a radius of (5 * 1)

mm. Two anchorage points shall be provided. These shall be positioned (150 * 2,5) mm from the base
and at 180° to each other around the circumference (see Figure 1).

Dimensions in millimetres

160 +5

N
A<

300+5
N

N~ A

Key
1 radius: (5% 1) mm

2 two anchorage points

Figure 1 — Test mass A
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4.2 Test mass B

Test mass B is a rigid cylinder (200 + 5) mm in diameter and (300 * 5) mm in height, having a mass of
1530’01 kg and with its centre of gravity in the centre of the cylinder. All edges shall have aradius of (5 + 1)

mm. Two anchorage points shall be provided. These shall be positioned (150 * 2,5) mm from the base
and at 180° to each other around the circumference (see Figure 2).

Dimensions in millimetres

20045

30025
]

Key
1 radius: (5% 1) mm
2 two anchorage points

Figure 2 — Test mass B

4.3 Small parts cylinder

Small parts cylinder for the assessment of small components, having dimensions in accordance with
Figure 3.
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Dimension in millimetres

+0,1
231,7*

+0,1
254"0

+0,1

57,1 o

Figure 3 — Small parts cylinder

4.4 Feeler gauge

Gauge with a thickness of (0,4 + 0,02) mm and an insertion edge radius of (3 + 0,5) mm (see Figure 4).

Dimensions in millimetres

D 0,4+0,02
3
o)

Figure 4 — Feeler gauge

4.5 Test equipment for handle strength test

Hooks rigidly connected to a metal plate (see Figure 5).

The distance between the central axis of two hooks shall be (70 + 2) mm (see Figure 5).

Documents
Document SharirﬂHub

Full document details: BS EN 12790-1:2023


http://www.avadocuments.com/doc/bs-en-12790-1-2023
http://www.avadocuments.com/doc/bs-en-12790-1-2023

EN 12790-1:2023 (E)

20

a)

Key
a) 3Dview
b) 2D view

A-A

M20x2,5 - 6g

oh

N

&£

115

A

45

245 max.

b)

c) Distance detail between the central axis of two hooks

tolerance of dimension: * 2 except for the 12 mm diameter

Figure 5 — Metal hooks

Dimensions in millimetres
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Rubber adaptor with a Hardness of (70 = 5) Shore A and a thickness: 10 mm #* 1 mm as in Figure 6.
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Dimensions in millimetres

10

2542
2342

9542

Key
a) 2Dview
b) 3D view
1 slots to insert the rubber adaptor onto the hooks

Figure 6 — Rubber adaptor

Four stops of 15 mm high, 30 mm diameter and of hardness (70 + 5) Shore A according to ISO 48-4:2018,
which are screwed on the rigid frame (see Figure 7).
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Dimensions in millimetres
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1 metal plate: [(300 = 5) x (300 = 5)] mm and thickness 6 mm
2 metal hooks (see Figure 5) rigidly fixed to the metal plate
3 stops
4 frame made of steel square tube: [(30 £ 5) x (30 £ 5)] mm and thickness 1,5 mm

Figure 7 — Apparatus for dynamic strength test

4.6 Test probes for finger entrapment

4.6.1 Test probes with hemispherical end

Probes made from plastic or other hard, smooth material of diameters 790 ; mm and 1260’1 mm with a

full hemispherical end that can be mounted on a force-measuring device, see Figure 8.

Dimensions in millimetres

1
R
& <
Q
A
10
Key
Probe type 7 mm probe 12 mm probe
Diameter A 0 0.1
7201 1247
Radius RB half of diameter A half of diameter A
1 Line ascribed around circumference showing depth of penetration
Figure 8 — Test probes with hemispherical end
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4.6.2 Test probe for mesh

Mesh probe made from plastic or other hard, smooth material as shown in Figure 9.

Dimensions in millimetres

| A

(—— T—Ts

T Y
28

gB
)
\m

Key
Probe type mesh probe
Diameter A -0
-0,1
Diameter B 5, 69071
Radius RB  half of diameter B

Figure 9 — Test probe for mesh

4.6.3 Shape assessment probe

Probe made from plastic or other hard, smooth material with the dimensions shown in Figure 10.

Dimensions in millimetres

[
>
ob,
+0,1
[V

A o
KON
«® 0
So N
x0:\ g‘
8 ° D
B C
Key
A front view
B topview
C sideview
D 3D view

Figure 10 — Shape assessment probe

4.7 Test equipment for handle locking mechanism strength test

Rotation point: L shaped section made of steel or similar material with dimensions of 30 mm x 30 mm x
3 mm and a length of 200 mm, fixed on the vertical surface as in Figure 11 and adjustable in height.
Vertical surface: Rigid and smooth vertical surface.

Suspension system: Chain (with links less than or equal to 45 mm) or steel wire (with a diameter less
than or equal to 2 mm) to suspend the cradle.
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S hook: an appropriate S hook to suspend the cradle.

The distance between the S hook and the rotation point as well as the length of the suspension system
shall be adjustable to accommodate the positioning of reclined cradles at the required test angles (see
8.11.5.2).

The suspension system shall be attached to the vertical surface using the S hook.

4

Key
1 rotation point
2 vertical surface
3 suspension system
4 Shook

Figure 11 — Test equipment for handle locking mechanism strength test

4.8 Test surface for the stability test

A rigid flat surface covered with a 2 mm thick rubber covering with a hardness of (75 = 10) Shore A
according to ISO 48-4:2018.

4.9 Test mass C

An object made of steel with a total mass of (9 + 0,1) kg and with dimensions as specified in Figure 12.

All edges shall be rounded or chamfered.
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Dimensions in millimetres
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1 seat part [mass: (4,495 * 0,05) kg]

2 backrest part [mass: (4,501 + 0,05) kg]

3 hinge pin made of steel [mass of hinge pin: (17 + 0,5) g, length: 79,5 mm)]
D diameter: 6 mm

Dimension of tolerances: + 2 mm

Figure 12 — Test mass C

4.10 Impactor

A weld cap made of hard, smooth material with dimensions as in Figure 13 with an additional weight
fixed on the inside so that the total weight is 15 kg.
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Dimensions in millimetres

2166
8 2150

Q 3
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Figure 13 — Impactor

4.11 Test equipment for sound level measurement
The instrumentation system, including the microphone and cable, shall meet the requirements of a class 1
instrument specified in EN 61672-1:2013.

When measuring high peak emission sound pressure levels, the microphone and the entire
instrumentation system shall have the capability of handling linear peak levels at least up to 125 dB.

5 General requirements and test conditions

5.1 Product conditioning

Before testing, any fabrics used shall be cleaned or washed and dried twice in accordance with the
manufacturer's instructions.

The sample shall be conditioned at a temperature of (23 + 10) °C for at least 2 h prior to tests.

5.2 Test conditions

The tests shall be carried out in ambient conditions of (23 + 10) °C.

The tests are designed to be applied to reclined cradles that are fully assembled and ready for use in
accordance with the manufacturer’s instructions. If the reclined cradle can be assembled or adjusted in
different ways in accordance with the manufacturer’s instructions, the most onerous combinations shall
be used for each test, unless otherwise specified in the test method.

Unless otherwise specified in the tests, reclined cradles that are used with batteries are tested using new
alkaline batteries. If the manufacturer specifies a different battery technology, chemistry or type, the tests
shall be repeated with the specified battery in addition to the battery required for the test. If the reclined
cradle is supplied with its own rechargeable battery pack, it shall be tested with the battery pack fully
charged in accordance with the instructions for use.

The batteries used are those with the voltage and size specified on the reclined cradle or in the
instructions.

If the reclined cradle fails to withstand a test and this could be due to a defective battery, the test shall be
repeated with a new set of batteries.
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5.3 Application of forces

The forces in the static load tests shall be applied sufficiently slowly to ensure that negligible dynamic
force is applied.

5.4 Tolerances

Unless otherwise stated, the accuracy of the test equipment shall be:

— Forces: +5 9% of the nominal force;
— Masses: 10,5 % of the nominal mass;
— Dimensions: +1 mm;

— Angles: +0,5%

— Time: *1s;

The tests are described in terms of the application of forces. Masses can however be used. The
relationship 10 N = 1 kg may be used for this purpose.

Unless otherwise specified, the test forces may be applied by any suitable device which does not adversely
affect the results.

5.5 Order of tests

Unless otherwise stated in the test methods, the tests shall be carried out on the same recline cradle in
the order listed in this standard.

6 Chemical hazards

6.1 General

If testing is required, a separate unconditioned sample shall be used for the tests in Clause 6.

6.2 Migration of certain elements (see A.2)

The migration of elements from materials on exterior surfaces shall not exceed the limits listed in Table 1.
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Table 1 — Limits for heavy metals migration

Element mg/kg
Aluminium 28130
Antimony 560
Arsenic 47
Barium 18 750
Boron 15000
Cadmium 17

Chromium (III) 460
Chromium (VI) 0,053

Cobalt 130
Copper 7 700
Lead 23
Manganese 15000
Mercury 94
Nickel 930
Selenium 460
Strontium 56 000
Tin 180 000
Organic tin 12
Zinc 46 000

When testing is performed, the method described in EN 71-3 shall be used.

Materials on the back of the backrest and any component below the sitting surface are excluded from
these requirements.

6.3 Formaldehyde (see A.2)

Accessible textile components shall not contain free and hydrolysed formaldehyde in excess of 30 mg/kg.

When testing is performed, the method described in EN ISO 14184-1:2011 shall be used.

Resin-bonded wood components shall not release formaldehyde in excess of 0,124 mg/m3 (class E1
according to EN 622-1:2003).

When testing is performed, the method described in EN 717-1:2004 shall be used.

6.4 Colourants (see A.2)

When tested in accordance with EN 71-10:2005, Annex A, if the colour fastness to sweat of textile
components within the protected volume (see 8.1.3) is lower than 3-4 on the grey scale as defined in

EN ISO 105-A03:2019, the part shall be tested for colourants with the methods described in
EN 71-10:2005 and EN 71-11:2005 and the limits in Table 2 shall be fulfilled.
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Colour Index Generic Colour Index CAS Number Limit
Name (CIGN) Constitution Number
(CICN)

Disperse Blue 1 64500 2475-45-8 Action limit
Disperse Blue 3 61505 2475-46-9 Action limit
Disperse Blue 106 111935 12223-01-7 Action limit
Disperse Blue 124 111938 61951-51-7 Action limit
Disperse Yellow 3 11855 2832-40-8 Action limit
Disperse Orange 3 11005 730-40-5 Action limit
Disperse Orange 11132 12223-33-5 Action limit
37/76/59 13301-61-6

Disperse Red 1 11110 2872-52-8 Action limit
Solvent Yellow 1 11000 60-09-3 Action limit
Solvent Yellow 2 11020 60-11-7 Action limit
Solvent Yellow 3 11160 97-56-3 Action limit
Basic Red 9 42500 569-61-9 Action limit
Basic Violet 1 42535 8004-87-3 Action limit
Basic Violet 3 42555 548-62-9 Action limit
Acid Red 26 16150 3761-53-3 Action limit
Acid Violet 49 42640 1694-09-3 Action limit

6.5 Aniline (see A.2)

Aniline shall not exceed the limit of 30 mg/kg after reductive cleavage from textile components within
the protected volume (see 8.1.3).

When testing is performed the methods of EN ISO 14362-1:2017 and EN ISO 17234-1:2020, adapted as
appropriate to measure aniline, shall be used.

7 Thermal hazards

7.1 Requirements

When tested in accordance with 7.2, there shall be no surface flash and the rate of spread of flame shall

not exceed 50 mm/s.

A separate sample, conditioned according to 5.1, may be used for these tests.

7.2 Test method

To verify the surface flash effect apply the test flame defined in EN 71-2:2020, 5.5 for (3 £ 0,5) s to the
reclined cradle in different places likely to cause surface flash.

To verify rate of spread of flame apply the test flame defined in EN 71-2:2020, 5.4.
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