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National foreword

This British Standard is the official English language version of 
EN 12790:2002.

The UK participation in its preparation was entrusted to Technical Committee 
CW/41, Nursery goods, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

The British Technical Committee CW/41, Nursery goods, opposed the 
publication of this standard and their comments submitted at the Final Voting 
stage are summarized for the users information in national annex NA.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 25 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS EN 12790:2002

http://www.avadocuments.com/doc/bs-en-12790-2002
http://www.avadocuments.com/doc/bs-en-12790-2002


EUROPEAN STANDARD

NORME EUROPÉENNE

EUROPÄISCHE NORM

EN 12790

October 2002

ICS 97.190

English version

Child care articles - Reclined cradles

Articles de puériculture - Transats Artikel für Säuglinge und Kleinkinder - Kinderliegesitze

This European Standard was approved by CEN on 17 February 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

EUROPEAN COMMITTEE FOR STANDARDIZATION
C O M I T É  E U R O P É E N  D E  N O R M A LI S A T I O N
EUR OP ÄIS C HES  KOM ITEE FÜR  NOR M UNG

Management Centre: rue de Stassart, 36    B-1050 Brussels

© 2002 CEN All rights of exploitation in any form and by any means reserved
worldwide for CEN national Members.

Ref. No. EN 12790:2002 E

Full document details: BS EN 12790:2002

http://www.avadocuments.com/doc/bs-en-12790-2002
http://www.avadocuments.com/doc/bs-en-12790-2002


EN 12790:2002 (E)

2

Contents

Foreword......................................................................................................................................................................3

1 Scope ..............................................................................................................................................................4

2 Normative references ....................................................................................................................................4

3 Terms and definitions....................................................................................................................................4

4 Properties of materials ..................................................................................................................................6
4.1 Chemical properties ......................................................................................................................................6
4.2 Surface flash...................................................................................................................................................6

5 Construction...................................................................................................................................................6
5.1 General............................................................................................................................................................6
5.2 Openings within the protected volume .......................................................................................................7
5.3 Edges, points and corners............................................................................................................................7
5.4 Small parts......................................................................................................................................................8
5.5 Cords, strings and other narrow fabrics .....................................................................................................9
5.6 Moving parts within the protected volume..................................................................................................9
5.7 Springs............................................................................................................................................................9
5.8 Locking and reclining mechanism(s) ..........................................................................................................9
5.9 Angle and height of child support..............................................................................................................10
5.10 Stability .........................................................................................................................................................10
5.11 Static strength..............................................................................................................................................10
5.12 Dynamic strength of the carrying handles................................................................................................10
5.13 Slippage of the reclined cradle...................................................................................................................10
5.14 Restraint system ..........................................................................................................................................10
5.15 Marking .........................................................................................................................................................11

6 Test methods................................................................................................................................................11
6.1 Test method for springs..............................................................................................................................11
6.2 Test method for locking mechanisms .......................................................................................................11
6.3 Test method for reclining mechanism.......................................................................................................11
6.4 Test method for stability .............................................................................................................................15
6.5 Test method for static strength ..................................................................................................................15
6.6 Test method for dynamic strength of the carrying handles....................................................................15
6.7 Test method for slippage of the reclined cradle.......................................................................................16
6.8 Test method for the slippage of the restraint system..............................................................................17
6.9 Test method for the strength of restraint system.....................................................................................17
6.10 Durability for marking..................................................................................................................................17

7 Product information.....................................................................................................................................17
7.1 General..........................................................................................................................................................17
7.2 Marking of the product ................................................................................................................................18
7.3 Purchase information ..................................................................................................................................18
7.4 Instructions for use .....................................................................................................................................18

8 Non-permeable packaging ..........................................................................................................................19

Annex A (normative)   Test masses ........................................................................................................................20

Annex B (informative)   A-deviations......................................................................................................................22

Annex C (normative)   Test mass C.........................................................................................................................23

Full document details: BS EN 12790:2002

http://www.avadocuments.com/doc/bs-en-12790-2002
http://www.avadocuments.com/doc/bs-en-12790-2002


EN 12790:2002 (E)

3

Foreword

This document (EN 12790:2002) has been prepared by Technical Committee CEN/TC 252 “Child and use care
articles”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by April 2003, and conflicting national standards shall be withdrawn at the latest by
April 2003.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This standard specifies safety requirements and the corresponding test methods for fixed or folding reclined
cradles intended for children up to 6 months and or up to a weight of 9 kg.

2 Normative references

This standard incorporates by dated or undated reference, provisions from other publications. These normative
references are cited at the appropriate places in the text and the publications are listed hereafter. For dated
references, subsequent amendments to or revisions of any of these publications apply to this standard only when
incorporated in it by amendment or revision. For undated references the latest edition of the publication referred to
applies.

EN 71-1, Safety of toys - Part 1 : Mechanical and physical properties.

EN 71-2, Safety of toys - Part 2 : Flammability.

EN 71-3, Safety of toys - Part 3 : Migration of certain elements.

EN 438-1, Decorative high-pressure laminates (HPL) - Sheets based on thermosetting resins –
Part 1 : Specifications (ISO 4586-1:1987, modified).

ISO 48, Rubber, vulcanised or thermoplastic - Determination of hardness (Hardness between 10 IRHD and
100 IRHD)

3 Terms and definitions

For the purposes of this standard, the following terms and definitions apply.

3.1
reclined cradle
device intended for accommodate a child in a reclined position. It can be either a static, rocker or bouncer type or
any combination of these. These may have adjustable backs

3.1.1
static
article that does not bounce or rock

3.1.2
rocker
3.1.3
bouncer
article that allows the child to bounce due to  the elasticity of the frame or other mechanical action, if spring

3.2
restraint system
system used for maintaining the child in the reclined cradle

3.3
crotch strap
component part of restraint system intended for positioning between the child’s legs in order to prevent it from
sliding out of the reclined cradle

3.4
carrying handle
component parts allowing the reclined cradle to be carried by hand
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3.5
junction line

a) the intersection of the seat and the back, (see Figure 1a)

Key

L) Junction line

Figure 1a – Determination of the junction line

b) when the seat is in the form of hammock, then a theoretical junction line, "L", is determined as shown in
figure 1b).

Key

L) Junction line

Figure 1b - Determination of the junction line for reclined cradles in form of hammock

3.6
folding mechanism
mechanism intended to fold the reclined cradle

3.7
locking mechanism
mechanism intended to prevent inadvertent folding

3.8
reclining mechanism
mechanism intended to modify the inclination of the back or of the cradle

3.9
protected volume

The protected volume is that volume as defined by the following procedure :
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¾  place the test mass C device, see annex C, in the centre of the reclined cradle, its lower edge on the junction
line with the ball chain at the top and to the right side. If the reclined cradle is adjustable it shall be adjusted to
the most reclined position, as shown in figure 2 ;

¾  the test device shall be restrained in position by the restraint system ;

¾  the outer limit of the protected volume is defined by the outside of the ball at the end of the chain when moved
in all directions while keeping the chain taught. All that volume between this outer limit and the reclined cradle
is the protected volume ;

¾  the measurement shall be repeated first with the test device positioned to the left side. Then repeat the
measurement on both sides with the reclined cradle adjusted to the most up right position.

4 Properties of materials

4.1 Chemical properties

The surface of any parts, plastic coatings or finishes shall comply with EN 71-3.

4.2 Surface flash

There shall be no parts of the reclined cradle that can give rise to surface flash (as e.g. plush surfaces), when
tested in accordance with EN 71-2.

5 Construction

5.1 General

If not otherwise stated, all forces shall have an accuracy of –  5 %, all masses an accuracy of –  0,5 % ,all
dimensions an accuracy of –  0,5 mm and all angles –  0,5°.

Where the test masses in annex A are used, they shall be positioned in the reclined cradle as shown in figure 2
and retained by the restraint system.

The following requirements shall be fulfilled both before and after washing or cleaning and drying the fabrics twice
in accordance with the manufacturers instructions. Any resulting shrinkage in the fabric covering materials shall not
prevent them from being refitted, if removable, and shall not show any damage to the seams or fabrics that may
impair the reclined cradles performance during testing.
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Key

L) Junction line

Figure 2 - Positioning of the test mass

5.2 Openings within the protected volume

The reclined cradles shall have no open ended tubes in which a child’s finger can be trapped.

There shall be no holes, openings or gaps with a width greater than 5 mm and less than 12 mm unless the depth of
penetration is less than 10 mm on the support surface for the child.

Holes, openings and gaps shall be measured using the cone applying a force of up to 30 N to the 5 mm cone and
up to 5 N to the 12 mm cone.

Test mass C given in annex C shall be placed in the product so that its base is flush with the junction line and in the
middle of the width before the holes, openings and gaps are measured.

The assessment shall be undertaken with the product in a fixed position of use.

Fastenings or restraint systems should be in the closed position when the product is assessed.

5.3 Edges, points and corners

All accessible edges, corners and protruding parts shall be designed so as to reduce the risk of inflicting wounds.

Accessible edges and corners shall either comply with the examples given in figures 3a), 3b) or 3c), or if arising
from a wall thickness smaller than 4 mm, with one of the following requirements :

¾  be chamfered or rounded ;

¾  be folded, rolled or spiralled as shown in figure 3d) ;

¾  be protected with a plastic coating or other adequate means as shown in figure 3e).

All surfaces shall be smooth and free from burrs.
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