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National foreword

This British Standard is the UK implementation of EN 12815:2001+A1:2004,
incorporating corrigenda September 2003, June 2006 and August 2007. It
supersedes BS EN 12815:2001 which is withdrawn.
The start and finish of text introduced or altered by amendment is indicated in 
the text by tags. Tags indicating changes to CEN text carry the number of the 
CEN amendment. For example, text altered by CEN amendment A1 is
indicated by!". 
Conflicting national standards will need either to be withdrawn or amended
and these are under consideration in Technical Committee RHE/28. It is the 
intention of the committee to reach a decision by April 2008 on which course of
action will be taken.
Attention is drawn to the fact that, on purchase of this standard, BSI provides 
a colour copy of the browning chart in Annex C as a separate item. The BSI
colour copy of the browning chart has been approved by CEN/TC 295 chairman.
The UK participation in its preparation was entrusted to Technical Committee 
RHE/28, Domestic solid mineral fuel appliances.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations.

Amendments/corrigenda issued since publication

Amd. No. Date Comments

15481 21 January 2005 See national foreword

16548
Corrigendum No. 1

31 October 2006 Replacement of formula (17) in A.6.2.7.1.
Corrections to A.6.2.1.1, A.6.2.9 and 
EN foreword, amendment A1

30 April 2008 Implementation of CEN corrigendum 
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 295 "Residential solid fuel
burning appliances", the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by December 2001, and conflicting national standards shall be 
withdrawn at the latest by December 2002. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.

Foreword to amendment A1 

This document (EN 12815:2001/A1:2004) has been prepared by Technical Committee CEN/TC 295 “Residential
solid fuel burning appliances”, the secretariat of which is held by BSI.  

This Amendment to the European Standard EN 12815:2001 shall be given the status of a national standard, either
by publication of an identical text or by endorsement, at the latest by February 2005, and conflicting national 
standards shall be withdrawn at the latest by July 2007. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directives. 

For the relationship with EU Directives, see informative Annex ZA, which is an integral part of this document. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, 
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom. 
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1 Scope 

This European Standard specifies requirements relating to the design, manufacture, construction, safety and
performance (efficiency and emission), instructions and marking together with associated test methods and 
test fuels for type testing residential cooking appliances fired by solid fuel. 

This Standard is applicable to hand fired appliances whose primary function is to cook and whose secondary
function is to provide heat into the space in which they are installed.  Additionally, where fitted with a boiler,
they also provide domestic hot water and/or central heating. These appliances may burn either solid mineral
fuels, peat briquettes, natural or manufactured wood logs or be multi-fuel in accordance with the appliance
manufacturer's instructions.

This standard is not applicable to hopper fed or mechanically fired appliances or those appliances having fan
assisted combustion air.

2 Normative references 

This European Standard incorporates by dated or undated reference, provisions from other publications. 
These normative references are cited at the appropriate places in the text and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to 
this European Standard only when incorporated in it by amendment or revision. For undated references the
latest edition of the publication applies (including amendments). 

EN 1561:1997 Founding - Grey cast irons

EN 1563:1997 Founding - Spheroidal graphite cast iron

EN 10025:1993 Hot rolled products of non-alloy structural steels - Technical delivery conditions 

EN 10027-2:1992 Designation systems for steels - Part 2: Numerical system

EN 10028-2:1992 Flat products made of steels for pressure purposes - Part 2: Non-alloy and alloy steels
with specified elevated temperature properties 

EN 10029:1991 Hot rolled steel plates 3 mm thick or above - Tolerances on dimensions, shape and mass 

EN 10088-2:1995 Stainless steels - Part 2: Technical delivery conditions for sheet/plate and strip for
general purposes 

EN 10111:1998 Continuously hot-rolled low carbon steel sheet and strip for cold forming -Technical
delivery conditions 

EN 10120:1996 Steel sheet and strip for welded gas cylinders

!EN 50165 Electrical equipment of non-electric appliances for household and similar purposes —
Safety requirements."

ISO 7-1: 1994 Pipe threads where pressure-tight joints are made on the threads -
Part 1: Dimensions, tolerances and designation 

ISO 7-2: 2000 Pipe threads where pressure-tight joints are made on the threads -
Part 2: Verification by means of limit gauges 

ISO 228-1: 2000 Pipe threads where pressure-tight joints are not made on the threads -
Part 1: Designation, dimensions and tolerances 
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ISO 228-2: 1987 Pipe threads where pressure-tight joints are not made on the threads -
Part 2: Verification by means of limit gauges 

ISO 331:1983 Coal - Determination of moisture in the analysis sample - Direct  
gravimetric method 

ISO 334:1992 Solid mineral fuels - Determination of total sulfur - Eschka  
method 

ISO 351:1996 Solid mineral fuels - Determination of total sulfur - High
temperature combustion method 

ISO 501:1981 Coal - Determination of the crucible swelling number 

ISO 562:1998 Hard coal and coke - Determination of volatile matter 

ISO 609:1996 Solid mineral fuels - Determination of carbon and hydrogen -
High temperature combustion method 

ISO 687:1974 Coke - Determination of moisture in the analysis sample 

ISO 1171:1997 Solid mineral fuels - Determination of ash content 

ISO 1928:1995 Solid mineral fuels - Determination of gross calorific value by
the bomb calorimetric method, and calculation of net calorific  
value

!ISO 2859 (all parts) Sampling procedures for inspection by attributes."

3 Terms and definitions 

For the purposes of this European Standard the following terms and definitions apply.

3.1 
air inlet control 
manual or automatic device to control the quantity of air supplied for combustion 

3.2 
ashpan 
removable receptacle shaped to receive the residue falling from the firebed

3.3 
ashpit
enclosed chamber designed to receive the residue or the ashpan

3.4 
basic firebed 
quantity of glowing embers which ensures ignition of the test fuel to be charged 

NOTE  The basic firebed may be specified by the manufacturer. 

3.5 
boiler 
vessel in which water is heated, intended for fitting in or forming an integral part of a solid fuel appliance
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3.6 
boiler waterways 
space within a boiler which contains water

3.7 
bottomgrate 
part of the appliance at the base of the firebox which supports the firebed through which the residue falls into
the ashpan or ashpit and through which combustion air and/or combustion gases may be drawn 

3.8 
burning rate
reduction in the mass of fuel per unit of time

3.9 
charging door 
door which covers the refuelling opening

3.10 
combustion air 
air supplied to the fire-box, which is entirely or partially used to burn the fuel

3.11 
combustion air selector 
device for adjusting the primary and/or secondary air according to the type of fuel burnt

3.12 
combustion control device
mechanism for setting the primary and/or secondary air in accordance with the burning rate required

3.13 
combustion gases 
compounds in gaseous form produced inside an appliance when fuel is burned

3.14 
damper 
mechanism to change the resistance to flow of the combustion gases

3.15 
de-ashing 
process of clearing a fuelbed and discharging the residue into the collecting receptacle

3.16 
de-ashing mechanism 
device to agitate or disturb the ash to facilitate its removal from the firebed

NOTE  It may also be used to change the bottomgrate operating position on some appliances. 

3.17 
direct water system 
hot water system in which stored domestic hot water is heated directly by hot water circulating from the
boiler 

3.18 
draught regulator
inlet device for admission of air downstream of the firebed, enabling the flue draught to be controlled
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3.19 
dry cooker 
appliance which primarily provides the facility to cook by means of a hotplate and/or oven 

NOTE  It also provides heat to the room in which it is installed.

3.20 
efficiency 
ratio of total heat output to total heat input during the test period expressed as a percentage

3.21 
firebed ; fuelbed 
fuel contained in the firebox 

3.22 
firebox; combustion chamber 
that part of the appliance in which fuel is burned

3.23 
firebox opening 
aperture in the firebox through which an appliance may be fuelled

3.24  
firedoor 
door through which the fire may be viewed and which may be opened to allow refuelling of the firebed

3.25 
flue draught 
differential between the static air pressure in the place of installation and the static pressure at the flue gas
measurement point

3.26 
flue gases
gaseous compounds leaving the appliance flue spigot and entering the flue gas connector

3.27 
flue gas adaptor 
fitting which allows for variations in size and shape of the flue components

3.28 
flue gas connector 
!duct through which flue gases are conveyed from the flue spigot of the appliance into the chimney 
flue"

3.29 
flue gas mass flow
mass of flue gas drawn off from the appliance per unit of time

3.30 
flue gas temperature 
temperature of the flue gas at the specified point in the measurement section

BS EN 12815:2001+A1:2004

Full document details: BS EN 12815:2001+A1:2004

http://www.avadocuments.com/doc/bs-en-12815-2001-a1-2004
http://www.avadocuments.com/doc/bs-en-12815-2001-a1-2004


Page 8

3.31 
flue spigot; flue socket
integral part of the appliance for connecting the flue gas connector thus permitting the deliberate escape of
products of combustion into the chimney flue

3.32 
flueway 
that part of the appliance designed to convey combustion gases from the firebox to the flue spigot

3.33 
front firebars; deepening plate 
grating or plate fitted at the front of the firebox opening to prevent spillage of fuel and ash or to change the
firebox capacity, or both 

3.34 
fuel regulator 
device for controlling the size of the firebed

3.35 
heat input
quantity of energy which the fuel provides to the appliance

3.36 
heat output 
quantity of useful heat released by the appliance

3.37 
indirect water system
hot water system in which stored domestic hot water is heated by a primary heater through which hot water
from the boiler is circulated without mixing of the primary (heating) water and the stored domestic hot water 

3.38 
maximum water operating pressure 
limiting water pressure up to which the boiler of an appliance can be safely operated 

3.39 
nominal heat output
total heat output of the appliance quoted by the manufacturer and achieved under defined test conditions
when burning the specified test fuel 

3.40 
operating tool
device supplied with the appliance for handling movable, adjustable and/or hot components

3.41 
oven shelf
a grid or plate for supporting cooking vessel(s) within the oven

3.42 
primary air 
combustion air which passes through the fuel bed
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3.43 
recovery capability 
ability of the fire to re-ignite existing or newly charged fuel after a defined burning period without external
assistance

3.44 
recommended fuel 
fuel of commercial quality listed in the appliance manufacturer's instructions, and shown to achieve the
claimed performance when tested in accordance with this European Standard 
3.45 
refuelling interval
period of time for which the combustion may be maintained in the appliance with a single load of fuel,
without intervention by the user

3.46 
residue 
ashes, including combustibles, which collect in the ashpit

3.47 
secondary air 
air supplied for the purpose of completing the combustion of gases leaving the fuel bed 

3.48 
slow combustion capability
ability of an appliance to continue operating at a low burning rate for a specified minimum period without
any input of fuel and without any interference with the combustion process, in such a manner that the firebed
can be recovered at the end of this period

3.49 
slow combustion heat output
heat output achieved during the test period under slow combustion conditions 

3.50 
solid fuel
naturally occurring or manufactured solid mineral fuels, natural or manufactured wood logs and peat
briquettes 

3.51 
solid mineral fuel
coal, lignite, coke and fuels derived from these

3.52 
space heating output 
heat output provided by convection and radiation to the room

3.53 
start-up device 
mechanism to divert the path of the heating gases and/or to change the combustion air opening cross section
during the ignition period 

3.54 
steady-state condition
stage at which values to be measured in successive equal periods of time do not exhibit significant change
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3.55 
integral fuel storage container
enclosed area forming part of the appliance, but not connected directly to the fuel charging area, in which 
fuel is stored prior to it being physically transferred by the user to the fuel charging position

3.56 
test fuel
fuel of commercial quality being characteristic of its type to be used for testing appliances

3.57 
thermostat 
temperature sensitive device which automatically changes the combustion air inlet cross-sectional area

3.58 
type test pressure 
pressure to which all waterways of the test appliance are subjected

3.59 
thermal discharge control
mechanical device controlled by the water flow temperature which opens a drain in the water circuit of a
safety heat exchanger when a specified flow temperature is attained

3.60 
top plate 
top of the cooker including and surrounding the hotplate

3.61 
total heat output
rate of useful heat released by the appliance 

3.62 
water heating output 
heat output to water averaged during the test period

3.63 
wet cooker 
appliance that provides the facility to cook by means of a hotplate and/or an oven but which is also fitted
with a boiler that provides hot water for central heating and/or domestic use

NOTE  The cooker also provides heat to the room in which it is installed.

3.64 
winter/summer mode operation 
alternative methods of operating certain cookers by a suitable control or by adaptation to give a lower output
for summer usage or a higher output in winter

3.65 
working surfaces 
all surfaces of an appliance designed to transmit heat to the surrounding atmosphere 

NOTE  All external surfaces of a cooker including the flue gas connector in accordance with this standard are classified
as working surfaces because they are designed to transmit heat to the room in which they are installed. 
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4 Materials, design and construction  

4.1 Production documentation 

To identify the appliance the manufacturer shall have available documents and/or scaled assembly drawings
showing the basic design and construction of the appliance. The documentation and/or the drawings shall
include at least the following information:

!The parameters and characteristics considered in making the decisions in relation to either the family or
range of appliances to be submitted for initial type testing (see 9.2.1) or further type testing where changes are 
made to an appliance (see 9.2.2) shall be recorded. A copy of the parameters and characteristics considered in
making the decisions shall be included in the production documentation for each appliance."

- the specification of the materials used in the construction of the appliance;
- the nominal heat output in kW using fuels recommended by the manufacturer; 

If the appliance is fitted with a boiler then the following additional details shall also be specified: 

- the welding process used in the manufacture of the boiler shell; 

NOTE  The symbol for the type of weld used is sufficient. 

- the permissible maximum operating water temperature in °C; 
- the permissible maximum operating pressure in bar;
- the type test pressure in bar; 
- the water heating output in kW.

4.2 General construction 

The shape and dimensions of the components and equipment and the method of design and manufacture, and
if assembled on site the method of assembly and installation, shall ensure that, when operated in accordance
with the provisions of appropriate test(s) and exposed to the associated mechanical, chemical and thermal
stresses, the appliance shall operate reliably and safely such that during normal operation no combustion
gases posing a hazard can escape into the room in which the appliance is installed nor can embers fall out.

Component parts such as covers, operating controls, safety devices and electrical accessories shall be
arranged in such a way that their surface temperatures, under the test conditions described in A.4.9, do not
exceed those specified either by the manufacturer or in the relevant component part standard.

No part of the appliance shall comprise of or contain asbestos.  Hard solder, containing cadmium in its
formulation, shall not be used.

Where thermal insulation is used, it shall be made of non-combustible material and shall not be a known
hazard to health in its applied position. 

NOTE  The thermal insulation should withstand normal thermal and mechanical stresses.

Component parts, which require periodic replacement and/or removal, shall be either so designed or
identified as to ensure correct fitting.

Parts which act as a seal shall be located securely; for example by means of bolts, gaskets or welding; to
prevent the ingress or leakage of air, water or combustion products.

Where a seal is made with fire cement, the cement shall be supported by adjacent metal surfaces.

If the appliance is fitted with a boiler the boiler shell and its materials of construction shall meet the
requirements given in 4.3 to 4.6 as appropriate to the material of construction and intended usage. 
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The boiler, if fitted, shall be capable of operating safely at the permissible maximum water operating
pressure declared by the manufacturer and shall meet the requirements specified in 5.5. 

4.3 Boilers constructed of steel 

4.3.1 Parts subject to water pressure

One or more of the steel materials complying at least with the specifications given in Table 1 shall be used
for the manufacture of those parts of the appliance subject to water pressure. 

4.3.2 Nominal minimum wall thicknesses

Boilers constructed of non-alloyed steel shall have a nominal minimum thickness of 4 mm for water - backed 
surfaces in contact with the fire or products of combustion whilst surfaces elsewhere shall have a nominal
minimum thickness of 3 mm.

Boilers constructed of alloyed or stainless steel shall have a nominal minimum thickness of 2 mm.

NOTE  These nominal minimum wall thicknesses have been specified taking into consideration the following
parameters: 

- the permissible maximum water operating pressure (as stated by the manufacturer); 

- the material properties; 

- the heat transfer location.

The tolerances on the nominal minimum wall thicknesses for steels shall be as specified in EN 10029:1991. 
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Table 1 - Steel material types 

European Standard 
References 

Material Type Material number in accordance 
with EN 10027-2:1992 

EN 10111:1998 DD 11 1.0332 
 DD 12 1.0398 
 DD 13 1.0335 
 DD 14 1.0389 

EN10025:1993 S235JR 1.0037 
 S235JRG2 1.0038 
 S235JO 1.0114 
 S235J2G3 1.0116 

 S275JR 1.0044 
 S275JO 1.0143 
 S275J2G3 1.0144 

 S355JR 1.0045 
 S355JO 1.0553 
 S355J2G3 1.0570 
 S355K2G3 1.0595 

EN 10028-2:1992 P235GH 1.0345 
 P265GH 1.0425 
 P295GH 1.0481 
 P355GH 1.0473 
 16Mo3 1.5415 
 13CrMo4-5 1.7335 
 10CrMo9-10 1.7380 
 10CrMo9-10 1.7383 

EN 10120:1996 P245NB 1.0111 
 P265NB 1.0423 
 P3 IONB 1.0437 
 P355NB 1.0557 

EN 10088-2:1995 X5CrNi 18-10 1.4301 
 X6CrNi 17-12-2 1.4401 
 X6CrNiTil8-10 1.4541 
 X6CrNiNb 18-10 1.4550 

X6CrNiMo Ti 17-12 -2 1.4571 
 X6CrNiMoNb 17-12 -2 1.4580 
 X3CrNiMo 17-3-3 1.4436 
NOTE   Materials and wall thicknesses other than those specified may only be used on production of
appropriate evidence as regards at least their equivalent corrosion resistance, heat resistance and strength to 
non-alloy steel at the material thicknesses specified in 4.3.2 for the particular application/usage. 
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4.4 Boilers constructed of cast iron

Boilers constructed of cast iron shall have a minimum wall thickness of 5 mm.  The mechanical properties of
the cast irons shall meet the material requirements given in Table 2. 

Table 2 - Minimum mechanical requirements for cast irons 

Grey cast iron (In accordance with EN 1561:1997) 

- Tensile strength Rm > 150 N/mm2

- Brinell hardness 160 HB to 220 HB  

Spheroidal graphite cast iron (In accordance with EN 1563:1997): 

- Tensile strength Rm > 400 N/mm2

- Elongation 18 % A3

4.5 Boiler shell tappings 

The threads of boiler shell tappings, for flow and return pipes, shall be not less than the minimum thread size
designation given in Table 3. 

Where tapered threads are used, they shall be in accordance with the requirements of ISO 7-1:1994 and
ISO 7-2:2000. Where parallel threads are used, they shall be in accordance with ISO 228-1:2000 and
ISO 228-2:1987. The design and position of flow tappings shall be such that air will not be retained within
the boiler shell. 

Table 3 - Minimum thread size designation of flow and return tappings 

Nominal heat output 

kW

Gravity circulation 
thread size 

designation 1)

Pumped circulation 
thread size 

designation 1)

≤ 22 1 ½ 

> 22 ≤ 35 1¼ 1 

> 35 < 50 1½ 1 
1) Designation in accordance with ISO 7-1:2000 and ISO 7-2:1982 or
ISO 228-1:2000 and ISO 228-2:1987.  

The minimum depth of tapping or length of thread shall be not less than the minimum values given in
Table 4

Table 4 - Minimum depth of tapping or length of thread
Thread size

designation 1)
Minimum depth of tapping

or length of thread 
mm 

½ to 1¼
1½ 

16 
19 

1) Designation in accordance with ISO 7-1:2000 and ISO 7-2:1982 or
ISO 228-1:2000 and ISO 228-2:1987. 

If the appliance is supplied with reducing bushes in horizontal flow tappings, these shall be eccentric and
fixed so that the reduced outlet is uppermost. 
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4.6 Draining of boiler shell

Where a drain socket is provided in the boiler shell, it shall have a minimum thread size designation of ½ and
shall be in accordance with either ISO 7-1:2000 and ISO 7-2:1982 if tapered threads are used or
ISO 228-1:2000 and ISO 228-2:1987 if parallel threads are used. 

4.7 Boiler waterways 

4.7.1 Venting of the water sections

The boiler shell and its component waterways shall be designed in such a way that their respective water
sections are well vented. To minimize the build up of sediment, designed sharp or wedge-shaped waterways 
with a taper towards the bottom shall be avoided. 

The design of the boiler shell shall ensure a free flow of water through all parts such that under normal
operation in accordance with the manufacturer’s instructions, no undue boiling noises occur. 

4.7.2 Boilers used with direct water systems 

The minimum internal dimension of waterways in boilers designed for direct water systems shall be not less
than 25 mm. 

4.7.3 Boilers used with indirect water systems 

The minimum internal dimension of waterways throughout the main body in appliances designed for indirect
water systems shall be not less than 20 mm, except where waterways have to be reduced locally to facilitate
manufacture or are in areas not in direct contact with burning fuel, in these cases the width of the waterways
shall be not less than 15 mm. 

4.7.4 Water tightness

Holes, for screws and similar components, which are used for the attachment or removal of parts, but
excluding pockets for measuring, control and safety equipment, shall not open into waterways or spaces
through which water flows.

4.8 Ashpan and ash removal

A means of removing ash residue from the appliance shall be provided.  Where an ashpan is provided its
capacity shall be not less than 0,75 dm3 per kW nominal output for appliances without a boiler and
0,3 dm3 per kW nominal output for appliances with a boiler whilst retaining sufficient space above to allow
adequate primary air - flow through the bottomgrate or firebed.  If the ashpan resides in the appliance it shall
locate in the ashpit in such a way that it allows the free passage of primary air and in such a position that it
does not obstruct any primary air inlet control. 

NOTE  An ashpan should be designed and constructed to ensure that: 

a) it effectively collects the residue material from beneath the bottomgrate; 

b) it can be easily and safely withdrawn, carried and emptied when hot, using the tool(s) provided, without
undue spillage of residue material. 
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4.9 Firedoors and charging doors

Firedoors and charging doors shall be designed to prevent accidental opening and to facilitate positive
closure. Door seals shall be either metal to metal or of flexible non-combustible material. 

Means shall be provided to maintain the fit of any door sealed with flexible non-combustible material. 

When open, firedoors shall not obstruct the firebox opening and shall be capable of opening to an angle
greater than 90°. 

If fitted, hotplate charging doors shall either be removable or capable of being opened to an angle greater 
than 90°.

NOTE  Designed air inlets around the periphery of the door(s) are permitted. 

4.10 Oven door

When open, side hinged oven doors shall not obstruct the oven opening and shall be capable of opening to an
angle greater than 90°. 

When drop down doors are completely open, they shall form an angle of between 85° and 90° to the vertical
and remain in this position. When tested in accordance with A.4.14, the drop down door shall not sag by 
more than 15 mm, and the cooker shall not tilt. 

4.11 Flue spigot or socket

The flue spigot or socket shall be designed to enable a gas tight connection to be made between the flue gas
connector and the appliance. 

Where the flue gas connector fits over an outlet spigot, the overlap shall be a minimum of 40 mm. Where the
flue gas connector fits into a socket, the insertion depth shall be a minimum of 25 mm. 

NOTE  It is recommended that provision is made for sealing internal connections with heat resistant sealing compound
and/or sealing rope if required. 

4.12 Internal flue gas diverter

Any internal flue gas diverter shall be capable of maintaining any position in which it is intended to be set
and shall not isolate the firebox from the flue outlet. If a diverter is intended to be removable it shall be so
designed or identified as to ensure correct assembly. 

Any diverter control shall be permanently and legibly marked to indicate its set position to the user. 

4.13 Control of flue gas

If a flue damper is fitted, it shall be of a type that does not block the flue totally. The damper shall be easy to
operate and incorporate an aperture within the blade which, in a continuous area, occupies at least
20 cm2 or 3 % of the cross-sectional area of the blade if this is greater. 

The position of the damper shall be recognizable to the user from the setting of the device. 

If a draught regulator is fitted the minimum cross sectional area requirement shall not be applicable but the
device shall be easily accessible for cleaning. 
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4.14 Combustion air supply 

4.14.1 Primary air inlet control

The appliance shall be fitted with either a thermostatically controlled primary air inlet control or a manual
primary air inlet control.  For appliances with boiler, a manual primary air inlet control shall only be allowed
for boiler outputs up to 7,5 kW. The adjusting control shall be clearly visible or shall be permanently marked
so that its operation is readily understandable by the user. 

The design shall be such that during operation of the appliance, neither ash nor unburnt fuel can prevent the
movement or closure of the air inlet control. 

The ‘cold’ setting of the primary air inlet control shall be clearly marked and the method of adjustment shall
be described in the instructions. 

The thermostat shall have a variable temperature range and be of the immersion or dry pocket type.  The
pocket shall be positioned so that the thermostat senses the temperature of the flow water from the appliance. 

4.14.2 Secondary air inlet control 

Where a secondary air inlet control is provided the position of air entry shall be so designed that the passage
of air is not restricted when the firebox is filled to the manufacturer's recommended capacity. 

4.15 Flueways

It shall be possible to clean the flueways of the appliance completely using commercially available tools or
brushes, unless special cleaning tools or brushes are provided by the appliance manufacturer. 

The size of the flueway in its minimum dimension shall be not less than 30 mm except that it shall be
permissible to reduce it to not less than 15 mm for appliances designed only to burn fuels other than
bituminous coals and peat briquettes and where an access door(s) is provided for cleaning the flueway.

4.16 Front firebars and/or deepening plate

If the appliance is fitted with removable front firebars and/or deepening plate, they shall be designed such
that they can neither be incorrectly fitted nor accidentally dislodged. 

NOTE  The front firebars and/or deepening plate should be designed to retain the fuel or ash during operation of the 
appliance, particularly during refuelling or de-ashing of the appliance. 

4.17 Hotplate and top plate

The top plate shall incorporate a metal or ceramic surface in the form of a hotplate. Part of the hotplate shall
be designed as a boiling plate area. 

When the cooker is assembled in accordance with the appliance manufacturer’s installation instructions,
complete with any legs or plinth supplied as an integral part of the appliance, the height from the floor to the 
cooking surface(s) shall be between 800 mm and 930 mm.

4.18 Main/additional ovens

Where a compartment or compartments are provided as an oven or ovens, their purpose shall be specified in
the appliance operating instructions. 

The main oven and any additional oven shall be provided with at least two shelf runner positions. 

When tested in accordance with the test method detailed in A.4.13, the angle of inclination of any oven shelf
when under load shall not exceed 10° from the horizontal. 
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4.19 Bottomgrate

The bottomgrate, excluding those with water - cooled firebars, shall be capable of being removed and shall
be so designed or marked as to ensure correct assembly.  A de-ashing mechanism shall be fitted where fuels
other than wood are burned.  The bottomgrate shall not become dislodged during the de-ashing process. 

NOTE 1 The preferred design should allow de-ashing to be carried out with the firedoor(s) and any ashpit door closed. 
The de-ashing operation should be possible without undue effort. 

NOTE 2 If it is necessary to open the firedoor(s) or to remove the ashpit cover to de-ash the fire, the cooker should be
designed such that there is no undue spillage of ash or fuel from the cooker during the de-ashing operation.

4.20 Ashpit and ashpit cover/door

The ashpit shall be so designed that when the ashpan is in position it shall not restrict the primary air inlet. 

The ashpit cover/door shall be designed to ensure that: 

- its closure is not prevented by spilled residue material; 
- it cannot be accidentally dislodged; 
- when hot it can be handled safely with the tools provided; 
- the ashpit is of sufficient size to accommodate the ashpan. 

4.21 Provision for cleaning the boiler heating surfaces and flue connector

All boiler-heating surfaces shall be accessible from the flue gas side for inspection and cleaning. Means shall
be provided for cleaning the appliance outlet and flue connector. Advice on how this cleaning is to be carried
out shall be given in the appliance operating instructions.

4.22 Oven temperature indicators 

For a cooker with an oven(s) to which an oven temperature indicator is fitted, the indicator shall be readable
without opening the oven door.

5. Safety

5.1 Temperature in integral fuel storage container

When tested during the performance test at nominal heat output in accordance with A.4.9, the hotplate
boiling test in accordance with A.4.10, the oven heating test in accordance with A.4.11 and the temperature
safety test in accordance with A.4.16, the maximum temperature measured in any integral fuel storage
container, if provided, shall not exceed the ambient temperature by more than 65  K.

5.2 Temperature of adjacent combustible materials 

When tested during the performance test at nominal heat output in accordance with A.4.9, the hotplate
boiling test in accordance with A.4.10, the oven heating test in accordance with A.4.11 and the temperature
safety test in accordance with A.4.16, and when the appliance is installed in accordance with the clearance
distances specified in the manufacturer's installation instructions, the temperature of the trihedron hearth and 
walls or other structure surrounding the appliance e.g. ceiling comprising combustible material shall not
exceed the ambient temperature by more than 65 K.
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5.3 Operating tools

An operating tool shall be provided where it would otherwise be necessary to touch any surface having a 
temperature above ambient by more than the following values: 

- 35 K for metals; 

- 45 K for porcelain, vitreous enamel or similar materials;

- 60 K for plastics, rubber or wood. 

These temperature requirements shall be assessed with the appliance in normal operation during the nominal
heat output test in accordance with A.4.9, the hotplate boiling test in accordance with A.4.10 and the oven
heating test in accordance with A.4.11. 

5.4 Natural draught safety test

!If the appliance manufacturer claims that the appliance is capable of continuous operation and specifies it
may be installed into a shared flue i.e. a chimney serving more than one appliance, when tested in
accordance with A.4.15, either the flue draught throughout the test period shall be not less than 3 Pa or where
the flue draught falls below 3 Pa then over a further 10 h period from when the draught falls below 3 Pa  the
total quantity of carbon monoxide in the flue gas, calculated to NTP as detailed in A.6.2.8 shall not be
greater than 250 dm3."  The appliance shall be clearly labelled to indicate whether or not it can be installed 
into a shared flue (see 7.2).

5.5 Strength and leaktightness of boiler shells

The boiler shell and its water carrying components shall not leak or become permanently deformed when
subjected to the type pressure test described in A.4.17 and during the nominal heat output test described in
A.4.9. 

5.6 Thermal discharge control

For appliances fitted with a boiler designed to operate on a sealed system and where a thermal discharge
control is fitted as part of the appliance, when tested in accordance with A.4.18, the control shall operate
when the water flow temperature exceeds either 105 °C or the manufacturer’s declared operating temperature
whichever is the lower. 

!5.7 Electrical safety

The appliance shall comply with the electrical safety requirements of EN 50165 if mains operated electrical
equipment is fitted as part of the appliance."

6 Performance

6.1 Flue draught

The flue draught values, related to the appliance's nominal heat output, given in Figure 1 shall be taken as the
values for the static pressure to be applied in the measurement section when undertaking the nominal heat
output test, the slow combustion test or the temperature safety test.  Where the flue draught values for the
nominal heat output test given in Figure 1 need to be exceeded in order to obtain the manufacturer's declared
nominal output, the required flue draught shall be clearly stated in the appliance's installation instructions. 
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When undertaking the nominal heat output test in accordance with A.4.9 the static pressure shall be kept
within ± 2 Pa of the specified value. For the slow combustion test in accordance with A.4.12 the static
pressure shall be kept within ± 1 Pa of the specified value.  For the temperature safety test in accordance with
A.4.16 the appliance shall be tested at a flue draught 3 Pa greater than that used during the nominal heat
output test and the static pressure shall be kept within +2 

0  Pa of this specified value. 

6.2 Flue gas temperature 

During the test at nominal heat output in accordance with A.4.9, the mean flue gas temperature in the test
measurement section shall be measured and recorded. 

!6.3 Carbon monoxide emission

When measured during the nominal heat output test in accordance with A.4.9, the mean carbon monoxide
concentration calculated to 13% oxygen (O2) content in the flue gas shall be less than or equal to the 
manufacturer’s declared value and shall not exceed 1,0%. 

Some countries have existing national legislation, which set limits for maximum carbon monoxide
concentration levels under slow combustion, in these cases the carbon monoxide level shall be measured
during the slow combustion test in accordance with A.4.12 for appliances sold in that country. 

Table 5  Deleted

6.4 Efficiency 

When tested in accordance with A.4.9, the measured total efficiency from the mean of at least two test results
at nominal heat output shall be greater than or equal to the manufacturer’s declared value and shall equal or
exceed 60%. 

Some countries have existing national legislation which set limits for efficiency under slow combustion
conditions, in these cases the carbon monoxide level shall be measured during the slow combustion test in
accordance with A.4.12 for appliances sold in that country.

Table 6  Deleted"
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6.5 Refuelling interval at nominal heat output

When tested in accordance with A.4.9, the refuelling interval at nominal heat output, on one charge of test
fuel, shall be not less than the values given in Table 7 as appropriate to the appliance type and/or the test fuel
used. 

Table 7 - Minimum refuelling interval at nominal heat output 

Appliance type Test fuel type 
(as detailed in Table B.1)

Minimum refuelling interval
hours 

Automatically controlled Wood logs or peat briquettes 1 
Wet or dry cooker All other test fuels 3 
Manually controlled Wood logs or peat briquettes 1 
wet or dry cooker All other test fuels 2 

Where the refuelling interval declared by the manufacturer is greater than the minimum refuelling interval 
given in Table 7 then the manufacturer’s declared value shall be verified when tested during the nominal heat
output test in accordance with A.4.9. 

!The nominal load shall be calculated using the refuelling intervals, the minimum efficiencies and the
calorific values of the fuels as detailed in A.4.2."

6.6 Nominal heat output

When tested in accordance with A.4.9, the mean value for the nominal heat output from at least two separate
valid tests shall be not less than the manufacturer’s claimed value. 

6.7 Oven heating 

When tested in accordance with A.4.11, at the same flue draught as used during the performance test at
nominal heat output, the strips of shortbread shall be cooked through to the centre. The degree of browning
of the top and bottom surfaces of the strips, when assessed against the browning chart detailed in A.4.11,
shall be within the colour range given on the chart. 

6.8 Slow combustion and recovery 

If the manufacturer claims that the appliance is capable of slow combustion, it shall be possible to maintain
combustion, in accordance with A.4.12, over at least the minimum refuelling intervals given in Table 8,
using one charge of test fuel of mass equivalent to that used for the performance test at nominal heat output
and calculated as detailed in A.4.2: 

Table 8 - Minimum refuelling interval at slow combustion

Test fuel type 
(as detailed in Table B.1)

Minimum refuelling interval
hours 

Continuous operating appliance 
Wood logs or peat briquettes 10 

All other test fuels 12 
Intermittent operating appliance 

All test fuels no minimum requirement 

Where the refuelling interval(s) declared by the manufacturer is greater than the minimum refuelling
interval(s) given in Table 8 then the declared value(s) shall be verified during the slow combustion test in
accordance with A.4.12. 

At the end of the slow combustion test it shall be possible to recover the fire. 
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Recovery shall be deemed satisfactory if a small part of the fuel is visibly ignited within 30 minutes under
the test conditions specified in A.4.12.4. 

6.9 Boiling test

When tested in accordance with A.4.10 at the same flue draught as used during the performance test at
nominal heat output, the temperature of the water in the specified boiling utensil shall rise by 75 K within
15 minutes of the start of the test.

6.10 Appliances with alternative bottomgrate positions

Where the appliance has alternative lower and upper bottomgrate positions i.e. for winter/summer mode 
operation, the appliance shall be tested initially with the bottomgrate in its lower position, and the 
performance requirements specified in 6.3 to 6.7 shall be satisfied. 

In addition, the following tests shall be undertaken with the bottomgrate in its upper position:

a) a nominal heat output test conducted in accordance with A.4.9 to determine the heat outputs and
to verify that the safety requirements of 5.1 to 5.3 are met. 

The requirements of 6.3 to 6.6 do not apply to the tests in this upper bottomgrate position and
therefore only the following parameters shall be measured and recorded during the test: 

1) heat outputs; 
2) surface temperatures of operating knobs/handles; 
3) temperatures of the trihedron test hearth and walls or other structure surrounding the

appliance e.g. ceiling;
4) flue gas temperature. 

b) a hotplate boiling test in accordance with A.4.10, when the appliance shall satisfy the 
requirements of 6.7. 

7 Appliance instructions 

7.1 General

Instructions written in the language of the country of intended destination shall accompany the appliance and
shall describe the installation, operation, maintenance and, if assembled on site, the assembly of the
appliance.  The instructions shall not be in contradiction to the requirements or test results in accordance
with this standard. 

7.2 Installation instructions 

The installation instructions shall contain at least the following information:

- a statement to the fact that “all local regulations, including those referring to national and European
standards need to be complied with when installing the appliance”;

- the appliance model number and type; 

- the mass of the appliance , in kg;

- the nominal heat output and heat to hot water, in kW, in summer and winter modes, for each type of
recommended fuel and an indication of heat released to the room in which the cooker is installed; 

- the maximum operating water pressure in bar (where applicable); 
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- the requirements for the electrical power supply (where applicable); 

- the requirements for the supply of combustion air and where necessary the ventilation and air
supply requirements for simultaneous operation with other heating appliances; 

- the need for any air inlet grilles to be so positioned that they are not liable to blockage; 

- a statement to the effect that an air extraction device shall not be used in the same room as the
appliance unless adequate additional ventilation is provided; 

- the minimum chimney draught requirements (in Pa) at nominal total heat output; 

- the mean flue gas temperature (in °C) directly downstream of the flue spigot at nominal heat
output; 

- !the flue gas mass flow in g/s at nominal heat output if required by national/local regulation (or 
alternatively the nominal heat output and the appliance efficiency and mean CO2 concentration when
operating at nominal heat output should be given for all test fuel types);"

- whether the appliance is suitable for installation in a shared flue system; 

- any necessary safety clearance distances from combustible materials and any recommendations for
other protective measures against the risk of fire, if required; 

- advice on the need to provide adequate access for cleaning the flue gas connector and the chimney
flue; 

- the water capacity and instructions for fitting a drain-cock in the lowest part of the system (where
applicable);

- the setting of  temperature controller and method of adjusting the “cold” setting distance;

- advice on a means of dissipating excess heat from the boiler, such as using a “heat leak” radiator;

- full assembly instructions for the appliance, especially if supplied in parts;

- any commissioning instructions, as appropriate;

- the installation and operation of any control and safety equipment. 

7.3 User operating instructions

The user operating instructions shall contain at least the following information:

- a statement to the fact that “all local regulations, including those referring to national and European
standards need to be complied with when installing the appliance”;

- a list of the recommended fuels including type and size in accordance with this standard; 

- the method of refuelling and de-ashing the appliance and the maximum filling height in the firebox
and typical refuelling intervals at nominal heat output for various recommended fuels;

-  instructions for safe and efficient operation of the appliance including the ignition procedure; 

- advice that the cooker shall not be used as an incinerator and that non-recommended fuels shall not
be used; 
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- advice on the correct operation of adjusting devices and controls; 

- ventilation requirements for simultaneous operation with other heating appliances; 

- a warning that the firebox and ashpit cover shall be kept closed except during ignition, refuelling
and removal of residue material to prevent fume spillage; 

- advice on regular cleaning of the cooker, flueways, flue gas connector and chimney flue and
highlighting the need to check for blockage prior to relighting after a prolonged shut-down period; 

- advice on the need for regular maintenance by a competent engineer; 

- advice on the adequate provision of combustion air and ventilation air and on keeping air intake
grilles, supplying combustion air, free from blockage; 

-  instructions on simple fault finding and the procedure for the safe shut down of the cooker in the
event of malfunction e.g. overheating, interruption of water supply; 

-  a warning that parts of the cooker especially the external surfaces will be hot to touch when in
operation and that due care will need to be taken; 

- need to adhere to any necessary safety clearances from combustible materials and
recommendations for other protective measures against the risk of fire if required; 

-  instructions on how to achieve slow combustion; 

- general cooking instructions; 

- advice on safe operation of the appliance especially under adverse flue draught conditions or
adverse weather conditions particularly where there is the potential for freezing;

- advice about the action to be taken in the event of a chimney fire; 

- a recommendation to use only replacement parts authorised by the manufacturer;

- a warning against any unauthorized modification of the appliance. 

8 Marking 

Each appliance shall be permanently and legibly marked in a place where it is accessible so that the
information can be read when the appliance is in its final location, with the following minimum information:

- the number of this European standard; 

- the manufacturer's name or registered trade mark; 

- !the measured CO concentration at 13% oxygen content; 

- the determined appliance efficiency at nominal heat output; 

- the model number and/or designation or type to enable the appliance to be identified;"

- the nominal boiler where relevant and space heating outputs, in kW (or a range of outputs 
dependent on fuel types, as applicable); 
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