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National foreword

This British Standard is the UK implementation of EN 12846-1:2011.
It supersedes BS EN 12846:2002 which is withdrawn.

The UK participation in its preparation was entrusted to
Technical Committee PTI/13, Petroleum Testing and Terminology.

A list of organizations represented on this committee can be
obtained on request to its secretary.

Energy Institute, under the brand of IP, publishes and sells
all Parts of BS 200d, and all BS EN petroleum test methods
that would be Part of BS 200d, both in its annual
publication “Standard methods for analysis and testing of
petroleum and related products and British Standard
2000 Parts"” and individually.

Further information is available from:

Energy Institute, 61 New Cavendish Street, London W1G
7AR. Tel: 020 7467 7100. Fax: 020 7255 1472.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 64495 5
ICS 91.100.50

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2011.

Amendments issued since publication
Date Text affected
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ICS 91.100.50 Supersedes EN 12846:2002

English Version

Bitumen and bituminous binders - Determination of efflux time
by the efflux viscometer - Part 1: Bituminous emulsions

Bitumes et liants bitumineux - Détermination du temps Bitumen und bitumenhaltige Bindemittel - Bestimmung der
d'écoulement a l'aide d'un viscosimétre a écoulement - Ausflusszeit mittels Ausflussviskosimeter - Teil 1:
Partie 1: Emulsions de bitume Bitumenemulsionen

This European Standard was approved by CEN on 22 January 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2011 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 12846-1:2011: E
worldwide for CEN national Members.
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Foreword

This document (EN 12846-1:2011) has been prepared by Technical Committee CEN/TC 336 “Bituminous
binders”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2011, and conflicting national standards shall be
withdrawn at the latest by September 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12846:2002.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive 89/106/EEC.

This European Standard EN 12848 consists of the following parts under the general title Bitumen and
bituminous binders — Determination of efflux time by the efflux viscometer:

— Part 1: Bituminous emulsions;

— Part 2: Cut-back and fluxed bituminous binders.

has been created as the result of the merging of EN_12846:2003 and EN_13357:2004 under a
single reference (two different parts), since both standards describe very similar procedures with
identical equipment. The two different parts have been made as consistent as possible by eliminating all
existing minor differences between both methods.

Compared with the previous edition, EN_12846:2002, the scope and principle were detailed, Figure 2 was
added, tolerances were specified or modified in the apparatus dimensions, details were added in the test
procedure and measurements made and the test precision data were reviewed.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies a method for the determination of the efflux time at 40 °C of bituminous
emulsions in seconds using an efflux viscometer. Alternative test temperature is 50 °C.

NOTE The procedure described in this standard may also be followed to determine efflux time at other temperatures
such as for instance 25 °C.

WARNING — The use of this European Standard may involve hazardous materials, operations and
equipment. This European Standard does not purport to address all of the safety problems associated

with its use. It is the responsibility of the user of this European Standard to establish appropriate
safety and health practices and determine the applicability of regulatory limitations prior to use.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.
, Bitumen and bituminous binders — Sampling bituminous binders

N 12594, Bitumen and bituminous binders — Preparation of test samples

N 13304, Bitumen and bituminous binders — Determination of dynamic viscosity of bituminous binder using
a rotating spindle apparatus

N ISO 4788, Laboratory glassware — Graduated measuring cylinders (ISO 4788:2005

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1

viscosity

internal resistance of a fluid to flow

3.2

efflux time

time needed for a specified volume of a material to flow through a specified orifice at a specified temperature

NOTE The efflux time is an indirect measure of the viscosity and is also referred to as “pseudo-viscosity”.

4 Principle

The efflux time of a bituminous emulsion is determined using an efflux viscometer known as the Standard Tar
Viscometer (STV) which determines the time of efflux of a 50 ml sample through a 10 mm or a 4 mm or a
2 mm orifice at a specified temperature.

Whatever temperatures or orifice diameters used, the efflux time shall not exceed 600 s. For highly viscous
emulsions, EN 13302 shall be used.
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