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European foreword 

This document (EN 12896-6:2019) has been prepared by Technical Committee CEN/TC 278 “Intelligent 
transport systems”, the secretariat of which is held by NEN. 

This European Standard shall be given the status of a national standard, either by publication of an 
identical text or by endorsement, at the latest by March 2020, and conflicting national standards shall 
be withdrawn at the latest by March 2020. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CEN shall not be held responsible for identifying any or all such patent rights. 

The series composed of the following documents: 

— Public transport – Reference data model – Part 1: Common concepts; 

— Public transport – Reference data model – Part 2: Public transport network; 

— Public transport – Reference data model – Part 3: Timing information and vehicle scheduling; 

— Public transport – Reference data model – Part 4: Operations monitoring and control; 

— Public transport – Reference data model – Part 5: Fare management; 

— Public transport – Reference data model – Part 6: Passenger information; 

— Public transport – Reference data model – Part 7: Driver management 

— Public transport – Reference data model – Part 8: Management information & statistics; and 

— Public transport – Reference data model – Part 9: Informative documentation [CEN/TR]. 

Together these create version 6 of the European Standard EN 12896, known as “Transmodel”, and thus 
replace EN 12896:2006, known as “Transmodel v5.1”. 

In comparison with EN 12896:2006, the technical modifications made are presented in the Technical 
CEN/TR 12896-9, Public transport – Reference data model – Part 9: Informative documentation. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the 
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, 
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, 
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of 
North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the 
United Kingdom. 
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Introduction 

Part 1 of this European Standard presents the following items: 

— Rationale for the Transmodel Standard; 

— Use of the Transmodel Standard; 

— Applicability of the Transmodel Standard; 

— Conformance Statement; 

— Transmodel Origins; 

— Reference to the Previous Version and Other Documents. 

The data structures represented in Part 1 are generic patterns that are referenced by different other 
parts. 

Part 2 of this European Standard presents space-related data structures. 

Part 3 presents time-related data structures and replaces the sections of EN 12896:2006 referring to 
the time-related Tactical Planning Components and to Vehicle Scheduling. 

Part 4 presents data referring to daily operations (i.e. to operational days), different from those planned 
for day types (space-related data structures and tactical planning components) and including 
operational raw data referring to operations follow-up. 

Part 5 presents fares structures including sales, validation and control. 

Part 6 (this part) presents Passenger Information (planned and real-time). 

Part 7 presents Driver Management including Driver Scheduling (day-type related driver schedules), 
Rostering (ordering of driver duties into sequences according to some chosen methods) and Driving 
Personnel Disposition (assignment of logical drivers to physical drivers and recording of driver 
performance). 

Part 8 presents Management Information and Statistics. 
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1 Scope 

1.1 General Scope of the Standard 

The main objective of the present standard is to present the Reference Data Model for Public Transport, 
based on: 

— the Reference Data Model, EN 12896, known as Transmodel V5.1; 

— EN 28701:2012, Intelligent transport systems – Public transport – Identification of Fixed Objects in 
Public Transport (IFOPT), although note that this particular standard has been withdrawn as it is 
now included within Parts 1 and 2 of this standard (EN 12896-1:2016 and EN 12896-2:2016) 
following their successful publication, 

incorporating the requirements of: 

— EN 15531-1 to -3 and CEN/TS 15531-4 and -5: Public transport – Service interface for real-time 
information relating to public transport operations (SIRI); 

— CEN/TS 16614-1 and -2: Public transport – Network and Timetable Exchange (NeTEx), in particular 
the specific needs for long distance train operation. 

Particular attention is drawn to the data model structure and methodology: 

— the data model is described in a modular form in order to facilitate the understanding and the use 
of the model; 

— the data model is entirely described in UML. 

The following functional domains are considered: 

— Network Description: routes, lines, journey patterns, timing patterns, service patterns, scheduled 
stop points and stop places; 

— Timing Information and Vehicle Scheduling (runtimes, vehicle journeys, day type-related vehicle 
schedules); 

— Passenger Information (planned and real-time); 

— Fare Management (fare structure, sales, validation, control); 

— Operations Monitoring and Control: operating day-related data, vehicle follow-up, control actions; 

— Driver Management: 

— Driver Scheduling (day-type related driver schedules), 

— Rostering (ordering of driver duties into sequences according to some chosen methods), 

— Driving Personnel Disposition (assignment of logical drivers to physical drivers and recording 
of driver performance); 

— Management Information and Statistics (including data dedicated to service performance 
indicators). 

The data modules dedicated to cover most functions of the above domains will be specified. 
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Several concepts are shared by the different functional domains. This data domain is called “Common 
Concepts”. 

1.2 Functional Domain Description 

The different functional domains (enumerated above) taken into account in the present standard, and 
of which the data have been represented as the reference model, are described in EN 12896-1:2016, 
Public transport – Reference data model – Part 1: Common concepts. 

1.3 Particular Scope of this Document 

The present document entitled Public transport – Reference data model – Part 6: Passenger information, 
incorporates the following main data packages: 

— Trip Description; 

— Passenger Queries. 

This document itself is composed of the following parts: 

— Main document (normative) representing the data model for the concepts shared by the different 
fare domains covered by Transmodel; 

— Annex A (normative), containing the data dictionary, i.e. the list of all the concepts and attribute 
tables present in the main document together with the definitions; 

— Annex B (normative), providing a complement to EN 12896-1:2016, particularly useful for parts 4 
to 8 of the Public Transport Reference Data Model; 

— Annex C (informative), indicating the data model evolutions; 

— Annex D (informative), indicating the high-level equivalences of the example passenger information 
functional requests to the capabilities of other standards; 

— Annex E (informative), providing an example set of commonly found passenger information 
functional requests and data dictionary for the elements used in the examples. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies. 

EN 12896-1:2016, Public transport – Reference data model – Part 1: Common concepts 

EN 12896-2:2016, Public transport – Reference data model – Part 2: Public transport network 

EN 12896-3:2016, Public transport – Reference data model – Part 3: Timing information and vehicle 
scheduling 

EN 12896-5:2019, Public transport – Reference data model – Part 5: Fare management 
(“Transmodel v6”)  

EN 12896-8:2019, Public transport – Reference data model – Part 8: Management information & statistics 
(“Transmodel v6”)  

EN 15531-1, Public transport – Service interface for real-time information relating to public transport 
operations – Part 1: Context and framework 
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EN 15531-2, Public transport – Service interface for real-time information relating to public transport 
operations – Part 2: Communications 

EN 15531-3, Public transport – Service interface for real-time information relating to public transport 
operations – Part 3: Functional service interfaces 

CEN/TS 15531-4, Public transport – Service interface for real-time information relating to public 
transport operations – Part 4: Functional service interfaces: Facility Monitoring 

CEN/TS 15531-5, Public transport – Service interface for real‐time information relating to public 
transport operations – Part 5: Functional service interfaces situation exchange: Situation Exchange 

CEN/TS 17118, Intelligent transport systems – Public transport – Open API for distributed journey 
planning 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following addresses: 

— IEC Electropedia: available at http://www.electropedia.org/ 

— ISO Online browsing platform: available at http://www.iso.org/obp 

3.1 General terms and definitions: 

NOTE The following generic terms and definitions are used. 

3.1.1 
attribute 
property of an entity 

3.1.2 
conceptual data model 
description of a real-world domain in terms of entities, relationships and attributes in an 
implementation independent manner in order to provide a structure on which the rest of the 
development of an application system can be based 

3.1.3 
conceptual level 
conceptual data model in the context of data modelling 

3.1.4 
database 
collection of data 
Note 1 to entry: Often used in the sense of the physical implementation of a data model. 

3.1.5 
data domain 
data structure (in this European Standard, part of the Reference Data Model for Public Transport) made 
up of data related to each other, through the fact that there is a functional area or group of functions 
using this data set as a whole 

3.1.6 
data model 
description of a real-world domain in terms of data and relationships 
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3.1.7 
entity 
object (data) that has its own existence (as opposed to an attribute) 

3.1.8 
fare management 
all activities related to the collection of money from passengers 

3.1.9 
function 
activity 
Note 1 to entry: In this European Standard, a sub-activity of a functional area. 

3.1.10 
functional area 
arbitrarily defined set of activities, used, in this European Standard, to define the objectives and limits 
of the data model 

3.1.11 
interoperability 
ability of (sub)systems to interact with other (sub)systems according to a set of predefined rules 
(interface) 

3.1.12 
logical data model 
data design that takes into account the type of database to be used but which does not consider means 
of utilization of space or access. 

3.1.13 
logical denormalized model 
relational data model that is not fully normalized, i.e. does not completely follow the normalization 
rules and thus may be redundant 

3.1.14 
logical level 
logical data model in the context of data modelling 

3.1.15 
management information 
activities allowing the company management to collect the information necessary to meet problem-
solving needs 

3.1.16 
object-oriented data model 
data structure expressed according to principles that allow for a direct implementation as an object-
oriented database, where information is represented in form of objects, i.e. respecting the principle of 
encapsulation meaning in particular that each data are accessed or modified through operations 
(methods) belonging to it 

3.1.17 
operations monitoring and control 
activities related to the transportation process, i.e. real-time functions related to the driving and 
transportation of passengers according to given instructions, including the monitoring of the driving 
process and its control in case of deviations, as well as all activities that support the driving process 
such as traffic light priority, track switching, bay selection, advance/delay advice, etc. 
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3.1.18 
passenger information 
activities related to informing the users either on the planned or on the actual transportation services 

3.1.19 
personnel disposition 
activities related to the mid-term and short-term management of drivers 

3.1.20 
real-time control 
see operations monitoring and control 

3.1.21 
relational data model 
type of logical data model giving the information as series of tables (relations) and attributes, and 
possessing the following characteristics:  

a)  all attribute values are atomic;  

b)  all “tuples” (rows/occurrences) are distinct;  

c)  no part of the primary key may be null; and  

d) foreign key values must correspond to an existing primary key in another relation or be null 

3.1.22 
scheduling 
see tactical planning 

3.1.23 
tactical planning 
activities related to the tactical planning of transportation, splitting into vehicle scheduling, driver 
scheduling, rostering 

3.2 Domain specific terms and definitions: 

NOTE The following terms specific to the passenger information domain are used. Terms which are also data 
entity names are defined in the data dictionary in Annex A and are not repeated here. 

3.2.1 
distributed journey planner 
trip planner that computes its results by delegating planning to other systems for those parts of the trip 
covering specific areas or modes 

3.2.2 
exchange point 
agreed handover point for linking distributed journey planning systems 

3.2.3 
observer 
someone who looks at Passenger Information 

3.2.4 
repeated trip 
same trip made over the same route multiple times, for example to commute to work or school 

3.2.5 
single trip 
trip that goes direct from an origin to a destination without breaks in the journey 
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3.2.6 
text to speech 
automatic generation of speech from a textual representation 

3.2.7 
trip repair 
activity of looking for travel advice regarding a specific trip in order to recover from a disruption to 
services 

4 Symbols and abbreviations 

For the purposes of this document, the following symbols and abbreviations apply. 

ABT  Account Based Ticketing 

API   Application Program Interface 

DJP   Distributed Journey Planner 

FQ   Fare Query 

GIS   Geographic Information System 

GTFS  General (sometimes “Google”) Transit Feed Specification 

IFM   Interoperable Fare Management 

FM   Fare Management 

IFOPT  Identification of Fixed Objects in Public Transport 

ISO   International Organization for Standardization 

IT   Information Technology 

NeTEx  Network and Timetable Exchange 

NFC   Near Field Communication 

OADJP  Open API for Distributed Journey Planner 

PI   Passenger Information 

PT   Public Transport 

QR   Query Request 

TD   Trip Description 

TTS   Text to Speech 

SIRI   Service Interface for Real-time Information 

UML  Unified Modelling Language 

URL   Universal Resource Locator 

VDV  Verband Deutscher Verkehrsunternehmen (D) 

WGS  World Geodetic Standard 
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5 Passenger Information Domain 

5.1 Scope and overview 

The passenger information part of Transmodel describes the data which are presented to passengers by 
applications that can interact directly with passengers. This covers both data on the planned and actual 
services, but also data resulting from the planning and control processes which may result in service 
modifications. 

Classically, passenger information was published as printed timetables or shown on electro mechanical 
boards in stations. Earlier generations of electronic display were typically available only in stations 
using localized systems. 

Modern passenger information systems are generally provided through service interfaces that access 
online data and may be used from web and mobile internet devices anywhere. 

Applications providing data to customers typically use an optimized API to fetch the data from a back-
end system. The standard does not aim to define an actual API for such services, but rather to provide a 
mapping that shows how the data elements of the reference model relate to the different possible types 
of passenger Information service. 

Two other European Standards provide concrete API’s; 

— SIRI (Server Interface for Real Time Information - EN 15531-1, EN 15531-2, EN 15531-3, 
CEN/TS 15531-4 and CEN/TS 15531-5), which provides real-time status information; and 

— OADJP (Open API for Distributed Journey Planning - CEN/TS 17118) describes stop finding, trip 
planning, schedule, and related APIs. 

All of the following are relevant for delivering passenger information; 

— Passenger information facilities and their utilization for passenger queries; 

— Detailed descriptions of all the conceptual components of a passenger trip, as possibly needed by an 
interactive passenger information system when answering a PI REQUEST; 

— Basic definitions of run times and wait times needed to calculate trip duration; 

— Planned, predicted, and actual passing times of journeys at individual stops; 

— Service modifications decided by the schedulers or the control staff, resulting in changes of the 
vehicle journeys and blocks, compared to the original plan; 

— Fare structures, fareProducts and prices along with distribution and fulfilment options. 

Most types of passenger information make use of many underlying elements from the topological 
network definition, such as the lines and journeys which form the service offer, the definition of run and 
wait times, and other fundamental definitions. Geographical information may possibly be provided in 
some cases if corresponding application systems are available, for example to show the route of a bus. 
Specific types of passenger queries may be related to fares, where the relevant information elements 
are included in the fare collection sub-model of the reference data model. 

Thus, the information basis for passenger information systems is widely spread over the whole 
reference data model, and the genuine passenger information data model covers only those elements 
which cannot be derived from, and are not explicitly included in, other parts of the model. It is also 
useful to indicate how such data may be assembled into specific services corresponding to commonly-
made passenger queries. 
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5.2 Passenger Information 

5.2.1 Provision of Information 

5.2.1.1 General 

In early generations of information systems used for public transport, the passenger information 
functions were often designed as sub-functions of other systems. For instance, printed timetables were 
simply an end product of the scheduling process, dynamic displays at stop points were incorporated in 
monitoring and control systems, etc. More and more, the trend is to gather all data likely to be used for 
passenger information functions into specific databases, independent of the operation and control 
systems. The required data are then put at the disposal of information applications interfaced with such 
databases, which make appropriate requests to collect the data. This approach gives the necessary 
scalability and security need to support mass consumer applications without compromising the 
operation of the transport network. 

It is therefore necessary to distinguish the data handled by passenger information functions from the 
management of the operation and control systems and the distribution of information to in-station and 
onboard devices. Besides all the data forming the basis for passenger information (e.g. network 
description, planned schedules, monitored passing times, etc.), some data structures are necessary to 
organize the distribution of this information. The present part describes some important concepts 
referring to the ways of to delivering such information to the customers. 
5.2.1.2 Passenger Information Types 

Information for passengers can be communicated to the passengers using a large variety of equipment, 
such as: 

— printed material such as leaflets at stops, information booklets, etc.; 

— passive terminals, such as displays at stop points or onboard vehicles, delivering information on 
planned or actual service, e.g. information on the arrival times; 

— interactive terminals, delivering information on request regarding planned or actual service, such 
as home internet terminals, personal mobile devices, an information desk terminal operated by the 
staff, etc. 

Data for the last two will be obtained from servers that aggregate and distribute data. 

In spite of this variety of media and techniques, some common data features exist to describe the 
characteristics of the provided information. For instance, the location of a display (e.g. at a stop point) 
or the list of routes about which information is provided does not depend on the type of equipment that 
is used to present the information. 
5.2.1.3 Passenger Information Equipment 

This subclause summarizes the delivery elements for in-station displays, found in EN 12896-2:2016. 

Delivery of passenger information through any form of device is described by the entity PASSENGER 
INFORMATION EQUIPMENT, a generic class of information device, which can be classified by the entity 
TYPE OF PASSENGER INFORMATION EQUIPMENT according to the common functional capabilities. It 
may be passive (for example a printed timetable), active (for example a display), or interactive (for 
example a kiosk terminal supporting trip planning). 

PASSENGER INFORMATION EQUIPMENT may be located at a POINT in the network. Such a POINT will 
often be at a STOP POINT. The STOP PLACE model can be used to specify the exact locations of displays 
within a stop or interchange. 
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PASSENGER INFORMATION EQUIPMENT may also be located at a place that is not on the PT network 
(e.g. at a central place in the city, in a shopping centre, or an office lobby); here, the SITE model can be 
used to locate displays outside of stations. 

Onboard terminals (e.g. dynamic displays) may also be described as PASSENGER INFORMATION 
EQUIPMENT, located using an ACTUAL VEHICLE EQUIPMENT. 

At-stop and onboard systems will show a subset of data relevant to the transport available at their 
location. A DISPLAY ASSIGNMENT to a LOGICAL DISPLAY associated with the PASSENGER 
INFORMATION EQUIPMENT is used to indicate which specific services (e.g. LINES, or services following 
a specific JOURNEY PATTERN) should be included. 

class PI TP  Passenger Information Displays

DESTINATION DISPLAY

DISPLAY ASSIGNMENT

+ NumberOfJourneysToShow [0..1]
+ DisplayPriority [0..1]
+ DisplayAssignmentType [0..1]
+ VehicleMode [0..1]

«UID»
+ Id

PASSENGER INFORMATION EQUIPMENT

+ Name [0..1]
+ PassengerInfoFacilityType [0..*]
+ AccessibilityInfo [0..*]
+ Description [0..1]
+ Address

«UID»
+ Id

LINK SEQUENCE
JOURNEY PATTERN

LOGICAL DISPLAY POINT
SCHEDULED STOP POINT

Name: PI TP  Passenger Information Displays
Author: Transmodel
Version: 6.0-1.0
Created: 22/03/2017 00:00:00
Updated: 22/02/2018 16:53:52

TYPE OF PASSENGER INFORMATION EQUIPMENT

LINE

INSTALLED EQUIPMENT
PASSENGER EQUIPMENT

+ for 0..*

+used to define

0..1

+specifying 0..*

+specified by

+classified as 0..*

+a classification for 0..1

+used to
define

0..1

+for 0..*

+used to
define

0..1+for

0..*

+primarily
advertised with

0..*
+primary for

0..1

+assigned to

0..1
+visualising

0..*

 

Figure 1 — EN 12896-2:2016 Passenger Information Displays (UML) 

5.2.1.4 Internet based information services 

Data may also be distributed to customers on their own devices using web and mobile applications, 
either directly or via an intermediary. These may be specifically orientated to PT transport or may 
include PT data among other data. The selection of relevant types of data can be represented by a 
PASSENGER INFORMATION QUERY. 

Specific TRIPs and MONITORED TRIPs may be persistently associated with a CUSTOMER ACCOUNT. 
5.2.1.5 Transactions and Queries 

Operators that provide information for interactive services will often log the parameters of transactions 
made against their services. For instance, the time and the duration of a request and response may be 
stored along with the locations sought, allowing statistical analysis, and in some cases also for invoicing. 
An entity PI DELIVERY is defined to describe these parameters. 
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In interactive systems the results of one query may be used to obtain input for another; for example, 
having found a possible trip a customer may then enquire as to the available fares. The entity PI 
REQUEST describes any elementary request, being part of a PI DELIVERY. 

Each PI REQUEST refers to a precise topic and is therefore classified by the entity TYPE OF QUERY. The 
main types, modelled as sub-types of PI REQUEST, are: 

— SCHEDULE REQUEST, for which a potential passenger asks for schedules, departure or passing 
times on certain lines and stop points; 

— LOCATION REQUEST, for which a passenger asks for details of a location; 

— TRIP REQUEST, for which a passenger asks for a journey plan between an origin and a destination 
to follow on the public transport network; 

— SERVICE JOURNEY REQUEST for which a passenger asks for details about a specific journey; 

— STOP EVENT REQUEST, for which a passenger asks about arrivals and departures at a specific stop; 

— FARE REQUEST, for information on the fare structure, or on the amount of fare for a particular trip; 
this may be either for a single trip (SINGLE TRIP FARE REQUEST) or repeated travel (REPEATED 
TRIP FARE REQUEST) on a route. 

The methods of selecting a trip proposal in response to a TRIP REQUEST can use a variety of selection 
and optimization criteria, which can be expressed using a TRIP CONTENT FILTER and a TRIP REQUEST 
POLICY on the query. For instance: 

— preference for a particular OPERATOR; 

— preference for one transport mode (bus, metro…); 

— whether to select a journey by arrival or departure time; 

— maximum duration or distance of the whole trip; 

— maximum walking distance; 

— maximum number of interchanges; 

— maximum amount of fare; 

— etc. 

5.2.1.6 Push services 

Some delivery systems use a publish/subscribe or ‘push’ interaction to deliver data. The client 
subscribes to receive particular data, and this is then sent to them at regular intervals. For example, the 
SIRI framework allows for the same delivery types to be fetched both by direct request/response and 
by subscription. The content of a publish/subscribe service can also be described by a PI REQUEST and 
PI DELIVERY. Push, or notification, services are suitable for particular types of data where there is a 
suitable entity to which to subscribe, for instance arrivals at a given stop or disruptions to a given line 
or service. 
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5.2.2 Types of Passenger Information 

5.2.2.1 Spatial Information 

5.2.2.1.1 General 

The reference model includes spatial data suitable for providing different sorts of Map visualizations of 
routes and fare zones. These may include both visualization of specific PASSENGER TRIPs and general-
purpose visualization of a line or the whole network. 
5.2.2.1.2 Network Maps 

The network is often represented on a background map, which describes the area served by public 
transport (e.g. city map). It is also common to show a projection of various parts of a PASSENGER TRIP 
on a map. The map with its layers or spatial features is typically provided separately by a map server 
that integrates and renders geographical information system (GIS) data. 

In order to display the PT layer data onto the map layer a projection as a sequence of spatial 
coordinates must be provided to the application. This can be done, for instance, by LINK PROJECTION 
(see EN 12896-2:2016) of the ROUTE LINKs on INFRASTRUCTURE LINKs. ROUTE LINKs will in turn 
bear by projection the other required information (e.g. STOP POINTs). Another solution is to project 
only the ROUTE POINTs (and possibly some other POINTs) on the infrastructure network, the shape of 
the ROUTE LINKs between such POINTs being given by LINE SHAPEs, specific to this map 
representation layer. 

As such a mapping of information may be represented on various scales, the required level of detail may 
be different, depending on the chosen scale. An important station may be represented, on a small scale 
map, by a point (or an icon), whereas the different STOP POINTs will be represented on medium scale 
maps, or the details of platforms will be shown on a large scale map. This will require other types of 
projection, in particular the COMPLEX FEATURE PROJECTION targeting a POINT. 

A very simple representation of a PT network consists in drawing a schematic description of each 
SERVICE PATTERN on a straight line, with all STOP POINTs marked on that line at the same distance 
from each other (“thermometer”). This is a purely topological representation of the basic definition of a 
JOURNEY PATTERN (or a SERVICE PATTERN) as an ordered sequence of points. 

Some additional information may be added to this simple representation of a SERVICE PATTERN. The 
LINEs (or ROUTEs or SERVICE PATTERNs) with which an interchange is proposed at particular STOP 
POINTs may be indicated. This will require a request on either: 

— other SERVICE PATTERNs serving the represented STOP POINTs, or those related to them by a 
CONNECTION link; or 

— other SERVICE PATTERNs related to the represented one by any SERVICE JOURNEY PATTERN 
INTERCHANGE. 

The FARE SECTIONs (see EN 12896-2:2016) may also be represented on this schema. This will require 
a LINK PROJECTION of each FARE SECTION on either the JOURNEY PATTERN or the ROUTE it covers. 

The actual distances between STOP POINTs (e.g. stored as attributes of SERVICE LINKs) may be 
proportionally represented on the schema, instead of equal distances. 

Such representations are useful for showing a single service in a given direction, as say for a passenger 
trip. Where multiple service patterns or services need to be shown, say, as a line, then a simple 
projection, while useful for some trip planning and management purposes, is not generally sufficiently 
detailed. Typically, the two ROUTEs of opposite DIRECTIONs will be drawn, including every minor 
variant. 
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If the LINE includes more than two ROUTEs, in particular when there are diverging branches, other 
linear forms are necessary. A SCHEMATIC MAP (see EN 12896-1:2016) can be used to provide a 
coloured line-based representation, including branches. Every feature on the map (SCHEDULE STOP 
POINTS, TARIFF ZONES, LINE SECTIONS, etc.) is linked to an underlying entity so as to enable direct 
interaction by the user to drill down to get further details. 
5.2.2.2 Line and Destination Information 

Most of the lines will have an advertised destination, generally known by the passengers and displayed 
on the vehicle (i.e. on the headsign). This destination will also be used in most of the information 
material. 

This information is not necessarily the name of the final destination (e.g. the name of the last POINT IN 
JOURNEY PATTERN). Any exception may be described by the entity DESTINATION DISPLAY. 

A DESTINATION DISPLAY is advertised for one or several JOURNEY PATTERNs (if several, they are 
often operated on the same ROUTE or LINE). The DESTINATION DISPLAY may change along the route 
and so be shown differently at different stops. 

This entity may also be used for online modification of the destination information. With some 
modifications due to control actions, it may be more useful to display other indications on the bus (e.g. 
“shortened route”, “depot”, “out of service”, etc.) than the normal text. This is possible thanks to the 
unique identifier (‘#ID’) of the entity, which could be completed by a VALIDITY CONDITION (e.g. a 
simple time limit). 

The information on the final destination will usually be coupled with a public “line number”. According 
to local usage, such a number may be attached to a LINE (or a GROUP OF LINES) or, more precisely, to 
each ROUTE or JOURNEY PATTERN. In the case of diverging branches, for instance, the number may be 
different for each branch (i.e. to each ROUTE), even if they belong to the same LINE. However, two 
ROUTEs following the same path in opposite DIRECTIONs usually bear the same number. To cope with 
this variety of practices, an attribute ‘name’ is attached to each of those entities. 
5.2.2.3 Footnotes and other Notices 

For passenger information (or sometimes driver information) purposes, it is often useful to attach 
remarks to various parts of the supply (a point, a line, a section etc.). For instance, the fact that a 
shortened journey pattern is used exceptionally may be emphasized. Such remarks are usually printed 
as footnotes on public timetables at stops, timetable booklets or, for driver information, on driver cards. 

The entity NOTICE describes such remarks (this entity was previously called a FOOTNOTE in 
Transmodel v5.1 EN 12896:2006). It may concern a whole LINE, or a GROUP OF POINTS (e.g. one or 
several STOP AREAs). 

More frequently, a NOTICE will be assigned to a JOURNEY PATTERN, a COMMON SECTION, or even a 
specific VEHICLE JOURNEY. In such cases, the same NOTICE will be often assigned to several objects 
(e.g. to several consecutive VEHICLE JOURNEYs). 

Moreover, the validity of a NOTICE, for instance on a JOURNEY PATTERN or a COMMON SECTION, may 
be restricted from a POINT IN JOURNEY PATTERN, or to another POINT IN JOURNEY PATTERN. 

The entity NOTICE ASSIGNMENT describes these spatial or operational assignments. Only the most 
frequent assignments are represented in the model; others may be added using the same construction. 

A NOTICE ASSIGNMENT may be subject to various other conditions of validity (such as DAY TYPE, TIME 
BAND), represented by VALIDITY CONDITIONs. 

A NOTICE is different from a DESTINATION DISPLAY. The first is designed to specify some 
characteristics of a journey or a journey pattern, likely to evolve. They are, in most cases, printed in 
leaflets but may also be queried by dynamic trip planning tools. A DESTINATION DISPLAY corresponds 
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to stable information attached to a JOURNEY PATTERN, for instance the destination announcement 
displayed on bus headsigns. 

class PI RC Notices and Footnotes

NOTICE

+ Name [0..1]
+ Text [0..1]
+ CanBeAdvertised [0..1]
+ DriverDisplayText [0..1]
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+ Id
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+ Id
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Figure 2 — Notices and Footnotes (UML) 

5.2.3 Timetable Information 

5.2.3.1 Introduction 

The basis for almost all passenger information functions is the ‘timetable’. A timetable is an end product 
of the scheduling process. It gives the scheduled passing times (in general, departure times) for all 
VEHICLE JOURNEYs, on all STOP POINTs, for one or possibly several DAY TYPEs. 

The timetable information may be published in many different forms. A classical way of providing 
timetable information is the booklet with the complete timetable for a certain operator or area. At 
stops, a selection from the complete timetable is often displayed, for instance the departure times of all 
lines that pass by the stop. An electronic display may provide variable timetable information. The 
answer to a SCHEDULE REQUEST will be composed of a subset of timetable data, etc. 

The displayed times may refer to all departures times from a certain stop point, or all departure times 
at any stop point served by a line, etc. A timetable may provide information on one or, more frequently, 
several day types, for a certain calendar period. 

Although the ‘timetable’ is a very well-known and important concept, it is not described in the data 
model as an inherent entity, because it contains only derived data; a TIMETABLE FRAME represents 
such an assembly and can be used to organize journeys into named sets with a particular validity that 
can be rendered in tabular form. The GROUP OF SERVICE element can be used to indicate subgroupings 
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for the purposes of presentation; for example, there might be separate groups for outbound and 
inbound journeys of a route, or for weekdays and weekends. The process of computing timetable 
information (in particular the passing times) is described in detail in EN 12896-3:2016. 
5.2.3.2 Passing Times 

Although any theoretical passing time at a point may be derived from the underlying scheduling 
information, this data will, in real implementations, often be pre-calculated and stored. For instance, it 
would be a waste of time to re-compute passing times for each occurring SCHEDULE REQUEST, or for 
each time an AVM system needs to position a PT vehicle against its schedule. 

Moreover, information exchanges between a PT company database and the outside world are 
increasingly prevalent. Systems such as route guidance systems for private cars or park and ride 
systems request data about the planned and actual arrival and departure times. In places where several 
PT companies operate, passenger information may be provided by an authority, without any access to 
the detailed scheduling data of each operator. In such exchanges, the concept of timetable is often used 
(although almost never accurately specified) and arrival and departure times at points are the core 
information. 

These theoretical passing times are likely to evolve during the course of an operating day, producing 
target passing times. In addition, forecasts may be made on estimated passing times and actual 
observed passing times may be recorded by a monitoring system. 

Finally, the concept of passing time may be extended to support specific properties attached to the 
period spent at the stop (e.g. the right to alight for a while). 

The entity PASSING TIME represents the common properties of any passing time at a point in the 
network. This entity has several subtypes. 
5.2.3.3 Timetabled Passing Times 

The PASSING TIMEs that are the results of the scheduling process for publishing in a timetable are 
called TIMETABLED PASSING TIMEs. 

The TIMETABLED PASSING TIMEs are normally generated a long time before the day of operation and 
are valid for a long period of time (e.g. summer, winter timetable). They are calculated for the planned 
NORMAL DATED VEHICLE JOURNEYs that were defined during the scheduling process. They may be 
computed as well for any extra DATED VEHICLE JOURNEY created by a CONTROL ACTION. 

The TIMETABLED PASSING TIMEs can be calculated for the TIMING POINTs that were used for 
scheduling, but they are often also generated through interpolation, for POINTs that were not defined as 
TIMING POINTs (for instance for all STOP POINTs of a JOURNEY PATTERN). Therefore, a TIMETABLED 
PASSING TIME is defined for a POINT IN the JOURNEY PATTERN that the journey in question is serving. 
5.2.3.4 Actual Passing Times 

The PASSING TIMEs that are computed on a specific OPERATING DAY are called DATED PASSING TIME. 
This entity has several subtypes, described in EN 12896-3:2016: 

— TARGET PASSING TIME, the latest official plan for a DATED VEHICLE JOURNEY, on a POINT IN 
JOURNEY PATTERN; 

— ESTIMATED PASSING TIME, a forecast for a MONITORED VEHICLE JOURNEY, on a POINT IN 
JOURNEY PATTERN; 

— OBSERVED PASSING TIME, recorded for a MONITORED VEHICLE JOURNEY, on a particular POINT. 
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These concepts are crucial for online traveller information. Dynamic information systems will provide, 
permanently or on request, TARGET PASSING TIMEs or, whenever possible, ESTIMATED PASSING 
TIME. In some situations, information on past OBSERVED PASSING TIME may be of interest. 

When a monitoring and control system allows the relation of a MONITORED VEHICLE JOURNEY to a 
planned DATED VEHICLE JOURNEY, the computation of ESTIMATED PASSING TIMEs will use this 
information. An observed delay, for instance, will produce an estimation based on a TARGET PASSING 
TIME with addition of the delay value. 

In some situations, the exact planning data of all VEHICLE JOURNEYs is not available to the information 
supplier. In such a case, transport authorities may want to supply passenger information without 
detailed knowledge of the planning of the various operators. In those situations, information is given 
through the detection of buses. Whenever a bus is detected, the arrival (or departure) time at the next 
bus stop is calculated by adding the (estimated) driving time to the moment of detection. This 
estimation may be based on planned run times, on mean run times (see EN 12896-3:2016) or on 
observed run times. The served JOURNEY PATTERN, related to the MONITORED VEHICLE JOURNEY, 
shall be known for prediction to be possible. This is often carried out using a journey pattern code 
keyed by the driver. In such a case, the MONITORED VEHICLE JOURNEY is only related to that JOURNEY 
PATTERN and will not have any TARGET PASSING TIME, because the planning is not known. 

Actual passing times are used for dynamic displays at stops. The expected waiting time or arrival time 
of the next vehicle(s) is displayed, in general for each JOURNEY PATTERN. The estimated arrival time at 
the final destination of a journey is sometimes displayed onboard vehicles. Such times are also used to 
answer specific queries on actual schedules (e.g. passing time at a stop of a specified journey) or to 
build “push” messages (e.g. alert on delay). 
5.2.3.5 Specific Properties of Passing Times 

Typically, an ESTIMATED PASSING TIME will be calculated several times before the vehicle passes the 
considered point. 

The concept of PASSING TIME may be understood with an extended meaning. While many companies 
will generate simple passing times, without noticing whether they are, for instance, arrival or departure 
times, others may require a more differentiated description. Therefore, the sub-types of PASSING TIME 
have several optional attributes, expressing the time value of a possible: 

— arrival time; 

— departure time; 

— waiting time (in general associated to one of the previous two); 

— (non-stop) passing time when the vehicle is not obliged to stop or when a rough indication is 
sufficient. 

In operations of transport modes such as railway, ferry, etc., the functions carried out when a vehicle 
passes a stop point are much more complex than, for instance, in bus operations. Passengers may be 
allowed, when the stopping time is sufficient, to alight for a while (e.g. for refreshment) before resuming 
their trip on the same vehicle. Some facilities or some specific passenger information may be provided 
on this occasion. 

The concept of PASSING TIME may be viewed as a simple passage (e.g. of a bus at a stop point) or as a 
longer stay (e.g. in maritime ports of call). The attributes describing the waiting time in the subtypes of 
PASSING TIME, in particular, will be used to describe such a call. The attribute ‘alight and reboard’ will 
express the possibility for the passenger to alight for a while, during the PASSING TIME of a VEHICLE 
JOURNEY at a particular STOP POINT. 
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5.2.3.6 Merged Timetables 

As already mentioned, the TIMETABLED PASSING TIMEs, from the point of view of a single operator, is 
informationally redundant; in principle it can be derived from basic scheduling information (journey 
pattern description, timing reference of vehicle journeys, run and wait times, etc.). This is in general not 
the case in an integrated traveller information system which does not necessarily have access to the 
planning data. Although such systems sometimes require the theoretical run times (e.g. to refine online 
estimated passing times), the core information will consist of the computed passing times, transmitted 
by the operators without any notice of the scheduling data. 

Such computed passing times, to be published in a timetable, are described by the entity TIMETABLED 
PASSING TIME. Such times will be transmitted to an authority’s information system, possibly with a few 
pieces of complementary information. The DUTies and BLOCKs will be omitted in most cases, as well as 
the run times, and even the corresponding VEHICLE JOURNEYs may sometimes not be associated to the 
TIMETABLE PASSING TIMEs. 

For the authority, merging the TIMETABLED PASSING TIMEs from different operators will require a 
significant integration effort in order to keep the data accurate and consistent. Each passing time has to 
be related to its origin DATA SYSTEM (from the concerned operator) and probably to a specific 
VERSION, depending on some VALIDITY CONDITIONs. 
5.2.3.7 Calls and Passing Times 

When organizing data for efficient exchange and presentation to the passenger, it is sometimes useful to 
rearrange it in views that may be denormalized, or that may include additional derived data. In 
particular a CALL assembles information held variously on a POINT IN PATTERN and related entities, 
grouping planned estimated and observed arrival times and departure times in convenient CALL 
PARTs, and referencing ancillary information such as the DESTINATION DISPLAY and NOTICEs for the 
POINT IN PATTERN. A SERVICE JOURNEY may thus be considered as an ordered collection of class, 
each describing the visit by the VEHICLE to a single stop. 
5.2.3.8 Frequency based services 

Where services are very frequent (typically less than every 10 min) it is often the practice not to publish 
specific passing times for the stops on a timetable, but rather simply to indicate a frequency of service 
(for example, “every 5-8 minutes”). This may be represented by a TEMPLATE SERVICE JOURNEY which 
gives the service pattern that is followed, and a FREQUENCY GROUP that gives the expected intervals – 
see EN 12896-3:2016. 
5.2.3.9 Information on Interchanges 

Guaranteeing interchanges between different service journeys will decrease both waiting time and 
uncertainty in travel time, therefore increasing the attractiveness of the public transport product. Such 
a guarantee is often limited to a maximum waiting time, although some PT companies offer 
unconditionally guaranteed interchanges. Therefore, the actual number of realized or missed 
interchanges is an important quality indicator. 

The SERVICE JOURNEY INTERCHANGE entity (described in EN 12896-3:2016) specifies a planned 
interchange between two particular SERVICE JOURNEYs and a corresponding pair of STOP POINTs. It 
may be used to store some information on the planned interchange (level of priority, advertised or not, 
guaranteed or not). It also allows the storing of a quality parameter for ensuring connections, providing 
the maximum time a vehicle may wait for connecting vehicles beyond the planned departure time. 

The follow-up of actual interchanges usually concerns only those interchanges that are planned in 
advance. This means that it refers to SERVICE JOURNEY INTERCHANGEs, each relating two SERVICE 
JOURNEYs that are implemented on a particular OPERATING DAY as NORMAL DATED VEHICLE 
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JOURNEYs. The detailed behaviour of services at an interchange may be described using INTERCHANGE 
RULEs and INTERCHANGE RULE PARAMETERs (see EN 12896-3:2016). 

Data on the status of actual SERVICE JOURNEY INTERCHANGEs will be recorded using the entity 
INTERCHANGE STATUS. An INTERCHANGE STATUS is related to a certain SERVICE JOURNEY 
INTERCHANGE and to a particular OPERATING DAY. The actual ‘status’ of the concerned SERVICE 
JOURNEY INTERCHANGE may be “met” or “missed”. Whenever a monitoring system permits forecasting 
that an interchange will be met or missed, this attribute may be used to record such an information, in 
order to inform the passengers or the operational staff. 

The ‘number of passengers’ involved in an actual SERVICE JOURNEY INTERCHANGE may be recorded as 
an attribute of the INTERCHANGE STATUS entity. If a SERVICE JOURNEY INTERCHANGE is missed, the 
reason for missing this interchange may be recorded in another attribute. 
5.2.3.10 Other Passing Time Data 

Some concepts, mainly referring to functions other than passenger information (e.g. statistics on 
operations) are related or analogous to passing times: 

— RECORDED STOP, which records that a stop has been observed, with exchange of passengers 
(doors open); 

— BOARDING AND ALIGHTING, which records the number of passengers; 

— IMPEDED TIME, describing a period during which the vehicle is not moving, due for instance to a 
traffic jam. 

These entities are described with more details in EN 12896-3:2016. 
5.2.4 Passenger Trip Planning 

5.2.4.1 Principles 

Modern computer-aided travel tools assist potential travellers in preparing their trips, particularly in 
answering specific TRIP REQUESTs. Such a trip planning function identifies the origin and destination 
places of an intended trip and proposes one or several trip solutions. The proposition takes into account 
the user’s constraints or preferences, such as minimal trip duration, minimal number of interchanges, 
cheapest fare, etc., and involves an optimization process using such parameters. 

After specification of the trip origin and destination, the system proposes a “trip pattern”, composed of 
access or connection walks/transfers and “rides” on PT vehicles. Given a trip pattern proposal, it is 
possible to compute a precise duration of the trip (taking into account, for instance, the latest arrival 
time requested by the traveller) or a mean duration. It is also possible to calculate the corresponding 
fare, the suitability for a person of reduced mobility, etc. 

If the request is made for a trip taking place on the same day, it is possible to take into account the 
monitored situation to refine the proposal. The trip pattern proposal will be influenced by service 
modifications due to control actions (e.g. service cancelled or shortened because of a protest) and the 
timing proposal will be based on actual (monitored) passing times. 
5.2.4.2 Access Walks 

A powerful trip planning tool should be able to cope with origin and destination places that are not 
necessarily STOP POINTs, but other places in the area served by public transport. In such cases, the 
optimization algorithm will estimate the time necessary to access from the origin to a close STOP 
POINT, as well as the time to proceed to the final destination from the STOP POINT where the passenger 
alights from the public transport network. 
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There is a rather wide variety of possibilities for expressing the (urban) origin and destination of a trip 
to be undertaken by a passenger. For example: 

— public site, known by the user by name; 

— stop point or stop area; 

— urban environment: neighbourhood, housing estates, administrative entity; 

— street; 

— address; or 

— specified point in space, e.g. plotted on a digital map or selected by an operator. 

These elements can be grouped into three categories: 

— 0 dimension: sites, stop points, etc.; 

— 1 dimension: road sections (streets), etc.; 

— 2 dimensions: sections of town (zones), etc. 

Operators willing to take into account such urban walks for passenger information will store or 
calculate the walk duration for a limited number of cases or solutions. The entity PLACE (introduced in 
EN 12896-2:2016) is a generic description of all geographical elements that will be used to define the 
origin and the destination of a passenger trip. 

A TRIP REQUEST represents the trip planning request, as specified by the traveller. It is expressed from 
one PLACE to another. 

The walking paths to access the public transport network from a PLACE origin, or to leave the network 
for a PLACE destination, are described by the entity ACCESS link. The main attribute of the ACCESS link 
is a ‘default duration’. The duration to cover this link, depending on the type of passenger (e.g. frequent 
or occasional traveller), is described by various other attributes. A flag indicates whether the ACCESS 
link is suitable for persons of reduced mobility. The ‘distance’ (length) of the ACCESS link may also be 
stored. 

The ACCESS links will usually be covered by walking movements. Applications may also consider such 
journeys as undertaken by other modes of transport; this may occur, for instance, in systems managing 
park and ride facilities. 
5.2.4.3 Types of Place 

An ACCESS link starts from one PLACE and ends at another. There is no formal constraint to indicate 
that one end of an ACCESS link is a PLACE which is necessarily a STOP POINT: this is to allow the 
integration of any arbitrary point. 

A PLACE may be identical to an instance of the following entities: 

— a POINT, which can be a STOP POINT or another point of any type; 

— a STOP AREA; 

— a ZONE, such as administrative zones, tariff zones, etc.; 
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— a SITE, which is used to describe any site in the neighbourhood of the network, the name of which 
is well known to passengers, such as a POINT OF INTEREST. A SITE may have well defined SITE 
ENTRANCEs with defined accessibility characteristics to allow for disabled access, etc. 

Depending on the particular application used, the operators will choose to store or dynamically 
calculate the ACCESS links duration between one or several categories of PLACE. Some operators will, 
for instance, create ZONEs for each of which the duration to cover ACCESS links to some other PLACEs 
is considered as homogeneous (e.g. concentric zones around a central point). A sub-type of ZONE will 
describe this kind of zone: ACCESS ZONE. 

As regards the SITEs, they may be classified by an entity TYPE OF SITE. Two main sub-types of SITE are 
modelled explicitly: 

— SERVICE SITE, which is a SITE of specific interest for the operator, e.g. where a joint-service or a 
joint-fee, common to other public or private services, is provided; 

— PUBLIC SITE, which describes any other kind of SITE, used only because passengers often refer to 
them to express their origin or destination. 

A SITE may be in the vicinity of a STOP AREA. 
5.2.4.4 Connections and Transfer Times 

One of the parameters to be taken into account for trip optimization is the duration of interchanges 
between two PT vehicles. During interchanges, passengers may have to walk (or sometimes use a 
travellator) from the position where the arriving vehicle stops to the position from which the 
connecting vehicle will depart. 

The stop positions of the arriving and the connecting vehicle may be located on the same or on different 
STOP POINTs. The entity CONNECTION expresses a possibility of proceeding from a specific STOP 
POINT to another, during the course of an interchange. Users will implement such a connection 
possibility only between pairs of STOP POINTs that are considered as suitable for an interchange. 

Like an ACCESS link, a CONNECTION link is characterized by attributes providing a default duration, a 
duration for various types of travellers, the suitability for persons of reduced mobility, or a distance. 

Both ACCESS link and CONNECTION link entities express the possibility for two PLACEs to be linked by 
one or several infrastructure paths that may be followed by travellers (e.g. suitable ways for 
pedestrians). This information is used for planning and for rough timing traveller information. 
However, neither entity represents the corresponding paths, which shall be described by other 
concepts. One reason is that, for instance, for the same CONNECTION link relating a pair of STOP 
POINTs, several different paths may exist. Systems willing to describe such paths will use a 
NAVIGATION PATH to describe each path and its accessibility properties, made up of JUNCTION POINTS 
and PATH LINKs. The projection mechanism will be used to project each STOP POINTs on the 
appropriate POINT (if the ends meet) or LINK (if not), then to project the CONNECTION link (or ACCESS 
link) on a sequence of such LINKs. This would allow, for instance, a portable terminal to deliver 
information guiding the passenger to the required STOP POINT. 

If no transfer times are specified for a CONNECTION then a general default for transfer at the SITE may 
be used, represented by a SITE CONNECTION. If no SITE CONNECTION is specified, a general DEFAULT 
CONNECTION for the mode may be used to set expected times. 

It may be that transfer times vary significantly according to the time of day or day type – for example 
weekday rush hour versus off-peak. CHECK CONSTRAINTs can be used to specify precise delays under 
different conditions. 
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5.2.4.5 Trip Pattern Components 

The complete spatial movement of a passenger from a PLACE origin to a PLACE destination is described 
by the entity TRIP PATTERN. This entity describes the path between these two places, using public 
transport vehicles and possibly walking. This entity may be used for trip planning (as a proposal), as 
well as for some other functions (e.g. driver trips, recording observed passenger trip patterns, etc.). For 
two different paths on the network, two different TRIP PATTERNs shall be defined. 

An important component of a TRIP PATTERN is the PT RIDE LEG (pattern), which is that part of a 
passenger trip taken on a single PT vehicle, from one STOP POINT to another. A RIDE is carried out on 
only one JOURNEY PATTERN. As long as the TRIP PATTERN is not complemented by a precise timing, 
any VEHICLE JOURNEY covering this JOURNEY PATTERN may support the proposed RIDE. 

A TRIP PATTERN may be the result of a TRIP REQUEST. It may be composed of: 

— one or more PT RIDE LEGs; 

— Walks (or travel by other non-PT modes such as cycle or taxi) as ACCESS LEGs made at the 
beginning and at the end of the TRIP PATTERN (possibly of length/duration null) to follow a given 
ACCESS link; 

— in the case where there are two or more sequential RIDE LEGs, there may be intermediate PT 
CONNECTION LEGs describing interchange over a CONNECTION link (possibly of length/duration 
null) and additional a NAVIGATION PATH giving a detailed guidance to suit specific accessibility 
requirements. 

A PT RIDE LEG is operated from one STOP POINT to another, and on a JOURNEY PATTERN. This entity 
describes a theoretical movement and may be related to a particular VEHICLE JOURNEY on a particular 
OPERATING DAY. 

A PT RIDE LEG will generally be carried out on a JOURNEY PATTERN, that is a SERVICE JOURNEY 
PATTERN. In some rare cases it will be carried out on a DEAD RUN PATTERN, e.g. if a TRIP PATTERN is 
used as a DRIVER TRIP for driver scheduling (see EN 12896-7:2019). 

A TRIP PATTERN may consist of one TRIP and walks (as ACCESS LEGs) on the corresponding ACCESS 
links, or (in rare cases) of one walk using an ACCESS link only. A PT TRIP serves one TRIP PATTERN, or 
several differing by the ACCESS links. 

A precise definition of the PT TRIP necessitates the identification of the order of the successive LEGs, 
because it is not always possible to derive the order from the corresponding CONNECTIONs. 
5.2.4.6 Trip Pattern Computation 

Given a TRIP REQUEST, expressed by two PLACEs, the algorithm will compare various solutions to 
propose a TRIP PATTERN and the corresponding PT TRIP, by combination of various processes: 

— identification of the closest STOP POINTs suitable to be the origin(s) of possible PT TRIPs, by 
comparing the duration to cover the ACCESS links from the origin PLACE to the considered STOP 
POINTs; 

— identification of the closest STOP POINT suitable as destination of possible PT TRIPs, with the same 
method; 

— selection of a PT TRIP between each pair of selected STOP POINTs, i.e. identifying a JOURNEY 
PATTERNs that serve both STOP POINTs, or searching for CONNECTION links if no direct 
connection is available. 
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The algorithm will find the most convenient proposal, the above functions being combined in an 
optimization process, according to a given OPTIMIZATION MODE. It will use the data describing the 
topology of the network, especially STOP POINT, SERVICE JOURNEY PATTERN, POINT IN JOURNEY 
PATTERN, COMMON SECTION and possibly OPERATOR. 
5.2.5 Estimation of Trip Duration 

5.2.5.1 Processes 

To answer a query on the duration of a passenger trip necessitates: 

— the identification of a possible TRIP PATTERN, as described in the previous section; 

— the identification of the data on which the calculation will be operated; and 

— the calculation of the duration of the proposed TRIP PATTERN. 

The latter two items are discussed in the subclauses below. 

The calculation may be based, depending on the time of the request and the system capabilities, on: 

— planned data (e.g. standard run times or TIMETABLED PASSING TIMEs); 

— actual monitored data (e.g. TARGET PASSING TIMEs or ESTIMATED PASSING TIMEs); or 

— mean times specifically defined for passenger information. 

5.2.5.2 Selection of Valid Data 

The timing specification of a trip planning query by a passenger may be precise (e.g. “today, not later 
than 4 p.m.”) or imprecise (e.g. “on week days, in the morning”). The algorithm, which manages data 
referring to days of operations and time periods for each day, will have to deal with this uncertainty. 

The first concern is to select the appropriate versions of the data describing the network (e.g. 
NETWORK VERSION), in particular the valid JOURNEY PATTERNs. If the traveller specifies a precise 
OPERATING DAY for the intended trip, the version management system will allow the selection of the 
appropriate data. If it is not the case, the algorithm should use a rule to select versions that seem 
suitable for the request (e.g. the current versions). 

If the traveller specifies a precise time constraint, in addition to a precise OPERATING DAY, the 
algorithm will be able to deliver a very precise answer. The optimized research of a TRIP PATTERN will 
be completed by a parallel checking of the DATED VEHICLE JOURNEYs operated on that OPERATING 
DAY. In most cases, this process will not use the run, wait and departure times assigned to each journey, 
but pre-calculated TIMETABLED PASSING TIMEs. If the information systems are coupled to a 
monitoring system, an online calculation is possible, taking into account TARGET PASSING TIMEs or 
even ESTIMATED PASSING TIMEs. The proposal will hence comprise a detailed timing of all 
components of each proposed trip. 

If the OPERATING DAY is specified but the timing remains imprecise, the algorithm (with a possible 
action of an operator) will probably select a TIME BAND (or even a TIME DEMAND TYPE) that suits as 
much as possible the time parameters expressed in the query. The timing computation will in most 
cases use the standard run and wait times defined for that TIME BAND (or TIME DEMAND TYPE) on the 
DAY TYPE assigned to that OPERATING DAY. 

A similar method will be used when the user does not specify a precise OPERATING DAY. The algorithm 
will choose the most relevant DAY TYPE, especially by using the PROPERTies OF DAY that may have 
been expressed in the query. 
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In addition, the algorithm may use data specifically defined for passenger information purposes, such as 
mean intervals or mean run times (see EN 12896-3:2016). 
5.2.5.3 Trip Duration Elements 

The total duration of a TRIP PATTERN is composed of several elements: 

— the duration needed to cover any ACCESS link; 

— the duration needed to cover any CONNECTION link; 

— the wait duration at STOP POINTs during interchanges: this is the time spent by a passenger at a 
STOP POINT waiting for a vehicle, i.e. after a walk on an ACCESS link or a CONNECTION link and 
before a RIDE; and 

— the duration of each RIDE. 

It is often assumed that the various components of a TRIP PATTERN are operated without interruption 
between each other. It is generally considered that the proposals given are based on a minimum waiting 
time at stops. However, the proposals may take into account the possibility of taking more time than 
needed, for instance for an interchange. Such a calculation should in principle use the fare structure 
specifications (see EN 12896-5:2019) that specify commercial conditions of carriage that further 
prescribe what is allowed, such as a maximum trip duration or a maximum interchange duration. 

To compute the duration of an ACCESS LEG over an ACCESS link or a PT CONNECTION LEG over a 
CONNECTION link, the most specific level of detail will be used. 

— For an interchange this may be any of the following in increasing specificity: 

1) general default values for the MODE (DEFAULT CONNECTION); 

2) default values for any connection at the SITE (SITE CONNECTION); 

3) values for use of the specific CONNECTION link; 

4) values for use of a specific NAVIGATION PATH including any CHECK CONSTRAINTs. 

— For an ACCESS LEG this may be either 

1) ACCESS LINK; or 

2) more specifically, NAVIGATION PATH values for a specific path including any CHECK 
CONSTRAINTs. 

The duration of each PT RIDE LEG will be computed according to one of the methods described in the 
previous section, depending on the precision of the query and on the system capabilities. The wait times 
at stops may be estimated from the planned or monitored PASSING TIMEs (e.g. by computation of the 
mean interval in the corresponding TIME BAND, if no precise timing is specified by the query). The 
RIDE duration calculation may also use mean values, as described in the next section. 
5.2.5.4 Mean Frequency and Run Times 

Some operators will provide information on trip duration using only a limited set of schedule 
parameters. This may be relevant, for instance, in the case of stand-alone terminals or small passenger 
information systems, for which it is not realistic to store and to update continuously the whole set of 
data necessary for scheduling and daily operational planning. This method is useful for answering 
passenger queries but can be equally useful for other functions. Many operators, for instance, use such a 
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simplified set of data for timetable publication, because an exhaustive presentation of the whole variety 
of schedules would be too complex for most passengers. This alternative method will use: 

— a mean frequency between vehicles for the itinerary concerned, in order to estimate a mean 
passenger waiting time at stops (approximately half of mean interval); 

— mean run times for the concerned rides. 

This method, aimed at simplifying the set of data stored, uses specific entities defined for this function, 
the values of which will be decided and stored by the operator. 

The entity MEAN RUN TIME is used to store the estimated mean run time on a specific TIMING LINK. 
For such a function, this TIMING LINK will often consist of the whole length of the concerned JOURNEY 
PATTERN, the run times for the intermediate STOP POINTs being interpolated (using the length of the 
LINKs). A MEAN RUN TIME is applied to a DAY TYPE and to a TIME BAND. 

The entity MEAN PASSENGER WAIT TIME describes the estimated mean wait time at a stop, based on a 
mean frequency of journeys. It can be defined either on a JOURNEY PATTERN or on a COMMON 
SECTION (if any), serving the intended RIDE. The MEAN PASSENGER WAIT TIME will be applied to a 
DAY TYPE and to a TIME BAND. 

The TIME BANDs used to define MEAN RUN TIMEs and MEAN PASSENGER WAIT TIMEs will often be 
created specifically for passenger information, with simple requirements such as peak or off-peak 
periods. These mean values will often be stored only for a limited number of DAY TYPEs (simplified set 
of DAY TYPEs for passenger information). 

Some information systems store mean times or intervals as calculated from the most recent passages of 
vehicles at the considered point. This is the case when there is no information available on theoretical 
plans (e.g. on standard run times). Some classical systems also use this kind of information to improve 
the accuracy of estimated times. Those entities may be used to register such mean times. The ‘duration’ 
here represents the last measured value. If older measures are to be stored, a version system is to be 
added to those entities. 
5.2.6 Information on Fares 

5.2.6.1 General 

The main passenger information functions related to fare collection (and described in the clauses 
related to Passenger Information in EN 12896-8:2019), are the following: 

— to provide information on the general structure of fares and on the products sold (FARE PRODUCT 
QUERY); 

— to provide the available products and prices for a specific trip (SINGLE TRIP FARE REQUEST); 

— to provide the available products and prices for repeated travel on a given route (REPEATED TRIP 
FARE REQUEST); 

— to optimize a trip by searching for the lowest amount of fare (TRIP REQUEST). 

In yield managed systems the prices of products may be fetched dynamically. 
5.2.6.2 Fares for a Single Trip 

The SINGLE TRIP FARE REQUEST allows the available products to be found, with their prices, for a 
specific trip at a specific time, indicated by specifying a TRIP PATTERN with its components (e.g. RIDE); 
it may also be relevant to provide information about the number and characteristics of the passengers 
(Adult, Child, persons of reduced mobility, etc.). The characteristics of the proposed TRIP PATTERN, 
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together with any specified parameter, will be compared to the available theoretical access rights, in 
order to find a VALIDABLE ELEMENT able to address the FARE REQUEST requirements. By comparison 
with the set of compatible FARE PRODUCTs and SALES PACKAGEs a solution will be presented, and the 
corresponding price calculated using the relevant PRICE entities. 
5.2.6.3 Fares for a Repeated Trip 

The REPEATED FARE REQUEST allows the available products to be found, with their prices, for a 
specific trip that is made repeatedly, perhaps at a specific time, indicated by specifying a TRIP PATTERN 
with its components (e.g. RIDE); it may also be relevant to provide information about the number and 
characteristics of the passengers (Adult, Child, persons of reduce mobility, etc.). The characteristics of 
the proposed TRIP PATTERN, together with any specified parameter, will be compared to the available 
theoretical access rights, in order to find a VALIDABLE ELEMENT able to address the FARE REQUEST 
requirements. Products that offer discount for repeated travel will be considered, in particular, such as 
season passes. By comparison with the set of compatible FARE PRODUCTs and SALES PACKAGEs a 
solution will be presented, and the corresponding price calculated using the relevant PRICE entities. 
5.2.6.4 Fare Products 

The FARE PRODUCT REQUEST function provides a description of the detailed properties of a SALES 
PACKAGE and its FARE PRODUCTs. In particular, the description of theoretical access rights (e.g. 
VALIDABLE ELEMENT) of the fare structure (e.g. TIME STRUCTURE FACTOR) or of the marketable 
combinations (e.g. FARE PRODUCT, SALES PACKAGE etc.) with attached conditions may be useful. In 
addition, price data will be presented by using the relevant PRICE entities (e.g. FARE PRODUCT PRICE). 
The product to be described will need to be supplied either with an identifier (obtained for example 
from a TRIP REQUEST) or with a name. 
5.2.6.5 Optimizing Trips by price 

A TRIP REQUEST using the amount of fare as the OPTIMIZATION MODE will use an algorithm to 
evaluate potential TRIP PATTERNs that prioritize the cheapest solutions, rather than say the fastest or 
most convenient. 
5.2.7 Other Information 

5.2.7.1 Next Stop Announcement 

The vehicle monitoring process may be used to deliver onboard information on the current vehicle 
location. This information may be represented in various forms: 

— announcement or display of the next stop point; 

— display of the vehicle location on a schematic map (e.g. on the “thermometer”); 

— warning concerning the final destination, in case of diverging branches; 

— etc. 

Such processes work in a similar way. The system should be able to identify the MONITORED VEHICLE 
JOURNEY under way and the covered JOURNEY PATTERN. The current location can then be used to 
trigger announcements, for example when the vehicle approaches the next alighting point, passes a 
point of interest, etc. 

The DESTINATION DISPLAY associated with the upcoming POINT IN JOURNEY PATTERN can have 
voice media representations associated with it so that either text-to-speech engines or pre-recorded 
stop names can be used. 
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5.2.7.2 Messages and Situations 

Modern passenger information tools will manage messages to passengers; these will be sent, for 
instance, to displays onboard vehicles or at stops, or be pushed towards individual devices. Messages 
may concern information about disturbances of the PT services, or about the road traffic, accidents, etc. 
There may be commercial messages inviting travellers to use public transport or to buy some fare 
products. They may also concern city events, weather, advertising, etc. Such messages need to be 
worded appropriately and can be automatically computed only in rare cases. 

It may also be useful to include relevant messages in the responses to PI REQUESTs, for example the 
response to a TRIP REQUEST might include the information that engineering works are planned for the 
particular time of travel and so delays may be expected. 

In order to be able to associate messages with the appropriate information requests, events affecting 
the network can be represented as structured SITUATIONs, as described in EN 12896-4:2019. A 
SITUATION provides both a human-readable text explanation of the event, and also a machine-readable 
representation that both classifies the SITUATION and its likely impact and also associates it with the 
model elements it may affect. 

The content of such a SITUATION uses data elements present in the model: descriptions of the network 
(e.g. SCHEDULED STOP POINTs, LINE, SERVICE PATTERN, etc.); plans (e.g. SERVICE JOURNEY); 
monitored progress of operational elements (e.g. VEHICLE, OBSERVED PASSING TIME); etc. 

The distribution of messages among the various PI FACILITies will be carried out based on the 
descriptions of the network and some restrictions specific to passenger information functions (e.g. 
DISPLAY ASSIGNMENT or NOTICE ASSIGNMENT). 

For personal terminals (mobile phone or home computer), this distribution may use the CUSTOMER or 
CUSTOMER ACCOUNT entities (see EN 12896-5:2019), to determine an appropriate delivery channel. 
5.2.7.3 Domains Not Covered 

Some other functions dealing with passenger information are not addressed by the reference model: 
distribution of actual time, general information such as the time spread of the services, exchanges with 
customers (complaints, lost and found, etc.) or various other information (e.g. local news). 

Information services to handle reservation, booking and after-sales service are out of scope, falling 
under the aegis of reservation and retailing systems. However, information on the conditions attached 
to products, such as the purchase window or whether it is refundable, is available as part of the FARE 
PRODUCT REQUEST. 

Schedule adherence and other performance data may also be of interest to passengers but is not 
covered by the current model, although it might be computed from the low level OBSERVED TIME data 
collected. 

Data from trip planners may be used to compute advanced visualizations such as travel isochrones and 
to support company travel plans – such additional uses are not covered here. 

5.3 Use Cases for the Passenger Information Model 

5.3.1 Purpose 

This subclause outlines some possible use cases for the application of the Transmodel Passenger 
Information model. 
5.3.2 Business context 

The provision of information to travellers is a crucial function for public transport operators and 
authorities. Public transport services face competition with private transport modes, in particular 
private cars. It is essential to be able to provide efficient, reliable, accurate and well adapted 
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information. The aim is not only to attract new customers but also to keep the current customer base 
content with public transport services and, in particular, to assist them during disruptions. The 
importance of this challenge increases with the rapid evolution of computer and transmission and 
delivery technologies. While classical information techniques (such as printed material) remain useful, 
travellers are more and more familiar with modern delivery systems (such as mobile phone, internet, 
GPS, etc.). 

The information on available public transport consists of three main categories of data: 

— spatial data: city and network maps, description of routes and service patterns, location of points of 
sale, etc.; 

— temporal data: frequency of services, departure and passing times at stop points, service time 
spread, etc. This may include disruption data and real-time modifications to the planned schedule; 

— information on fares: fare structure principles, discounts and passes, fare of a particular trip, etc. 

Many companies add other features to this basic list: information on disturbances, commercial 
messages, information on city events etc. 

The information may be provided in a passive form (printed material giving schedules, dynamic 
displays on estimated passing times etc.) or interactive. In the latter case, specific requests from 
customers can be answered, including trip preparation assistance, on-request information about delays, 
traffic disturbances, strikes, etc. Another emerging way of providing information is its distribution to 
customers according to their own profile (“push” techniques). 

The information so delivered may concern the planned service (e.g. theoretical passing times) or the 
actual service (delays, modifications to the theoretical service, next stop onboard announcement, etc.). 

These various types of information are oriented towards a variety of traveller categories: frequent or 
occasional travellers, potential travellers, passengers currently travelling, passengers equipped with 
telematics facilities or not, etc. 

Information may be sought in advance (to plan a trip), at the commencement of a journey (for example 
to find the right stop and service or to buy a ticket), or during the trip to monitor progress and replan in 
the event of disruption. Data may be delivered through the internet, in station displays or on-board 
displays, or delivered onto the user’s own device. Printed schedules, maps and tariff explanations may 
still also be relevant. 

Most data necessary to provide such information is described in other parts of the reference model (e.g. 
network description, planned schedules, monitored passing times, fares, etc.). The current part presents 
the data specifically handled by passenger information functions and explains how it is managed with 
other data in the main information functions. 

With the evolution of Account Based Ticketing, customers may have personalized information services 
that remember their identity, along with commonly used places and trip preferences and that keep 
detailed records of their travel usage. Passengers using account based products that charge by use may 
wish to see their consumption of transport, services, in order to understand their consumption. The 
customer account entities described in EN 12896-5:2019 may thus be an integral part of the PI delivery 
services. 

Personalization may also be designed to be private; for example, anonymized identity tokens may be 
used for interactions with the system so that the actual identity of the passenger is not revealed to the 
transport operator. 
5.3.3 Actors and use case types 

The delivery of passenger information is normally to both passengers and to staff operating the system 
so that they can assist passengers. The data may be delivered directly by data services run by the 
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operator, or by third parties who may integrate it with other data such as maps and advertising. The 
following table gives an overview of some information technology systems that serve as actors in the 
Transmodel Passenger Information model. The “Producer” and “Consumer” columns indicate whether 
the systems will provide or receive the information content. In the last column, examples are given for 
organizations that might operate such systems. The list in this table is not complete, and may be 
extended; for example, the additional roles of MEDIA PROVIDER and Identity Provider relevant for EMV 
and electronic media are not described. 

Table 1 — Transmodel Passenger Information Model system actors 

Systems Producer Consumer Organizations 

Service tendering and timetable registration 
systems 

x x Public transport 
authorities 

Fare Management and Planning Systems x x Public transport 
authorities, 
public transport 
operators 

Journey planning systems x x Public transport 
authorities, 
public transport 
operators 

Third parties 

Passenger information systems x x Public transport 
operators 

Demand responsive transport (DRT) or Dial-a-
Ride Transit (DART) systems 

x x Demand 
responsive 
transport 
operators 

Mapping systems showing public transport 
journey routes and tariff zones 

  x Commercial and 
non-commercial 
services 
providers like 
Google Maps, 
Yellow Pages, etc. 

General third-party systems using transport 
information 

  x Various 

Travel Price comparison engines   x Various 

 
5.3.4 Use Cases 

5.3.4.1 General 

The use cases listed here are given at only a summary level (i.e. a one-line description) to indicate the 
broad scope. 
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5.3.4.2 Data for to enable Distributed Journey Planning 

Use cases to deliver data to coordinate the function of federated distributed journey planners: 

— PI-DJ-001: Provide information on stops and their associated coverage by information services; 

— PI-DJ-002: Provide information on exchange points; 

— PI-DJ-003: Provide information on available dynamic pricing services. 

5.3.4.3 Data for Operator Applications for the General Public 

Use cases to deliver passenger information to customers using operator provided systems: 

— PI-OP-001: Provide information for printed timetables, including journeys, operational days, 
footnotes; 

— PI-OP −002: Provide information for in station and on board displays of arrivals and departments; 

— PI-OP −003: Provide information for on-board stop arrival and connection information; 

— PI-OP −004: Provide information for network and line maps; 

— PI-OP −005: Provide information for station signage; 

— PI-OP −005: Provide information for station facilities. 

5.3.4.4 Data for Passenger Applications 

Use cases to deliver passenger information direct to customers using electronic delivery channels: 
5.3.4.4.1 Stop and Interchange Data for Passenger Applications: 

— PI-CU-SP-001: Find nearby stops and stations for a given location; 

— PI-CU-SP-002: Provide information on accessibility of stops; 

— PI-CU-SP-003: Provide information on orientation at stops and interchanges; 

— PI-CU-SP-004: Provide information to navigate through stops and interchanges; 

— PI-CU-SP-005: Provide information about facilities available at a stop. 

5.3.4.4.2 Network Data for Passenger Applications: 

— PI-CU-ND-001: Provide information on available lines and networks; 

— PI-CU-ND-001: Provide information on operators and their customer service contact points. 

5.3.4.4.3 Schedule Data for Passenger Applications: 

— PI-CU-TI-001: Provide information for electronic Timetables for a given route, including journeys, 
operational days, footnotes; 

— PI-CU-TI-002: Provide trip plans optimized for various criteria (time, ease of access, number of 
changes, price etc); 
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— PI-CU-TI-003: Provide information on arrivals and departures; 

— PI-CU-TI 004: Provide network maps; 

— PI-CU-TI 005: Provide route maps; 

— PI-CU-TI 006: Provide information for facilities available on a service. 

5.3.4.4.4 Fare Data for Passenger Applications: 

— PI-CU-FM-001: Provide information on tariff zones and tariff time bands; 

— PI-CU-FM-002: Provide fares for a specific trip; 

— PI-CU-FM-003: Provide fares for a repeated trip; 

— PI-CU-FM-004: Provide information on available fare products; 

— PI-CU-FM-005: Provide detailed conditions of carriage, purchase, distribution etc on a given fare 
product; 

— PI-CU-FM-006: Provide information on how and where to purchase a fare; 

— PI-CU-FM-007: Provide information on how and where to fulfil a travel document for a fare; 

— PI-CU-FM-008: Provide details about an individual fare product 

5.4 Public Transport Passenger Information – Conceptual MODEL 

5.4.1 General 

This subclause presents the Passenger Information Model, using UML Class diagrams to show the 
entities and their relationships. 
5.4.2 Trip Description 

5.4.2.1 General 

The Trip Description Models describe the trips and fares that passengers may make on transport 
networks, in particular public transport, but possibly also including legs made by car, cycle, walking, 
ride sharing or other private modes. They are mostly views of data that can be assembled from the 
underlying timetable and fare data. The following submodels are described as UML models: 

— Passenger Trip Model. 

— Passenger Travel Model. 

— Passenger PT Connection Leg Model. 

— Monitored Trip Model. 

— Passenger Fare Offer Model. 

— Trip Duration Model. 

— Trip Interchange Duration Model. 
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5.4.2.2 Passenger Trip Model 

5.4.2.2.1 General 

The Passenger Trip Model describes the passenger TRIPs that TRANSPORT CUSTOMERs can make on 
both public and private transport; they can be used to relate passenger information services such as trip 
planners to Transmodel data elements. 

Computer-aided tools assist potential travellers in preparing their trips. A trip planner proposes one or 
more trip solutions to travel between one or more places. The proposition takes into account the user’s 
constraints and preferences, such as a minimal trip duration, or a minimal number of interchanges, or 
the cheapest fare, etc. This involves an optimization process by the trip planning engine using the given 
parameters. 

Trip planning systems require as input an origin and destination for the trip and some indication of 
time of travel; in response, the system proposes a TRIP PATTERN, an itinerary composed of “ride legs” 
on PT vehicles, together with access or connection LEGs between the public transport LEGs. Usually it is 
important to provide a time constraint for arrival or departure as well, but some planners allow the 
system to propose the dates with the cheapest travel instead. Given a trip pattern proposal, it is possible 
to compute a precise duration of the trip (taking into account for instance the latest arrival time desired 
by the traveller) or a mean duration. It is also possible to calculate the corresponding fare, the 
suitability for persons of reduced mobility, etc. 

A TRIP PATTERN describes acomplete spatial movement of a passenger from an origin PLACE to a 
destination PLACE, using public transport vehicles and other modes including possibly walking and 
non-public transport legs. 

An important component of a TRIP PATTERN is therefore the LEG. Each LEG describes a movement of a 
user in a single vehicle, or a pedestrian mode such as walking. LEGs may be of different types (PT RIDE 
LEG, ACCESS LEG, PT CONNECTION LEG, OTHER LEG, etc.) depending upon the mode of transport used 
to make them: 

— A PT RIDE LEG is that part of a passenger trip taken on a single PT vehicle, from one SCHEDULED 
STOP POINT to another. A PT RIDE LEG is carried out on only one JOURNEY PATTERN. 

— The reference to a SCHEDULED STOP POINT may be further qualified by a STOP ASSIGNMENT 
to indicate the use of a specific QUAY (i.e. platform, bay, gate, etc.) within a physical STOP 
PLACE associated with the SCHEDULED STOP POINT, and even a specific BOARDING POSITION 
within a QUAY. 

— A PT RIDE LEG may indicate start and end times at a stop by reference to the passing times of a 
SERVICE JOURNEY. 

— An ACCESS LEG describes a non-public transport LEG made between an arbitrary origin or 
destination PLACE and a SCHEDULED STOP POINT, when accessing public transport. 

— A PT CONNECTION LEG may be used to describe details of the interchange made from one SERVICE 
JOURNEY to another over a CONNECTION between two SCHEDULED STOP POINTs. 

— To prescribe a detailed path A PT CONNECTION LEG may further reference a NAVIGATION 
PATH as described in EN 12896-2:2016. 

— An OTHER LEG can be used to describe a leg on another mode of transport (for example by car) 
making up a trip, from an origin PLACE to a destination PLACE. The origin and destination may be a 
STOP PLACE or some other type of place such as an ADDRESSABLE PLACE, POINT OF INTEREST, 
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etc. If it is a STOP PLACE, it may be related to a specific SCHEDULED STOP POINT and hence a 
CONNECTION by means of a STOP ASSIGNMENT. 

A TRIP PATTERN may be subdivided into TRIPs, each TRIP grouping a number of TRIP LEGs that have a 
common characteristic (such as being covered by a single fare or falling within a single validation 
process such as a metro). TRIPS may be specialized as PT TRIPs, involving only ACCESS LEGs and public 
transport LEGs, NON-PT TRIPs, involving no public transport LEGs, and MIXED TRIPS, involving public 
transport LEGS and private mode legs. 

LEGs may also be further described in several ways: 

— ACCESSIBILITY ASSESSMENTs (see EN 12896-1:2016) can be associated with individual RIDE LEGs 
and PT CONNECTION LEGs as well as for the overall TRIP to describe the accessibility 
characteristics such as ‘StepFreeAccess’ ‘WheelchairAccess’ etc. 

— Detailed instructions to a passenger on how to follow a particular leg (in particular an ACCESS LEG 
or a CONNECTION LEG) can be specified using PATH GUIDANCE elements. 

— One or more spatial projections of a leg suitable for plotting on a map or maps may be specified 
using a LEG TRACK. 

A TRIP PATTERN describes a trip made from a scheduled timetable. It may be complemented at 
runtime by a MONITORED TRIP PATTERN, which augments the planned trip with real-time updates – 
see subclauses below. 

class PI TD Passenger Trip MODEL

Name: PI TD Passenger Trip MODEL
Author: Transmodel
Version: 6.0-1.0
Created: 24/07/2017 00:00:00
Updated: 20/03/2018 19:09:20

LINK SEQUENCE
TRIP PATTERN

+ StartTime
+ EndTime
+ Distance
+ SIngleOperator

«UID»
+ Id

PT RIDE LEG 

«UID»
+ id

LINK SEQUENCE
TRIP

«UID»
+ Id

INTERCHANGE
TI Interchange MODEL::

SERVICE JOURNEY 
INTERCHANGE

POINT
NT Service Pattern MODEL::

SCHEDULED STOP POINT
OM Base Situation MODEL::

SITUATION

NT Route MODEL::
DESTINATION 

DISPLAYLINK SEQUENCE
NT Journey Pattern MODEL::

JOURNEY PATTERN

ZONE
CC Generic Place MODEL::

PLACE

LEG

+ Duration
+ Distance

«UID»
+ id

OTHER LEG

«UID»
+ id

ACCESS LEG

«UID»
+ id

CC Transport Mode MODEL::
MODE

PT CONNECTION  LEG

+ Duration [0..1]
«UID»

+ id

CC Generic Place MODEL::
ACCESS 

CC Generic Place MODEL::
TRANSFER

CC Generic Place MODEL::
ACCESS END

NT Service Pattern MODEL::
CONNECTION 

NT Service Pattern MODEL::
CONNECTION END

TD Passenger Travel MODEL::
TRAVEL

CC Generic Accessibility MODEL::
ACCESSIBILITY ASSESSMENT

VEHICLE JOURNEY
TI Service Journey MODEL::

SERVICE JOURNEY

FACILITY SET
CC Facility MODEL::

SERVICE FACILITY SET

CC Generic Organisation MODEL::
ORGANISATION

STOP PLACE SPACE
NT Stop Place MODEL::

QUAY
NT Stop Assignment MODEL::

STOP ASSIGNMENT

CC Vehicle Type MODEL::
VEHICLE TYPE

TYPE OF VALUE
TYPE OF GUARANTEE

«UID»
+ Id

PT TRIP

«UID»
+ Id

NON-PT TRIP

«UID»
+ Id

MIXED TRIP

«UID»
+ IdLOG ENTRY

ST Sales Transaction MODEL::
TRAVEL SPECIFICATION

LEG TRACK

«UID»
+ id

CC Generic 
Projection MODEL::

LINK PROJECTION

+using
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Figure 3 — Passenger Trip MODEL (UML) 
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5.4.2.2.2 Examples of Passenger Trips 

The different types of legs may be used to describe many different types of trips. For example: 

— Simple trip from one bus stop to another 

— TRIP PATTERN [TRIP REASON = go to work] 

— PT TRIP 

— PT RIDE LEG [MODE = bus] 

— Walk to a bus stop, catch the bus, walk to the shop 

— TRIP PATTERN TRIP REASON = go shopping] 

— PT TRIP 

— ACCESS LEG [MODE = walk] 

— PT RIDE LEG [MODE = bus] 

— ACCESS LEG [MODE = walk] 

— Walk to the station, catch the train, change to the metro, walk to the work 

— TRIP PATTERN [TRIP REASON = go to work] 

— PT TRIP 

— ACCESS LEG [MODE = walk] 

— PT RIDE LEG [MODE = rail] 

—  PT CONNECTION LEG [MODE = walk] 

— PT RIDE LEG [MODE = metro] 

— ACCESS LEG [MODE = walk] 

— Catch a taxi to the park, walk through the park to the stadium 

— TRIP PATTERN [TRIP REASON = go to match] 

— NON-PT TRIP 

— OTHER LEG [MODE = taxi] 

—  ACCESS LEG [MODE = walk] 

— Cycle 

— TRIP PATTERN [TRIP REASON = go to work] 

— NON-PT TRIP 
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— OTHER LEG [MODE = cycle] 

— Walk to the station, catch the train, cross town in a taxi, take the second train, walk to the meeting 
centre 

— TRIP PATTERN [TRIP REASON = business trip] 

— PT TRIP 

— ACCESS LEG [MODE = walk] 

— PT RIDE LEG [MODE = rail] 

— ACCESS LEG [MODE = walk] 

— NON-PT TRIP 

— OTHER LEG [MODE = taxi] 

— PT TRIP 

— ACCESS LEG [MODE = walk] 

— PT RIDE LEG [MODE = rail] 

— ACCESS LEG [MODE = walk] 

— Drop kids off at school + go to work 

— TRIP PATTERN [TRIP REASON = drop kids off] 

— PT TRIP 

— ACCESS LEG [MODE = walk] 

— PT RIDE LEG [MODE = bus] 

— ACCESS LEG [MODE = walk] 

— TRIP PATTERN [TRIP REASON = go to work] 

— PT TRIP 

— ACCESS LEG [MODE = walk] 

— PT RIDE LEG [MODE = metro] 

—  PT CONNECTION LEG [MODE = walk] 

— PT RIDE LEG [MODE = metro] 

— ACCESS LEG [MODE = walk] 

— Cycle to the metro, catch the metro to the airport 
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— TRIP PATTERN [TRIP REASON = go to airport] 

— MIXED TRIP 

— NON-PT TRIP [MODE = cycle] 

— PT RIDE LEG [MODE = metros] 

—  PT CONNECTION LEG [MODE = walk] 

— PT RIDE LEG [MODE = air] 

 

Figure 4 — Passenger Travel versus Passenger Trips 

5.4.2.3 Passenger Travel Model 

A passenger TRIP may be a part of a wider pattern of TRAVEL, made for different reasons. For example, 
a passenger might make a trip to deliver their children to school, then another to proceed to work. The 
wider pattern can be captured as a TRAVEL, a set of trips for a given TRAVELLING ENTITY, made for a 
specific TRIP REASON. 

A TRAVEL may also be used to assemble a collection of alternative TRIP PATTERNs that all satisfy the 
same TRAVEL SPECIFICATION, so as to present a selection of alternative routes to a customer. 

Data from multiple TRAVEL instances can be summarized as a TRAVEL FLOW for statistical purposes. 
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Figure 5 — Passenger Travel MODEL (UML) 

5.4.2.4 PT Connection Leg Model 

A passenger TRIP may involve a transfer at a station or other stop. This can be described in detail by a 
PT CONNECTION LEG, which can give details of the path between two SCHEDULED STOP POINTs, 
meeting any accessibility criteria given on the TRAVEL SPECIFICATION. 

— PATH GUIDANCEs can be used to provide step by step instructions for following the path, if 
necessary referring to signage modelled as part of the SITE description, as well as headings, turn 
instructions and level changes computed from the path. 
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class PI TD Connection Leg MODEL

Name: PI TD Connection Leg MODEL
Author: Transmodel
Version: 6.0-1.0
Created: 10/04/2017 11:39:50
Updated: 20/03/2018 19:06:37

LINK SEQUENCE
TRIP PATTERN

PT RIDE LEG 

«UID»
+ id

LINK SEQUENCE
TRIP

PT CONNECTION  LEG

+ Duration [0..1]
«UID»

+ id

VEHICLE JOURNEY
TI Service Journey MODEL::

SERVICE JOURNEY

INTERCHANGE
TI Interchange MODEL::

SERVICE JOURNEY 
INTERCHANGE

POINT
NT Service Pattern MODEL::

SCHEDULED STOP POINT

TRANSFER
NT Service Pattern MODEL::

CONNECTION 

NT Service Pattern MODEL::
CONNECTION END

NT Path & Navigation Path MODEL::
PLACE IN SEQUENCE

NT Path & Navigation Path MODEL::
NAVIGATION PATH

ADDRESSABLE PLACE
NT Site MODEL::SITE ELEMENT

CC Generic Accessibility MODEL::ACCESSIBILITY ASSESSMENT

NT Path & Navigation Path MODEL::
PATH JUNCTION

OM Base Situation MODEL::
SITUATION

PATH GUIDANCE

+ Order
+ Description [0..1]
+ Heading [0..1]

«UID»
+ id

NT Path & Navigation Path MODEL::
PATH LINK

NT Path & Navigation Path MODEL::
PATH LINK IN SEQUENCE

STOP PLACE SPACE
NT Stop Place MODEL::

QUAY

NT Stop Assignment MODEL::
STOP ASSIGNMENT

LEG

NT Check Constraint MODEL::
TYPE OF CONGESTION

NT Check Constraint MODEL::
CHECK CONSTRAINT

LEG TRACK

CC Generic Projection MODEL::
LINK PROJECTION+part of 1..*
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Figure 6 — PT Connection Leg MODEL (UML) 

5.4.2.5 Monitored Trip Model 

When a trip is undertaken by a passenger, it may be useful to monitor the actual running status of the 
service in real-time against the PLANNED TRIP in order to be able to inform the passenger of any 
delays. 

A MONITORED TRIP describes the monitoring of an individual PLANNED TRIP. It is made up of 
MONITORED LEGs; each MONITORED LEG can relate a specific PT RIDE LEG to a specific MONITORED 
VEHICLE JOURNEY in order to derive progress information. Observed and estimated PASSING TIMEs 
may be represented for the user as MONITORED LEG CALLs for each stop of interest on the journey. The 
MONITORED LEG CALLs may have separate MONITORED LEG PARTs for the arrival (MONITORED LEG 
ARRIVAL) and departure (MONITORED LEG DEPARTURE) steps. 

THE MONITORED TRIP may itself be part of a sequence of trips constituting a MONITORED TRIP 
PATTERN. The monitoring of one or more patterns is undertaken by a TRIP PATTERN MONITORING 
instance. 

Progress along non-public transport legs may be represented with a MONITORED LEG PROGRESS in 
order to indicate whether the passenger is on target to complete the leg in time. 

The information from a MONITORED TRIP may be presented to a MOBILE DEVICE associated with a 
specific TRANSPORT CUSTOMER using both pull (request/response) or push (subscribe/notification) 
delivery applications. This may be used to associate a current location of the customer with the 
MONITORED TRIP in order to determine their relative progress and what is appropriate to display. 
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