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National foreword
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The start and finish of text introduced or altered by amendment is 
indicated in the text by tags. Tags indicating changes to CEN text carry 
the number of the CEN amendment. For example, text altered by CEN 
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The UK participation in its preparation was entrusted to Technical 
Committee MCE/20, Aerial ropeways.

A list of organizations represented on this committee can be obtained on 
request to its committee manager.

Contractual and legal considerations
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representation, warranty, assurance or undertaking (express or 
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The recipient is advised to consider seeking professional guidance with 
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This publication is not intended to constitute a contract. Users are 
responsible for its correct application.

This publication has been prepared under a mandate given to the 
European Standards Organizations by the European Commission and the 
European Free Trade Association. It is intended to support requirements 
of the EU legislation detailed in the European Foreword. A European 
Annex, usually Annex ZA or ZZ, describes how this publication relates to 
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK 
Government has designated this publication for conformity with UKCA 
marking (or similar) legislation, it may contain an additional National 
Annex. Where such a National Annex exists, it shows the correlation 
between this publication and the relevant UK legislation. If there is no 
National Annex of this kind, the relevant Annex ZA or ZZ in the body 
of the European text will indicate the relationship to UK regulation 
applicable in Great Britain. References to EU legislation may need to be 
read in accordance with the UK designation and the applicable UK law. 
Further information on designated standards can be found at  
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement 
relevant EU law subject to periodic confirmation. Therefore 
Annex ZA/ZZ in the European text, and references to EU legislation, are 
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UK Government is responsible for legislation. For information on 
legislation and policies relating to that legislation, consult the relevant 
pages of www.gov.uk.
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Foreword 

!This document (EN 12929-1:2015+A1:2022) has been prepared by Technical Committee CEN/TC 242 
“Safety requirements for cableway installations designed to carry persons”, the secretariat of which is held by 
AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2023, and conflicting national standards shall be withdrawn at 
the latest by June 2023. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. " 

This document replaces !EN 12929-1:2015." 

!This document includes Amendment 1, approved by CEN on 2022-12-04. 

!The start and finish of text introduced or altered by amendment is indicated in the text by tags!". 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of Regulation (EU) 2016/424. 

For the relationship with Regulation (EU) 2016/424, see informative Annex ZA, which is an integral part of this 
document." 

The following main changes have been made to EN 12929-1:2004: 

 In Clause 1 (formerly Subclause 1.1) supplementations have been made with regard to the protection of 
workers and the passenger circle. 

 In 4.2.1 (formerly Subclause 1.3.1) EN 12929-1 has also been included with regard to the exception to 
the requirements. 

 In Clause 3 the terms and definitions have been removed, as the reference to EN 1907 is sufficient. 

 The former Subclause 4.2.2 “Safety analysis” has been removed, as the requirements listed there are 
established in Directive 2000/9/EC. 

 In 5.2.2 the limit for the permissible transverse acceleration for funicular railways has been raised. 

 In 5.2.4 detailed regulations for establishing the passing loop of funicular railways have been included. 

 6.1 has been added and establishes the basic requirements for the limit profile. The following subclauses 
in Clause 6 have been promoted. 

 In 6.3.1 the general requirements for the limit profile have been supplemented to include aerial ropeways. 

 In 6.3.2 by changing the reduction coefficient, alignment with EN 12930:2014 has been achieved and the 
ice curtain for the lateral deviation of the ropes has been redefined. 

 In 6.3.4 the regulations with regard to the minimum values for the angle of the transverse sway of the 
carriers have been supplemented. 

 In 6.3.5 the permissible impact speed for reversible aerial ropeways has been increased. 
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 In 6.3.7 the regulations with regard to the guides have been adopted from the former 7.3.2, as the guides 
influence the limit profile. The regulations have been supplemented and clarified. 

 In 6.4.1 the regulations for the limit profile of ski-tows with regard to the combination of transverse and 
longitudinal sway have been established congruent to the aerial ropeways. 

 In 6.4.5 the regulations with regard to the rotation of tow-hangers have been clarified. 

 In 6.5 and 6.6 regulations with regard to the limit profile for signal cables, restraint ropes, marker ropes 
and ropes on evacuation railways have been adopted from EN 12930, whereby they are aligned with 
ropes on aerial ropeways. 

 7.1 has been revised in terms of content and structure. 

 7.3 has been revised in terms of content and structure and includes regulations regarding the safety 
distances which were previously covered in 7.5. The former 7.3.2 regarding guides has been moved to 
6.3.7, as the limit profile is influenced by guides. 

 In 7.4 the assumptions for the verification of tracks for reversible aerial ropeways, for pulsed movement 
aerial ropeways and bi-cable aerial ropeways have been clarified. 

 In 7.5 regulations for ski-tows have been revised in terms of content and structure. 

 In 8.1.1 the maximum height above ground has been restricted to the height for a rope that is carrying 
passengers. 

 In 8.2 and 8.3 the height above ground for aerial ropeways has been revised in terms of content and 
structure. 

 In 9.2 the maximum operating speeds of cableway installations have been revised in terms of content and 
structure. 

 In 10.1.1 the regulations for the omission of a recovery drive have been concretised. 

 In 10.1.6 the regulations for the independence of the recovery drive from the main drive have been 
concretised. 

 In 10.2.4 the residual risk of a standstill caused by the on-board brakes has been taken into 
consideration. 

 In 10.3.2, the requirement for the arrangement of the emergency stop buttons which are accessible to all 
persons when entering and exiting ski-tows has been restricted. 

 In 10.3.4 the permissible stopping distances for ski-tows have been modified. 

 The previous point 10.3.5, which established the design of the brakes for ski-tows, has been deleted. 

 In 11.1.5 the requirements for work positions and passageways for operating personnel has been 
modified. 

 In 11.1.7 the distances between the carriers and the loading platform edge have been modified. 

 In 11.1.9 additional requirements have been included for the unloading areas of chairlifts. 

 In 11.1.10 the height of the seat surface of chairlifts in the loading and unloading areas has been 
modified.  
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 In 11.2.3 the execution of the stabilisation area, the safety area and the ramp after the loading area has 
been modified. 

 In 11.2.11 the occupation instructions in the area of the valley station of chairlifts and the reference to the 
relevant Standard have been modified. 

 In 11.3.2 the requirements for unloading areas of chairlifts have been modified and supplemented. 

 In 11.3.4 for the limits of the height above ground in the approach area the option of locking system have 
been taken into consideration.  

 In 11.3.5 the regulations for the ramps after the unloading area of chairlifts have been clarified. 

 In 11.3.6 the existing requirement for chairlifts with carriers with fixed grips was further extended to 
chairlifts with detachable grips. 

 In 11.3.7 the regulations with regard to the emergency unloading area have been clarified. 

 In 11.3.8 the passenger instructions in the area of the mountain station of chairlifts and the reference to 
the relevant Standard have been modified. 

 In 11.6.1 the regulations for the loading area of ski-tows have been supplemented. 

 In 11.6.4 the passenger instructions in the area of the valley station of ski-tows and the reference to the 
relevant Standard have been modified. 

 11.7.2 was reformulated as the height above ground of a ski-tow has not been defined. 

 In 11.7.9 the location of the safety devices at the unloading area of ski-tows has been clarified. 

 In 12.4.1 the exception option of omitting a monitoring of the movement between the track rope and the 
haul rope in the case of bi-cable uni-directional aerial ropeways has been removed, as this no longer 
complied with the “state of the art” and a time span specified in which no switch-off shall take place. 

 12.6.2 has been reformulated as the height above ground of a ski-tow was not defined. 

 In 12.6.3 the regulations for low level ski-tows with regard to twist have been supplemented. 

 In 13.1 the regulations for the evacuation plan were removed and exclusive reference is made to 
EN 1909. 

 In 13.2 a supplementary regulation has been included for the evacuation pathway for funicular railways. 

 In 14.1 the hazards from fire events in the vicinity of the cableway installation have been supplemented. 

 In 14.2 the requirement for inspecting the rope has been supplemented with established or assumed 
lightning, as EN 12929-2 no longer specifies this regulation. 

 In 14.4 the requirement of a wind measurement device on funicular railways has been taken into 
consideration. 

 In 15.4 the access to the line of funicular railways with automatic operation has been clarified. 

 In 15.6 the access to the carriers of funicular railways with automatic operation has been clarified. 

 In 15.7 the regulations regarding special safety devices on the carriers of funicular railways with 
automatic operation have been removed and exclusive reference is made to EN 13796-1. 
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 In Annex A the sketch and the key for explaining 11.2 has been adapted to the Standard specifications. 

 In Annex B the sketch and the key for explaining 11.3 has been adapted to the Standard specifications. 

 In Annex C the technical documents have been supplemented and clarified. 

 In Annex D the A-deviation for Germany has been removed. 

 Annex ZA has been updated. 

!EN 12929 with the generic title “Safety requirements for cable way installations designed to carry persons 
General requirements”, consists of the following parts: 

 Part 1: Requirements for all installations. 

 Part 2: Additional requirements for reversible bi-cable aerial ropeways without carrier truck brakes. 

Part 1 of this document deals with general requirements applicable to all cableway installations designed to 
carry persons; Part 2 deals with the supplementary requirements applicable to reversible bi-cable aerial 
ropeways without carrier truck brakes. 

This European Standard forms part of a series of European Standards concerning safety requirements for 
cableway installations designed to carry persons. This series of Standards comprises the following parts: 

 EN 1907, Terminology 

 EN 12929 (all parts), General requirements 

 EN 12930, Calculations 

 EN 12927 (all parts), Cables 

 EN 1908, Tensioning devices 

 EN 13223, Drive systems and other mechanical equipment 

 EN 13796 (all parts), Carriers 

 EN 13243, Electrical equipment other than for drive systems 

 EN 13107, Civil engineering works 

 EN 1709, Pre-commissioning inspection, maintenance,operational inspection and checks 

 EN 1909, Recovery and evacuation 

 EN 12397, Operation 

 EN 12408, Quality control 

This series of Standards forms a complete set with regard to the design, manufacture, erection, maintenance 
and operation of all cableway installations designed to carry persons. 

In respect of ski-tows, the drafting of this document has been guided by the works of the International 
Organisation for Transportation by Rope (OITAF)." 
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Any feedback and questions on this document should be directed to the users’ national standards body. A 
complete listing of these bodies can be found on the CEN website. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, 
Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Türkiye and the United Kingdom. 
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1 Scope 

This European Standard specifies the general regulations for safety requirements for cableway installations 
designed to carry persons. Supplementary safety requirements for reversible bi-cable aerial ropeways without 
carrier truck brakes are established in EN 12929-2. 

This Part of the EN 12929 defines general technical characteristics and prescribes design principles and 
general safety requirements. 

This Part of the EN 12929 does not deal with details of operation and maintenance, calculations and detailed 
requirements for the manufacture of components. 

This Part of the EN 12929 includes requirements relating to the prevention of accidents and the protection of 
workers irrespective of the application of national regulations. 

National regulations of a building or federal/state nature or which serve to protect particular groups of people 
remain unaffected. 

It may not always be possible for all types of cableway installation to transport all particular groups of people 
(e.g. persons with restricted mobility). The objective should be, however, for a cableway installation to enable 
the transportation of the largest possible passenger population. 

This standard does not apply to cableway installations for the transportation of goods or to lifts. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

!EN 1709:2019, Safety requirements for cableway installations designed to carry persons — 
Precommissioning inspection, maintenance, operational inspection and checks 

EN 1907:2017, Safety requirements for cableway installations designed to carry persons — Terminology 

EN 1908:2015, Safety requirements for cableway installations designed to carry persons — Tensioning 
devices 

EN 1909:2017, Safety requirements for cableway installations designed to carry persons — Recovery and 
evacuation 

EN 12385-8:2002, Steel wire ropes – Safety – Part 8: Stranded hauling and carrying-hauling ropes for 
cableway installations designed to carry persons 

EN 12385-9:2002, Steel wire ropes – Safety – Part 9: Locked coil carrying ropes for cableway installations 
designed to carry persons 

EN 12397:2017, Safety requirements for cableway installations designed to carry persons — Operation 

EN 12927:2019, Safety requirements for cableway installations designed to carry persons — Ropes 

EN 12929-2:2015, Safety requirements for cableway installations designed to carry persons — General 
requirements — Part 2: Additional requirements for reversible bi-cable aerial ropeways without carrier truck 
brakes 

EN 12930:2015,
 Safety requirements for cableway installations designed to carry persons — Calculations 
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EN 13107:2015,1 Safety requirements for cableway installations designed to carry persons — Civil 
engineering works 

EN 13223:2015,2 Safety requirements for cableway installations designed to carry persons — Drive systems 
and other mechanical equipment 

EN 13243:2015, Safety requirements for cableway installations designed to carry persons — Electrical 
equipment other than for drive systems 

EN 13796 1:2017, Safety requirements for cableway installations designed to carry persons — Carriers — 
Part 1: Grips, carrier trucks, on-board brakes, cabins, chairs, carriages, maintenance carriers, tow-hangers 

EN 13796-2:2017+A1:2022, Safety requirements for cableway installations designed to carry persons — 
Carriers — Part 2: Slipping resistance tests for grips 

EN 13796-3:2017, Safety requirements for cableway installations designed to carry persons — Carriers — 
Part 3: Fatigue testing 

EN ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk 
reduction (ISO 12100:2010) 

EN ISO 13857:2019, Safety of machinery — Safety distances to prevent hazard zones being reached by 
upper and lower limbs (ISO 13857:2019)" 

!EN 17064:2018, Safety recommendations for cableway installations designed to carry persons — 
Prevention and fight against fire" 

3 Terms and definitions 

For the purposes of this document, the terms and definitions in accordance with EN 1907 apply. 

4 Safety requirements applicable to cableway installations 

4.1 General principles 

4.1.1 Stringent safety requirements are of the utmost importance for the design, manufacture, erection, 
maintenance and operation of cableway installations. 

The design, manufacture, erection, maintenance and operation of cableways shall only be entrusted to 
contractors and experts who have the necessary knowledge and experience and who can ensure careful 
execution of the installation and proper management of the operation. 

All the components shall be calculated exactly, be of a good mechanical and electrical design and be 
manufactured from adequate, defect-free materials possessing the required characteristics. 

4.1.2 All components shall be kept in working order and in good condition. Reference is made to EN 1709 
and EN 12397. 

4.1.3 In addition to the European Standards specific to cableway installations, the relevant European 
specifications shall be used for the design, manufacture, erection, maintenance and operation of cableways. 

4.1.4 This document takes into account, in certain cases, the careless behaviour of passengers. In all 
cases, use of the cableway in accordance with its intended use is assumed and not misuse of the installation. 

                                                      
1 In the version as amended by EN 13107:2015/AC:2016. 

2 In the version as amended by EN 13223:2015/FprA1:2022. 
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4.2 Exceptions 

4.2.1 Exceptions to the requirements of Standards !EN 1709:2019, EN 1908:2015, EN 1909:2017, 
EN 12385-8:2002, EN 12385-9:2002, EN 12397:2017, EN 12927:2019, EN 12929-1:2015+A1:2022, 
EN 12929-2:2015, EN 12930:2015, EN 13107:2015, EN 13107:2015/AC:2016, EN 13223:2015+A1:2022, 
EN 13243:2015, EN 13796-1:2017, EN 13796-2:2017+A1:2022, EN 17064:2018 are permissible, particularly 
in the case of innovation. These exceptions shall be justified by a safety analysis and offer at least an 
equivalent level of safety. " 

4.2.2 Exceptions to this Standard are also permissible in the case of replacement of components in existing 
installations. 

 

4.3 General safety requirements applicable to the installations and to their components 

4.3.1 General safety principles 

All cableway installations designed to carry persons shall be designed, manufactured and operated by 
applying the following principles in the order indicated: 

a) avoid or at least limit the risks by appropriate design or construction measures; 

b) take the necessary protective measures with respect to remaining risks which cannot be avoided by 
design and construction measures; 

c) define and make known the precautions to be taken to reduce those risks which it has not been possible 
to avoid completely by the previous preventative and protective measures. 

!In the case of installations and components complying with EN 1709:2019, EN 1908:2015, EN 1909:2017, 
EN 12397:2017, EN 12927:2019, EN 12929-1:2015+A1:2022, EN 12929-2:2015, EN 12930:2015, 
EN 13107:2015, EN 13107:2015/AC:2016, EN 13223:2015+A1:2022, EN 13243:2015, EN 13796-1:2017, 
EN 13796-2:2017+A1:2022, EN 13796-3:2017, EN 17064:2018, it can be assumed that these safety 
principles are observed. " 

4.3.2 Possible injuries to persons 

Those hazards which can in particular result in the following injuries to persons shall be taken into account: 

a) injuries caused by falls (including those caused by carriers falling); 

b) bruising, crushing or injury by trapping of persons (other than falls); 

c) impairments to health resulting from extended exposure of persons to adverse weather conditions; 

d) other dangers to health, for example electrocution, burns, noise, air pollution, inhalation of poisonous 
gases, etc. 

4.3.3 Hazard scenarios 

The following events can give rise to hazardous situations which are avoided or reduced by the safety 
requirements of this document: 

a) failure (rupture, malfunction or non-functioning) of a component of an installation; 

b) breakdown of correct interaction between the components in an installation or between the components 
and their environment; 
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c) unforeseeable incorrect behaviour of persons (passengers, operating personnel or third parties) as well 
as the foreseeable misuse by these persons; 

d) foreseeable external events (for example, caused by avalanches, landslides, rock falls, lightning, piste 
grooming machines, aircraft). 

The following events in particular shall be considered: 

 failure of or defects in the supporting structures of the civil engineering structures; 

 defective condition of loading and unloading areas; 

 failure of tensioning systems and rope end fixings; 

 failure of rope support and guide elements; 

 failure of carrier components; 

 failure of or defects in drive systems and brakes; 

 failure of or defects in control and monitoring systems, safety and signalling installations; 

 incorrect behaviour of persons, operating personnel or third parties who are being transported. 

!Chain reactions which can happen as a result of an event shall be taken into account. On the other hand, 
the simultaneous occurrence of two or more independent hazardous situations may be ignored." 

4.4 Safety requirements applicable to installations 

4.4.1 General 

This document sets out general measures to reduce the hazards listed in 4.3 and to prevent the hazardous 
situations. 

4.4.2 Protective measures 

In particular, safety devices are required as protective measures to detect and correct the hazardous 
situations listed below. Table 1 below indicates the Standards which deal with each of these hazardous 
situations. 
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Table 1 – List of hazardous situations 

Type of installation Hazardous situation Standards 

all installations except ski-tows inadmissible variation in the nominal tension of the moving ropes (except for 
tensioning by counterweights) 

EN 1908 
EN 13243 

 arrival at the end positions of the tensioning devices EN 1908 
EN 13223 

 inadmissible exceeding of speed EN 13223 

 inadvertent runback EN 13223 

 abrupt change in the drive torque beyond the limit values for the installation EN 13223 
EN 13243 

 failure of doors of closed carriers to lock before leaving the station EN 13223 
EN 13243 

 inadvertent start-up EN 13243 

funicular railways and bi-cable 
aerial ropeways 

incorrect position of the haul rope relative to its supports or to the track rope 
(e.g. crossing of the haul rope and track rope, derailment) 

EN 12929-1 
EN 13223 
EN 13243 

 inadmissible reduction in the haul rope tension (except for bi-cable uni-
directional aerial ropeways) 

EN 12929-1 
EN 13223 
EN 13243 

funicular railways inadmissible speeding and/or inadvertent runback of carriers EN 13223 

Mono-cable aerial ropeways derailment of the towing rope on line support structures and at rollers in the 
station having a similar function to line rollers 

EN 12929-1 
EN 13223 
EN 13243 

funicular railways, reversible 
aerial ropeways and pulsed 
movement aerial ropeways 

failure to slow down on approach to stations or at other points of the line EN 13223 

 overrunning of end points at the end of the line EN 13223 
EN 13243 

cableway installations with 
detachable carriers 

failure of grips to attach to or detach from the rope EN 13796-1 
EN 13223 

 inadmissible deviation in the carrier pitch EN 13796-1 
EN 13223 

 incorrect progression of carriers in the station EN 13796-1 
EN 13223 

chairlifts  overrunning of unloading area by occupied carriers (with the exception of 
intermediate stations) 

EN 12929-1 
EN 13223 

ski-tows inadmissible variation in the nominal tension in the towing rope (except for 
tensioning by counterweights) 

EN 1908 
EN 13223 

 inadvertent start-up EN 13243 

 overrunning of reception area by a skier EN 13223 

 abrupt temporary change in the drive torque beyond any limit value 
characteristic of normal operating conditions 

EN 13223 
EN 13243 

 incomplete retraction of a tow-hanger EN 13223 

 derailment of the towing rope on line support structures and at rollers in the 
station having a similar function to line rollers 

EN 12929-1 
EN 13223 
EN 13243 
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4.5 General requirements for the protection of workers 

4.5.1 Cableway installations shall be designed and constructed so that operation and maintenance work are 
possible without exposing operating personnel to the associated risks. 

Cableway installations shall be designed and constructed so as to reduce essential maintenance work as 
much as possible. Components requiring regular maintenance shall be positioned so that they are easily 
accessible. 

NOTE With regard to greasing, for example, the requirement for reduction of maintenance is met if the technical 
design and construction avoids manual greasing as far as possible (e.g. by using permanently lubricated roller or ball 
bearings or a centralised power-operated greasing system). 

4.5.2 In working areas and traffic areas, as well as in the vicinity of elevated maintenance positions, danger 
areas of mechanical equipment and carriers are to be avoided by taking suitable precautions in design and 
construction. 

If danger areas cannot be avoided by these measures, these shall be safeguarded in compliance with EN ISO 
12100. For requirements for the design and arrangement of safeguarding structures, EN ISO 13857 shall be 
observed. 

NOTE Danger areas are, for example, those areas where there is a danger of crushing, shearing, 
entanglement or entrapment; they are avoided when, for example, the minimum distances recommended in EN 349 to 
avoid the crushing of parts of the body are observed.  

For elevated maintenance positions, guards at places where there may be entrapment by the rope may be 
dispensed with. 

For the purposes of this document: 

 working and traffic areas include work positions at floor level and passageways for the operating 
personnel. Work positions at floor level include, for example, passenger loading and unloading areas 
and control stations; 

 elevated maintenance positions are positions which are not directly accessible from the ground and from 
which maintenance operations on electrical or mechanical components of the installation and on the 
carriers are carried out. 

Direct access to components means, for example, being able to reach them without needing to use ladders. 

4.5.3 Maintenance switches shall be made available to the operating personnel in accordance with 
EN 13243. 

4.5.4 Emergency stop buttons shall be made available to the operating personnel and, if necessary, the 
passengers in accordance with EN 13243. 

5 Line and line profile 

5.1 Choice of line 

The line of funicular railways, aerial ropeways and ski-tows shall be selected to ensure that there is no risk to 
the safety of passengers, operating personnel and third parties, whether or not the installation is in operation. 

When selecting the cableway system, the following shall be taken into account: 

 the characteristics of the terrain over which the installation travels, particularly with regard to evacuation; 

 the geological and hydrological conditions of the subsoil; 
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 environmental hazards (e.g. landslides, rock falls, meteorological conditions, intersections with roads). 

If necessary, protective measures shall be taken. 

5.2 Line of funicular railways 

5.2.1 When establishing the course of the line of funicular railways, the following shall be taken into 
account: 

 the transverse acceleration acting on the passengers; 

 the safe support of the rope on the rollers; 

 the safe guidance of the carriages on the track, also taking into account any possible load reduction on 
the wheels; 

 the necessary braking force and the safe functioning of the track brake; 

 the characteristics of the carriers. 

5.2.2 The transverse acceleration shall not normally exceed 0,65 m/s2. It may increase to 1,0 m/s2 if a 
transition curve restricts the jerk to maximum 0,8 m/s3. 

Superelevation of the track to limit the transverse acceleration is permissible. 

Neither superelevation nor the radii selected for curves shall adversely affect the safe guidance of the 
carriages and the effectiveness of the track brakes. 

5.2.3 For reasons of safety and comfort during the journey, the gradient of the track shall be selected so 
that the actual longitudinal inclination of the carrier floor varies at most by ± 0,20 rad to the horizontal. 

5.2.4 The length of the passing loop shall be established so that when the track brakes are induced as a 
result of a ruptured haul rope or if the rope end fixings fail, there is no collision between the carriers. 

When the track brakes are triggered on descending carriers, the following shall be taken into account: 

 most unfavourable carrier positions; 

 reaction time of the on-board brake on descending carriers with subsequent stopping distances; 

 drive stopping distances, coasting of ascending carriers; 

 downhill force of the counter rope. 

When the track brakes are triggered on ascending carriers, the following shall be taken into account: 

 most unfavourable carrier positions; 

 position of the ascending carrier after own deceleration and application of the on-board brake after 
reverse travel direction; 

 position of the descending carrier after application of the on-board brake as a result of overspeed with 
subsequent stopping distances; 

 downhill force of the counter rope. 
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