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National foreword

This British Standard is the UK implementation of EN 12952-8:2022. It
supersedes BS EN 12952-8:2002, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PVE/2, Water Tube And Shell Boilers.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA /77 in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant

pages of www.gov.uk.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022
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BRITISH STANDARD BS EN 12952-8:2022

ICS 27.040

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2022.

Amendments/corrigenda issued since publication

Date Text affected
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EUROPEAN STANDARD EN 12952-8
NORME EUROPEENNE
EUROPAISCHE NORM October 2022

ICS 27.040 Supersedes EN 12952-8:2002

English Version

Water-tube boilers and auxiliary installations - Part 8:
Requirements for firing systems for liquid and gaseous
fuels for the boiler

Chaudieres a tubes d'eau et installations auxiliaires - Wasserrohrkessel und Anlagenkomponenten - Teil
Partie 8 : Exigences pour les équipements de chauffe 8: Anforderungen an Feuerungsanlagen fiir fliissige
pour combustibles gazeux et liquides de la chaudiere und gasféormige Brennstoffe fiir den Kessel

This European Standard was approved by CEN on 15 August 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Tiirkiye and United Kingdom.

-

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2022 CEN All rights of exploitation in any form and by any means reserved Ref. No. EN 12952-8:2022: E
worldwide for CEN national Members

Documents

Document Sharing Hub

Full document details: BS EN 12952-8:2022


http://www.avadocuments.com/doc/bs-en-12952-8-2022
http://www.avadocuments.com/doc/bs-en-12952-8-2022

BS EN 12952-8:2022
EN 12952-8:2022 (E)

Annex ZA
(informative)

Relationship between this European Standard and the essential
requirements of Directive 2014 /68/EU aimed to be covered

This European Standard has been prepared under a Commission’s standardization request
M/071 “Mandate to CEN for standardization in the field of Pressure equipment” to provide one
voluntary means of conforming to essential requirements of the New Approach Pressure Equipment
Directive 2014/68/EU.

Once this standard is cited in the Official Journal of the European Union under that Directive, compliance
with the normative clauses of this standard given in Table ZA.1 confers, within the limits of the scope
of this standard, a presumption of conformity with the corresponding Essential Requirements of that
Directive and associated EFTA regulations.

Table ZA.1 — Correspondence between this European Standard and Directive 2014/68/EU on
Pressure Equipment

Essential Safety Require- Clause(s)/subclause(s) of this Remarks/Notes
ments (ESRs) of Directive EN 12952-8
2014/68/EU on Pressure
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WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European Standard
is maintained in the list published in the Official Journal of the European Union. Users of this standard should
consult frequently the latest list published in the Official Journal of the European Union.

WARNING 2 — Other Union legislation can be applicable to the product(s) falling within the scope of
this standard.
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European foreword

This document (EN 12952-8:2022) has been prepared by Technical Committee CEN/TC 269 “Shell and
water-tube boilers”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2023, and conflicting national standards shall be
withdrawn at the latest by April 2023.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 12952-8:2002.

The technical modifications in comparison with the previous edition are listed in Annex D.

The EN 12952 series “Water-tube boilers and auxiliary installations” consists of the following Parts:
o Part 1: General,

e Part2: Materials for pressure parts of boilers and accessories;

e Part 3: Design and calculation for pressure parts;

e Part4: In-service boiler life expectancy calculations;

e Part5: Workmanship and construction of pressure parts of the boiler;

e Part 6: Inspection during construction, documentation and marking of pressure parts of the boiler;
e Part7: Requirements for equipment for the boiler;

e Part 8: Requirements for firing systems for liquid and gaseous fuels for the boiler;

e Part 9: Requirements for firing systems for pulverized solid fuels for the boiler;

e Part 10: Requirements for safequards against excessive pressure;

e Part 11: Requirements for limiting devices of the boiler and accessories;

e Part 12: Requirements for boiler feedwater and boiler water quality;

e Part 13: Requirements for flue gas cleaning systems;

e Part 14: Requirements for flue gas DENOX systems using liquefied pressurized ammonia and ammonia
water solution;

Part 15: Acceptance tests;

Part 16: Requirements for grate and fluidized-bed firing systems for solid fuels for the boiler;

CR 12952 Part 17: Guideline for the involvement of an inspection body independent of the manufacturer.
e Part 18: Operating instructions

Although these parts can be obtained separately, it should be recognized that the parts are inter-
dependent. As such, the design and manufacture of water-tube boilers requires the application of more
than one partin order for the requirements of the document to be satisfactorily fulfilled.

This document has been prepared under a Standardization Request given to CEN by the European
Commission and the European Free Trade Association, and supports essential requirements of
EU Directive(s) / Regulation(s).

Documents

v Document Sharing Hub

Full document details: BS EN 12952-8:2022


https://doi.org/10.3403/30404054
https://doi.org/10.3403/02583163
http://www.avadocuments.com/doc/bs-en-12952-8-2022
http://www.avadocuments.com/doc/bs-en-12952-8-2022

BS EN 12952-8:2022
EN 12952-8:2022 (E)

For relationship with EU Directive(s) / Regulation(s), see informative Annex ZA, which is an integral
part of this document.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the
United Kingdom.
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1 Scope

1.1 Firing systems

This document specifies requirements for liquid and gaseous fuel firing systems of steam boilers and
hot water generators as defined in EN 12952-1:2015.

These requirements also apply to firing systems of chemical recovery boilers (black liquor boilers) with
the additions and amendments specified in Annex A.

These requirements also apply to gas turbines in combination with fired/unfired heat recovery steam
generators with the additions and amendments specified in Annex B.

NOTE1 This document is not applicable to coil type boilers (flash boilers/small boilers) that use burners in
accordance with EN 12953-7 for single burner installations.

NOTE 2  This document is not applicable to the storage of liquid fuels and to transfer stations of long-distance
gas pipelines.

1.2 Fuels

This document specifies requirements which cover the use of liquid and gaseous fuels as defined in this
document. Fuels deviating from standardized commercially available types can require additional or
alternative safety measures. For black liquor these safety measures are given in Annex A.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 161:2011+A3:2013, Automatic shut-off valves for gas burners and gas appliances

EN 751-3:1996,YSealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases
and hot water - Part 3: Unsintered PTFE tapes

EN 12952-18:2012, Water-tube boilers and auxiliary installations - Part 18: Operating instructions

EN 12952-5:2021, Water-tube boilers and auxiliary installations - Part 5: Workmanship and construction
of pressure parts of the boiler

EN 13480-2:2017, Metallic industrial piping - Part 2: Materials

EN 16678:2015, Safety and control devices for gas burners and gas burning appliances - Automatic shut-off
valves for operating pressure of above 500 kPa up to and including 6 300 kPa

EN ISO 228-1:2003, Pipe threads where pressure-tight joints are not made on the threads - Part 1:
Dimensions, tolerances and designation (1SO 228-1:2000)

EN ISO 9606-1:2017, Qualification testing of welders - Fusion welding - Part 1: Steels (ISO 9606-1:2012
including Cor 1:2012 and Cor 2:2013)

EN ISO 23553-1:2022, Safety and control devices for oil burners and oil-burning appliances - Particular
requirements - Part 1: Automatic and semi-automatic valves (1SO 23553-1:2022)

ISO 7-1:1994, Pipe threads where pressure-tight joints are made on the threads — Part 1: Dimensions,
tolerances and designation

1) Asimpacted by EN 751-3:1996/AC:1997. Documents
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

e |EC Electropedia: available at https://www.electropedia.org/

e ISO Online browsing platform: available at https://www.iso.org/obp

3.1
black liquor
spent liquor from the pulp cook

3.2
black liquor gun
device for the introduction of the black liquor as a spray of droplets into the furnace

NOTE The black liquor gun is not a burner.

3.3

high volume low concentration odorous gas

mixtures of air and a low concentration of odorous gases collected from the pulp mill processes, where
the concentration of the combustible odorous gas is always kept below the lower explosion limit

34

burner

device (including main or igniter burners) for the introduction of fuel and air into a combustion chamber
of a steam generator at required velocities, turbulence and local fuel concentration to establish and
maintain proper ignition and stable combustion of the fuel

NOTE Burners are differentiated by their mode of operation.

3.4.1
chemical recovery boiler start-up burner
oil- or gasfired burner mainly intended for the initiation of the black liquor combustion process

NOTE The chemical recovery boiler start-up burners are located in and integrated with a combustion air register,
like the primary or the secondary air register of the furnace. Thus, they have no individual air supply and no
individual combustion air control.

3.4.2
multi-fuel burner
burner in which more than one fuel is burned either simultaneously or alternately

3.4.3

pilot burner

burner which maintains a proper permanent ignition source for one or a group of other non-
monitored burners

3.5
burner group
burners operated in unison and controlled jointly, one of which can be a master burner

3.6

burner management system

system that performs a predetermined sequence of actions and always operates in conjunction with a
flame monitor that reacts to signals from control and safety devices, gives control commands, controls
the start-up sequence, supervises the burner operation, and manages controlled shutdown and lockout
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