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Foreword 

This document (EN 12966-1:2005+A1:2009) has been prepared by Technical Committee CEN/TC 226 “Road 
equipment”, the secretariat of which is held by AFNOR. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by May 2010, and conflicting national standards shall be withdrawn at the 
latest by May 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document includes Amendment 1 approved by CEN on 2009-10-03. 

This document supersedes EN 12966-1:2005. 

The start and finish of text introduced or altered by amendment is indicated in the text by tags ! ". 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document. 

This European Standard consists of the following Parts under the general title: 

!Road vertical signs - Variable message traffic signs 
- Part 1: (this part) Variable message signs (VMS) 
- Part 2: Initial type testing 
- Part 3: Factory production control" 

It derives from performance requirements and test methods published in CEN, CENELEC, CIE and ISO 
documents together with standards of the CEN member organisations. 

!Where a Member State has no legal requirement for a characteristic manufacturers are not required to 
determine or declare the value of that characteristic." 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and United Kingdom. 
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Introduction 

This document is designed for use by Road Authorities and private developers who wish to use variable 
message signs. It provides performance requirements and the means of evaluation of conformity to those 
requirements. 

This document is a product standard covering the requirements for Variable Message Signs (VMS). A VMS is 
a sign where the information shown can be changed. The information can be text and/or symbols. 

This document does not describe the detailed form and configuration of a VMS. Therefore test modules are 
used to demonstrate conformance with the requirements of this document because of the impracticality of 
testing some complete signs. 

Because of the major demands on a sign for good legibility and visibility throughout the required viewing range, 
the main properties of the sign are described. These properties can vary depending on the situation. For 
example, it will be not necessary to ask for a minimum temperature requirement of -40 °C in Greece, but this 
will be considered in Lapland. For visual performance there will be a difference between installation on 
highways - with good distance visibility and a narrow beam width - and installation in cities, where there is only 
short distance legibility and when a wide beam may be required. 

This document uses performance requirements, which are not dependent on technology. The visual and 
environmental performance is demonstrated on a test module. This document contains a number of defined 
requirements, some of which have to be demonstrated on the test module, others that are to be verified by the 
manufacturer. It is the manufacturer’s responsibility to ensure that the final product is fully representative of 
the test module. 

The main properties of VMS are divided into classes, which are designed to be selected by choosing a 
combination of classes dependent on the situation and purchaser requirements. This combination covers not 
only the regulatory requirements of the territory of destination but also issues of lifetime, quality, maintenance 
and construction, all of which affect the ability of a sign in its particular application, to meet safety and fitness 
for purpose. The details in the informative Annexes are provided as useful guidance on the additional aspects 
relating to VMS for those setting up purchasing contracts for signs or signing systems. 

The working environment for VMS can be relatively harsh and equipment that is deemed "fit for purpose" is 
expected to last in an exposed, corrosive environment for a minimum of 10 years. It is essential that all 
materials and manufacturing processes take this into account. The manufacturer should detail all steps taken 
to comply with this. 

!In Member States which have no legal requirement for any of the characteristics in this standard 
manufacturers are not required to determine and declare the performance of those characteristics." 
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1 Scope 

This document specifies requirements and test methods for new Variable Message Signs (VMS). 

VMS comprise two types, continuous and discontinuous signs: 

- continuous signs are those that are similar to fixed signs, the only difference being that by some 
electro-mechanical means they can show various messages. 

NOTE 1 For example rotating prism signs, roller blinds. 

- discontinuous signs create messages using individual elements that can be in one of two states (or more) 
and can thereby create various messages on the same sign face. 

NOTE 2 For example fibre optic signs, LED signs. 

This document covers the performance requirements for Variable Message Signs used for the instruction and 
guidance of road users on public and private land, including tunnels. In this document a number of different 
performance requirements (visual performance, EMC, environmental performance, etc) are covered, as well 
as durability. 

The EMC, safety and environmental requirements for both types of VMS are included in this document 
together with the visual performance for the discontinuous types VMS. 

The visual performance for continuous signs and !externally illuminated" discontinuous signs which are 
externally illuminated is covered by EN 12899-1. 

This document defines performance limits and a range of performance classes for both sign assemblies 
without vertical support and assemblies complete with vertical support. 

Not covered by this document are: 

a) sign gantries, cantilevers and foundations; 

!deleted text" 

b) signal heads; 

c) sizes and shapes of VMS messages; 

d) control units and monitoring units unless inside the test module; 

!e) sign luminance control. The control of the luminance of luminous signs with respect to the ambient 
light is not covered by this standard." 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 12767, !Passive safety of support structures for road equipment — Requirements, classification and 
test methods" 

EN 12966-2, Road vertical signs — Variable message traffic signs — Part 2: Initial type testing 

EN 12966-3, Road vertical signs —Variable message traffic signs — Part 3: Factory production control 
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!EN 12899-1:2007", Fixed, vertical road traffic signs — Part1: Fixed signs 

EN 50293, Electromagnetic compatibility — Road traffic signal systems — Product standard 

EN 60068-2-1, !Environmental testing — Part 2-1: Tests — Tests A: Cold (IEC 60068-2-1:2007)" 

EN 60068-2-2, !Environmental testing — Part 2-2: Tests — Test B: Dry heat (IEC 60068-2-2:2007)" 

EN 60068-2-5, Environmental testing — Part 2: Tests — Test Sa: Simulated solar radiation at ground level 
(IEC 60068-2-5:1975) 

EN 60068-2-14, Environmental testing — Part 2: Tests — Test N: Change of temperature (IEC 60068-2-
14:1984 + A1:1986) 

EN 60068-2-30, !Environmental testing — Part 2-30: Tests — Test Db: Damp heat, cyclic (12 h + 12 h 
cycle) (IEC 60068-2- 30:2005)" 

EN 60068-2–64, !Environmental testing — Part 2-64: Tests — Test Fh: Vibration, broadband random and 
guidance (IEC 60068- 2-64:2008)" 

EN 60529:1991, Degrees of protection provided by enclosures (IP Code) (IEC 60529:1989) 

EN 60598-1, !Luminaires — Part 1: General requirements and tests (IEC 60598-1:2008, modified)" 

EN 60664-1, !Insulation coordination for equipment within low-voltage systems — Part 1: Principles, 
requirements and tests (IEC 60664-1:2007)" 

!EN ISO 9227, Corrosion tests in artificial atmospheres — Salt spray tests (ISO 9227:2006)" 

ISO 7000, Graphical symbols for use on equipment — Index and synopsis 

!CIE 15:2004", Colorimetry 

CIE 17.4:1987, International lighting vocabulary — Chapter 845: lighting 

!HD 60364-4-443", Electrical installation of buildings — Part 4-44: Protection for safety – Protection 
against voltage disturbances and electromagnetic disturbances – Clause 443: Protection against overvoltages 
of atmospheric origin or due to switching (IEC 60364-4-44:2001/A1:2003, modified)  

HD 638 S1, Road traffic signal systems 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in !CIE 15:2004" and CIE 17.4:1987 
and the following apply. 

NOTE When reading this document for the first time, particular attention should be paid to Annex B. 
 
3.1 
backing-board 
surround to the VMS, used depending on local circumstances, providing improved visibility of the VMS by 
means of broadening its size and by providing suitable visible contrast with the VMS background 

3.2 
cantilever support 
support system with a single post and a cantilever arm supporting VMS(s) mounted over the traffic lane(s) 
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3.3 
control device 
equipment used to execute a change of message other than by purely manual means 

3.4 
display surface 
visible part of a VMS that contains the elements that may be activated to display the message 

3.5 
element 
basic visual light emitting and/or reflecting object or cluster of objects in the display surface of a VMS, 
activated in conjunction with other elements to form the desired message 

3.6 
equivalent area 
see Annex A : Equivalent area 

3.7 
front panel 
visible part of a sign comprising the display surface; and the backing-board when this is integrated in the front 
of the VMS 

3.8 
front screen 
screen protecting the display surface or the parts of it against dust, water, etc. 

3.9 
gantry 
support system spanning a carriageway with one or more posts on each side of the carriageway supporting 
VMS mounted over the traffic lanes 

3.10 
horizontal reference plane 
horizontal plane containing the reference axis, when the VMS is positioned in such a way that the reference 
axis is horizontal 

3.11 
lay-out 
physical arrangement of characters (text) and symbols, on the display surface 

3.12 
luminance ratio (LR) 
ratio of luminance emitted from the sign in the ON state compared to the luminance in the OFF state. 
Luminance ratio shall be calculated as follows: 

b

ba
L

LL
LR

−
=  

where 
La is the measured luminance of the sign in the ON-state when under external illumination; 

Lb is the measured luminance of the sign in the OFF-state when under external illumination 

3.13 
 
3.13.1 
matrix 
grid whose intersections hold the centre of the elements used in a VMS. A matrix may cover the whole display 
surface or part of it. Axes X and Y of the grid may or may not be orthogonal 
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3.13.2 
irregular matrix 
spacing of intersections on either X or Y or both axes is not constant 

3.13.3 
regular matrix 
spacing of intersections on the X and Y axes is constant but may be different 

3.14 
message 
configuration consisting of symbols and/or text 

3.15 
reference axis 
axis originating on the reference centre of the test module being perpendicular to the front of it, unless 
otherwise defined by the manufacturer 

3.16 
reference centre 
point on or near the test module which is designated to be the centre of the device for specifying its 
performance and which shall be defined by the manufacturer 

3.17 
test angles 
horizontal test angle is the angle between the test axis and the vertical reference plane; and the vertical test 
angle is the angle between the test axis and the horizontal reference plane 

NOTE 1 When the test axis is lower than the horizontal reference plane the vertical component of the test angle is 
designated as negative. 

NOTE 2 When the test axis is to the left of the vertical reference plane as seen from the reference centre the horizontal 
component is designated as negative. 

3.18 
test axis 
line from the reference centre of the test module to the luminance meter head 

3.19 
variable message sign (VMS) 
sign for the purpose of displaying one of a number of messages that may be changed or switched on or off as 
required 

3.20 
vertical reference plane 
vertical plane containing the reference axis 

3.21 
VMS background 
part of environmental scenery, which, to the viewer, immediately surrounds the VMS 

4 Dimensions and tolerances 

The limits related to performance requirements and tests specified and defined in this document are minimum 
or maximum values as stated. Dimensions, shape and other physical parameters, character sizes, tolerances 
and character spacing shall be as required by the purchaser. The dimensions of the characters and symbols 
shall be defined using equivalent area as detailed in Annex A. 
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5 General design requirements 

The manufacturer shall provide a maintenance manual. This shall include details of routine maintenance 
recommendations of spare parts and details of estimated lifetime of components. The design shall ensure that 
all maintenance activities can be easily carried out. The manufacturer shall also offer a maintenance service if 
required. 

All parts of the sign shall be securely connected to the VMS housing. 

NOTE Annex E (!informative"): “Specific design issues” gives guidelines. 

6 Materials 

Materials used for housings and front panels shall be resistant to corrosion in accordance with EN 12899-
1:2001, 5.3.5 and shall conform to the European Standard for the appropriate material where it exists. 
Manufacturers using materials not covered by European Standards shall demonstrate the durability of the 
material by reference to an appropriate European technical assessment. 

NOTE  This is the only occasion where tests may be carried out on material and not the whole test module. 

7 Visual performance 

7.1 Classification 
The manufacturer shall declare the relevant class designations for his products. This shall be in accordance 
with those photometric parameter classes listed in Table 1. 

Table 1 — Class designation of the photometric parameters of the VMS 

Photometric parameter Class designation Remarks 

Colour C1, C2 C2 is the more restrictive 

Luminance (La) 

L1, L2, L3, 

L3(*) 

L3 has the highest luminance 

(*) for specific situations  

L1(T), L2(T), L3(T) These classes are for tunnel use 

Luminance ratio (LR) R1, R2, R3 R3 has the highest luminance ratio 

Beam width B1, B2, B3, B4, B5, B6, 
B7 B7 has the widest beam 

NOTE 1 The purchaser should select the appropriate parameter classes relevant to the application. Care is needed 
because some class-combinations are not possible and/or not effective. 

NOTE 2 Specific design issues are covered in !D.3", where guidelines are given on !deleted text" class-
combinations  

7.2 Colour 
The colour coordinates shall be measured in accordance with 9.3.5. The chromaticity of the colours is defined 
in accordance with the CIE 1931 Standard Colorimetric Observer as referenced in CIE publication 15.2. 

The chromaticity for the colours of the colour class C1 shall conform to Table 2. The chromaticity for the 
colours of the colour class C2 shall conform to Table 3. In Figure 1 these chromaticity areas are plotted in a 
CIE 1931 chromaticity diagram. 
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The colour white/yellow shall not be used when there is a need to differentiate between white and yellow. 
When there is a need to differentiate between white and yellow the colours shall conform to the specified 
chromaticities in Table 2 or Table 3 for white and yellow respectively. 

The chromaticity limits in Table 2 and Table 3, with the exception of white/yellow, are recommended in CIE S 
004 as colours for signal lights. 

NOTE The chromaticity limits in Table 3 are recommended to be used when there is a clear need to distinguish 
between colours. 

Table 2 — Corner points (CIE 1931 chromaticity co-ordinates x, y) of the chromaticity areas for the 
colours of class C1 

Colour Colour co-ordinates 

corner 
point => 

1 2 3 4 5 6 

Red x 

y 

0,660 

0,320 

0,680 

0,320 

0,735 

0,265 

0,721 

0,259 

- 

- 

- 

- 

Yellow x 

y 

0,536 

0,444 

0,547 

0,452 

0,613 

0,387 

0,593 

0,387 

- 

- 

- 

- 

White x 

y 

0,300 

0,342 

0,440 

0,432 

0,500 

0,440 

0,500 

0,382 

0,440 

0,382 

0,300 

0,276 

White/yellow x 

y 

0,479 

0,520 

0,300 

0,342 

0,300 

0,276 

0,440 

0,382 

0,618 

0,382 

 

Green x 

y 

0,310 

0,684 

0,310 

0,562 

0,209 

0,400 

0,028 

0,400 

- 

- 

- 

- 

Blue x 

y 

0,109 

0,087 

0,204 

0,196 

0,233 

0,167 

0,149 

0,025 

- 

- 

- 

- 

Table 3 — Corner points (CIE 1931 chromaticity co-ordinates x, y) of the chromaticity areas for the 
colours of class C2 

Colour Colour co-ordinates 

corner 
point = > 

1 2 3 4 5 

Red x 

y 

0,660 

0,320 

0,680 

0,320 

0,710 

0,290 

0,690 

0,290 

- 

- 

Yellow x 

y 

0,536 

0,444 

0,547 

0,452 

0,613 

0,387 

0,593 

0,387 

- 

- 

White x 

y 

0,300 

0,342 

0,440 

0,432 

0,440 

0,382 

0,300 

0,276 

- 

- 

White/yellow x 

y 

0,479 

0,520 

0,300 

0,342 

0,300 

0,276 

0,440 

0,382 

0,618 

0,382 

Green x 

y 

0,009 

0,720 

0,284 

0,520 

0,209 

0,400 

0,028 

0,400 

- 

- 

Blue x 

y 

0,109 

0,087 

0,173 

0,160 

0,208 

0,125 

0,149 

0,025 

- 

- 
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Key 

- - - Class C1 and C2 1 green C1 6 yellow C1, C2 
−  − Class C1 2 green C2 7 red C1 
— Class C2 3 white/yellow C1, C2 8 red C2 
  4 white C1 9 blue C1 
  5 white C2 10 blue C2 

Figure 1 — Allowed chromaticity areas for the colour classes C1 and C2 plotted in the CIE 1931 
chromaticity diagram 

7.3 Luminance 
!The luminance shall be measured in accordance with 9.3.2, under external illumination from a solar 
simulator and with the test module switched on. 'With settings prescribed by the manufacturer, the luminance 
values measured for the test module shall comply with those of the Tables 4a to 4f that are relevant for the 
colours produced by the test module." 

For use in tunnels, only sign luminances corresponding to sign illuminances of 400 lx or less are required. 
These are designated (T) in Table 1. 

BS EN 12966-1:2005+A1:2009

Full document details: BS EN 12966-1:2005+A1:2009

http://www.avadocuments.com/doc/bs-en-12966-1-2005-a1-2009
http://www.avadocuments.com/doc/bs-en-12966-1-2005-a1-2009


EN 12966-1:2005+A1:2009 (E) 

12 

For specific situations (e.g. with the sun low in the sky) the purchaser can require that additional luminance 
and luminance ratios be measured with the external illumination set to 10 000 lx at 5°. This is denoted by an 
(*) in Tables 4a to Table 4f. 

!NOTE 1" The maximum luminance values of the classes L1, L2, and L3, are a factor 5 higher than the minimum 
luminances of class L3. 

!NOTE 2 Specific design issues are covered in D.3, where guidelines are given on class combinations." 

Table 4a —  Luminance (La) limits for white, on reference axis, 
for the luminance classes L1, L2, L3 and L3(*) 

Sign illuminance (lx) Luminance (cd/m2) 

Minimum Maximum 

L3 L2 L1 L1, L2, L3 

40 000 12 400 6 200 3 100 62 000 

10 000 12 400 (*) - - - 

4 000 2 200 1 100 550 11 000 

400 600 300 150 3 000 

40 250 200 100 1 250 

≤ 4 75 60 30 375 

Table 4b — Luminance (La) limits for white/yellow, on reference axis, 
for the luminance classes L1, L2, L3 and L3(*) 

Sign illuminance (lx) Luminance (cd/m2) 

Minimum Maximum 

L3 L2 L1 L1, L2, L3 

40 000 10 540 5 270 2 635 52 700 

10 000 10 540 (*) - - - 

4 000 1 870 935 468 9 350 

400 510 255 128 2 550 

40 213 170 85 1 065 

≤ 4 64 51 26 320 
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Table 4c — Luminance (La) limits for yellow, on reference axis, 
for the luminance classes L1, L2, L3 and L3(*) 

Sign illuminance (lx) Luminance (cd/m2) 
Minimum Maximum 

L3 L2 L1 L1, L2, L3 

40 000 7 440 3 720 1 860 37 200 

10 000 7 440 (*) - - - 

4 000 1 320 660 330 6 600 

400 360 180 90 1 800 

40 150 120 60 750 

≤ 4 45 36 18 225 

Table 4d — Luminance (La) limits for green, on reference axis, 
for the luminance classes L1, L2, L3 and L3(*) 

Sign illuminance (lx) Luminance (cd/m2) 
Minimum Maximum 

L3 L2 L1 L1, L2, L3 

40 000 3 720 1 860 930 18 600 

10 000 3 720 (*) - - - 

4 000 660 330 165 3 300 

400 180 90 45 900 

40 75 60 30 375 

≤ 4 23 18 9.0 115 

Table 4e — Luminance (La) limits for red, on reference axis, 
for the luminance classes L1, L2, L3 and L3(*) 

Sign illuminance (lx) Luminance (cd/m2) 
Minimum Maximum 

L3 L2 L1 L1, L2, L3 

40 000 3 100 1 550 775 15 500 

10 000 3 100 (*) - - - 

4 000 550 275 138 2 750 

400 150 75 38 750 

40 63 50 25 315 

≤ 4 19 15 7.5 95 
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Table 4f — Luminance (La) limits for blue, on reference axis,  
for the luminance classes L1, L2, L3 and L3(*) 

Sign illuminance (lx) Luminance (cd/m2) 
Minimum Maximum 

L3 L2 L1 L1, L2, L3 

40 000 1 240 620 310 6 200 

10 000 1 240 (*) - - - 

4 000 220 110 55 1 100 

400 60 30 15 300 

40 25 20 10 125 

≤ 4 7,5 6,0 3,0 37,5 

!Additionally, for" classes L3, L3(*) and L2, the sign shall achieve the relevant luminance values without 
the external illumination (solar simulator OFF) when the sign is set for the 40 000 lx test. 

When the tunnel sign is set for the 400 lx test, the sign shall achieve the relevant luminance values without the 
external illumination (solar simulator OFF). 

7.4 Luminance ratio 
The minimum luminance ratios for the various colours shall be in accordance with Table 5. The luminance 
ratio values shall be maintained for all illuminances between 400 Ix and 40 000 lx. The test angles are 
dependent on the beam width class, see 7.5 and !9.3.2.3". 

⇒ between 400 Ix and 40 000 lx ⇒ ratio ≥ 400 lx, and 
        ratio ≤ 40 000 lx 
 

Table 5 — Minimum luminance ratios (LR) for various colours and classes R1, R2 and R3, at test 
angles on the reference axis and off the reference axis 

Colour Minimum luminance ratio 

R3 R2 R1 

on 
reference 

axis 

off 
reference 

axis 

on 
reference 

axis 

off 
reference 

axis 

on 
reference 

axis 

off 
reference 

axis 

White 16,7 8,35 10 5 5 3 

white/yellow 14,2 7,1 8,5 4,25 4,25 2,55 

Yellow 10 5 6 3 3 1.8 

Green 5 2,5 3 1,5 1,5 0,9 

Red 4,2 2,1 2,5 1,25 1,25 0,75 

Blue 1,7 0,85 1 0,5 0,5 0,3 

!NOTE 1" For illuminances below 400 lx (e.g. tunnels) there is no luminance ratio requirement. 

⇒ below 400 lx ⇒ < 400 lx 
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!deleted text" 

!NOTE 2 Specific design issues are covered in D.3, where guidelines are given on class combinations." 

7.5 Beam width 
Beam width shall be measured in accordance with 9.3.3. 

!Within the beam width angles, the measured luminance shall not be lower than 50 % of the measured 
luminance on the reference axis. Table 6 shows the seven beam width classes." 

At all angles the luminance shall not be more than 150 % of the measured luminance on the reference axis. 

!deleted text" 

Any measured luminance at any angle shall not exceed the maximum luminance in accordance with Tables 
4a to 4f. 

!NOTE 1 Figure 2 shows examples of passed and not passed luminance distributions for the white/yellow colour, class 
luminance L3, and beam width class B2 at a sign illuminance of 40 000 lx. 

NOTE 2 Specific design issues are covered in D.3, where guidelines are given on class combinations." 
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Key  

1 = minimum luminance at reference axis 
2 = maximum luminance at reference axis 
!deleted text" 
3 = maximum luminance at all angles 
4 = lower limit (50 % of Lmes) 
5 = upper limit (150 % of Lmes) 
6 = passed distributions 
7 = not passed distributions 
8 = horizontal angle (degrees) 
9= luminance (cd·m-²) 
 

Figure 2— Examples of passed and not passed luminance distributions for class luminance L3, colour 
white/yellow, and beam width class B2 at a sign illuminance of 40 000 lx 

 

!The luminance for this colour at the reference axis should be in the range 10 540 to 52 700 cd/m2. 
Suppose the actual measured luminance at the reference axis obeys this requirement and is 30 000 cd/m2. 
Then the maximum luminance at all other angles is 1,5 ××××    30 000 = 45 000 cd/m2. The minimum luminance at 
within the beam width angles shall not be lower than 0,5 ××××    30 000 = 15 000 cd/m2. Outside the beam width 
angles the luminance is allowed to be zero, but never larger than 52 700 cd/m2." 
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Table 6 — Test angles for the various beam width classes 

Beam width class Test angles (degrees) 

Horizontal Vertical 

B1 

-5 

+5 

0 

0 

0 

-5 

B2 

-7 

+7 

0 

0 

0 

-5 

B3 

-10 

+10 

0 

0 

0 

-5 

B4 

-10 

+10 

0 

0 

0 

-10 

B5 

-15 

+15 

0 

0 

0 

-5 

B6 

-15 

+15 

0 

0 

0 

-10 

B7 

-30 

+30 

0 

0 

0 

-20 

 
Class B7 is only recommended for specific applications. 

7.6 Uniformity 
Uniformity measurements shall be done in accordance with 9.3.4. For the luminous intensities of any 
individual element of the test module the ratio of the average output from the highest 12 % of the elements, to 
the lowest 12 %, shall be less then 3:1. 

The ratio of the average output from the highest 4 % of the elements, to the lowest 4 %, shall be less then 5:1. 

The number of elements in consideration shall be rounded to the next highest whole number. 

The luminous intensity uniformity shall apply to for each separate colour. 

7.7 Visible flicker 
When the light sources of a test module are operating in a pulse mode, no light flicker shall be visible. In the 
case of doubt, the frequency of the light emitted shall be measured. This frequency shall not be less than  
90 Hz. 
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8 Physical performance 

8.1 Classification 
The environmental parameter classes for test modules are listed in Table 7. 

Table 7 — Class designation of environmental parameters 

Environmental parameters Class designation Remarks 

!Protection P1, P2, P3 P3 is the most restrictive" 

Pollution D1, D2, D3, D4 D4 is the most restrictive 

Protection P1, P2, P3 P3 is the most restrictive 

8.2 Environmental requirements 

8.2.1 Temperature 
One of the following temperature classes shall be selected: 

Table 8 — Temperature range classes 

Class ambient temperature (°°°°C) 

Minimum Maximum 

T1 -15 +60 

T2 -25 +55 

T3 -40 +40 

Temperature performance of the test module shall be tested in accordance with 9.2.3 as relevant to the 
specific class. 

8.2.2 !!!!Resistance of electrical / electronic components to the effects of pollution"""" 
The manufacturer shall !declare" the degree of resistance to pollution in accordance with EN 60664-1. 

!deleted text" 

8.2.3 Resistance to corrosion 
Test modules with a pollution degree level of 2, 3 or 4 shall be tested in accordance with 9.2.3, Table 15. 

8.2.4 Degrees of protection provided by enclosures (IP-level) 
Test modules containing exposed electrical equipment shall be protected according to Table 9 (IP code as 
required by EN 60529:1991 Category 2) and !test modules with a pollution degree level of 2, 3 or 4 shall" 
be tested in accordance with 9.2.3, Table 16 and Table 17. 
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Table 9 — Ingress protection level classes 

Class Ingress Protection 
Level 

P1 !IP44" 

P2 !IP54" 

P3 !IP56" 

8.3 Structural performance 

8.3.1 General 
!VMS shall be designed to ensure reliable transfer of all static and dynamic forces to the fixing and 
mounting structures. The walls of the housing shall be designed to satisfy the static requirements." 

The structural performance of VMS including their supports and fixings - excluding cantilevers and gantries - 
shall be in accordance with EN 12899-1. 

8.3.2 Resistance to horizontal Loads 

8.3.2.1 Loads 
The loads shall be in accordance with EN 12899-1. 

8.3.2.2 Deflections 
Deflections shall be in accordance with EN 12899-1. 

8.3.3 Passive safety for VMS support 
If the manufacturer is declaring passive safety, the VMS supports shall comply with one of the classes of  
EN 12767. If passive safety is not declared, the VMS supports shall be considered as Class 0 of EN 12767. 

8.3.4 Impact resistance 
!The test modules shall be capable of withstanding impact, and shall be tested in accordance with 9.2.3 
Table 13. After the test the test module front panel or parts of it shall show no damage other then small 
indentations in the front surface; it shall exhibit no cracking. 
The test module shall continue to meet all the requirements of the standard." 

8.3.5 Vibration resistance 
The test modules shall be capable of withstanding vibration, and shall be tested in accordance with 9.2.3, 
Table 14. 

8.4 Electrical requirements 

8.4.1 Electrical supply and limits 

8.4.1.1 Maximum power consumption 
The manufacturer shall state the maximum power consumption of the VMS. 
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8.4.1.2 Nominal voltages 
The standard nominal voltage for connection to the public supply shall be taken to be 230 VAC rms. single 
phase or 400 VAC rms. three phase. 

!NOTE Where low voltages are used, these should be as declared by the manufacturer." 

8.4.1.3 Operating voltage range 
Variations in the nominal supply voltage of –13 % to +10 % shall have no effect. 

This shall be tested in accordance with 9.2.2 Table 11 and Table 12. 

8.4.1.4 Mains frequency 
Variations within the frequency range (50 ± 1) Hz shall have no effect. 

This shall be tested in accordance with 9.2.2 Table 12. 

8.4.1.5 Power up activation 
The VMS shall become available for activation when the supply voltage reaches a value within its operating 
voltage range. At no time during power up activation shall partial, incomplete or false messages be displayed. 

This shall be tested in accordance with 9.2.2 Table 11 and Table 12. 

8.4.1.6 Low voltage 

8.4.1.6.1 Switch off voltage response 
A drop in the nominal voltage of more than 13 % shall not cause partial, incomplete or false messages to be 
displayed or cause damage to the VMS. 

This shall be tested in accordance with 9.2.2 Table 11. 

8.4.1.6.2 Voltage interruption 
In the event of short voltage interruptions in the supply of specific duration (see Table 10) the VMS shall 
operate as follows. 
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Table 10 — Effect of voltage interruption 

Duration 

(ms) 

Effect 

Less than 50 No effect 

50 to less than 100 
The VMS shall continue displaying the current message. 

The VMS may be affected by a variation of luminance during the voltage 
interruption. 

Greater than or equal to 
100 

Shut down is allowed unless specified differently by the purchaser This shall not 
cause partial, incomplete or false messages to be displayed or cause damage to 
the VMS. 

When the power supply is restored the VMS shall behave as described in 8.4.1.5 
Power up activation. 

 
This shall be tested in accordance with 9.2.4. 

8.4.1.7 Temporary overvoltage 
When protection for temporary (not transient) overvoltage is incorporated, the operating voltage range of the 
protective device shall be stated. 

This shall be tested in accordance with 9.2.2 Table 11. 

8.4.2 Electrical safety 
The test module shall conform to electrical safety requirements of HD 60364-4-443 and !HD 638 S1" as 
applicable. 

8.5 Electromagnetic compatibility 

8.5.1 Electromagnetic emission 
For all types of environment the test module shall conform to EN 50293. 

8.5.2 Electromagnetic immunity 
For all types of environment the test module shall conform to EN 50293. 

9 Test methods 

9.1 Test modules 

9.1.1 General 
NOTE In order to allow for future developments in technology and sign design, the standard uses performance 
requirements which are not dependent on technology and which can be demonstrated on a test module. This document 
contains a number of defined requirements, some of which have to be demonstrated on the test module, others that are to 
be certified by the manufacturer. This combination covers not only confirmation of compliance with the standard, which is 
required to meet the regulatory requirements but also issues of lifetime, quality, maintenance and construction, all of which 
affect the ability of a sign in its particular application, to meet safety and fitness for purpose. The details in the informative 
Annexes are provided as useful guidance on the additional aspects relating to VMS for those setting up purchasing 
contracts for signs or signing systems. 
The test module ensures that the manufacturer can demonstrate to the purchaser that his requirements have been fulfilled. 
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The tests on the test module also cover the Initial Type Testing (ITT) and the relevant requirements of the Factory 
Production Control (FPC) also detailed in this document. 
It is not possible to define one uniform test module for all Variable Message Signs, bearing in mind the wide range of 
applications and technologies, the range of sizes, and various requirements for characters and symbols. Type testing, 
which cannot be carried out on the total VMS size for practical reasons but uses a test module to demonstrate that all the 
requirements of this document are achieved, is a realistic approach to the situation; and the successful type testing of a 
representative test module shall ensure that the minimum performance requirements are fulfilled. It affords maximum 
freedom to supply a variety of sign sizes without the need to submit every part of every sign for testing. 

Test modules manufactured to comply with the following requirements shall: 

a) be complete with all components or devices that are fitted in a production unit and necessary to meet 
the performance requirements; 

b) be complete with all facilities necessary for function test during the environmental and optical 
performance tests; 

c) provide the necessary control system to enable performance testing, the “all ON/ all OFF” and 
“individual ON” modes with the respective illuminance requirements necessary for the visual 
performance measurements; 

d) include electrical test points to allow for the monitoring of the parameter(s) used for each of the visual 
performance test settings; 

e) be of sufficient elements to demonstrate the compliance of the VMS placed on the market with the 
requirements of this document. 

The manufacturer shall provide documentary and safety instructions detailing all necessary installation and 
operational procedures. The manufacturer shall state in detail each of the settings for all parameters relevant 
for the various tests. 

9.1.2 Dimensions of test modules 
The maximum size (w x h x t) of the test module shall be (1 350 x 1 350 x 500) mm (Figure 3a, Figure 3b). If 
the dimensions of the production sign are within these limits, the test module can be identical to the production 
sign. 

Each optical test area in a test module shall have minimum dimensions in accordance with 9.3.2.1. A test 
module might have two or more optical test areas with a different number of elements (Figure 3c). !Where a 
production sign is used for testing, the manufacturer shall identify the test area which shall be as defined in 
9.3.2.1." 
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