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National foreword

This British Standard is the UK implementation of EN 13016-2:2007. It
supersedes [BS EN 13016-2:2000/BS 2000-409:2001 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
PTI/13, Petroleum testing and terminology.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Energy Institute, under the brand of IP, publishes and sells all Parts of
, and all BS EN petroleum test methods that would be Part of BS 200d,
both in its annual publication “Standard methods for analysis and testing of
petroleum and related products and British Standard 2000 Parts” and
individually.

Further information is available from:
Energy Institute, 61 New Cavendish Street, London W1G 7AR.
Tel: 020 7467 7100. Fax: 020 7255 1472.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.
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Foreword

This document (EN 13016-2:2007) has been prepared by Technical Committee CEN/TC 19 “Gaseous and
liquid fuels, lubricants and related products of petroleum, synthetic and biological origin®, the secretariat of
which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by March 2008, and conflicting national standards shall be withdrawn at
the latest by March 2008.

This document supersedes EN 13016-2:2000, which has been revised editorially to clarify a number of steps
related to sampling, calibration of the pressure transducer and the procedure. No new precision evaluations
have been carried out. The equation to calculate the absolute vapour pressure in the informative Annex A has
been corrected.

EN 13016 consists of the following parts, under the general title Liquid petroleum products - Vapour pressure:

— Part 1: Determination of air-saturated vapour pressure (ASVP) and calculated dry vapour pressure
equivalent (DVPE).

— Part 2: Determination of absolute vapour pressure (AVP) between 40 °C and 100 °C.

Part 1 is based on and developed in parallel with IP 394 [1] and ASTM D 5191 [2]. It describes a general
determination method, whereas this part describes one at elevated temperatures.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard : Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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Introduction

Vapour pressure is used as a classification criterion for the safe handling and carriage of petroleum products,
feedstocks and components; it has a relationship to the potential for hydrocarbon emissions, under
uncontrolled conditions, and thus is the subject of environmental scrutiny.

Vapour pressure limitations are often imposed to prevent pump cavitation during transfer operations.

Vapour pressure is one measure of the volatility characteristics of fuels used in many differing types of
engines with large variations in operating temperatures. Fuels having a high vapour pressure may vaporize
too readily in the fuel handling systems, resulting in decreased flow to the engine and possible stoppage by
vapour lock. Conversely, fuels of low vapour pressure may not vaporize readily enough, resulting in difficult
starting, slow warm-up and poor acceleration.

Documents
4 Document Sharing Hub

Full document details: BS EN 13016-2:2007


http://www.avadocuments.com/doc/bs-en-13016-2-2007
http://www.avadocuments.com/doc/bs-en-13016-2-2007

