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This British Standard is the UK implementation of
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MCE/3/13, Glass manufacturing machines — Safety.

A list of organizations represented on this subcommittee can be
obtained on request to its secretary.
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application.
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Foreword

This document (EN 13035-6:2006+A1:2009) has been prepared by Technical Committee CEN/TC 151 “Con-
struction equipment and building material machines — Safety”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by June 2010, and conflicting national standards shall be withdrawn at
the latest by June 2010.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1, approved by CEN on 2009-11-08.
This document supersedes EN 13035-6:2006.
The start and finish of text introduced or altered by amendment is indicated in the text by tags 1.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annexes ZA and ZB, which are integral parts of this
document.

It is one of a series concerning machinery for the manufacture, treatment and processing of flat glass (see
Bibliography).

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech Repub-
lic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden,
Switzerland and United Kingdom.
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Introduction

This European Standard is a type C standard as stated in EN 1ISO 12100-1].

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are
indicated in the scope of this European Standard.

When provisions of this type C standard are different from those stated in type A or B standards, the provi-
sions of this type C standard take precedence over the provisions of the other standards for machines that
have been designed and built according to the provisions of this type C standard.

When compiling this European Standard it was assumed that:

— machines for break-out used in shops for the treatment of flat glass are compact and can be overlooked
from the working place of the operator; but sometimes extended plants with remote parts are usual pref-
erably in factories for the production of flat glass without the possibility of a survey from any position;

— transport, break-out of flat glass on the machinery generate no hazards by noise, but feeding waste glass
into bins manually may make dangerous noise, when the glass is not placed with care but thrown off.
Dangerous noise may also be generated by crushing waste glass or feeding waste glass into containers
by conveyors near to the operator's working place so that wearing of ear plugs may be necessary;

— negotiations occur between the manufacturer and the user about measures to avoid dangerous noise at
the operator’s position by other sources, e.g. by separation and/or insulation of noisy operations, such as
charging of waste glass into containers or crushing of waste glass;

— gas burners for naked flames used to induce stress to glass present no other significant hazards than
burns by the flame, because burners have very low capacity, are used in big halls and are always in the
operator's view so that automatic surveillance of the flame or specific ducts for exhaust are not usual and
necessary;

— as far as applicable obstructions by the structure of guards during servicing work such as fault clearing
are prevented by a minimum distance of 0,5 m between the guard and the machinery;

— the existing ad-hoc standards for components are applied, e.g. EN 619, EN 13035-3, EN 13035-5, when
conveyors, cutting operations or unloading equipment are integrated.
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1 Scope

1.1 This European Standard applies for machines for break-out of flat glass including the following steps:
transport and positioning, break-out, transport of the cut sizes to the unloading position, leading away of waste
flat glass.

1.2 [A) This European Standard deals with the significant hazards, hazardous situations and events rele-
vant to machines for the break-out of flat glass when they are used as intended and under the conditions of
misuse which are reasonably foreseeable by the manufacturer (see Clause 4). Those hazards which are
dealt with in for conveyors are excepted. This European Standard specifies the appropriate techni-
cal measures to eliminate or reduce risks arising from the significant hazards during commissioning, operation
and maintenance. Hazards from noise are not considered to be significant.

1.3 This European Standard is not applicable to the break-out operation (opening the cut) of cutting ma-
chines for laminated glass (see EN 13035-7).

1.4 This European Standard is not applicable to the treatment of waste flat glass such as crushing and/or
charging of waste flat glass into bins, containers.

1.5 This European Standard does not apply to the significant hazards of conveyors. If there are specific
hazards which arise by the co-operation of conveyors with machines for break-out of flat glass, appropriate
measures are specified.

1.6 This European Standard is not applicable to machines for break-out of flat glass which are manufac-
tured before the date of publication of this European Standard by CEN.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated refer-
ences, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

deleted text

N 953:1997|, Safety of machinery — Guards — General requirements for the design and construction of fixed
and movable guards

deleted text

N 982:1994, Safety of machinery — Safety requirements for fluid power systems and their components —
Hydraulics

N 983:1996, Safety of machinery — Safety requirements for fluid power systems and their components —
Pneumatics

N 999:1998, Safety of machinery — The positioning of protective equipment in respect of approach speeds
of parts of the human body

N 1037:1998, Safety of machinery — Prevention of unexpected start-up

deleted text
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