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National foreword

This British Standard is the official English language version of 
EN 13055-1:2002, including corrigendum May 2004, which is included in a 
package of new European Standards being prepared by CEN/TC 154 relating 
to aggregates. Although the English text versions of these European Standards 
will be adopted as British Standards as they become available, the existing 
British Standards for aggregates will be retained, but only until such time that 
the completed package of European Standards becomes available. The original 
group of British Standards will then be withdrawn and this will be noted in BSI 
update Standards. It supersedes BS 3797:1990 which will be withdrawn, if the 
package of European Standards is complete, in June 2004.

The UK participation in its preparation was entrusted by Technical Committee 
B/502, Aggregates, to Subcommittee B/502/5, Lightweight aggregates, which 
has the responsibility to:

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
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This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 36, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
Amendments issued since publication

Amd. No. Date Comments

15339 Corrigendum No.1 17 August 2004 Revision to Clause 1 note, 
Figure ZA.1 and Figure ZA.3.
1:2002

http://dx.doi.org/10.3403/00229422
http://www.avadocuments.com/doc/bs-en-13055-1-2002
http://www.avadocuments.com/doc/bs-en-13055-1-2002


EUROPEAN STANDARD

NORME EUROPÉENNE

EUROPÄISCHE NORM

EN 13055-1

May 2002

ICS 91.100.15

English version

Lightweight aggregates - Part 1: Lightweight aggregates for
concrete, mortar and grout

Granulats légers - Partie 1: Granulats légers pour bétons et
mortiers

Leichte Gesteinskörnungen - Teil 1: Leichte
Gesteinskörnungen für Beton und Mörtel

This European Standard was approved by CEN on 21 March 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

EUROPEAN COMMITTEE FOR STANDARDIZATION
C O M I T É  E U R O P É E N  D E  N O R M A LI S A T I O N
EUR OP ÄIS C HES  KOM ITEE FÜR  NOR M UNG

Management Centre: rue de Stassart, 36    B-1050 Brussels

© 2002 CEN All rights of exploitation in any form and by any means reserved
worldwide for CEN national Members.

Ref. No. EN 13055-1:2002 E

Incorporating Corrigendum No. 1 Incorporating corrigendum May 2004 

Full document details: BS EN 13055-1:2002

http://dx.doi.org/10.3403/02575612U
http://www.avadocuments.com/doc/bs-en-13055-1-2002
http://www.avadocuments.com/doc/bs-en-13055-1-2002


EN 13055-1:2002 (E)

2

Contents

page

Foreword......................................................................................................................................................................3

1 Scope ..............................................................................................................................................................4

2 Normative references ....................................................................................................................................4

3 Terms and definitions ....................................................................................................................................5

4 Physical requirements...................................................................................................................................6

5 Chemical requirements .................................................................................................................................8

6 Testing ............................................................................................................................................................9

7 Evaluation of conformity.............................................................................................................................10

8 Designation...................................................................................................................................................11

Annex A (normative)   Determination of crushing resistance ...............................................................................12

Annex B (normative)  Determination of resistance to disintegration ...................................................................16

Annex C (normative)   Determination of resistance to freezing and thawing of lightweight aggregates .........18

Annex D (informative)   Guidance on how to convert quantities by mass to quantities by volume..................21

Annex E (informative)   Guidance on the effects of some chemical constituents of lightweight
aggregates on the durability of concrete, mortar and grout in which they are incorporated .............22

Annex F (normative)   Factory production control .................................................................................................23

Annex ZA (informative)   Clauses of this European Standard addressing essential requirements or
other provisions of EU Directives ..............................................................................................................28

Full document details: BS EN 13055-1:2002

http://www.avadocuments.com/doc/bs-en-13055-1-2002
http://www.avadocuments.com/doc/bs-en-13055-1-2002


EN 13055-1:2002 (E)

3

Foreword

This document EN 13055-1:2002 has been prepared by Technical Committee CEN/TC 154 "Aggregates", the
secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by November 2002, and conflicting national standards shall be withdrawn at the latest
by June 2004.

This document has been prepared under a mandate given to CEN by the European Commission and the European
Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative annex ZA, which is an integral part of this document.

This European Standard forms part of a series of standards for lightweight aggregates, the other part being:

Part 2: Lightweight aggregates for bituminous mixtures and surface treatments and for unbound and bound
applications excluding concrete, mortar and grout

Requirements for other types of aggregates will be specified in the following European Standards:

prEN 12620, Aggregates for concrete.
prEN 13043, Aggregates for bituminous mixtures and surface treatments for roads, airfields and other trafficked
areas.
prEN 13139, Aggregates for mortar.
prEN 13242, Aggregates for unbound and hydraulic bound materials for use in civil engineering work

and road construction.
EN 13383-1, Armourstone - Part 1: Specification.
prEN 13450, Aggregates for railway ballast.

The annexes A, B, C and F are normative, the annexes D and E are informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies the properties of lightweight aggregates and lightweight filler aggregates obtained
by processing natural, manufactured or recycled materials and mixtures of these aggregates for use in concrete,
mortar and grout in buildings, roads and civil engineering works.

This European Standard covers lightweight aggregates of mineral origin having particle densities not exceeding
2 000 kg/m3 (2,00 Mg/m3) or loose bulk densities not exceeding 1 200 kg/m3 (1,20 Mg/m3) including:

a) natural aggregates;
b) aggregates manufactured from natural materials and/or from by-products of industrial processes;
c) by-products of industrial processes;
d) recycled aggregates.

It provides for the evaluation of conformity of the products to this European Standard.

Tr ehriuqeemstne scepfidei ni siht staradnm day ton r ebeelnavt ot lat lypes fo gilhewtigha trgggesetaF .or
rapcitural alppcitasnoi tr eheuqrimestne ot dnarelacnse may a ebpadf detor hte esu dne.

NOTE Teriuqer ehemstn t nihsi poruES naetdnara drab eaespu dxe noneirepcw eia htgerggeta ytw sepia htn esbatsildeh
nrettap fo .esu Caer ohsudl t ebaekw noc nehsniredit gnu ehse ga fogergetas orfm scruoew sin hto such tapnret u fos,e ,.g.e
ycerelcd gagergetas naga dagergset irasniorf gm ceatrii nsudnairtyb lorp-cuduS .sthc rggatage,se whs hciuohdl mocpyl willa ht
qer ehtuerimenst ht foE siueportS nadna,dra uoclh dave htoehc raractsiretics ton nidulcde M niM etadna ht 521d tao ton ppayl
eht ot neglareyti a fogerggeta ytw sepia htn esbatsildeh ttapeo nrf usa ew dnqer nehueridvorp ,isiv snoadil ht talp ecafo e esu
can be used to assess their suitability.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references, the latest edition of the
publication referred to applies (including amendments).

EN 932-1, Tests for general properties of aggregates — Part 1: Methods for sampling.

EN 932-2, Tests for general properties of aggregates — Part 2: Methods for reducing laboratory samples.

EN 932-5, Tests for general properties of aggregates — Part 5: Common equipment and calibration.

EN 933-1, Tests for geometrical properties of aggregates — Part 1: Determination of particle size distribution —
Sieving method.

EN 933-2, Tests for geometrical properties of aggregates — Part 2: Determination of particle size distribution — Test
sieves, nominal size of apertures.

EN 933-5, Tests for geometrical properties of aggregates — Part 5: Determination of percentage of crushed and
broken surfaces in coarse aggregate particles.

EN 933-10, Tests for geometrical properties of aggregates — Part 10: Assessment of fines  — Grading of fillers
(air jet sieving).

EN 1097-3, Tests for mechanical and physical properties of aggregates — Part 3: Determination of loose bulk
density and voids.

EN 1097-5, Tests for mechanical and physical properties of aggregates — Part 5: Determination of the water
content by drying in a ventilated oven.

-55031 NE:12002 (E)
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1 Scepo

Thsi Euroepna Standard scepfisei hte rporeptise fo lightweight garggetase and lightweight fillre argggetase obtanied
by rpcosesign naturam ,lfunacatured ro recycled maretilas and mixtruse fo htsee gargegatse for sue in ccnore,et
mortra narg duot ni buildisgn, rosda nac diivl neigenrenig rowks.

Thsi ruEepoatS naradnd covers ilthggiewa thrggetagse fo mirenla rogini ahivp gnartciel dsnetisei noxe tceeding
00 2k 0g/m3 (2gM 00,m/3) ro soolub ekl snedtisei noxe tceedni1 g 02k 0g/m3 (1gM 02,m/3) cnilidu:gn

)a rutanal argggeseta;
)b rggaesetag mfunacarutf dermo rutanm laaretisla a/dnro from by-procudst fo nisudrtlai rpcoseses;
c) by-procudst fo dniustrial rpcoseses;
)d recyclde gargtagese.

rp tIsedivo for fo noitaulave eht conformiyt fo rp ehtcudost ot siht ruEradnatS naepo.d

The requirements specified in this standard may not be relevant to all types of lightweight aggregates. For
particular applications the requirements and tolerances may be adapted for the end use.

NOTE Teriuqer ehemstn t nihsi poruES naetdnara drab eaespu dxe noneirepcw eia htgerggeta ytw sepia htn esbatsildeh
pattern of use. Care should be taken when considering the use of aggregates from sources with no such pattern of use, e.g.,
recycled aggregates and aggregates arising from certain industrial by-products. Such aggregates, which should comply with all
the requirements of this European Standard, could have other characteristics not included in Mandate M 125 that do not apply
to the generality of aggregate types with an established pattern of use and when required, provisions valid at the place of use
can be used to assess their suitability.

2 oNtamrvir eefenersec

Thsi Euroepna Standard incorproatse by tadde ro nudaetd refercnerp ,eovsiisno frmo rehto upbciltaoisn. Tsehe
ronmaitev referecnse rae cieta dt the arpprpoaiet plcase in htt eext, adn hte uplbciatoisn rae listde herefaret. For
tadde referecnse, susbqeutne mamdnestne ot ro resivinos fo nay fo htsee pubciltaoisn apply ot htsi ruEopean
tSnarado dnly hwen cniorroptade in ti by mamdnetne ro revisinoF .or undatr deeferecnse, hte alsett edition fo the
uplbciation referret do palpsei (icnludign mamdnestne).

39 NE-21, Tests for egrenla rporepitse ga forgegatse — Part 1: teMhsdo rof sampli.gn

39 NE-22, Tests for egrenla rporepitse ga forgegatse — Part 2: teMhsdo rof reducil gnaboraroty samples.

39 NE-25, Tests for egrenla rporepitse fo gargegatse P —art 5: Commno qeuipmena tnd carbilati.no

9 NE-33,1 Tests rof egmorteical rpporeitse a forggesetag — Part D :1eretmanitoifo n rapticls eid ezistriuboitn —
veiStem gnidoh.

39 NE-32, Tests for egmorteicarp lporetise fo argggetase P —art :2 eDretmination of partcile siez distriubitno T —est
sivesen ,omians liez fo areptures.

39 NE-35, Tests for egmorteical rpporetise fo argggetase P —art :5 eDretmination of percentage of crsuehd nad
rbkoen surfcase in craose garggetap eartciles.

9 NE-3301, Tests rof geomrteicarp loreptise fo rggatagese — raPt :01 sAsesstnem f foines  — Grdagni f foillres
(ari ejs tivei)gn.

1 NE-7903, Tests rof mechancial nap dhysical rprepotise fo gargageset — raPt D :3eretmniitano l fosooe ubkl
snedyti dna vosdi.

1 NE-7905, Tests rof mechancial nap dhysical rprepotise fo gargageset — Part 5: teDermtanioifo n eht retaw
ctnetno yb rdying in v aeitnltade vo.ne

NOTE        gAgrgedesu seta in ocrtsnitcuon sluohd oclpmy wila htl r ehtequirmestne of ihts 
poruEnae atSndaA .drs wef sa llamna railirt didanoitan laa larutdn unamerutcafd gagrgeetas 
MtadnaM e/1“ 52Aggrge”seta inlcedur deyclcga degrgena setaos dme maretilas from wen ro 
nufamcruos railieeR .sycga delcgregera seta nidedulc t nits ehnaradna sdn dew htem tsetods 
eht rofm a erat an advecnad gatse of rprape.noita u roFnfamslairetam raili from cesonrady 
ruos,sec wohvereeht , work dnats noraiditason sah lnoy ratsetr deecltny dna rome item is 
eended ot edfine lcearly ro ehtiginc dna srahacretiitso scf teseh maetrilaht nI .se emitnaem hcus 
nufamw slairetam raililp nehdeca no eht sa tekram gagrgeseta muts mocpyl fuyll htiw siht 
dnatsraa ddn itanlano regulaitsno rof dgnareousbus scnat( sesee nAxen o AZf ts ehtnaradd) 
pedidnegn upon htier innetded esu. Aidditnoal rahcretcaiitsa scr dnequirstneme may eb 
icepsfied no sac ae yb b esacaised sepidngn opuxe nrepiecne of suo ef eht rpdo,tcu nad 
edfini den sicepfic ctnoralautc doucem.stn  
 
NOTE        Aggregates used in construction should comply with all the requirements of this European Standard. As well as 
familiar and traditional natural and manufactured aggregates Mandate M/125 “Aggregates” included recycled aggregates and 
some materials from new or unfamiliar sources. Recycled aggregates are included in the standards and new test methods for 
them are at an advanced stage of preparation. For unfamiliar materials from secondary sources, however, the work on 
standardisation has only started recently and more time is needed to define clearly the origins and characteristics of these 
materials. In the meantime such unfamiliar materials when placed on the market as aggregates must comply fully with this 
standard and national regulations for dangerous substances (see Annex ZA of the standard) depending upon their intended 
use. Additional characteristics and requirements may be specified on a case by case basis depending upon experience of use 
of the product, and defined in specific contractual documents. 
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EN 1097-6:2000, Tests for mechanical and physical properties of aggregates — Part 6: Determination of particle
density and water absorption.

EN 1744-1:1998, Tests for chemical properties of aggregates — Part 1: Chemical analysis.

ISO 3310-1, Test sieves - Technical requirements and testing — Part 1: Test sieves of metal wire cloth.

ISO 3310-2, Test sieves - Technical requirements and testing — Part 2: Test sieves of perforated metal plate.

3 Terms and definitions

For the purposes of this European Standard, the following terms and definitions apply.

3.1
aggregate
granular material used in construction. Aggregate may be natural, manufactured, by product or recycled

3.2
lightweight aggregate
aggregate of mineral origin having a particle density not exceeding 2 000 kg/m3 (2,00 Mg/m3) or a loose bulk
density not exceeding 1 200 kg/m3 (1,20 Mg/m3)

3.3
natural aggregate
aggregate from mineral sources which has been subjected to nothing more than mechanical processing

3.4
manufactured aggregate
aggregate of mineral origin resulting from an industrial process involving thermal or other modification

3.5
by-product aggregate
aggregate of mineral origin from an industrial process which subsequently has been subjected to nothing more
than mechanical processing

3.6
recycled aggregate
aggregate resulting from processing of inorganic material previously used in construction

3.7
fines
particle size fraction of an aggregate which passes the 0,063 mm sieve

3.8
filler aggregate
aggregate, most of which passes a 0,063 mm sieve, which can be added to construction materials to provide
certain properties

3.9
grading
particle size distribution expressed as the percentage by mass passing a specified number of sieves

Full document details: BS EN 13055-1:2002
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4 Physical requirements

4.1 General

The necessity for testing and declaring all properties specified in this clause shall be limited according to the
particular application at end use or origin of the aggregate. When required, the tests specified shall be carried out
to determine appropriate physical properties.

4.2 Density

4.2.1 Loose bulk density

Loose bulk density shall be declared and determined in accordance with EN 1097-3. It shall be in the range of
± 15 % with a maximum of ± 100 kg/m3 (0,10 Mg/m3) of the declared value.

NOTE The container should be filled using a standard scoop held centrally over the container and without touching it.

4.2.2 Particle density

When required the particle density shall be determined in accordance with EN 1097-6:2000, annex C. It shall be in
the range of ± 15 % with a maximum of ± 150 kg/m3 (0,15 Mg/m3) of the declared value.

4.3 Aggregate size

4.3.1 General

Aggregate sizes shall be designated using a pair of sieve sizes selected from the basic set, or the basic set plus set
1, or the basic set plus set 2 in Table 1.

NOTE This designation accepts the presence of some particles which are  retained on the upper sieve (oversize) and
some which pass the lower sieve (undersize).

Full document details: BS EN 13055-1:2002
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Table 1 — Sieve sizes for specifying aggregate product sizes

Basic set
mm

Basic set plus set 1
mm

Basic set plus set 2
mm

0
0,25
0,5
1
2
-
4
-
-
8
-
-
-
-

16
-
-

31,5 (32)
-
-

63

0
0,25
0,5
1
2

2,8 (3)
4

5,6 (5)
-
8
-

11,2 (11)
-
-

16
-

22,4 (22)
31,5 (32)

-
45
63

0
0,25
0,5
1
2

3,15 (3)
4
-

6,3 (6)
8
10
-

12,5 (12)
14
16
20
-

31,5 (32)
40
-

63

NOTE   Rounded sizes shown in parentheses can be used as simplified
descriptions of aggregate sizes.

4.3.2 Undersize

The quantity of the undersize shall not exceed 15 % by mass.

4.3.3 Oversize

The quantity of the oversize shall not exceed 10 % by mass. When required, the sieve which 100 % material
passes shall be declared.

4.4 Grading

Particle size distribution shall be determined in accordance with EN 933-1 by dry sieving and the results declared.

NOTE Care should be taken with friable aggregates to prevent degradation.

4.5 Particle shape

When required, particle shape shall be described and declared.

NOTE Test methods for normal weight aggregates are not applicable.

4.6 Fines

When required, the content of fines in lightweight aggregates shall be determined in accordance with EN 933-1 and
the results declared.

NOTE Care should be taken with friable aggregates to prevent degradation.

Full document details: BS EN 13055-1:2002
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4.7 Grading of fillers

When required, the particle size distribution of fillers shall be determined in accordance with EN 933-10 and the
results declared.

4.8 Water absorption

When required, the water absorption of lightweight aggregate shall be determined in accordance with
EN 1097-6:2000, annex C and the results declared.

4.9 Water content

When required the water content of the lightweight aggregate shall be determined in accordance with EN 1097-5
and the results declared.

4.10 Crushing resistance

When required, the crushing resistance of lightweight aggregates shall be determined in accordance with annex A
and the results declared.

NOTE There is no simple relationship between the crushing resistance of lightweight aggregate and the properties at its
end use.

4.11 Percentage of crushed particles

When required, the percentage of crushed particles of lightweight aggregate with a bulk density of not less than
150 kg/m3 (0,15 Mg/m3) shall be determined in accordance with EN 933-5 and the results declared.

NOTE For manufactured lightweight aggregates having a bulk density less than 150 kg/m3 (0,15 Mg/m3), the test specified
in EN 933-5 can be used where appropriate.

4.12 Resistance to disintegration

When required, the resistance to disintegration shall be determined in accordance with annex B and declared.

NOTE This test is suitable for aggregate with bulk density above 150 kg/m3 (0,15 Mg/m3).

4.13 Freezing and thawing resistance

If frost resistant aggregates are required for use in concrete, mortar or grout in an environment subject to freezing
and thawing, the freeze/thaw resistance of aggregates having a particle size of not less than 4 mm and a density
not less than 150 kg/m3 (0,15 Mg/m3) shall be determined in accordance with annex C and declared.

When the resistance to freezing and thawing of aggregates of 4 mm or less and a density less than 150 kg/m3

(0,15 Mg/m3) is required in the end use situation, it shall be derived from a freeze-thaw test on the final product in
accordance with the provisions valid at the place of use and the results declared.

NOTE Alternatively aggregates can be assessed on the basis of satisfactory service record of performance or test on the
final product.

5 Chemical requirements

5.1 General

The necessity for testing and declaring all properties in this clause is limited to the particular application at end use
or origin of the aggregate. When required the tests specified in clause 5 shall be carried out to determine the
appropriate chemical content by mass. If comparing a determination to a limiting value the chemical content by
mass shall be converted to a comparison value in accordance with the following equation:

Full document details: BS EN 13055-1:2002
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1500
density bulk  Loose

    mc ×=VV

where
Vc is the comparison value;
Vm is the value measured in accordance with EN 1744-1;
1 500 is the assumed nominal loose bulk density of normal weight aggregate.

NOTE 1 Further guidance is given in annex D.

NOTE 2 Guidance on the effect of chemical constituents in lightweight aggregates, including alkali-silica reactivity, related to
the durability, appearance and surface properties of the concrete, mortar and grout in which they are incorporated is given in
annex E.

5.2 Chloride

The water-soluble chloride ion content of lightweight aggregates shall be provided and determined in accordance
with EN 1744-1:1998, clause 7, and declared.

NOTE Further guidance is given in annex E.

5.3 Sulfur containing compounds

5.3.1 Acid-soluble sulfate

Acid-soluble sulfate content shall be determined in accordance with EN 1744-1:1998, clause 12, and declared.

5.3.2 Total sulfur

Total sulfur content shall be determined in accordance with EN 1744-1:1998, clause 11, and declared.

5.4 Loss on ignition (for ashes only)

Loss on ignition shall be determined in accordance with EN 1744-1:1998, clause 17, and declared.

5.5 Organic contaminators

Harmful components in natural lightweight aggregates i.e., those which alter the rate of setting and hardening of
concrete, mortar and grout shall be determined in accordance with EN 1744-1:1998, 15.3, and declared.

NOTE Further guidance is given in annex E.

5.6 Alkali-silica reactivity of natural lightweight aggregates

When required, the alkali-silica reactivity of natural lightweight aggregates shall be assessed in accordance with the
provisions valid in the place of use and the results declared.

NOTE Guidance on the effects of alkali-silica reactivity, is given in annex E.

6 Testing

6.1 Sampling

Sampling shall be carried out as specified in EN 932-1.

NOTE To ensure a representative sample care should be taken to avoid segregation.
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6.2 Quantity of test portions

The test portion quantity specified in test methods shall, if not taken into account by the test method, be corrected
on the basis of loose bulk density in order to have a volume equivalent to an aggregate with a loose bulk density of
1 500 kg/m3 (1,50 Mg/m3).

6.3 Preparation of test specimens

6.3.1 Drying

Test specimens shall be dried in accordance with EN 1097-5.

6.3.2 Conditioning after drying

Test specimens shall be allowed to cool to room temperature. For some lightweight aggregates the test specimens
shall be allowed to condition to moisture equilibrium at (23 ± 5) °C and (50 ± 10)% RH.

7 Evaluation of conformity

7.1 General

The producer shall undertake initial type tests (see 7.2) and factory production control (see 7.3) to ensure that the
product conforms to this European Standard and to declared values as appropriate.

7.2 Initial type tests

Initial type tests relevant to the intended end use shall be carried out to check compliance with specified
requirements in the following circumstances:

a) a new source of aggregates is to be used;

b) there is a major change in the nature of the raw materials or in the processing conditions which may affect
the properties of the aggregates.

The results of the initial tests shall be documented as the starting point of the factory production control for that
material. This shall particularly include the identification of any components likely to emit radiation above normal
background levels, any components likely to release polyaromatic carbons or other dangerous substances. If the
content of any of these components exceeds the limits in force according to the provisions valid in the place of use
of the aggregate, the results of the initial tests shall be declared.

7.3 Factory production control

The producer shall have in place a system of factory production control that complies with the requirements of
annex F.

The records held by the producer shall indicate what control procedures are in operation during the production of
the aggregate.

NOTE The form of control applied to any aggregate depends upon its intended use and the regulations relating to that use.
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