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Foreword

This document (EN 13063-3:2007) has been prepared by Technical Committee CEN/TC 166 “Chimneys”, the
secretariat of which is held by UNI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by January 2008, and conflicting national standards shall be withdrawn at
the latest by April 2009.

This standard is part 3 of a series of standards for system chimneys with clay/ceramic flue liners. Part 1 is for
soot fire resistant system chimneys and part 2 is for system chimneys working under wet conditions.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive 89/106.

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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1 Scope

This product standard specifies the requirements and test methods for dry (designated D) and/or wet
(designated W) air flue system chimneys, including terminals in which the products of combustion are
conveyed to the atmosphere through clay/ceramic flue liners and combustion air is conveyed to suitable room-
sealed appliances through an air duct or an air gap.

It also specifies the requirements for marking, manufacturer's instructions, product information and evaluation
of conformity.

This standard does not apply to structurally independent (free standing or self supporting) system chimneys.
An air flue system chimney is made of the following components where appropriate:
— clay/ceramic flue liners;

— insulation layer;

— outer walls;

— mortar for jointing flue liners;

— acid resistant mortar or elastomeric sealant for jointing flue liners;

— mortar for jointing outer walls;

— terminal;

— chimney base;

— pressure equalising opening;

— air duct;

— air gap;

— cladding;

— opening section;

— cleaning and inspection door;

— distance piece;

— reinforcement.

The air flue system chimney covers a combination of compatible chimney components obtained or specified
from one manufacturing source, with product responsibility for the whole chimney.

Documents
Document Sharingd—lub

Full document details: BS EN 13063-3:2007


http://www.avadocuments.com/doc/bs-en-13063-3-2007
http://www.avadocuments.com/doc/bs-en-13063-3-2007

EN 13063-3:2007 (E)

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated

references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies

N 1443:2003, Chimneys — General requirements
N 1457:1999, Chimneys — Clay/Ceramic Flue Liners — Requirements and test methods

N 12448, Chimneys — Components — Concrete outer wall elements

EN 13063-1:2008, Chimneys — System chimneys with clay/ceramic flue liners — Part 1: Requirements and
test methods for sooffire resistance

N _13063-2: 2005, Chimneys — System chimneys with clay/ceramic flue liners — Part 2: Requirements and
test methods under wet conditions

N 13069, Chimneys — Clay/ceramic outer walls for system chimneys — Requirements and test methods

N 13162, Thermal insulation products for buildings — Factory made mineral wool (MW) products —
Specification

EN 13216-1:2004, Chimneys — Test methods for system chimneys — Part 1: General test methods.

N 13384-1, Chimneys — Thermal and fluid dynamic calculation methods Part 1: Chimneys serving one
appliance

SO _2859-1, Sampling procedures for inspection by attributes — Part 1. Sampling schemes indexed by
acceptance quality limit (AQL) for lot-by-lot inspection

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN _1443:2003, EN_13063-1:2005, E
3063-2:2005 and the following apply.

3.1
air flue — system chimney
chimney with an air duct (combustion air), flue duct (flue gas) and terminal for room-sealed appliances

3.2

concentric air flue — system chimney
chimney with the air duct concentric around the flue

Documents
6 Document Sharing Hub

Full document details: BS EN 13063-3:2007


http://dx.doi.org/10.3403/02920124
http://dx.doi.org/10.3403/01634417
http://dx.doi.org/10.3403/02793605U
http://dx.doi.org/10.3403/30123156
http://dx.doi.org/10.3403/30057963U
http://dx.doi.org/10.3403/30117610U
http://dx.doi.org/10.3403/02319767U
http://dx.doi.org/10.3403/03105326
http://dx.doi.org/10.3403/02717883U
http://dx.doi.org/10.3403/00241260U
http://dx.doi.org/10.3403/02920124
http://dx.doi.org/10.3403/30123156
http://dx.doi.org/10.3403/30057963
http://dx.doi.org/10.3403/30057963
http://www.avadocuments.com/doc/bs-en-13063-3-2007
http://www.avadocuments.com/doc/bs-en-13063-3-2007

EN 13063-3:2007 (E)

4 5123

o
—
Qa2

e \% -h
T q
) "
-]
N )
N [
.“\ H\:
o )
L L

Key

1 Flue duct

2 Insulation layer

3 Outer wall

4 Cavities for structural reinforcement
5 Airgap

Figure 1 — Examples of cross sections of concentric air flue system chimneys
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