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National foreword

This British Standard is the official English language version of
EN 13080:2002.

The UK participation in its preparation was entrusted to Technical Committee
AGE/32, Agricultural implements and trailers, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 23 and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

This document EN 13080:2002 has been prepared by Technical Committee CEN /TC 144, "Tractors and
machinery for agriculture and forestry", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by May 2003, and conflicting national standards shall be withdrawn at the latest by
May 20083.

Annex A is normative and gives information on a method for the characterisation and determination of physical
properties of manure.

Annex B is informative.

This document includes a Bibliography.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard : Austria, Belgium, Czech Republic, Denmark, Finland,

France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

The objective of this standard is to specify test methods and requirements that, as far as possible, allow uniform
testing and evaluation of manure spreaders.

The methods and requirements aim at evaluating the manure spreaders regarding the user's ability, when he uses
the machine according to the manufacturer instruction handbook, to:

control the application rate;
attain an even distribution of the manure;

reduce the load on the external environment, for example by not unintentionally spreading manure outside the
target area.

It should be noted that there is often a great number of varieties of a machine type. This should be considered

when selecting the machine configuration for the tests, with the aim of reducing the necessary number of machines
to be tested.
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1 Scope

This European Standard specifies test methods and requirements for the design and construction of manure
spreaders for spreading manure in agriculture and horticulture with the intention of minimising the environmental
damage.

It specifies requirements for the transverse and longitudinal spreading characteristics such as working widths,
characteristic application rate, characteristic flow, the stretch within the tolerance zone and the coefficient of
variation for the longitudinal spreading.

These requirements are valid only according to the tests with manure as described in Table A.1.
This standard is not applicable to manure band-spreaders or to sludge spreaders.

NOTE Sludge spreaders can be dealt with in a future revision when there is sufficient data available to determine their
classification and to set the limits for the machine requirements.

Personal safety aspects have not been considered in this standard. These aspects are covered by .

2 Terms and definitions
For the purposes of this European Standard, the following terms and definitions apply.

21
manure spreader
machine for transporting and spreading manure on the field surface

2.2
manure band-spreader
manure spreader which spreads the manure in bands separated by bands with no manure

23
sludge spreader
machine for transporting and spreading sludge on the field surface

24
working width
distance between the centre of two adjacent bouts

2.5
throwing width
distance between the left and the right end of a transverse distribution

2.6

mass of manure spread

mass of manure spread between the start of the test and the end of the test when the flow is less than 1kg/s during
5 s or when no mass change of 10 kg is registered during 10 s

2.7
unloading time
time needed to empty the first 95 % of the mass of manure spread

2.8

characteristic flow
average flow calculated over a specified part of the unloading time
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29
characteristic application rate
application rate calculated on the basis of characteristic flow, working width and forward speed

2.10
tolerance zone
interval of flows within — 15 % and + 15 % of the characteristic flow

2.11
stretch within the tolerance zone
percentage of the unloading time during which the momentary flows lie within the tolerance zone

212

unidirectional distribution

distribution obtained when the manure spreader moves for two adjacent bouts in the same direction
2.13

"to and fro" distribution
distribution obtained when the manure spreader moves for two adjacent bouts in opposite direction

3 Requirements

3.1 General
The requirements in this standard are based on the selection of manure for the tests as described in 4.1.3.

The requirements shall be met for manure with different bulk density and dry matter content based on the
declaration from the machine manufacturer concerning the manure that the machine can handle.

3.2 Transverse distribution - Working widths

The machine shall, for a specific setting, have at least one working width so that the coefficient of variation (CV) is
lower than 30 % and wider than the half of the throwing width, but at least equal to the width of the machine frame
when simulating unidirectional distribution and/or "to and fro" distribution

The CV shall be calculated according to 4.3.1 and the throwing width shall be limited to the total width of adjacent
collecting containers as far as the container which is adjacent to three adjacent containers containing less than
50 g of manure.

The requirement shall be fulfilled for two flow settings: low and high corresponding to the application rate indicated
in 3.3.1.

If the requirement is not met for one of the settings, one additional test shall be completed with the same setting
and with manure selected as specified in 4.1.3 to check the lack of temporary default; this shall be noted in the test

report. To fulfil the complete requirements the machine shall fulfil the requirement for the setting at which the retest
was completed.

3.3 Longitudinal distribution

3.3.1 Characteristic application rate

Unless otherwise specified by the manufacturer, the characteristic application rates that can be obtained shall
cover at least the interval 1 kg/m2 (10 t/ha) to 4 kg/m2 (40 t/ha) when calculated in accordance with 4.3.2.

3.3.2 Stretch within the tolerance zone

The stretch within the tolerance zone determined at a specific setting shall exceed 35 % of the unIBding time.
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