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Foreword

This document (EN 131-1:2007+A1:2011) has been prepared by Technical Committee CEN/TC 93 “Ladders”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2011, and conflicting national standards shall be withdrawn
at the latest by December 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes [A» EN 131-1:2007 @il.

This document includes Amendment 1, approved by CEN on 2011-05-05.

The start and finish of text introduced or altered by amendment is indicated in the text by tags @B

This draft standard is a revised version of . Compared to the version the

following modifications have been made:

a) Further terms added in Clause 3;

b) Provisions for the platform of standing step ladders added in 4.6;
c) Standing ladders with both steps and rungs added as 4.7.

This European Standard is one of a series about ladders. The other standards of this series are listed in
Clause 2 and in the Bibliography.

On stability tests and ladder classes no consensus could be reached. These issues will be addressed in the
next revision.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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1 Scope

This European Standard defines terms and specifies the general design characteristics of ladders.

It applies to portable ladders. It does not apply to step stools for which EN 14183 applies. It does also not apply
to ladders designed for specific professional use such as fire brigade ladders, roof ladders and mobile ladders.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced

document (including any amendments) applies.

N 131-4, Ladders — Part 2: Requirements, testing, marking

N 131-4:2007, Ladders — Part 4: Single or multiple hinge-joint ladders
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For the purpose of this document, the following terms and definitions following apply.

NOTE

For single or multiple hinge-joint ladders the terms and definitions given in EN 131-4 apply.

Table 1

Dimensions in millimetres

No

Terms

Definition

Figure

3.1

ladder

device incorporating steps or
rungs on which a person may
step to ascend or descend

3.2

portable ladder

ladder which can be trans-
ported and set up by hand

3.3

mobile ladder

ladder which is brought to
each operational place by
means of mobile support

Figure 1

3.4

rung ladder

portable ladder with rungs,
which have a standing
surface from front to back of
less than 80 mm

3.5

leaning rung ladder

rung ladder which does not
have its own support

3.6

one-piece leaning rung
ladder

leaning rung ladder consisting
of one part only

Figure 2
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Table 1 (continued)
Dimensions in millimetres

No Terms Definition Figure

3.7 | sectional ladder leaning ladder consisting of .-ﬂ [L
several sections that can be

fitted together by means of

connection devices

NOTE The length can only
be varied by one whole section
at a time

[ 1

Figure 3

3.8 extending ladder leaning rung ladder consisting
of two or more parts and
having stiles which are
arranged parallel to one
another in each part of the
ladder

NOTE The length may be
regulated by one rung at a time
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Table 1 (continued)
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Dimensions in millimetres
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No Terms Definition Figure
3.9 push-up extending extending ladder where the
ladder upper parts are extended by
hand
Figure 4
3.10 | rope-operated extending | extending ladder where the
ladder upper parts are extended by
means of a rope or other
means such as chains, straps
or cables
N\
Figure 5
3.11 | standing rung ladder two-piece self-supporting rung %
ladder, unilaterally or e
bilaterally ascendable —
Figure 6
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