BSI Standards Publication

Building hardware — Hardware
for windows and door height
windows — Requirements and

test methods
Part 1: Requirements common to all types
of hardware

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 13126-1:2011


http://www.avadocuments.com/doc/bs-en-13126-1-2011
http://www.avadocuments.com/doc/bs-en-13126-1-2011

BS EN 13126-1:2011 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 13126-1:2011.
It supersedes BS EN 13126-1:2006 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/538/4, Building hardware.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 71088 9
ICS 91.190

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2011.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 13126-1:2011


http://dx.doi.org/10.3403/30105993
http://www.avadocuments.com/doc/bs-en-13126-1-2011
http://www.avadocuments.com/doc/bs-en-13126-1-2011

BS EN 13126-1:2011

EUROPEAN STANDARD EN 13126-1
NORME EUROPEENNE
EUROPAISCHE NORM November 2011

ICS 91.190 Supersedes EN 13126-1:2006

English Version

Building hardware - Hardware for windows and door height
windows - Requirements and test methods - Part 1:
Requirements common to all types of hardware

Quincaillerie pour le batiment - Ferrures de fenétres et Baubeschlage - Beschlage fur Fenster und Fenstertiren -
portes-fenétres - Exigences et méthodes d'essai - Partie 1: Anforderungen und Prifverfahren - Teil 1: Gemeinsame
Exigences communes a tous les types de ferrures Anforderungen an alle Arten von Beschlagen

This European Standard was approved by CEN on 15 October 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2011 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 13126-1:2011: E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 13126-1:2011


http://dx.doi.org/10.3403/30105993U
http://dx.doi.org/10.3403/30105993
http://www.avadocuments.com/doc/bs-en-13126-1-2011
http://www.avadocuments.com/doc/bs-en-13126-1-2011

BS EN 13126-1:2011
EN 13126-1:2011 (E)

Contents Page
[0 (=1 e Y o Y 4
3o o 11 o= 4 oY 5
1 1T o o -SSR 6
2 oY 4 00T A =S =] =] =Y 0 o= 7
3 B =Y 0. T3 1 e o 1= 10 e ) 3 = 8
4 [0 = =T | o= 14 [ Y 1 8
41 L= 3 1= - 8
4.2 Category of use (1 — first digit)......ccceooommmii e 9
4.3 Durability (2 — S€CONd digit)....ccoeriiiiiieiii e 9
4.4 B T e 1T o o e 9
4.5 Fire resistance (4 — fourth digit) .......ccccooiiiiimii e 9
4.6 Safety in use (5 — fifth digit)....ccccceviiiiiismriir e r e e mnn e e e nanan 9
4.7 Corrosion resistance (6 — SiXth digit) ....ccccccviieiiismrimiiic e e 9
4.8 Security (7 — SeVENth digit) .....cccceriiiiiiiiriir e sn e s e s r e e e s s nnnn e e eenannan 9
4.9 Applicable part (8 — eighth digit).........ccccermmiiiiiiiic i mn e e snnnenes 10
410 Test sizes (9 — NINth digit)....coviiiiiiieciiiii i r e s s esssmnnn e e e e e e e e s snne e e e e nesnnnnnn 10
4.1 Example of classification for hardware for Tilt&Slide windows (see ) .................... 10
5 Requirements common to all types of hardware ... 10
5.1 Dangerous SUDSEANCES .....cccceviiiimriiiiirs i 10
5.2 Category of use (1 — first digit)......ccceoiommiiii e 11
5.3 Durability (2 — S€CONd digit)....ccommiiiiiiiiii s 11
5.4 (B T T {11 o o T R 1
5.5 Fire resistance (4 — fourth digit) .......ccccooiiiiimi e 11
5.6 Safety in use (5 — fifth digit)....cccccvviiiiiirriiriii e snn e e ee s mnn e e e ean 12
5.7 Corrosion resistance (6 — SiXth digit) ....ccccccveieciismmriiric e 12
5.8 Security (7 — SeVeNth digit) .....cccccoiiiiiiiiiriiri e r e e mn e nnn e e e s 12
5.9 Applicable part (8 — eighth digitS)........ccceermimriiiiiiiicrcrrrr e s mn e r e e snnnnnes 12
510 Test sizes (9 — NiNth digitS).....cccccccririiiiiiciirr e snr e e e s s e smnee s sa s snmnnes 12
5.11 Mechanical StrenNgth ........ ..o s e e e e s 12
6 LIS =T 01 e 4 =Y o 13
6.1 LY 5 1= - 13
6.2 Mounting of SPECIMEN.......ceiiiiri i —————— 13
6.3 B =5 A= - 3 13
6.4 Profile and material of test windows and door height wWindows............cccceiiiinnniisenne, 13
L0 30 TR €T o - - | [ 13
6.4.2 Test specimen for hardware on timber windows and door height windows ........cccccceveeccciiinenes 13
6.4.3 Test specimen for hardware on PVC-U profile windows and door height windows ................... 14
6.4.4 Test specimen for hardware used on aluminium or steel windows and door height

L7 Lo Lo 11 = 14
6.4.5 Clamping the specimen into the tesSt-rig......c.cccceiimiiiiiiiiccccrr e 14
7 B =53 A 14 5 Lo o = 15
71 LY 5 1= - 15
7.2 Lubrication Of NArdWare ... irss s rrsss s rresss s rss s s ess s e asas s rans s s eanssssennsssssnnsnnsssnnnnnns 15
7.3 B2 L= 0 - 1 15
7.3.1  Adjusting the SaSh-mMass ..........cccciiiiiii i ————————— 15
7.3.2 Selecting the Sash-Mass.......ccccciiiiii i ———————— 15
7.4 LR CEET 153 =T L <30 o JX oo Y (o X3 oY 15

Documents

2 Document Sharing Hub

Full document details: BS EN 13126-1:2011


http://dx.doi.org/10.3403/30137834U
http://www.avadocuments.com/doc/bs-en-13126-1-2011
http://www.avadocuments.com/doc/bs-en-13126-1-2011

BS EN 13126-1:2011
EN 13126-1:2011 (E)

8 TESt ProCEAUIES.....c.eeiiiicir iR an 16
8.1 L= T 16
8.2 DUrability teSt.... .o nnnn 16
8.3 Additional test reqUIremMEeNts....... ..o 16
8.4 X 2= ] =T L= o 1 =Y - T 16
9 T T ' 16
Annex A (informative) List of parts and titles and their reference to the relevant window types .......... 17
Annex B (informative) Window types .......ccccimiiiiimmr s s s 18
7] o 1T - o 2 27
Documents
Document SharinggHub

Full document details: BS EN 13126-1:2011


http://www.avadocuments.com/doc/bs-en-13126-1-2011
http://www.avadocuments.com/doc/bs-en-13126-1-2011

BS EN 13126-1:2011
EN 13126-1:2011 (E)

Foreword

This document (EN 13126-1:2011) has been prepared by Technical Committee CEN/TC 33 “Doors, windows,
shutters, building hardware and curtain walling”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by May 2012, and conflicting national standards shall be withdrawn at the
latest by May 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13126-1:20086.

A full contribution to the preparation of this European Standard has been made by the European
manufacturers’ organization "ARGE" and national standards bodies.

This European Standard is one of a series of European Standards dedicated to building hardware products. It
is divided into many parts: the first part being common to all the other parts of this Standards series,
incorporating all types of hardware for windows and door height windows.

Annex A (informative) lists the titles of all parts of this European Standard and refers to their different window
opening-type applications.

Where appropriate, additional normative and informative annexes are included in the respective part of this
Standards series.

The performance tests incorporated in this European Standard are considered to be reproducible and as such
will provide a consistent and objective assessment of the performance of these products throughout CEN
Member States.

There are no significant changes to the previous version. The conversion of the CEN/TS into EN introduced
only marginal changes in the wording.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

EN 13126 is a multipart product standard which enables the testing of hardware components or sets. The
components or sets are tested on a standard test frame independently of the windows to which they should be
fitted. The standard test frame is intended to eliminate any test-result inconsistencies that may arise through
the variability between different constructions of windows.

NOTE 1 In some cases where the hardware components or sets are tested directly on a test rig or window; a standard
test frame is not necessary. The applicable test specifications are listed in the individual parts of this Standards series.

Throughout this European Standard all references to windows mean both windows and door height windows
where appropriate.

This European Standard applies only to hardware that connects a movable sash to its fixed frame or controls
the opening and closing of the movable sash. It does not take fixing devices into account that are used to
assemble or install a fixed window or permanently fix a complete window into a building structure.

Where possible, test methods have been unified to accommodate a wide range of window opening-types and
hardware. In particular, the following are unified for movable sashes:

a) size of the sash;

b) mass of the sash;

c) frequency and total number of test cycles;
d) range of operations during each test cycle.

This European Standard excludes hardware for use on both doors and windows (single axis hinges and door
bolts) because requirements for these products are specified in other standards.

NOTE 2 The single complete standard consists of a combination of Part 1 together with one of the parts in this
Standards series.
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1 Scope

This European Standard specifies performance requirements for the strength and durability of hardware for
the operation of movable sashes of windows and door height windows including requirements and test
methods common to all hardware.

This European Standard is applicable to the hardware suitable for windows and door height windows in Table
1, whatever the material used for the construction of the window.

Table 1 — Window opening-types

6

Full document details: BS EN 13126-1:2011

Window e .
opening- Description Number of Figure
ptype 9 Description refers to EN 12519 in Annex B

A Side-hung window inward opening B.1
single (and double) side-hung casement, opening inwards )

B Side-hung window outward opening B.1
single (and double) side-hung casement, opening outwards )

c Bottom-hung window inward opening and outward opening B.2
bottom-hung casement, opening inwards or outwards )

D Top-hung window inward opening and outward opening B.2
top-hung casement, opening inwards or outwards )

E T|It&Turn, T|It-F|rst B3
tilt and turn windows

F Horizontal pivot window B.4
horizontal pivot casement, centre or off-centre )

G Vertical pivot window B 4
vertical pivot casement, centre or off-centre )

H Projecting top-hung inward and outward opening window B5
sliding projecting, top-hung casement, opening inwards or outwards )
Projecting bottom-hung inward and outward opening window

J ) . o B.5
this type is not separately described in En712519
Projecting reversible top-hung window

K ) . s B.6
this type is not separately described in En712519

L Projecting reversible side-hung window B7
sliding projecting, side-hung casement, open out )

M Ver'tlcalls.lldmg sash B8
vertical sliding sash

N Horizontal sliding sash B.9
horizontal sliding sash )

P ITnftmg‘s‘Ildmg sash B.10
lifting sliding sash
Folding window (centre pivot)

Q ) . Lo B.11
this type is not separately described in ENn 72579

R Folding outward opening window (corner pivot) B.12
sliding folding window )

s Folding inward opening window (corner pivot) B.12
sliding folding window )

T Tilting §!|d|ng §ash B.13
double tilting sliding sash
Top-hung inward opening window multi-light

U ) . N B.14
this type is not separately described in En712519
Bottom-hung inward opening window multi-light

\ ) . L B.14
this type is not separately described in En712519
Horizontal balanced window

W ) . o B.15
this type is not separately described in En712519
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This European Standard does not apply to the following:

Fusible links, hardware for lifting side-hung windows, fixing devices that are used to assemble or install a fixed
window, devices that are used for the permanent fixing of a complete window into a building structure,
mechanisms for the pneumatic or hydraulic remote operation of windows; also single axis hinges (other than
those, which provide a pivot-function for windows) and dead bolts suitable for both door and window sashes,

as covered in EN 1935 and EN 12051| respectively.

NOTE 1 If fire/smoke resistance is required, reference should be made to the respective standards mentioned in 5.5.

NOTE 2  If burglar resistance is required, reference should be made to EN 1627, EN 1624, EN 1629 and EN 163(.

2 Normative references

The following referenced documents are indispensable for the application of this European Standard. For
dated references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N _1634-1|, Fire resistance and smoke control tests for door, shutter and openable window assemblies and
elements of building hardware — Part 1: Fire resistance tests for doors, shutters and openable windows

N 1634-3, Fire resistance and smoke control tests for door and shutter assemblies, openable windows and
elements of building hardware — Part 3: Smoke control test for door and shutter assemblies

N 1670, Building hardware — Corrosion resistance — Requirements and test methods

N 12519:2004, Windows and pedestrian doors —Terminology

FprEN 13126-2, Building hardware — Requirements and test methods for windows and door height windows
— Part 2: Window fastener handles

FprEN 13126-3, Building hardware — Hardware for windows and door height windows — Requirements and
test methods — Part 3: Handles, primarily for Tilt&Turn, Tilt-First and Turn-Only hardware

N 13126-4, Building hardware — Requirements and test methods for windows and door height windows —
Part 4: Espagnolettes

N 13126-58, Building hardware — Hardware for windows and balcony doors — Requirements and test
methods — Part 5: Devices that restrict the opening of windows

N 13126-6, Building hardware — Requirements and test methods for windows and doors height windows —
Part 6: Variable geometry stay hinges (with or without a friction system)

N 13126-7, Building hardware — Requirements and test methods for windows and door height windows —
Requirements and test methods — Part 7: Finger catches

N 13126-8, Building hardware — Requirements and test methods for windows and doors height windows —
Part 8: — Tilt&Turn, Tilt-First and Turn-Only hardware

CEN/TS 13126-9, Building hardware, fittings for windows and door height windows — Requirements and test
methods — Part 9: Pivot hinges

N 13126-10, Building hardware — Requirements and test methods for windows and doors height windows—
Part 10: Arm-balancing systems

N 13126-11), Building hardware — Requirements and test methods for windows and doors height windows
— Part 11: Top hung projecting reversible hardware
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N 13126-12, Building hardware — Requirements and test methods for windows and doors height windows
— Part 12: Side-hung projecting reversible hardware

CEN/TS 13126-13, Building hardware, fittings for windows and door height windows — Requirements and test
methods — Part 13: Sash balances

CEN/TS 13126-14, Building hardware, fittings for windows and door height windows — Requirements and test
methods — Part 14: Sash fasteners

N 13126-15, Building hardware — Requirements and test methods for windows and doors height windows
— Part 15: Rollers for horizontal sliding and sliding folding windows and doors

N 13126-16, Building hardware — Requirements and test methods for windows and doors height windows
— Part 16: Hardware for Lift&Slide windows and doors

N 13126-17, Building hardware — Requirements and test methods for windows and doors height windows
— Part 17: Hardware for Tilt&Slide windows and doors

N 13126-19, Building hardware — Requirements and test methods for windows and door height windows —
Part 19: Sliding Closing Devices

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN 12519:2004 and the
following apply.

31
sample
actual hardware components

3.2

specimen

mock-up window or pieces of fictive frame/sashes (i.e. profile pieces) to accommodate hardware components
for testing

3.3
test-rig
testing device onto which a sample can be mounted directly, without the need of a specimen

3.4
test equipment
series of various testing rigs, devices and machinery enabling testing to be carried out

3.5

supporting sub frame
supplementary fixing frame surrounding the specimen enabling it to be clamped or screwed while testing

4 Classification

4.1 General
For the purpose of this European Standard, hardware for windows and door height windows shall be classified

in accordance with the nine digit coding system as shown in Table 2. This coding system should be used for
hardware components or sets, for example a complete set of Tilt&Turn hardware.
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