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National foreword

This British Standard is the UK implementation of EN 13126-13:2012.
It supersedes DD CEN/TS 13126-13:2004 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/538/4, Building hardware.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 75390 9
1ICS 91.190

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2012.

Amendments issued since publication
Date Text affected
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Foreword

This document (EN 13126-13:2012) has been prepared by Technical Committee CEN/TC 33 “Doors,
windows, shutters, building hardware and curtain walling”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2012, and conflicting national standards shall be withdrawn
at the latest by November 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes CEN/TS 13126-13:2004.

The following is a list of the technical changes made since the previous edition of this standard, organised
according to their relevant clauses:

a) Clause 3, Terms and definitions:
1) Reduced to two definitions, 3.1 and 3.2;
b) Clause 4, Classification:
1) Three new grades added as per Table 2 in 4.9;
2) Window test sizes specified within EN 13126-13 as per Table 1 in 4.10;
3) Example of classification added in 4.11;
c) Clause 5, Requirements:
1) Requirements in the whole of Clause 5: completely revised;
2) New test procedures added:
i) Integrated maximum opening stop in 5.2;
i) Free movementtestin 5.3;
iii) Durability test in 5.4;
iv) Resistance to manually applied load test in 5.5 and 3 new grades added;
v) Corrosion resistance test in 5.6;
d) Clause 6, Test apparatus:
1) Requirements in the whole of Clause 6: completely revised;
e) Clause 7, Test methods:
1) Test methods in the whole of Clause 7: completely revised;
2) Reduction in the number of test samples in 7.1.
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A full contribution to the preparation of this European Standard has been made by the European
manufacturers” organisation ‘ARGE’ and National Standards institutions.

This European Standard is one of a series of European Standards for building hardware products. It is divided
into seventeen parts to incorporate all types of windows and balcony doors:

— EN 13126-1, Building hardware — Hardware for windows and door height windows — Requirements and
test methods — Part 1: Requirements common to all types of hardware;

— EN 13126-2, Building hardware — Requirements and test methods for windows and doors height
windows — Part 2: Window fastener handles;

— EN 13126-3, Building hardware — Hardware for windows and door-height windows — Requirements and
test methods — Part 3: Handles, primarily for Tilt& Turn, Tilt-First and Turn-Only hardware;

— EN 13126-4, Building hardware — Requirements and test methods for windows and doors height
windows — Part 4: Espagnolettes;

— EN 13126-5, Building hardware — Hardware for windows and door height windows — Requirements and
test methods — Part 5: Devices that restrict the opening of windows and door height windows;

— EN 13126-6, Building hardware — Requirements and test methods for windows and doors height
windows — Part 6: Variable geometry stay hinges (with or without a friction stay);

— EN 13126-7, Building hardware — Requirements and test methods for windows and door height windows
— Part 7: Finger catches;

— EN 13126-8, Building hardware — Requirements and test methods for windows and doors height
windows — Part 8: Tilt&Turn, Tilt-First and Turn-Only hardware;

— prEN 13126-9, Building hardware — Hardware for windows and door height windows — Requirements
and test methods — Part 9: Hardware for horizontal and vertical pivot windows;

— EN 13126-10, Building hardware — Requirements and test methods for windows and doors height
windows — Part 10: Arm-balancing systems;

— EN 13126-11, Building hardware — Requirements and test methods for windows and doors height
windows — Part 11: Top hung projecting reversible hardware;

— EN 13126-12, Building hardware — Requirements and test methods for windows and doors height
windows — Part 12: Side hung projecting reversible hardware;

— EN 13126-13, Building hardware — Hardware for windows and balcony doors —Requirements and test
methods — Part 13: Sash balances;

— EN 13126-14, Building hardware — Hardware for windows and balcony doors — Requirements and test
methods — Part 14: Sash fasteners;

— EN 13126-15, Building hardware — Requirements and test methods for windows and doors height
windows — Part 15: Rollers for horizontal sliding and sliding folding windows and doors;

— EN 13126-16, Building hardware — Requirements and test methods for windows and doors height
windows — Part 16: Hardware for Lift&Slide windows and doors;

— EN 13126-17, Building hardware — Requirements and test methods for windows and doors height
windows — Part 17: Hardware for Tilt&Slide windows and doors;
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