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National foreword

This British Standard is the official English language version of
EN 13141-2:2004.

The UK participation in its preparation was entrusted to Technical Committee
RHE/2, Air distribution and air diffusion, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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This European Standard was approved by CEN on 22 October 2003.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
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Foreword

This document (EN 13141-2:2004) has been prepared by Technical Committee CEN/TC 156 "Ventilation for
buildings", the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by July 2004, and conflicting national standards shall be withdrawn at the latest by
July 2004.

This standard is one of a serie of standard on residential ventilation. The performance characteristics of the
components/products for residential ventilation are given in EN 13142,

The position of this standard in the field of the mechanical building services is shown in Figure 1.

This document includes a bibliography.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Denmark,

Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Figure 1 — Position of EN 13141-2 in the field of the mechanical building services

Part 1: Externally and internally mounted air transfer devices

Part 2: Exhaust and supply air terminal devices

Part 3: Range hoods for residential use

Part 4: Fans used in residential ventilation systems

Part 5: Cowls and roof outlet terminal devices

dwelling

Part 6: Exhaust ventilation system packages used in a single

family dwellings

Part 7 : Mechanical supply and exhaust ventilation units (including
heat recovery) for mechanical ventilation systems intended for single
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1 Scope

This European Standard specifies laboratory methods for testing exhaust and supply air terminal devices operating
under pressure differences.

It applies to devices used in mechanical and natural powered residential ventilation systems, of the following types:
— device with a manually adjustable opening or;
— device with a fixed opening or;
— pressure difference controlled device.
It describes tests intended to characterize:
— flow rate/pressure;
— air diffusion characteristics (for supply air terminal devices);
— noise production for components of systems;
— insertion loss of component of systems;

— sound insulation.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed here after. For
dated references, subsequent amendment to or revisions af any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 12238, Ventilation for buildings — Air terminal devices — Aerodynamic testing and rating for mixed flow
application.

EN 12792, Ventilation for buildings — Symbols, terminology and graphical symbols.

EN 13141-1:2003, Ventilation for buildings — Performance testing of components/products for residential ventilation
- Part 1: Externally and internally mounted air transfer devices.

EN 13182, Ventilation for buildings — Instrumentation requirements for air velocity measurements in ventilated
spaces.

EN 20140-10, Acoustics — Measurement of sound insulation in buildings and of building elements — Part 10:
Laboratory measurement of airborne sound insulation of small building elements (ISO 140-10:1991).

EN ISO 140-1, Acoustics — Measurement of sound insulation in buildings and of building elements — Part 1:
Requirements for laboratory test facilities with suppressed flanking transmission (ISO 141-1:1997).

EN ISO 140-3, Acoustics — Measurement of sound insulation in buildings and of building elements — Part 3:
Laboratory measurements of airborne sound insulation of building elements (ISO 140-3:1995).

EN ISO 3741, Acoustics - Determination of sound power levels of noise sources using sound pressure — Precision
methods for reverberation rooms (ISO 3741:1999).

EN I1SO 5135, Acoustics— Determination of sound power levels of noise from air-terminal devic I j 1
dampers and valves by measurement in a reverberation room (ISO 5135:1997). ﬁadﬁmaﬁttg
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EN 1SO 5167-1, Measurement of fluid flow by means of pressure differential devices inserted in circular cross-
section conduits running full - Part 1: General principles and requirements (ISO 5167-1:2003).

ISO 5221, Air distribution and air diffusion — Rules to methods of measuring air flow rate in an air handling duct.

ISO 7235:1991, Acoustics — Measurement procedures for ducted silencers — Insertion loss, flow noise and total
pressure loss.

ISO 11691, Acoustics — Measurement of insertion loss of ducted silencers without flow — Laboratory survey
method.

3 Terms and definitions
For the purposes of this European Standard, the terms and definitions given in EN 12792 and the following apply.

3.1
insertion loss
reduction in sound pressure level in the reverberation room due to the mounting of the air terminal device

3.2

test duct

straight, rigid hard-walled duct of constant cross section between sound source and air terminal device
3.3

reverberation room
room specially designed to facilitate the production of approximately diffuse sound fields

3.4

background noise
sound pressure level at the indicating instrument when the signal to be measured is not present

4 Performance testing of aerodynamic characteristics

4.1 Flow rate/pressure

411 Principle

This test consists of measuring several volume flow rates induced through a device by the applied static pressure
difference to define the flow rate/pressure characteristic curve in the operating range specified by the manufacturer.
In the case of manually adjustable devices this test shall be carried out at maximum and minimum opening
conditions specified by the manufacturer.

Some exhaust ATD are of the bi-function type, i.e. they are designed to work under both natural and mechanical

ventilation system. In that case the manufacturer may have to specify 2 operational ranges, and the device shall be
tested for each of them according the standard procedure.

4.1.2 Test installation, conditions and uncertainty of measurement
41.21 Test installation and conditions

The device to be tested shall be installed in accordance with Figure 2.

The test installation shown in Figure 2 comprises:
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