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Foreword

This document (EN 13141-6:2014) has been prepared by Technical Committee CEN/TC 156 “Ventilation for
buildings”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by June 2015, and conflicting national standards shall be withdrawn at
the latest by June 2015.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13141-6:2004.

In comparison to EN 13141-6:2004 the following changes have been made:

— in Clause 3, introduction of the definition of: maximum and minimum air volume flows (gvmax @nd gymin),
demand control ventilation (DCV), boosted air volume flow (guwoost), Short duct and long duct and
reference configuration (for the energy efficiency calculation);

— in 5.2.2, differentiation of the duct connecting the roof/wall outlet to the fan unit depending if the fan unit
outlet is situated on the top of the fan unit or if it is situated on a face of the fan unit;

— maodification of Figure 6 describing the types of long ducts and long branched ducts (it now explains how
to deal with long branched ducts on which there are more than 3 spigots);

— modification of Table 1 for the presentation of the aerodynamic characteristics;

— adding in Clause 6 of a procedure for the measurement of the external leakage;

— adding of Table 2 giving a classification of the external leakage;

— in Clause 7, specification of the test conditions for the measurement of the electrical power;

— in Clause 8, adding of a paragraph defining the test conditions and the calculation for the obtaining of the
energy efficiency;

— creation of Table 3 for the presentation of the power consumption results;
— in Clause 9, specification of the acoustic test conditions;

— in Annex A, modification and explanation of Figure A.1 representing an example of compensating
mounting for air flow measurement device.

EN 13141 consists of the following parts, under the general title Ventilation for buildings — Performance
testing of components/products for residential ventilation:

— Part 1: Externally and internally mounted air transfer devices
— Part 2: Exhaust and supply air terminal devices
— Part 3: Range hoods for residential use

— Part 4: Fans used in residential ventilation systems
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— Part 5: Cowls and roof outlet terminal devices
— Part 6: Exhaust ventilation system packages used in a single dwelling

— Part 7: Performance testing of a mechanical supply and exhaust ventilation units (including heat recovery)
for mechanical ventilation systems intended for single family dwellings

— Part 8: Performance testing of un-ducted mechanical supply and exhaust ventilation units (including heat
recovery) for mechanical ventilation systems intended for a single room

— Part 9: Externally mounted humidity controlled air transfer device

— Part 10: Humidity controlled extract air terminal device

— Part 11: Positive pressure ventilation systems

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,

Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

This European Standard specifies test methods on ventilation system package and permits to avoid tests on
each component separately.

The performance characteristics of the components/products for residential ventilation are given in EN 13142,
[1].

The position of this European Standard in the field of standards for the mechanical building services is shown
in Figure 1.
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| Mechanical Building Services |

Ventilation and air conditioning

Control systems Heating systems

systems
- . . . Mechanical and Design criteria
Ductwork Alr ter.”““a' Alr haf‘d"“g natural residential for the indoor System Installation
devices units Thrn . performance
ventilation environment
Compgnetljtf.ipro?ﬁ(t:lts for| I performance testing of Simplified calculation Design and Performance testing and
residential ventration components/products P . . dimensioning for installation checks for
Required and optional for residential methods for residential residential ventilation residential ventilation
performance iati ventilation systems
characteristics ventilation systems systems

— Part 1: Externally and internally mounted air transfer devices

— Part 2: Exhaust and supply air terminal devices

— Part 3: Range hoods for residential use

— Part 4: Fans used in residential ventilation systems

— Part 5: Cowls and roof outlet terminal devices

— Part 6: Exhaust ventilation system packages used in a single dwelling

Part 7: Performance testing of a mechanical supply and exhaust
— ventilation units (including heat recovery) for mechanical ventilation
systems intended for single family dwellings

Part 8: Performance testing of un-ducted mechanical supply and exhaust
— ventilation units (including heat recovery) for mechanical
ventilation systems intended for a single room

— Part 9: Externally mounted humidity controlled air transfer device

— Part 10: Humidity controlled extract air terminal device

— Part 11: Supply ventilation units

Figure 1— Position of in the field of the mechanical building services
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1 Scope

This European Standard specifies laboratory methods for measuring the aerodynamic and acoustic
performance characteristics and energy consumption of assembled exhaust ventilation system packages for a
single dwelling. If a component of the package is not physically linked to the others (e.g. air inlets), then it is
assumed to have been tested according to the test method related to this component. An example of a typical

exhaust package is given in Figure 2.

The object of this European Standard is to provide tested characteristics for a ventilation system package in
worst case conditions. It is assumed that better values are achieved on site when the ventilation system
package is installed in accordance with the manufacturer's instruction and within the limits of the test

conditions given in this standard.

Safety requirements are given in EN 60335-2-80.

2
NE) 1 3 I
\D\ 12 \ _:::::::::G
\I:[\ 10 10 9%
10 —
7 ]
6 8
L
Key
1 fan unit 7 duct for extract air from 6
2 roof/wall outlet 8 exhaust air terminal device (toilets)
3 duct for roof/wall outlet 9 duct for extract air from 8
4 static extraction range hood or exhaust 10 sound attenuators
air terminal device (kitchen) 11 controls
5 duct for range hood 12 set of air inlets
6 exhaust air terminal device (bathroom)
Figure 2 — Example of system package: exhaust ventilation system package
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