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National foreword

This British Standard is the official English language version of
EN 13160-3:2003.

The UK participation in its preparation was entrusted by Technical Committee
PVE/21, Fabricated metallic tanks and equipment for storage tanks and filling
stations, to Subcommittee PVE/21/2/2, Leak detection devices, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 17 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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This European Standard was approved by CEN on 10 March 2003.
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Foreword

This document (EN 13160-3:2003) has been prepared by Technical Committee CEN /TC 221, "Shop fabricated
metallic tanks and equipment for storage tanks and for service stations", the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by November 2003, and conflicting national standards shall be withdrawn at the latest
by November 2003.
This European Standard consists of 7 parts:
Leak detection systems;

Part 1: General principles

Part 2: Pressure and vacuum systems

Part 3:  Liquid systems for tanks

Part 4: Liquid and/or vapour sensor systems for use in leakage containments or interstitial spaces

Part 5: Tank gauge leak detection systems

Part 6:  Sensors in monitoring wells

Part 7:  General requirements and test methods for interstitial spaces, leak protecting linings and leak
protecting jackets

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Luxembourg, Malta, Netherlands, Norway, Portugal,
Slovakia, Spain, Sweden, Switzerland and the United Kingdom.

1 Scope

This European Standard specifies the requirements for leak detection systems — class Il for use with double-skin
tanks designed for water polluting fluids.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

N 1412, Copper and copper alloys - European numbering system

N 1652, Copper and copper alloys - Plate, sheet, strip and circles for general purposes

EN 100271, Designation systems for steel — Part 1: Steel names, principal symbols. DOCU ments
EN 13160-1:2003, Leak detection systems — Part 1: General principles. Document Sharing Hub
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EN 13160-7, Leak detection systems — Part 7: General requirements and test methods for interstitial spaces, leak
protecting linings and leak protecting jackets.

N 50014, Electrical apparatus for potentially explosive atmospheres — General requirements.
N ISO 2719, - Determination of flash point - Pensky-Martens closed cup method (ISO 2719:2002).

N 1SO 3104, Petroleum products - Transparent and opaque liquids - Determination of kinematic viscosity and
calculation of dynamic viscosity (ISO 3104:1994).

N ISO 12185, Crude petroleum and petroleum products - Determination of density - Oscillating U-tube method
SO 12185:1996).

ISO 431, Copper refinery shapes.
SO 3013, Petroleum products - Determination of the freezing point of aviation fuels.

SO 11268, Soil quality Guidance on laboratory testing for biodegradation of organic chemicals in soil under
aerobic conditions.

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN 13160-1:2003 apply.

4 General

General principles according to EN 13160-1.

Additionally the type of leak detection liquid shall be given.

Where the requirement is for low temperature performance the alternative test temperature is shown in brackets
[...]-

5 Interstitial space

General requirements concerning the interstitial space according to .

The interstitial space shall be constructed such that the entire volume can be filled with the leak detection liquid and
it shall be liquid tight.

The walls of the interstitial space shall withstand the pressure due to the head of liquid in the system.

For a tank the system shall be designed so that there are no connections to the inner tank through the interstitial
space below the maximum filling level.

Access into the interstitial space of tanks shall only be allowed through the outer skin above the maximum filling
level.

6 Leak detector for liquid systems

6.1 Leak detector liquid tanks
The leak detector liquid tanks - being expansion tanks - shall have a useable volume of:

at least 1 1/100 | of leak detector liquid in the interstitial space of tanks with at least ¢;3 m QQQU/mentS
Document Sharing Hub
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