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National foreword
This British Standard was published by BSI. It is the UK implementation of 
EN 13175:2003, incorporating corrigendum August 2004 and amendments 
A1:2005 and A2:2007.
The start and finish of text introduced or altered by CEN amendment is 
indicated in the text by tags !". Tags indicating changes to CEN text 
carry the number of the CEN amendment. For example, text altered by 
CEN amendment A1 is indicated in the text by !".
The UK participation in its preparation was entrusted to Technical Committee 
PVE/19, LPG containers and their associated fittings. 
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations.

Amendments issued since publication

Amd. No. Date Comments

15851 31 March 2006 See national foreword, and 
replacement of Annex ZA

17088 31 May 2007 See national foreword
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Foreword 

This document (EN 13175:2003+A2:2007) has been prepared by CEN/TC 286 "Liquefied Petroleum Gas 
equipment and accessories", the secretariat of which is held by NSAI. 

This European Standard shall be given the status of a national standard, either by publication of an identical text or 
by endorsement, at the latest by September 2007, and conflicting national standards shall be withdrawn at the 
latest by September 2007. 

This document includes Amendment 1, approved by CEN on 2005-03-01 and Amendment 2 approved by CEN on 
2007-01-05. 

This document supersedes EN 13175:2003. 

The start and finish of text introduced or altered by amendment is indicated in the text by tags ! " and #$. 

The modifications of the related CEN Corrigendum have been implemented at the appropriate places in the text 
and are indicated by the tags ˜™. 

This document has been prepared under a mandate given to CEN by the European Commission and the European 
Free Trade Association, and supports essential requirements of EU Directive(s) and the objectives of the 
framework Directives on Transport of Dangerous Goods. 

The standard has been submitted for reference into the RID and/or in the technical annexes of the ADR. 

Therefore the standards listed in the normative references and covering basic requirements of the RID/ADR not 
addressed within the present standard are normative only when the standards themselves are referred to the in the 
RID and/or in the technical annexes of the ADR. 

For relationship with EU Directive(s), see informative annex ZA, which is an integral part of this document. 

Annexes A, B and C are normative. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and United Kingdom. 

1 Scope 

This European Standard specifies minimum requirements for the design and testing of valves, including appropriate 
fittings, which are connected to mobile or static LPG tanks above 150 litre water capacity. Pressure relief valves 
and their ancillary equipment, contents gauges and automotive LPG components are outside the scope of this 
European Standard. 

!This European Standard does not apply to refineries or other process plants." 

2 Normative references 

This European Standard incorporates by dated or undated reference, provisions from other publications. These 
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For 

Full document details: BS EN 13175:2003

http://www.avadocuments.com/doc/bs-en-13175-2003
http://www.avadocuments.com/doc/bs-en-13175-2003


EN 13175:2003+A2:2007(E) 

5 

dated references, subsequent amendments to or revisions of any of these publications apply to this European 
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the 
publication referred to applies (including amendments). 

EN 549, Rubber materials for seals and diaphragms for gas appliances and gas equipment. 

EN 837-1, Pressure gauges – Part 1: Bourdon tube pressure gauges - Dimensions, metrology, requirements and 
testing. 

EN 1092–1, Flanges and their joints – Circular flanges for pipes, valves, fittings and accessories, PN designated – 
Part 1: Steel flanges. 

EN 1267, Valves – Test of flow resistance using water as test fluid. 

EN 1503-1, Valves – Materials for bodies, bonnets and covers – Part 1: Steels specified in European Standards. 

EN 1503-2, Valves – Materials for bodies, bonnets and covers – Part 2: Steels other than those specified in 
European Standards. 

EN 1503-3, Valves – Materials for bodies, bonnets and covers – Part 3: Cast Irons specified in European 
Standards. 

EN 1503-4, Valves – Materials for bodies, bonnets and covers – Part 4: Copper alloys specified in European 
Standards. 

EN 1563, Founding – Spheroidal graphite cast irons. 

#EN 1983$, Industrial valves – Steel ball valves. 

EN 10270-3, Steel wire for mechanical springs – Part 3: Stainless spring steel wire. 

EN 12164, Copper and copper alloys – Rod for free machining purposes. 

prEN 12360, Industrial valves – Copper alloy globe valves. 

EN 12420, Copper and copper alloys – Forgings. 

#EN 12516-1$, Industrial valves – Shell design strength – Part 1: Tabulation method for steel valves. 

#EN 12516-2$, Industrial valves – Shell design strength – Part 2: Calculation method for steel valves. 

!EN 12516-3", Valves – Shell design strength – Part 3: Experimental method. 

#CEN/TS 13547$, Industrial valves – Copper alloy ball valves. 

!EN 13709", Industrial valves – Steel globe and globe stop and check valves. 

!EN 13789" Industrial valves – Cast iron globe valves. 

EN 13906, Cylindrical helical springs made from round wire and bar – Calculation and design. 

#EN 15202, LPG equipment and accessories - Essential operational dimensions for LPG cylinder valve outlet 
and associated equipment connections$ 

EN 50014, Electrical apparatus for potentially explosive atmospheres – General requirements. 

ISO 7-1, Pipe threads where pressure-tight joints are made on the threads – Part 1: Dimensions, tolerances and 
designation. 
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ISO 2859-1, Sampling procedures for inspection by attributes – Part 1: Sampling schemes indexed by acceptance 
quality limit (AQL) for lot-by-lot inspection. 

ISO 6957, Copper alloys – Ammonia test for stress corrosion resistance. 

ANSI/ASME B1.20.1 – 1983, Pipe threads, general purpose (inch) issued by American National Standards Institute 
on 19983. 

ASME B1.5 – 1990, ACME Screw Threads issued by American Society of Mechanical Engineers on 1990. 

3 Terms and definitions 

For the purposes of this European Standard, the following terms and definitions apply. 

3.1 
LPG 
mixture of light hydrocarbons, gaseous under standard atmospheric conditions, which can be liquefied by increased 
pressure or decreased temperature. The main components are propane, propene, butane and butene isomers 

3.2 
self closing valve 
normally closed valve that provides a leak tight seal and opens by the engagement of a special connector or by 
fluid passing through it.  It closes automatically upon removal of the connector or by stopping the fluid flow 

3.3 
sealing element 
element used to provide internal leak tightness 

3.4 
maximum allowable pressure 
maximum pressure for which the equipment is designed 

3.5 
internal leak tightness 
resistance to leakage across the valve seal or other internal sealing components when the valve is closed 

3.6 
excess flow valve 
valve designed to close automatically, with a small residual flow, when the fluid flow passing through it exceeds a 
predetermined value, and to re-open when the pressure differential across the valve has been restored below a 
certain value 

3.7 
non return valve 
valve designed to close automatically to restrict reverse flow 

3.8 
residual flow 
allowable flow past the seat of an excess flow valve or a non return valve, when the valve is in the closed position 

3.9 
shut-off valve 
valve to provide a leak-tight seal which is operated either manually, remotely or is self-closing 

3.10 
filler valve 
valve system for liquid fill service 
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3.11 
occasional liquid withdrawal valve 
normally blanked valve, used for occasional liquid withdrawal which is designed to be opened by the engagement 
of a special connector valve 

3.12 
internal valve 
valve which has its seal within the profile of the tank 

3.13 
vapour equalising valve 
valve which permits vapour to flow in either direction in order to equalise vapour pressure between tanks during 
liquid transfer, and which incorporates an excess flow valve and a self closing valve opened by a special connector 
valve. 

3.14 
multipurpose valve 
valve which incorporates two or more service functions and which meets the combined requirements of the 
individual functions 

3.15 
breakaway coupling 
coupling which separates at a predetermined section when required and each separated section contains a self-
closing shut-off valve, which seals automatically 

3.16 
test pressure 
pressure at which the valve, fitting or component is tested 

NOTE All pressures are gauge pressures unless otherwise stated. 

3.17 
plug 
component which seals a female connection 

3.18 
cap 
component which seals a male connection 

3.19 
fitting 
pressure containing component fitted to an LPG pressure system 

3.20 
STP 
Standard Temperature and Pressure [15,6 °C (288,7 K), 1,013 bar absolute (0,1013 MPa absolute)] 

3.21 
!!!!service valve 
valve for fluid off-take which is operated by a hand-wheel to provide a leak-tight seal" 

4 Operating conditions 

Valves and fittings designed in accordance with this standard shall be suitable for the following conditions: 

 a minimum operating temperature of minus 20 °C. In service, temperatures below this can be encountered 
during short periods, for example, when filling; 

 for some parts of Europe and certain applications, temperatures lower than minus 20 °C can be encountered, 
for these conditions  the requirements of annex B shall be met; 
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