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National foreword

This British Standard is the UK implementation of EN 13212:2011. It
supersedes BS EN 13212:2001 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee B/509/2, Horizontal road markings and road studs.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 72624 8
1CS 93.080.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2011.

Amendments issued since publication
Date Text affected
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BS EN 13212:2011

EUROPEAN STANDARD EN 13212
NORME EUROPEENNE

EUROPAISCHE NORM June 2011

ICS 93.080.20 Supersedes EN 13212:2001

English Version

Road marking materials - Requirements for factory production
control

Produits de marquage routier - Exigences pour le contréle StraBenmarkierungsmaterialien - Anforderungen an die
de la production en usine werkseigene Produktionskontrolle

This European Standard was approved by CEN on 22 April 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2011 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 13212:2011: E
worldwide for CEN national Members.
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Foreword

This document (EN 13212:2011) has been prepared by Technical Committee CEN/TC 226 “Road equipment”,
the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by December 2011, and conflicting national standards shall be withdrawn
at the latest by December 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13212:2001.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.

The Annex A of this European Standard is normative.

This European Standard is one of a package of inter-related European Standards with a common date of
withdrawal (dow) fixed on December 2011 (including the request of an extension for the co-existence period):

— , Road marking materials — Preformed road markings,

— , Road marking materials — Road trials,

— , Road marking materials — Paint, thermoplastic and cold plastic materials - Specifications,
— , Road marking materials — Laboratory methods for identification,

— , Road marking materials — Wear simulator Turntable,

— , Road marking materials — Requirements for factory production control,

— EN 13459, Road marking materials — Sampling and testing.

Documents

Document Sharing Hub

3
Full document details: BS EN 13212:2011


http://dx.doi.org/10.3403/02279685
http://dx.doi.org/10.3403/01480974U
http://dx.doi.org/10.3403/01698381U
http://dx.doi.org/10.3403/02038816U
http://dx.doi.org/10.3403/02039977U
http://dx.doi.org/10.3403/02275648U
http://dx.doi.org/10.3403/02279685U
http://dx.doi.org/10.3403/30233281U
http://www.avadocuments.com/doc/bs-en-13212-2011
http://www.avadocuments.com/doc/bs-en-13212-2011

BS EN 13212:2011
EN 13212:2011 (E)

1 Scope

This document gives the requirements for factory production control (FPC) for the manufacturer of road
marking materials

This document specifies which types of test have to be taken into consideration within the FPC but it leaves the
precise methods to be applied to be dependent on the characteristics of the manufacturer’s installation and

production methods. The precise parameters and methods will be found in the written procedures agreed
between the manufacturer and the third party responsible for the initial assessment of the FPC.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

N 1423, Road marking materials — Drop on materials — Glass beads, antiskid aggregates and mixtures of
the two

, Road marking materials — Premix glass beads

EN 1463 (all parts), Road marking materials — Retroreflecting road studs

, Road marking materials — Preformed road markings

, Road marking materials — Paint, thermoplastic and cold plastic materials — Specifications

N 12802, Road marking materials — Laboratory methods for identification

EN ISO 9001:2008, Quality management systems — Requirements (ISO 9001:2008

SO 5725-2, Accuracy (trueness and precision) of measurement methods and results — Part 2: Basic method
for the determination of repeatability and reproducibility of a standard measurement method

3 Terms and definitions
For the purpose of this document, the following terms and definitions apply.

3.1

retained sample

sample, labelled and stored for some period of time, to be used in case additional testing or verification is
needed

3.2
batch
amount of product produced as one complete operation not being part of a continuous process

3.3
factory production control (FPC)
permanent internal control of production exercised by the product manufacturer

3.4.
factory
single site of production consisting of one or more production lines where raw materials are converted into final
products
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