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National foreword

This British Standard is the English language version of EN 13220:1998.

The UK participation in its preparation was entrusted by Technical Committee
CH/44, Anaesthetic machines, breathing attachments, medical gas pipeline systems
and hose assemblies, to Subcommittee CH/44/2, Medical gas supply systems, which
has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request
to its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled “International Standards Correspondence Index”, or by using the
“Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 16, an inside back cover and a back cover.

This British Standard, having Amendments issued since publication
been prepared under the
direction of the Health and Amd. No. Date Text affected

Environment Sector Committee,
was published under the
authority of the Standards
Committee and comes into effect
on 15 April 1999

© BSI 04-1999

ISBN 0 580 30686 0 ... Documents

= Document Sharing Hub

Full document details: BS EN 13220:1999


http://www.avadocuments.com/doc/bs-en-13220-1999
http://www.avadocuments.com/doc/bs-en-13220-1999

EUROPEAN STANDARD EN 13220
NORME EUROPEENNE
EUROPAISCHE NORM October 1998

ICS 11.040.10; 17.120.10

Descriptors: medical equipment, anaesthetic equipment, artificial breathing apparatus, junctions, gas pipelines, medical gases,
flow measurements, measuring instruments, definitions

English version

Flow-metering devices for connection to terminal units of
medical gas pipeline systems

Dispositifs a débitmetre pour prises murales des Durchfluf3mef3einrichtungen zum Anschlufd an
réseaux de distribution de gaz médicaux Entnahmestellen von Rohrleitungssytemen fiir
medizinische Gase

This European Standard was approved by CEN on 2 October 1998.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations
which stipulate the conditions for giving this European Standard the status of a
national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to
the Central Secretariat or to any CEN member.

This European Standard exists in one official version in accordance with Resolution
BT 74/1997, the one language experiment. A version in any other language made
by translation under the responsibility of a CEN member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europiisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

©1998 CEN All rights of exploitation in any form and by any means reserved worldwide for CEN national

Members.
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Introduction

Flow-metering devices are widely used in the delivery
of medical gases supplied by a medical gas supply
system directly to a patient. It is essential that these
devices deliver accurate flows under varying conditions
of temperature and inlet pressure. It is therefore
important that the operating characteristics be
specified and tested in a defined manner.

This standard pays particular attention to:
— suitability of materials;

— safety (mechanical strength, safe relief of excess
pressure and resistance to ignition);

— gas specificity;

— cleanliness;

— accuracy;

— testing;

— identification;

— information supplied.

Clauses and subclauses marked with R after their
number have corresponding rationales contained
in annex C.

1 Scope

1.1 This European Standard applies to:

— flow-metering devices which are connected and
disconnected by the operator at terminal units of a
medical gas pipeline system for measurement and
delivery of medical gases; they can be connected
either directly or by means of flexible connecting
assemblies;

— flow-metering devices which are connected and
disconnected by the operator at gas-specific
connection points of devices such as pressure
regulators.

1.2 Tt applies only to flow-metering devices for the
following medical gases:

— oxygen,

— nitrous oxide;

— air for breathing;

— carbon dioxide;

— helium;

— Xenon;

— specified mixtures of the gases listed above;

— oxygen/nitrous oxide mixture (50 % /50 % V/V).

1.3 Electrical or electronic flow-metering devices are
excluded from the scope of this standard.

© BSI 04-1999
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2 Normative references

This European Standard incorporates, by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revision of any of these publications
apply to this European Standard only when
incorporated in it by amendment or revision. For
undated references, the latest edition of the publication
referred to applies.

prEN 737-6:1996, Medical gas pipeline systems —
Part 6: Dimension of probes for terminal units for
compressed medical gases and vacuum.

EN 739, Low-pressure hose assemblies for use with
medical gases.

EN 1441, Medical devices — Risk analysis.

EN 12218, Rail systems for supporting medical
equipment.

ISO 32, Gas cylinders for medical use — Marking for
identification of content.

3 Definitions

For the purposes of this European Standard the
following definitions apply.

3.1

flow gauge

gauge which measures pressure differential and which
is calibrated in units of flow

NOTE The flow gauge indicates flow by measuring the pressure
upstream of a fixed orifice.

3.2

flowmeter

device that measures and indicates the flow of a
specific gas

3.3

flow-metering device

device fitted with an inlet and an outlet connector and
which incorporates one of the following:

a) a flowmeter and a flow control valve;

b) a flow gauge and a fixed orifice with a flow
control valve;

¢) multiple fixed orifices with a means of selecting
the orifice

34

gas-specific

having characteristics which prevent interchangeability
and thereby allow assignment to one gas or vacuum
service only
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3.5
gas-specific connection point
that part of the socket which is the receptor for a
gas-specific probe
3.6
medical gas
any gas or mixture of gases intended to be
administered to patients for therapeutic, diagnostic or
prophylactic purposes, or for surgical tool application
3.7
medical gas pipeline system
complete system which comprises a source of supply, a
pipeline distribution system and terminal units at the
points where medical gases or anaesthetic gas
scavenging can be required
3.8
medical gas supply system
either:
a) a medical gas pipeline system; or
b) any other installation having no permanent
pipeline system but employing a medical gas supply
source complete with pressure regulators
3.9
NIST connectors
non-interchangeable screw-threaded connectors
range of male and female components intended to
maintain gas-specificity by the allocation of a set of
different diameters and a left- or right-hand screw
thread to the mating components for each particular
gas
3.10
probe
non-interchangeable male component designed for
acceptance by and retention in the socket
3.11
rated inlet pressure, P;
rated maximum upstream pressure for which the
flow-metering device is designed to operate
3.12
single-fault condition
condition in which a single means of protection against
a safety hazard in equipment is defective, or a single
external abnormal condition is present
3.13
socket

that part of a terminal unit which is either integral or
attached to the base block by a gas-specific interface
and which contains the gas-specific connection point

Full document details: BS EN 13220:1999

3.14
terminal unit

outlet assembly (inlet for vacuum) in a medical gas
supply system at which the operator makes
connections and disconnections

NOTE Terminal units and gas-specific connection points can also

be connected to pressure regulators or low-pressure hose
assemblies.

4 Terminology

Typical examples of flow-metering systems are shown
in annex A.

5 General requirements

5.1 Safety

Flow-metering devices shall, when transported, stored,
installed, operated in normal use and maintained
according to the instructions of the manufacturer,
cause no safety hazard which could be foreseen using
risk analysis procedures in accordance with EN 1441 and
which is connected with their intended application, in
normal condition and in single-fault condition.

5.2R Alternative construction

Flow-metering devices and components or parts
thereof, using materials or having forms of
construction different from those detailed in clause 5
of this European Standard (except for dimensions and
allocation of NIST connectors and probes used as inlet
connectors) shall be accepted if it can be
demonstrated that an equivalent degree of safety is
obtained.

Such evidence shall be provided by the manufacturer.
See annex D for special national conditions.

5.3 Materials

5.3.1 The materials in contact with the gas shall be
compatible with oxygen, and with the other medical
gases and their mixtures, in the temperature range
specified in 5.3.2.

NOTE 1 Corrosion resistance includes resistance against
moisture and surrounding materials.

NOTE 2 Compatibility with oxygen involves both combustibility
and ease of ignition. Materials which burn in air will burn violently
in pure oxygen. Many materials which do not burn in air will do
so in pure oxygen, particularly under pressure. Similarly, materials
which can be ignited in air require lower ignition energies in
oxygen. Many such materials can be ignited by friction at a valve
seat or by adiabatic compression produced when oxygen at high
pressure is rapidly introduced into a system initially at low
pressure.

NOTE 3 prEN 13159 Compatibility of medical equipment with
oxygen is in preparation by CEN/TC 215/WG3.

5.3.2 The materials shall permit the flow-metering
device and its components to meet the requirements
of 5.4 (except 5.4.6) in the temperature range

of —20 °C to +60 °C.
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