
BRITISH STANDARD BS EN    
13230-4:2002

Railway applications — 
Track — Concrete 
sleepers and bearers —

Part 4: Prestressed bearers for   
switches and crossings

The European Standard EN 13230-4:2002 has the status of a 
British Standard

ICS 45.080

�����������	�
���
�
�������������������
���������

���
����������
���	

Full document details: BS EN 13230-4:2002

http://www.avadocuments.com/doc/bs-en-13230-4-2002
http://www.avadocuments.com/doc/bs-en-13230-4-2002


BS EN 13230-4:2002

This British Standard, having 
been prepared under the 
direction of the Engineering 
Sector Policy and Strategy 
Committee, was published 
under the authority of the 
Standards Policy and Strategy 
Committee on                                  
18 December 2002

© BSI 18 December 2002

ISBN 0 580 41006 4

National foreword

This British Standard is the official English language version of           
EN 13230-4:2002.

The UK participation in its preparation was entrusted to Technical Committee 
RAE/2, Railway track components, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 18, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword 

This document EN 13230-4:2002 has been prepared by Technical Committee CEN/TC 256 “Railway 
applications”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by June 2003, and conflicting national standards shall be withdrawn at 
the latest by June 2003. 

This European Standard is one of the series EN 13230 "Railway applications - Track  Concrete sleepers 
and bearers" which consists of the following parts: 

 Part 1: General requirements; 

 Part 2: Prestressed monobloc sleepers; 

 Part 3: Twin-block reinforced sleepers; 

 Part 4: Prestressed bearers for switches and crossings; 

 Part 5: Special elements. 

Annexe A is normative. 

This document contains bibliographical references. 

No other European Standard is superseded or replaced by this European Standard. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, 
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, 
Spain, Sweden, Switzerland and the United Kingdom. 
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Introduction 

This part of the standard defines the specific requirements relating to prestressed bearers for switches and 
crossings. 

These are additional requirements to EN 13230-1 and are necessary to have a complete standard dealing 
with prestressed concrete bearers for switches and crossings. 

1 Scope 

This part of the European Standard defines additional technical criteria and control procedures as well as 
specific tolerance limits relating to the design and manufacture of prestressed bearers for switches and 
crossings with a maximum length of 5,5 m. 

Bearers longer than 5,5 m are considered as special elements and it is essential that they comply with         
EN 13230-5. 

2 Normative references 

This European Standard incorporates by dated or undated reference, provisions from other publications. 
These normative references are cited at the appropriate places in the text and the publications are listed 
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply to 
this European Standard only when incorporated in it by amendment or revision. For undated references the 
latest edition of the publication referred to applies (including amendments). 

EN 206-1, Concrete – Part 1: Performance, production and conformity. 

EN 13146-4, Railway applications - Track - Test  methods for fastening systems - Part  4: Effect of repeated 
loading. 

EN 13230-1:2002, Railway applications - Track – Concrete sleepers and bearers – Part 1: General 
requirements. 

EN 13230-5, Railway applications - Track - Concrete sleepers and bearers – Part 5: Special elements. 

3 Special requirements 

3.1 Design bending moments 

The bearers shall be designed with positive and negative design bending moment capacities with the 
objective of keeping them straight.  

3.2 Positioning of fastening components 

An area of the concrete section shall be specified by the purchaser to be free from pre-tensioned tendons for 
the location of fastening components. 

If required by the purchaser, the design of the bearer shall allow the repair or replacement of the cast-in 
fastening components. 
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3.3 Tolerances 

The maximum tolerances specified in EN 13230-1:2002 - 6.1, apply to the concrete bearers.  

Measurement of tolerances shall not be checked until 48 hours after the transfer of the prestressing forces. 

3.3.1 Tolerance on flatness  

The maximum deviations of the total rail seat or base plate area are as follows: 

 flatness: 1 mm; 

 gradient: 0,5 mm per 150 mm. 

3.3.2 Tolerances on fastening positioning  

The tolerances on the cast-in fastening components positioning shall be measured in accordance with 
Figure 1. 

 

Figure 1 — Measurement of tolerances on fastening components positioning 

 

Tolerance on dimensions A and D (on the same 
support area): 

 + 1,0 mm 

Tolerance on dimensions B and C (between two 
separate supports areas): 

 + 1,5 mm 

Tolerance on distance between the last cast-in 
component and the end of the bearer (E): 

 + 10 mm 

The tolerances specified above may be varied by the purchaser in case of special requirements and shall be 
defined on the drawings submitted by the purchaser. 

These tolerances shall apply to all cast-in components with either a direct or indirect fastening system. 
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