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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 13232-3:2023. It
supersedes BS EN 13232-3:2003+A1:2011, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee RAE/2/-/9, Railway applications - Switches & Crossings -
Performance & Acceptance.

Alist of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

This publication has been prepared under a mandate given to the
European Standards Organizations by the European Commission and the
European Free Trade Association. It is intended to support requirements
of the EU legislation detailed in the European Foreword. A European
Annex, usually Annex ZA or ZZ, describes how this publication relates to
that EU legislation.

For the Great Britain market (England, Scotland and Wales), if UK
Government has designated this publication for conformity with UKCA
marking (or similar) legislation, it may contain an additional National
Annex. Where such a National Annex exists, it shows the correlation
between this publication and the relevant UK legislation. If there is no
National Annex of this kind, the relevant Annex ZA or ZZ in the body
of the European text will indicate the relationship to UK regulation
applicable in Great Britain. References to EU legislation may need to be
read in accordance with the UK designation and the applicable UK law.
Further information on designated standards can be found at
www.bsigroup.com/standardsandregulation.

For the Northern Ireland market, UK law will continue to implement
relevant EU law subject to periodic confirmation. Therefore

Annex ZA/ZZ in the European text, and references to EU legislation, are
still valid for this market.

UK Government is responsible for legislation. For information on
legislation and policies relating to that legislation, consult the relevant
pages of [http://www.gov.uk%3c/ext-link%3e.%3c/p]lwww.gov.uk.
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This British Standard was published under the authority of the
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Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 13232-3:2023


http://www.avadocuments.com/doc/bs-en-13232-3-2023
http://www.avadocuments.com/doc/bs-en-13232-3-2023

Documents

Document Sharing Hub

Full document details: BS EN 13232-3:2023


http://www.avadocuments.com/doc/bs-en-13232-3-2023
http://www.avadocuments.com/doc/bs-en-13232-3-2023

EUROPEAN STANDARD EN 13232-3
NORME EUROPEENNE
EUROPAISCHE NORM October 2023

1CS93.100 Supersedes EN 13232-3:2003+A1:2011

English Version

Railway applications - Track - Switches and crossings for
Vignole rails - Part 3: Requirements for wheel/rail

interaction
Applications ferroviaires - Voie - Appareils de voie Bahnanwendungen - Oberbau - Weichen und
pour rails Vignole - Partie 3 : Exigences pour Kreuzungen fiir Vignolschienen - Teil 3: Anforderungen
l'interaction roue/rail an das Zusammenspiel Rad/Schiene

This European Standard was approved by CEN on 23 October 2022.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this
European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references
concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN
member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by
translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management
Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway,
Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Ttirkiye and
United Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Rue de la Science 23, B-1040 Brussels

© 2023 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 13232-3:2023 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 13232-3:2023


http://www.avadocuments.com/doc/bs-en-13232-3-2023
http://www.avadocuments.com/doc/bs-en-13232-3-2023

EN 13232-3:2023 (E)

Contents
D100 Q03 0T ) 00 00 0 o 4
1 Y1) 0 6
2 A0 3 01 B LA Q=3 (=) Q=) 1 L 6
3 Terms, definitions and SYMDOLS ... ——————————— 7
4 001D L 11
4.1 L0723 1 1) o | . 11
4.2 Wheel and track Parameters ... s sssssssssssssssssssasass 11
T 77 RN 001 010 U ) 11
4.2.2 WHheEel Profiles.....ccuiiiiismsmsmsmsmsmsisisnssssssssssssssssssssssssssssssssssssssasassssssssssssssssssssssssssasas s s s sssssnssassssssasasasasansnses 11
o 11 (U< £ 12
T T 2 - V1 B ) 1 - U O 12
2 ST W0 1S3 D o Lo TR D oL ) 13
4.3 {070 1172 U o/ ) 4 U= 14
2 51 T {41 0 o L ') T 14
2 G T 000 1 L Lot o B 040 g0 ) U, 14
2 S T8 TR 20 F: ) o Ve 17 s U] 0o o 14
4.3.4 FlangewWay Width s as 14
2 S TS 2 ) T o101 00D 14
5 GUIdANCE PrINCIPLES ..o e e 15
51 =3 1 1) - 15
5.2 Guard and checK FailS.... s —————————————————————————— 15
5.3 WHheelSet GUIAANCE ... s E R R R AR n 15
LS TR0 I 7 1 1) o 1 15
LR J7Z. N 172 L) = U ol G, 16
LST0 J0 T 3 1 07 e 16
LT TR S 07 11 1 10 T [ 1)1 (o 17
5.3.5 Checkrail and cOMMON CrOSSING NOSE .....ccouuunmnismsmsmsmssmssssssssssssssssssssssssssssssassssssssssssssssssssssssasasassssssssss 17
5.3.6  ODUUSE CIOSSINES .cuiuiusismsesssssisisssssssssssssssssssssssssssssasssssssssssssssssssss s s s s s eSS A SRS SRR AR AR R e AR RS 18
5.4 Transitional GUIdANCE ... ——————————————— 19
5.5 001002 i O 20
6 RULES ocucucissnsistsssmsmsssssassss s s s s s s E RS EEEEEERE R R R AR AR AR AR R AR R A A A AR AR R AR R AR AR AR AR AR AR R R R RS 20
6.1 0000 0001 11 U0 0 PO, 20
6.2 Security against derailment....... s ———————————————— 20
6.3 Wheel profiles and Wear ... s asssass 21
6.4 WAV 07 ed L0 G N e Lol QL 22
6.5 Apparent wheel profiles........ssss———————————————————, 23
6.6 Tangent and SECANT CONTACE ......cccurimnmsmsmssimssssssssssss s s E R an 24
7 Common derailment-critical SitUAtIONS ... —————— 25
7.1 D 0723 U o) 11 o 25
7.2 Secant contact at partially open switch tip or crossing nose........cu———— 25
7.3 Secant contact at damaged SWILCh P ... ——————— 26
7.4 1 10 27
8 Output - Functional and Safety Dimensions (FSDS).......cumssssssssssssssss 28
8.1 000 307115 U 0 ) o . 28
8.2 SWILCH PANEL..irin R 28
8.2.1 Free wheel passage in switches F .. 28
L3220 2 00 110 020 11 ¥ (N 29
Documents
2 Document Sharing Hub

Full document details: BS EN 13232-3:2023


http://www.avadocuments.com/doc/bs-en-13232-3-2023
http://www.avadocuments.com/doc/bs-en-13232-3-2023

EN 13232-3:2023 (E)

8.2.3  SWitCh POINE Felief A2 ... ———————————————— 30
8.2.4 Lateral POint FretracCtion ... s R s e e e e n s 30
8.2.5 Lateral point MAChINING ... s s nn e s 32
8.2.6 Track gauge in diverging track - vehicle with 3 axles.......c————— 32
8.3 COMMON CrOSSING PANELuucuciiisirsssssssesirsssss s A s A 34
8.3.1 Fixed nose protection Npcf ........................................................................................................................ 34
8.3.2 Free wheel passage in fixed common crossing Fyypcfussssssssasss 35
8.3.3 Free wheel passage at check rail entry L &L HdHddd 35
8.3.4 Free wheel passage at wing rail entry Fyypyypre ssssssssssssssssssssssssssssssssssssssss 36
8.3.5 Minimum flangeway depth Afyy .o ————————— 38
8.3.6 Flangeway width in diverging track.......sssss 38
8.3.7 Parallel checKk rail IeNGth ... 40
8.3.8 Checkrail and raised Check rail..... s ————————————— 40
8.4 ObtusSe CroSSING PANEL ..o e e 41
8.4.1 Free wWheel passage Fyypgfussssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssss 41
8.4.2 Unguided 1ength ... ———————— 42
37 S T 08 1 U=l . @ ¥ 44
8.4.4 Free wheel passage at check rail entry .......——————— 44
8.4.5 NOSE PIrOteCION Nppp fimmmmmmmmmmmrsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssss 45
8.5 General items (can occur in all zones within or outside S&C) .......c.ccvmvnnmimnsmsnsmsn——— 47
8.5.1 Checkrail and wing rail entry flare.......——————————— 47
8.5.2 Flangeway width - Wheel trapping ... 47
9 Additional reqUIremMEeNtS.. ..o ——————————————————— 47
9.1 L0 0L 04 L5 U 00 47
9.2 8 T ) LT 48
9.3 Wheel 10ad transSfer ... s s 48
£ 20 T B 0 1 1) i | 48
9.3.2 RUNNING SUTTACE A@SIGIN...cciiiireruininisisimsisssssisisssmsssssssssss s s e E e E e R R A e e e E R e 50
9.3.3 Method Of ASSESSINENL ..c.ciieiisirisssiisissssssss s e AR 51
9.4 Insufficient wheel SUPPOIt OF GUIAANCE .....cccceeciiisisnsnc s ———————————— 51
0.4.1 COINMIMNON CTOSSIIIZS c.eiurrsussrsessssssssnssssssssnsssssssssssssssssssssssssssssssssssssssesssss s a A AR R SRR R R AR AR AR R AR R R AR AR R AR R AR R R AR R R RS 51
0.4.2  ODEUSE CrOSSIIIES. iurusursrssssssssesessssssssssssssssssssssssssasss s s asase s E S EARAS RS EER R A SRR E R R AR AR AR E R 51
9.4.3 MOVADIE CrOSSINGS...oucisrisrinsmsisissssssissssssssss s s R AR 51
Annex A (informative) Functional and safety dimensions (FSDs). Examples used in

EUropean NetWOTKS.... i ssssssssss s s s ss st sssssssasas s s s s ssssasanss 52
Annex B (normative) Obtuse crossing unguided length ... 53
Annex C (informative) Examples of Switch Entry Angle........nnnssssssssssssssss 57
Annex ZA (informative) Relationship between this European Standard and the Essential

Requirements of EU Directive (EU) 2016/797 aimed to be covered..........mmnnnns 59
L33 10) 10T e300 47 61

Documents

Document%haring Hub

Full document details: BS EN 13232-3:2023


http://www.avadocuments.com/doc/bs-en-13232-3-2023
http://www.avadocuments.com/doc/bs-en-13232-3-2023

EN 13232-3:2023 (E)

European foreword

This document (EN 13232-3:2023) has been prepared by Technical Committee CEN/TC 256
“Railway applications”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2024, and conflicting national standards shall
be withdrawn at the latest by April 2024.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13232-3:2003+A1:2011.

This series of standards “Railway applications - Track - Switches and crossings for Vignole rails”
covers the design and quality of switches and crossings in flat bottomed rail. The list of Parts is as
follows:

— Part 1: Definitions

— Part 2: Requirements for geometric design

— Part 3: Requirements for wheel/rail interaction

— Part 4: Actuation, locking and detection

— Part 5: Switches

— Part 6: Fixed common and obtuse crossings

— Part 7: Crossings with moveable parts

— Part 8: Expansion devices

— Part 9: Layouts

Part 1 contains terminology used throughout all parts of this series. Parts 2 to 4 contain basic design
guides and are applicable to all switch and crossing assemblies. Parts 5 to 8 deal with particular
types of equipment including their tolerances. Part 9 defines the geometric and non-geometric
acceptance criteria for layout inspection.

This document introduces more detailed requirements for wheel/rail contact geometry as well as
introducing functional and safety dimensions required for the design of switches and crossings. A
number of figures have also been updated to improve clarity.

This document has been prepared under a standardisation request addressed to [the relevant ESO]
by the European Commission. The Standing Committee of the EFTA States subsequently approves

these requests for its Member States.

For the relationship with EU Legislation, see informative Annex ZA, which is an integral part of this
document.
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Any feedback and questions on this document should be directed to the users’ national standards
body. A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary,
Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland,
Tirkiye and the United Kingdom.
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1 Scope

This document defines the main wheel/track interaction criteria to be taken into account during the
geometrical design of railway switches and crossings (S&C) layouts.

It specifies:

— characterization of wheel and track dimensions;
— geometric design principles for wheel guidance;
— design principles for wheel load transfer;

— whether movable crossings are needed.

These are illustrated by their application to turnout components:

— switches;
— crossings;
— checkrails,

but the principles apply equally to more complex units. There are also simplified definitions of the
safety and functional dimensions, which can be used in conjunction with the general principles as the
basis for more in-depth assessment.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

EN 13232-1:2023, Railway applications - Track - Switches and crossings for Vignole rails - Part 1:
Definitions

EN 13715:2020, Railway applications - Wheelsets and bogies - Wheels - Tread profile

EN 15313:2016, Railway applications - In-service wheelset operation requirements - In-service and off-
vehicle wheelset maintenance

EN 15273-1:2013+A1:2016, Railway applications - Gauges - Part 1: General - Common rules for
infrastructure and rolling stock

EN 15273-2:2013+A1:2016, Railway applications - Gauges - Part 2: Rolling stock gauge

EN 15273-3:2013+A1:2016, Railway applications - Gauges - Part 3: Structure gauges
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3 Terms, definitions and symbols

For the purpose of this document the terms and definitions given in EN 13232-1:2023 and the
following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1

guiding force

Y

force, acting parallel to the running surface and perpendicular to running edge, between the wheel
and the relevant track component (usually a rail)

3.2
wheel load

Q

force, acting perpendicular to the running surface, between the wheel on one hand and the relevant
track component (rail)

3.3

contact angle

Ya

angle of the contact plane versus the track plane measured at the contact point A between the wheel
and the track component. In the case of a two-point contact, the one nearest the wheel flange shall be
considered

Note 1 to entry: see Figure 1

'\{‘}

Key
Ya contactangle

A contact point

Figure 1 — Contact angle

Documents
Documentgharing Hub

Full document details: BS EN 13232-3:2023


https://www.iso.org/obp
http://www.electropedia.org/
http://www.avadocuments.com/doc/bs-en-13232-3-2023
http://www.avadocuments.com/doc/bs-en-13232-3-2023

EN 13232-3:2023 (E)

3.4
friction coefficient

n
friction coefficient encountered at the contact point where the contact angle is determined

3.5
face of flange

qr
parameter which characterises the flange angle of the wheel as a linear dimension. The measurement
is taken at the active side of the flange between reference points P1 and P2 as defined in Figure 2

Note 1 to entry: P1 is a reference point located at a distance 2 mm from the flange tip towards the wheel axis

Note 2 to entry: P2 is reference point on the profile, at a distance from wheel axis of 10 mm more than the
wheel radius;

Dimensions in millimetres

Br
70
Sq
- 9
~ P1
P2
& ELLENIT
DO
= ?Z
Ar
—
©
Sk
§
Key
d wheel diameter gr face of flange
DO position of wheel tread Br Width of the rim
Sh height of the flange P2 reference point
P1 reference point Sa flange width
Ar back-to-back distance Sr front-to-front dimesnion
Figure 2 — Wheel parameters

3.6
height of the flange
Sh

height of flange measured from the tread of the wheel to the tip of the flange

Note 1 to entry: see Figure 2
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3.7

back-to-back distance

Ar

distance between the back of one wheel and the back of the other wheel on the same wheelset

Note 1 to entry: see Figures 2, 5 and 31

Note 2 to entry:  An index max or min is given to this symbol according respectively to the maximum and
minimum values that can occur during operation.

3.8

front-to-front dimension

Sr

distance between the from of the flange of one wheel and the front of the flange of the other wheel on
the same wheelset, measured at reference point P2

Note 1 to entry: Figures 2, 5 and 31

3.9

flange width

Sa

distance between the back of the flange and the from to the flange measure from reference point P2

Note 1 to entry: see Figures 2, 5 and 31

Note 2 to entry:  An index max or min is given to this symbol according respectively to the maximum and
minimum values that can occur during operation.

3.10

switch point retraction

E

distance measured at the track gauge reference plane (part 1), between the reference line of switch
and stock rail at the actual switch toe

Note 1 to entry: see Figure 3
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Key
1  Vertical stock rail
2 Inclined stock rail
Point retraction

Z1 Depth of machining reference plane below running plane for contact surface (inside head cut) of stock
and switch rail (see EN 13232-5)

Z2 Depth of machining reference plane below running plane for running surface of switch rail (see
EN 13232-5)

Figure 3 — Switch point retraction

3.11
point retraction in fixed common crossing
reference line in a fixed common crossing which can deviate from the theoretical geometry line

Note 1 to entry:  From a certain distance to the crossing point, the reference line of the Vee can, depending on
the design, be removed from this theoretical line away from the wheel flange in order to avoid contact between
both elements. This situation is described in Figure 4.

Key
1 Theoretical reference line
2 Actual reference line
3 Pointretraction
4 Mathematical point (MP)
5 Actual point (RP)

Figure 4 — Point retraction in fixed common crossing

Note 2 to entry:  The value of the point retraction is measured at the actual point (RP).
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3.12

false flange

flange on the overhanging portion of a wheel tread caused by wear on the wheel tread in the area
where the wheel and the rail normally make contact

Note 1 to entry: see Figure 7 item 1.

4 Inputs
4.1 General

The motion of wheels and transfer of wheel loads is a complex subject, involving the accumulation of
extensive data and an understanding of dynamic effects.

By making certain assumptions it is feasible to define rules which are simple yet rigorous enough for
design of all types of switches and crossings. Some of these rules assume a 2-axle bogie or vehicle.
The need for other special requirements such as those posed by 3-axle or other vehicles shall be
stated by the customer.

4.2 Wheel and track parameters

4.2.1 Introduction

This clause deals with the key parameters needed for the analysis of the interaction between wheels
and the track, either for guidance calculations or load transfer calculations.

Wheel and track dimensions are defined below.
4.2.2 Wheel profiles
Sufficient dimensions of the cross-section or profile of a wheel are required for switch and crossing

design. As a minimum, a dimensioned profile drawing shall be provided by the customer, with the
following key dimensions as defined (see Figure 5):

— flange width, height and flange angle;
— tyre/rim width and tread angle;

— wheel diameter or radius.
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Dimensions in millimetres

10

Dy (z)

Br
_ FEJ 70 <—FlJ
A8
=
o »
Dy 1
Saq1
Key
Ar back-to-back dimension
Sr front-to-front dimension
Do position of wheel tread (1) wheel 1 (2) wheel 2
S41,S42 Flange width
Sh flange height
H2 transition point

Br
71
FE]
F1J

S

di, d2

rim width

internal zone of flange
external face of rim
internal face of rim
flange tip

wheel diameters

Figure 5 — Key wheel dimensions (in addition to profile details)

4.2.3 Wheelsets

Additional parameters related to the wheelsets are required for calculations for wheelset guidance.

The Customer shall provide the following parameter values:

— wheel back-to-back
— axle spacing;
— number of axles;

— clearance of middle axles, if applicable;

— Dbogie spacing and minimum curve radius for vehicles.

4.2.4 Rail and track

The key parameters related to the track geometry that are used in calculations for wheelset guidance

are shown in Figure 6 and listed below:

— trackradius (R);

— track gauge (G);

— dimension for nose protection (check gauge) (F);

— crossing flangeway (D).

12
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and the following shall be provided by the Customer:

— maximum permissible check rail height above running table (H).

1

Key

B N R

Highsiderail D crossing flangeway
Wing rail R track radius
Check rail F dimension for nose protection
Lowsiderail H height of check rail
G track gauge

Figure 6 — Key track dimensions

4.2.5 Tolerances and wear

It is necessary to consider tolerances and wear in order to design correctly. These are alternatively
referred to as manufacturing tolerances and service tolerances.

If the Customer provides worn wheel profiles or amounts of wear, then these should be used.
Otherwise the assumptions made by the Supplier shall form the basis for design, and these shall be
stated. The following areas of wear shall be considered:

back of wheel flanges;
front of wheel flanges;
false flanges;

flange angle.

Locations of typical lateral wheel and track wear are shown in Figure 7. These shall be taken into
account when designing flangeway gaps. (See Clause 5).

Vertical wear, examples of which are also illustrated in Figure 7, is more relevant to wheel load
transfer. (See Clause 6).
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A false flange of 2 mm shall be considered in the design.

Vertical wear to the rail head occurs but is not shown in figure.7.
| |
3
5
NA
6 L

Figure 7 — Locations of wheel and rail wear

1
2
Key
1 False flange 4 Wing rail wear
2 Guard or check rail wear 5 Wheel wear (front)

3 Wheel wear (back) also on left wheel 6 Vee wear

4.3 Contact zone
4.3.1 Introduction

For switch and crossing design, there are issues that shall be verified during design. These are as
follows.

4.3.2 Contact danger zone

The wheel profile supplied by the Customer shall indicate the danger zone for guidance contact,
which is that part of the wheel flange which falls on the flange radius and which therefore exceeds
the angle for safe guidance. The switch and crossing Supplier shall ensure that guidance contact does
not take place within this zone for either new or worn wheels, except where it is agreed that flange-
running is a normal operating regime.

The danger zone is illustrated in Figures 16 and 17.

4.3.3 Flangeway depth

The depth of the flangeway shall be sufficient to prevent flanges from running on the floor of the
flangeway except if otherwise required by the Customer. This shall be verified considering the
increased depth of flange of a maximum worn wheel and with the shallow flangeway of a maximum
worn running surface of a rail.

4.3.4 Flangeway width

Flangeway width is governed by a number of vehicle and track parameters as described in the
following sections.

4.3.5 Flange running

The flange running is possible in very specific cases according to customer’s requirements. The

contact point on flange occurs then naturally on the flange danger zone. The specific cases for flange
running might be perpendicular (or almost perpendicular) diamond crossings, railway and tramway
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crossings or crossing used in trap turnouts. The additional assessment or simulation shall be
provided in this case to ensure safe vehicle passage.

5 Guidance principles

5.1 General
The guidance of a wheelset through switches and crossings concerns mainly the lateral or horizontal

dimensions of wheel, axle, and track. Note that, in Figures 9, 10, 11 and 12, the wheels are shown in a
simplified form as ellipses at the track gauge reference plane.

5.2 Guard and check rails

Guard and check rails are rails which bear on the face of the wheel (usually the back face) to provide
guidance (See Figure 8).

a) — Checkrail
w I E;

b) — Guard rail

Figure 8 — Guidance with check and guard rails

Guard rails come into operation after incipient derailment and are intended to rerail wheels once
they have begun to climb the opposite running rail. Guard rails are usually provided at specific
locations in plain track (e.g. bridges), and regarding S&C, the guard rails might be used for crossings
with movable parts as an additional rail in a similar way as the check rails are used for fixed
crossings.

Check rails are intended to make contact with the wheel back under normal conditions of operation
in order to protect the opposite running rail.

5.3 Wheelset guidance

5.3.1 General

In order to determine wheelset guidance, it is necessary to make an assumption of the way in which
the wheelset is constrained to move. The assumption is shown in Figure 9 using ellipses to represent
wheel flanges. When the wheelset, bogie or vehicle is superimposed upon the track, it moves along a
trajectory which is skewed relative to the track running edges.
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Figure 9a) Unchecked Figure 9b) Checked
Key
1 Highside 5 Leading axle
2 Lowside 6 Clearance
3 Angleofattack 7 Checkrail
4 Trailing axle 8 Wingrail

Figure 9 — Wheelset trajectory

Given the assumption of the mode of running and the resulting angle of attack, it is possible to
determine the adequacy of the flangeway, the effectiveness of protection to the crossing nose, and
the support for wheel load transfer.

The assumed trajectory provides for the worst case, or the maximum possible angle of attack, and
subjects the leading wheel to the closest contact with a crossing nose and subjects the trailing wheel
to the poorest load transfer.

5.3.2 Angle of attack

The greatest angle of attack is achieved when the wheelset is running around a curve. For curves
without check rails, the bogie can travel as in Figure 9a, with the high-side wheel of the leading axle
in contact with the running edge of the high-side rail and the low-side wheel of the trailing axle in
contact with the running edge of the low-side rail.

The angle of attack is usually reduced if the bogie is constrained as in Figure 9b. The leading axle
runs with the low-side inner wheel back against the check rail, and the low-side wheel of the trailing
axle is in contact with the running edge of the low-side running rail.

5.3.3 Flangeway

The flangeway shall be wide enough to allow the flanges of the wheels to pass without being trapped
or being forced to climb and derail. See Figure 10 that illustrates wheel trapping.
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