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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 13245-3:2025. It
supersedes BS EN 13245-3:2010, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/82, Thermoplastic materials.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 31213 3
ICS 83.140.99; 91.100.99

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 December 2025.

Amendments/corrigenda issued since publication
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European foreword

This document (EN 13245-3:2025) has been prepared by Technical Committee CEN/TC 249 “Plastics”,
the secretariat of which is held by SIS.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by June 2026, and conflicting national standards shall be
withdrawn at the latest by June 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13245-3:2010).

EN 13245-3:2025 includes the following significant technical changes with respect to EN 13245-3:2010:

— Scope has been clarified;
— Normative references have been updated;

— Terms and definitions have been updated and reference to EN 17410, EN 17508 and EN 17615 has
been added;

— Printing process and Type 5 profile, “profile as Type 1 or Type 2 covered with print”, have been added
and the whole document has been updated accordingly;

— Peel test method according to EN 17271 for Type 3 profiles has been added and the whole document
has been updated accordingly;

— Clause 9 has been modified to introduce new terms from EN 17508 and its title has been changed
accordingly;

— New Clause 10, “Design for recycling” has been added;
— Annex C was modified with a new peel strength apparatus;
— Bibliography has been updated.

The EN 13245 series, under the general title Plastics — Unplasticized poly(vinyl chloride) (PVC-U) profiles
for building applications, consists of the following parts:

— Part 1: Designation of PVC-U profiles
— Part 2: PVC-U profiles and PVC-UE profiles for internal and external wall and ceiling finishes
— Part 3: Designation of PVC-UE profiles

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
[taly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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1 Scope

This document establishes a system of designation for profiles made of cellular unplasticized poly(vinyl
chloride) (PVC-UE) intended to be used for building applications. This system is intended to be used in
product specification after the application is specified.

NOTE It is intended to use this method for the designation of PVC-UE profiles for information related to
technical literature of the manufacturer, not for the marking of the products.

This part is applicable to PVC-UE profiles of any colour, obtained by a mono-extrusion or a co-extrusion
process, with or without surface finishing (e.g. foil, paint or print).
This document defines minimum requirements for the surface finishing of PVC-UE profiles.

Profiles for the management of electrical power cables, communication cables and power track systems
used for the distribution of electrical power, profiles for windows or doors and profiles for guttering are

not covered by this documentl.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 438-2:2016+A1:2018, High-pressure decorative laminates (HPL) — Sheets based on thermosetting
resins (usually called Laminates) — Part 2: Determination of properties

Plastics — Poly(vinyl chloride) (PVC) based profiles — Determination of the resistance to impact of
profiles by falling mass

Plastics — Poly(vinyl chloride) (PVC) based profiles — Determination of the appearance after
exposure at 150 °C

EN 479, Plastics — Poly(vinyl chloride) (PVC) based profiles — Determination of heat reversion

Plastics — Poly(vinyl chloride) (PVC) based profiles — Determination of the resistance to artificial
weathering

N 12720, Furniture — Assessment of surface resistance to cold liquids

EN 17271, Plastics — Poly(vinyl chloride) (PVC) based profiles — Determination of the peel strength of
profiles laminated with foils

EN 17410, Plastics — Controlled loop recycling of PVC-U profiles from windows and doors

EN 17508, Plastics — Unplasticized poly(vinyl chloride) (PVC-U) profiles for the fabrication of windows and
doors — Terminology of PVC based materials

EN 17615, Plastics — Environmental Aspects — Vocabulary

1 Profiles that are excluded are in the scopes of standards prepared by CEN/TC 249/WG 21, CENELEC/TC 213 or
CEN/TC 128.
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N 20105-A02, Textiles — Tests for colour fastness — Part A02: Grey scale for assessing change in colour
(IS0 105-A02)

EN ISO 105-A01:2010, Textiles — Tests for colour fastness — Part AO1: General principles of testing
(IS0 105-A01:2010)

EN ISO 178, Plastics — Determination of flexural properties (ISO 178)

EN ISO 179-1, Plastics — Determination of Charpy impact properties — Part 1: Non-instrumented impact
test (1SO 179-1)

EN ISO 472, Plastics — Vocabulary (ISO 472)

EN ISO 877-2, Plastics — Methods of exposure to solar radiation — Part 2: Direct weathering and exposure
behind window glass (1SO 877-2)

EN ISO 1043-1|, Plastics — Symbols and abbreviated terms — Part 1: Basic polymers and their special
characteristics (ISO 1043-1)

EN ISO 2409, Paints and varnishes — Cross-cut test (1SO 2409)
EN ISO 2813, Paints and varnishes — Determination of gloss value at 20°, 60° and 85° (1SO 2813)
EN ISO 4624, Paints and varnishes — Pull-off test for adhesion (ISO 4624)

EN ISO 4892-2:2013, Plastics — Methods of exposure to laboratory light sources — Part 2: Xenon-arc
lamps (1S0O 4892-2:2013)

EN ISO 4892-3:2024, Plastics — Methods of exposure to laboratory light sources — Part 3: Fluorescent UV
lamps (1S0 4892-3:2024)

EN ISO/CIE 11664-1, Colorimetry — Part 1: CIE standard colorimetric observers (ISO/CIE 11664-1))

EN ISO/CIE 11664-2, Colorimetry — Part 2: CIE standard illuminants (1SO/CIE 11664-2)

EN ISO/CIE 11664-4, Colorimetry — Part 4: CIE 1976 L*a*b* Colour space (ISO/CIE 11664-4)

EN ISO 18314-1, Analytical colorimetry — Part 1: Practical colour measurement

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 17410, EN 17508, EN 17615,
EN ISO 472, EN ISO 1043-1 and the following apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

cellular unplasticized poly(vinyl chloride)

PVC-UE

unplasticized poly(vinyl chloride) the density of which is reduced by the presence of numerous small
cavities (cells), interconnecting or not, dispersed throughout the mass
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3.2
PVC-UE profile
profile made of cellular unplasticized poly(vinyl chloride) (PVC-UE) material

3.3 Type of profile

3.3.1
Type 1 profile
non-covered profile coloured in the mass obtained by a mono-extrusion process

3.3.2
Type 2 profile
non-covered profile obtained by a co-extrusion process with a surface coloured in the mass

3.3.3
Type 3 profile
profile as Type 1 or Type 2 profile covered with foil

Note 1 to entry:  Foil can be painted, printed or not.

3.34
Type 4 profile
profile as Type 1 or Type 2 profile covered with paint

3.3.5
Type 5 profile
profile as Type 1 or Type 2 covered with print

3.4
sight surface
surface of a profile that is exposed to view, when the profile is installed

3.5
surface finishing
covering layer on the sight surface of a profile, e.g. a co-extruded layer, a foil, a paint, a print

3.6
foil
plastics layer for external uses intended to cover surfaces of a base profile

Note 1 to entry:  Foil can be painted, printed or not.

3.7
print
result of a printing process in which ink or a combination of ink and surface finishing is applied

3.8

paint

one or several layer(s) of lacquer (e.g. acrylic or polyurethane resin) and/or varnish (clear coating
material) that cover(s) a base profile
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3.9

co-extrusion

durable bonding of two or more thermoplastics [e.g. unplasticized cellular poly(vinyl chloride) (PVC-UE)
and unplasticized poly(vinyl chloride) (PVC-U) or poly(methyl methacrylate) (PMMA)] that are melted
in separated extruders and fused together in the profile tool

3.10

radiant exposure

H

time integral of irradiance

Note 1 to entry: It is measured in joules per square metre (J-m-2).

[SOURCE: ISO 9370:2017 [1], 3.27]

4 Designation of PVC-UE profiles

The PVC-UE profiles are designated in accordance with a classification system of their characteristics.
The designation consists of a description block and five data blocks as given in Table 1.

Table 1 — Designation of PVC-UE profiles
Data block Description Profile EN 13245-3 Additional

information

Data block 1 | Material and profile | PVC-UE - Type 1, Type 2, Type 33 Type 4> | See 3.3
type identification or Type 5P

Data block 2 | Intended Codes depending on the intended
application application:

For outside building applications: E

For inside building applications: I

Data block 3 | Material properties | Modulus of elasticity in flexure See 5.1
Data block 4 | Profile properties Nominal linear mass See 5.2
Heat reversion at 75 °C See 5.3
Impact resistance See 5.4
Data block 5 | Durability See 5.5

a  For Type 3 profiles, the requirements given in 6.1 to 6.4 shall be fulfilled.
b For Type 4 or 5 profiles, the requirements given in 6.1 to 6.3 shall be fulfilled.
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