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National foreword

This British Standard is the official English language version of 
EN 13248:2002.

The UK participation in its preparation was entrusted to Technical Committee 
CW/9, Cooking and catering containers, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 18, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This document (EN 13248:2002) has been prepared by Technical Committee CEN/TC 194, "Utensils in contact
with food"; the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by June 2003, and conflicting national standards shall be withdrawn at the latest by
June 2003.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This European standard defines terms, establishes manufacturing, safety and functional requirements and
corresponding tests and specifies data for marking, instructions for use and maintenance for domestic coffee
makers with an independent heating system.

This standard is applicable to coffee makers with an utilisation volume of less than 2 litres, for the production of
mellow coffee infusion under steam pressure, over 50 kPa (0,5 bar) and less than  250 kPa (2,5 bar).

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 30-1-1, Domestic cooking appliances burning gas fuel - Part 1-1 Safety – General.

ISO/IEC Guide 37, Instructions for use of products of consumer interest.

3 Terms and definitions

For the purposes of this European standard, the following terms and definitions apply:

3.1
coffee maker
cookware with an independent heating system used to prepare coffee infusion under steam pressure

NOTE It is generally composed of following parts (see Figure 1).

3.1.1
sealing system
part designed to guarantee the pressure-tightness between boiler and coffee delivery system

3.1.2
boiler
part designed to contain the water necessary for the production of the infusion

3.1.3
filter
part designed to filter the infusion by keeping the coffee charge in the percolator

3.1.4
percolator
part designed to contain the coffee charge necessary for the infusion

3.1.5
coffee delivery system
conveyor of the coffee infusion to the coffee infusion container

3.1.6
safety device
device designed to prevent the internal pressure of the coffee maker from overcoming the value of the safety
pressure
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3.1.7
handle
device for handling the coffee maker

3.1.8
coffee infusion container
part intended to contain the coffee infusion

3.1.9
lid
part designed to cover the coffee infusion container

3.1.10
reducing filter
part designed to modify the quantity of coffee in the percolator

NOTE It may replace the bottom of the percolator.

3.1.11
knob
device designed to open and close the lid

3.2
utilisation volume, Vu

volume of the water in the boiler when filled up to the level specified by the manufacturer

3.3
produced volume, Vp

volume of  infusion obtained by following the instructions of the manufacturer

3.4
working pressure, Pn

pressure inside the coffee maker during the production of the coffee infusion

3.5
safety pressure, Ps

maximum pressure inside the coffee maker allowed by the safety device in operation

3.6
destruction pressure, Pd

pressure which, if exceeded, renders the coffee maker unsuitable for further use

3.7
independent heating system
source of heating which is not an integral part of the coffee maker

3.8
closing/opening system
system composed of mechanical parts, designed to provide a pressure tight coupling between the boiler and the
coffee delivery systems

3.9
pouring system
part designed, in whatever shape, to allow the pouring of the coffee infusion
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