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National foreword

This British Standard is the official English language version of
EN 13274-3:2001.

The UK participation in its preparation was entrusted by Technical Committee
PH/4, Respiratory protection, to Subcommittee PH/4/9, Test methods and
interpretation, which has the responsibility to:

aid enquirers to understand the text;

present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 18, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 79, "Respiratory protective devices",
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by March 2002, and conflicting national standards shall be withdrawn at the latest by
March 2002.

This European Standard has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative annex ZA, which is an integral part of this standard.

is one of several Parts, which are as follows:

Part 1: Determination of inward leakage and total inward leakage

Part 2: Practical performance tests

Part 3: Determination of breathing resistance

Part 4: Flame tests

Part 5: Climatic conditions

Part 6: Determination of carbon dioxide content of inhalation air

Part 7: Determination of aerosol penetration of particle filters

Part 8: Determination of dolomite dust clogging of particle filters

The annexes A and B are normative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,

France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden,
Switzerland and the United Kingdom.
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Introduction

This European Standard is intended as a supplement to the specific device standards for respiratory protective
devices. Test methods are specified for complete or parts of devices. If deviations from the test method given in
this standard are necessary, these deviations will be specified in the relevant device standard.

1 Scope

This European Standard specifies the general procedure for measurement of breathing resistance of filters for
respiratory protective devices and respiratory protective devices incorporating facepieces, except for diving for
respiratory protective devices. The requirements and any special conditions for the apparatus, and of filter
measurements are described in the relevant device standard.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to, or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 132, Respiratory protective devices — Definitions.

3 Terms and definitions
For the purposes of this European Standard, the definitions given in apply, together with the following:

3.1
inhalation resistance
flow resistance of the device during inhalation

3.2
exhalation resistance
flow resistance of the device during exhalation

3.3

static breathing resistance

inhalation resistance or exhalation resistance at defined constant flow expressed as a pressure difference
measured between ambient and a specified point within the device

34

dynamic breathing resistance

peak inhalation resistance or peak exhalation resistance at a defined sinusoidal flow expressed as a pressure
difference measured between ambient and a specified point within the device

4 Pre-requisites

In order to implement this European Standard, at least the following parameters shall be specified in the relevant
device standard:

— number of specimens;
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— which test method (1 or 2);
— mounting of the specimen;
— preparation of the specimen;
— which flow rates;
— deviations;
— number of repeat tests per specimen,;
— size of facepiece;
— orientation of support for device;

— pass/fail criteria.

5 General test requirements
Unless otherwise specified, the values stated in this European Standard are expressed as nominal values. Except for
temperature limits, values which are not stated as maxima or minima shall be subject to a limit deviation of + 5 %.

Unless otherwise specified, the ambient temperature for testing shall be between 16 °C and 32 °C and the temperature
limits shall be subject to a limit deviation of + 1 °C.

6 Method 1: Static breathing resistance

6.1 Principle

The device is mounted on a support as described in the relevant device standard, and air is passed through the
device at a constant flow.

NOTE The convention of reporting breathing resistance is that if during the inhalation resistance test, the pressure inside the
facepiece relative to atmosphere is negative, no sign is used in front of the result. If the relative pressure inside the facepiece is
positive, the result is prefixed with a ‘+.

6.2 Equipment

6.2.1 Pressure gauge, calibrated in the appropriate range and with a sensitivity better than 10% of the limit value
of breathing resistance specified in the relevant device standard.

6.2.2 Flowmeter(s) calibrated in the appropriate range.
6.2.3 Regulated blower/compressed air source or a variable suction device.

6.2.4 Support for the device (e.g. filter holder, Sheffield dummy head with insert or torso with insert) as described
in the relevant device standard.

6.3 Procedure

6.3.1 Ambient conditions

If ambient conditions differ from 23 °C and 1 bar absolute, all flow rates shall be adjusted so that they give the
correct flow rate when corrected to 23 °C and 1 bar absolute.

6.3.2 Procedure for filters

Two methods of passing air through the filter are possible and typical examples are shown in @QQUM@
The first method employs a chamber in which the filter holding device is fixed (see Figtie 1a)) Airis direstediintaun
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