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National foreword

This British Standard is the official English language version of
EN 13286-53:2004.

The UK participation in its preparation was entrusted by Technical Committee
B/510, Road materials, to Subcommittee B/510/4, Cementitous bound
materials, unbound granular materials, waste materials and marginal
materials, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 10, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Unbound and hydraulically bound mixtures - Part 53: Methods
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Mélanges traités et mélanges non traités aux liants Ungebundene und hydraulisch gebundene Gemische - Teil
hydrauliques - Partie 53: Méthode de confection par 53: Verfahren zur Herstellung von Probekdrpern von
compression axiale des éprouvettes de matériaux traités hydraulisch gebundenen Gemischen durch axialen Druck

aux liants hydrauliques

This European Standard was approved by CEN on 12 November 2004.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Central Secretariat has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Cyprus, Czech Republic, Denmark, Estonia, Finland, France,
Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Slovakia,
Slovenia, Spain, Sweden, Switzerland and United Kingdom.
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Management Centre: rue de Stassart, 36 B-1050 Brussels

© 2004 CEN Al rights of exploitation in any form and by any means reserved Ref. No. EN 13286-53:2004: E
worldwide for CEN national Members.
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Foreword

This document (EN 13286-53:2004) has been prepared by Technical Committee CEN/TC 227 “Road
materials”, the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by June 2005, and conflicting national standards shall be withdrawn at
the latest by June 2005.

This document is one of a series of documents as listed below.

N 13286-1, Unbound and hydraulically bound mixtures — Part 1: Test methods for laboratory reference
density and water content — Introduction, general requirements and sampling

N 13286-4, Unbound and hydraulically bound mixtures — Part 2: Test methods for the determination of the
laboratory reference density and water content — Proctor compaction

N 13286-3, Unbound and hydraulically bound mixtures — Part 3: Test methods for laboratory reference
density and water content — Vibrocompression with controlled parameters

N 13286-4, Unbound and hydraulically bound mixtures — Part 4: Test methods for laboratory reference
density and water content — Vibrating hammer

N 13286-9, Unbound and hydraulically bound mixtures — Part 5: Test methods for laboratory reference
density and water content — Vibrating table

N 13286-7, Unbound and hydraulically bound mixtures — Part 7: Cyclic load triaxial test for unbound
mixtures

N 13286-40, Unbound and hydraulically bound mixtures — Part 40: Test method for the determination of the
direct tensile strength of hydraulically bound mixtures

N 13286-41, Unbound and hydraulically bound mixtures — Part 41: Test method for the determination of the
compressive strength of hydraulically bound mixtures

N 13286-42, Unbound and hydraulically bound mixtures — Part 42: Test method for the determination of the
indirect tensile strength of hydraulically bound mixtures

N 13286-43, Unbound and hydraulically bound mixtures — Part 43: Test method for the determination of the
modulus of elasticity of hydraulically bound mixtures

N 13286-44, Unbound and hydraulically bound mixtures — Part 44: Test method for the determination of the
alpha coefficient of vitrified blast furnace slag

N 13286-49, Unbound and hydraulically bound mixtures — Part 45: Test method for the determination of the
workability period of hydraulically bound mixtures

N 13286-46, Unbound and hydraulically bound mixtures — Part 46: Test method for the determination of the
moisture condition value

N 13286-47, Unbound and hydraulically bound mixtures — Part 47: Test method for the determination of
California bearing ratio, immediate bearing index and linear swelling
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