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National foreword

This British Standard is the official English language version of 
EN 13308:2002.

The UK participation in its preparation was entrusted to Technical Committee 
AUE/18, Tanks for the transport of dangerous goods, which has the 
responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 15 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This document (EN 13308:2002) has been prepared by Technical Committee CEN /TC 296, "Tanks for transport of
dangerous goods", the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by May 2003, and conflicting national standards shall be withdrawn at the latest by
May 2003.

This European Standard has been submitted for reference into the RID and/or in the technical annexes of the ADR.
Therefore in this context the standards listed in the normative references and covering basic requirements of the
RID/ADR not addressed within the present standard are normative only when the standards themselves are
referred to in the RID and/or in the technical annexes of the ADR.

In this European Standard the annexes A, B, C and D are normative and the annex E is informative.

This European Standard forms part of a coherent standards programme comprising the following standards:

Tanks for transport of liquid dangerous goods with vapour pressure not exceeding 110 kPa (absolute
pressure) at 50 °C and petrol - Service Equipment:

EN 13081, Tanks for transport of dangerous goods - Service equipment for tanks - Vapour collection adaptor and
coupler

EN 13082, Tanks for transport of dangerous goods - Service equipment for tanks - Vapour transfer valve

EN 13083, Tanks for transport of dangerous goods - Service equipment for tanks - Adaptor for bottom loading and
unloading

EN 13308, Tanks for transport of dangerous goods - Service equipment for tanks - Non-pressure balanced
footvalve

EN 13314, Tanks for transport of dangerous goods - Service equipment for tanks - Fill hole cover

EN 13315, Tanks for transport of dangerous goods - Service equipment for tanks - Gravity discharge coupler

EN 13316, Tanks for transport of dangerous goods - Service equipment for tanks - Pressure balanced footvalve

EN 13317, Tanks for transport of dangerous goods - Service equipment for tanks - Manhole cover assembly

WI 00296009, Tanks for transport of dangerous goods - Service equipment for tanks - Pressure and vacuum
breather vent

WI 00296010, Tanks for transport of dangerous goods - Service equipment for tanks - Emergency pressure relief
valve

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

The non-pressure balanced footvalve, also called emergency valve or internal security valve, the subject of this
standard, is an internal self closing stop valve ensuring the primary containment to confine the dangerous
substances within the tank when closed.

It allows the flow of dangerous substances in the unloading direction, that is, from the tank compartment into the
run-off pipe only when externally actuated.

The non-pressure balanced footvalve should be capable of allowing transfer of dangerous substances in the
bottom loading direction through self-actuation by the hydraulic force of the loaded dangerous substances.
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