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National foreword

This British Standard is the official English language version of
EN 13380:2001.

The UK participation in its preparation was entrusted to Technical Committee
B/505, Wastewater engineering, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Standards
Catalogue under the section entitled “International Standards Correspondence
Index”, or by using the “Find” facility of the BSI Standards Electronic
Catalogue.

A British Standard does not purport to include all the necessary provisions of
a contract. Users of British Standards are responsible for their correct
application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 16, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword
This European Standard has been prepared by Technical Committee of CEN/TC 165, Waste water

engineering, the Secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by November 2001, and conflicting national standards shall be
withdrawn at the latest by November 2001.

This European Standard provides the basis for the preparation or revision of product standards for
components and materials used for renovation and repair of drain and sewer systems (see clause 1
“Scope”).

The annexes A, B and C are informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom.

Introduction

This European Standard was derived from . As far as possible the same wording has been used.

1 Scope

This European Standard specifies general requirements and general test methods for:
— components such as pipes and fittings with their respective joints, manholes, inspection chambers; and

— materials such as mortar and chemicals all intended to be used for repair and renovation of drain and
sewer systems.

These drain and sewer systems generally operate as gravity drainage systems where any pressure likely to
occur is a maximum of 40 kPa and which are generally buried.

This European Standard provides the general basis for the preparation and revision of voluntary product
standards. It is not applicable for evaluation of products.

It applies as a reference for drawing up a product specification, if there is no product standard available.
This European Standard includes quality control and optional certification requirements.

It applies to components those used in systems that convey in a satisfactory manner:

— domestic waste water;

— rainwater and surface water; and

— other waste waters (e.g. industrial waste water) that will not damage the components.

This European Standard applies to components of circular and other cross-sections.

This European Standard applies equally to components that are factory-made and to those manufactured on
site, where applicable.
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2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text and the publications are listed
hereafter. For dated references, subsequent amendments to or revisions of any of these publications apply
to this European Standard only when incorporated in it by amendment or revision. For undated references
the latest edition of the publication referred to applies (including amendments).

, General requirements for components used in discharge pipes, drains and sewers for gravity
systems

N 752-1|, Drain and sewer systems outside buildings — Part 1: Generalities and definitions
N 752-§, Drain and sewer systems outside buildings — Part 5: Rehabilitation

N 45011:1998, General requirements for bodies operating product certification  systems
(ISO/IEC Guide 65:1996)

N 45012:1998, General requirements for bodies operating assessment and cetrtification/registration of
quality systems (ISO/IEC Guide 62:1996)

SO 48:1994, Rubber, vulcanized or thermoplastic — Determination of hardness (hardness between
10 IRHD and 100 IRHD)

3 Terms, definitions, symbols and abbreviations

For the purposes of this European Standard the following terms and definitions apply:

31

external diameter OD

mean external diameter of the pipe barrel at any cross-section. For pipes with external profiles on the
barrels, the external diameter is the maximum diameter when viewed in cross-section.

[EN 476]

3.2

factory production control

surveillance mode in which a manufacturer performs its own surveillance on the result of its production
according to a set of rules formally specified in quality assurance or quality management provision

[EN 476]

3.3

flexible pipe

pipe, the load carrying capacity of which is limited by diametral deformation under load to the ultimate design
criteria without breaking or overstressing

[EN 476]

3.4
gravity system
system where flow is caused by the force of gravity and where the pipe normally operates partially full

EN 476]

3.5
grouting
filling the gap, if any, between the existing pipe and a new liner

3.6
internal diameter ID
mean internal diameter of the pipe barrel at any cross-section

[EN 476]
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