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National foreword

This British Standard is the UK implementation of EN 13411-7:2006+A1:2008.
It supersedes BS EN 13411-7:2006 which is withdrawn.

The start and finish of text introduced or altered by amendment is indicated
in the text by tags. Tags indicating changes to CEN text carry the number of
the CEN amendment. For example, text altered by CEN amendment A1l is
indicated by A

The UK participation in its preparation was entrusted to Technical Committee
MHE/2, Wire ropes.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

Amendments/corrigenda issued since publication

Date Comments

30 June 2009 Implementation of CEN amendment A1:2008
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Foreword

This document (EN 13411-7:2006+A1:2008) has been prepared by Technical Committee CEN/TC 168
“Chains, ropes, webbing, slings and accessories - Safety”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by April 2009, and conflicting national standards shall be withdrawn at the
latest by December 2009.

This document supersedes EN 13411-7:2006.
This document includes Amendment 1, approved by CEN on 2008-09-18.
The start and finish of text introduced or altered by amendment is indicated in the text by tags .

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annexes ZA, ZB and ZC, which are integral parts of
this document.

EN 13411 consists of the following parts:

Part 1: Thimbles for steel wire rope slings

Part 2: Splicing of eyes for steel wire rope slings
Part 3: Ferrules and ferrule-securing

Part 4: Metal and resin socketing

Part 5: U-bolt wire rope grips

Part 6: Asymmetric wedge socket

Part 7: Symmetric wedge socket

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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Introduction

This European Standard is a type C standard as stated in EN 12100.

This European Standard has been prepared to provide a means of conforming with the essential safety
requirements of the Machinery Directive and the Lift Directive and associated EFTA regulations.

The wedge socket concerned and the extent to which hazards, hazardous situations and events are covered
are indicated in the scope of this standard part of the standard.

When provisions of this type C standard are different from those which are stated in type A or B standards, the
provisions of this type C standard take precedence over the provisions of the other standards for symmetric
wedge sockets that have been designed and produced according to the provisions of this type C standard.

Purchasers ordering to this standards are advised to specify in their purchasing contract that the supplier
operates a quality assurance system applicable to the relevant part of this standard (e.g. EN_1SO 9001)) to

ensure themselves that products claiming to comply consistently achieve the required level of quality.
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1 Scope

This European Standard specifies the minimum requirements for symmetrical wedge socket terminations for

stranded steel wire ropes conforming to EN 12385-§ for lifts.

This European Standard covers those symmetric wedge sockets intended for use at temperatures between
-20 °C and 100 °C.

This European Standard only covers those symmetric wedge sockets that have welded socket bodies.
An example of the construction and sizes of a symmetric wedge socket is given in informative Annex A.

The informative Annex B gives the recommendations for the safe use and inspection of symmetric wedge
socket according to Annex A.

This European Standard deals with all significant hazards, hazardous situations and events relevant to
symmetric wedge sockets for terminations for steel wire ropes, when used as intended and under conditions
of misuse which are reasonable foreseeable by the manufacturer.

The hazards covered by this European Standard are identified in Clause 4.

This European Standard applies to symmetric wedge sockets, which are manufactured after the date of its
publication.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 1050:1994, Safety of machinery — Principles for risk assessment

N 1289:1998, Non-destructive testing of welds — Penetrant testing of welds — Acceptance levels

N 1290:1998, Non-destructive examination of welds — Magnetic particle examination of welds

N 10045-1|, Metallic materials — Charpy impact test — Part 1: Test method

EN 12385-2:2009, Steel wire ropes — Safety — Part 2: Definitions, designation and classification

EN 12385-5:2002, Steel wire ropes — Safety — Part 5: Stranded ropes for lifts

EN ISO 4063, Welding and allied processes - Nomenclature of processes and reference numbers
4063:1995%

N ISO 5817, Welding — Fusion-welded joints in steel, nickel, titanium and their alloys (beam welding
excluded) — Quality levels for imperfections (SO 5817:200

EN _ISO 7500-1:2004, Metallic materials — Verification of static uniaxial testing machines — Part 1:
Tension/compression testing machines — Verification and calibration of the force-measuring system
(S0 7500-1:2004) )

EN ISO 12100-1:2003, Safety of machinery — Basic concepts, general principles for design — Part 1:
Basic terminology, methodology SO 12100-1:2009)

EN 1SO 12100-2:2003, Safety of machinery — Basic concepts, general principles for design — Part 2:
Technical principles (ISO _12100-2:2003)
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN_1SO 12100-1:2003,
EN 1SO 12100-2:2003, EN 12385-2:2002 and the following apply.

31

symmetric wedge socket

assembly consisting of a socket body, wedge, and pin and securing means for the pin; when assembled the
centre line of the pin is marginally offset (by one half rope diameter, see Figure B.1) to the longitudinal axis of
the live portion of the rope

3.2

socket body

principal component of a wedge socket termination having an internal tapered form suitable for receiving a
wedge (see 3.3) and the rope with which the wedge is associated, see Figure A.1

3.3

wedge

flat tapered component with peripheral groove, suitable for fitting into a tapered socket body to accommodate
a rope of matching nominal diameter, see Figure A.1

3.4
pin
removable component intended to facilitate connection of the socket body to its anchorage point

3.5

lot

number of symmetric wedge sockets from which samples are selected for testing purposes which are of the
same type and dimension, each of their constituent components manufactured during the same production
run from material of the same cast and subjected to the same heat treatment process

4 List of significant hazards

This European Standard contains all the significant hazards, hazardous situations and events, as far as they
are dealt with in this European Standard, identified by risk assessment as significant for this type of steel wire
rope termination that require action to eliminate or reduce the risk.

In particular, the hazard caused by accidental release of a load, or release of a load due to failure of a
symmetric wedge socket, puts at risk, either directly or indirectly, the safety or health of those persons within
the hazard zone.

Errors in the fitting of accessories can also lead to premature failure and this European Standard contains
dimensional and geometrical requirements to allow correct fit.

Table 1 contains those hazards that require action to reduce risk identified by risk assessment as being
specific and significant for symmetric wedge sockets.

Documents
6 Document Sharing Hub

Full document details: BS EN 13411-7:2006+A1:2008


http://dx.doi.org/10.3403/02925544
http://dx.doi.org/10.3403/02925556
http://dx.doi.org/10.3403/02855868
http://www.avadocuments.com/doc/bs-en-13411-7-2006-a1-2008
http://www.avadocuments.com/doc/bs-en-13411-7-2006-a1-2008

