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National foreword

This British Standard is the UK implementation of EN 13411-7:2021. It
supersedes BS EN 13411-7:2006+A1:2008, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee MHE/2, Wire ropes.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021

ISBN 978 0 580 99309 1
ICS 53.020.30; 77.140.65; 21.060.70

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2021.

Amendments/corrigenda issued since publication

Date Text affected
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ICS 21.060.70; 53.020.30 Supersedes EN 13411-7:2006+A1:2008

English Version

Terminations for steel wire ropes - Safety - Part 7:
Symmetric wedge socket

Terminaisons pour cables en acier - Sécurité Endverbindungen fiir Drahtseile aus Stahldraht -
- Partie 7 : Boite a coin symétrique Sicherheit - Teil 7: Symmetrische Seilschlésser

This European Standard was approved by CEN on 28 April 2021.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving
this European Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical
references concerning such national standards may be obtained on application to the CEN-CENELEC Management Centre
or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language
made by translation under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC
Management Centre has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark,
Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Poland, Portugal, Republic of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden,
Switzerland, Turkey and United Kingdom.

-
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© 2021 CEN All rights of exploitation in any form and by any means reserved Ref. No. EN 13411-7:2021: E
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Documents

Document Sharing Hub

Full document details: BS EN 13411-7:2021


http://www.avadocuments.com/doc/bs-en-13411-7-2021
http://www.avadocuments.com/doc/bs-en-13411-7-2021

BS EN 13411-7:2021
EN 13411-7:2021 (E)

Contents Page
EUTOP@AIN FOT@WOTM ... iii
IIMETOUICTION..........ooo e85 iv
1 S0P ... 5
2 INOTINATIVE FEECT@IICES .........ooocooe e 5
3 Terms aNd AeFIMETIOTIS ... 5
4 List of significant hazards
5 Safety requirements and/OF IEASUTES ... ieeeies e ese oo 7
5.1 Geometry of wedge and SOCKET DOAY ... 7
5.2 Security of the pin

5.3 WELAEd SOCKET DOMY -....ooo et
5.4 MeChANICAl PrOPEITIES ..ot
541  General....i,
5.4.2  Termination efficiency
5.4.3  Fatigue behaviour of the socket body and pin.....
544  LOW teMPEIature PrOPEITIES ...t
6 Verification of safety reqUEITEIMENITS ... 8
6.1 Qualifications of personnel ................
6.2 Type teStiNgG ..o

6.2.1  General
6.2.2  Tensile efficiency test

6.2.3  Fatigue test.....iss
6.2.4  Acceptance criteria for tyPe tESTING . ... 9
6.2.5  Charpy IMPACE LEST ..o
6.3 Manufacturing tests and examination
6.3. 1 MaANUFACTUTET'S TESTS ..ot
6.3.2  Visual examination of welded SOCKet DOdIes..........ccirireesisiniins
6.3.3  Weld tESTINE ..o
6.4 Manufacturing test and examination regime and acceptance criteria
7 INFOIMATION FOT WS E......oooo e
7.1 IVATKITIG et
7.2 FIEHNE INSTITUCTIONIS ..ottt
7.3 ManUACTUTEr'S CETTIICATE .....ccovvvvrirriicciesisssss s

Annex A (informative) Construction and sizes for one design of symmetric wedge socket
With Welded SOCKEE DOMY ...t e 12

Annex B (informative) Recommendations for safe use and inspection of symmetric wedge
sockets conforming to Annex A

Bibliography

Documents
2 Document Sharing Hub

Full document details: BS EN 13411-7:2021


http://www.avadocuments.com/doc/bs-en-13411-7-2021
http://www.avadocuments.com/doc/bs-en-13411-7-2021

BS EN 13411-7:2021
EN 13411-7:2021 (E)

European foreword

This document (EN 13411-7:2021) has been prepared by Technical Committee CEN/TC 168 “Chains,
ropes, webbing, slings and accessories - Safety”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by January 2022, and conflicting national standards shall
be withdrawn at the latest by January 2022.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13411-7:2006+A1:2008.
The main changes compared to the previous edition are listed below:

— amajor change to 6.4;

— updates to standard references;

— coefficient of utilisation changed from 10:1 to 12:1 for lifting persons - 5.4.1.
EN 13411 consists of the following parts:

— Part 1: Thimbles for steel wire rope slings;

— Part 2: Splicing of eyes for steel wire rope slings;
— Part 3: Ferrules and ferrule-securing;

— Part 4: Metal and resin socketing;

— Part 5: U-bolt wire rope grips;

— Part 6: Asymmetric wedge socket;

— Part 7: Symmetric wedge socket;

— Part 8: Swage terminals and swaging;

— Part 9: Solid thimbles.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria,
Croatia, Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland,
Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic
of North Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the
United Kingdom.
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Introduction

This European standard is a type C standard as stated in EN ISO 12100.

This part of this European standard has been prepared to provide a means of conforming with the
essential safety requirements of the Machinery Directive and the Lift Directive and associated EFTA
regulations.

The wedge socket concerned and the extent to which hazards, hazardous situations and events are
covered are indicated in the scope of this standard part of the standard.

When provisions of this type C standard are different from those which are stated in type A or B
standards, the provisions of this type C standard take precedence over the provisions of the other
standards for symmetric wedge sockets that have been designed and produced according to the
provisions of this type C standard.

Purchasers ordering to this standard are advised to specify in their purchasing contract that the
supplier operates a quality assurance system applicable to the relevant part of this standard (e.g.
EN ISO 9001) to ensure themselves that products claiming to comply consistently achieve the required
level of quality.
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1 Scope

This document specifies the minimum requirements for symmetrical wedge socket terminations for
stranded steel wire ropes conforming to EN 12385-5 for lifts.

This document covers those symmetric wedge sockets intended for use at temperatures between
-20 °C and 100 °C.

This document only covers those symmetric wedge sockets that have welded socket bodies. An example
of the construction and sizes of a symmetric wedge socket is given in informative Annex A.

The informative Annex B gives the recommendations for the safe use and inspection of symmetric
wedge socket according to Annex A.

This document deals with all significant hazards, hazardous situations and events relevant to symmetric
wedge sockets for terminations for steel wire ropes, when used as intended and under conditions of
misuse which are reasonably foreseeable by the manufacturer.

The hazards covered by this document are identified in Clause 4.

This document applies to symmetric wedge sockets, which are manufactured after the date of its
publication.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 12385-2:2002+A1:2008, Steel wire ropes — Safety — Part 2: Definitions, designation and classification
EN 12385-5:2021, Steel wire ropes — Safety — Part 5: Stranded ropes for lifts

EN ISO 148-1:2016, Metallic materials — Charpy pendulum impact test — Part 1: Test method
(IS0 148-1:2016)

EN ISO 4063:2010, Welding and allied processes — Nomenclature of processes and reference numbers
(1S0 4063:2009, Corrected version 2010-03-01)

EN ISO 5817:2014, Welding — Fusion-welded joints in steel, nickel, titanium and their alloys (beam welding
excluded) — Quality levels for imperfections (1SO 5817:2014)

EN ISO 7500-1:2018, Metallic materials — Calibration and verification of static uniaxial testing machines
— Part 1: Tension/compression testing machines — Calibration and verification of the force-measuring
system (1SO 7500-1:2018)

EN ISO 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk
reduction (1SO 12100:2010)

EN ISO 17638:2016, Non-destructive testing of welds — Magnetic particle testing (ISO 17638:2016)

EN ISO 23277:2015, Non-destructive testing of welds — Penetrant testing — Acceptance levels
(IS0 23277:2015)

3 Terms and definitions

For the purposes of this document, the following terms and definitions given in EN ISO 12100:2010,
EN 12385-2 and the following apply.

Documents
Document Sharingg-lub

Full document details: BS EN 13411-7:2021


https://doi.org/10.3403/02682283U
https://doi.org/10.3403/02855868U
http://www.avadocuments.com/doc/bs-en-13411-7-2021
http://www.avadocuments.com/doc/bs-en-13411-7-2021

BS EN 13411-7:2021
EN 13411-7:2021 (E)

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at https://www.electropedia.org/

— ISO Online browsing platform: available at https://www.iso.org/obp
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symmetric wedge socket

assembly consisting of a socket body, wedge, and a pin marginally offset to the longitudinal axis of the
live portion of the rope, and securing means for the pin

NOTE See Figure B.1.

3.2

socket body

principal component of a wedge socket termination having an internal tapered form suitable for
receiving a wedge (see 3.3) and the rope with which the wedge is associated

NOTE See Figure A.1.

3.3

wedge

flat tapered component with peripheral groove, suitable for fitting into a tapered socket body to
accommodate a rope of matching nominal diameter

NOTE See Figure A.1.

34
pin
removable component intended to facilitate connection of the socket body to its anchorage point

3.5

lot

number of symmetric wedge sockets from which samples are selected for testing purposes which are
of the same type and dimension, each of their constituent components manufactured during the same
production run from material of the same cast and subjected to the same heat treatment process

4 List of significant hazards

This European standard contains all the significant hazards, hazardous situations and events, as far as
they are dealt with in this European standard, identified by risk assessment as significant for this type
of steel wire rope termination that require action to eliminate or reduce the risk.

In particular, the hazard caused by accidental release of a load, or release of a load due to failure of a
symmetric wedge socket, puts at risk, either directly or indirectly, the safety or health of those persons
within the hazard zone.

Errors in the fitting of accessories can also lead to premature failure and this European standard
contains dimensional and geometrical requirements to allow correct fit.

Table 1 contains those hazards that require action to reduce risk identified by risk assessment as being
specific and significant for symmetric wedge sockets.

Table 1 — Hazards and associated requirements

Hazards relevant to this standard identified by refer- |Relevant clause of this standard
ence to EN ISO 12100:2010

Inadequate mechanical strength

1
—

2
(o8}

Ciause 6
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