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National foreword

This British Standard was published by BSI. It is the UK implementation of
EN 13433:2006.

The UK participation in its preparation was entrusted by Technical Committee
B/504, Water supply, to Subcommittee B/504/4, Backflow prevention.

A list of organizations represented on this committee can be obtained on
request to its secretary.

BSI, as a member of CEN, is obliged to publish as a British
Standard. However, attention is drawn to the fact that during the development
of this European Standard, the UK voted against its approval as a European
Standard.

The UK committee believes that there are errors in the test procedure
described in clause 9.5.3.2, Test 3. The required flow rate at stage 1 is adjusted
by means of valve 6 which, in the opinion of the UK, should remain open
throughout the procedure (along with Valve 4) to maintain the flow rate. When
applying this standard, users are advised to treat test results from this
procedure with caution.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Y Amd. No. Date Comments

on 31 July 2007
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Foreword

This European Standard (EN 13433:2006) has been prepared by Technical Committee CEN/TC 164 “Water
supply”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2006, and conflicting national standards shall be with-
drawn at the latest by September 2006.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Cyprus, Czech Republic, Den-
mark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxem-
bourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzer-
land and United Kingdom.
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Introduction

In respect of potential adverse effects on the quality of water intended for human consumption, caused by the
product covered by this European Standard:

1) this European Standard provides no information as to whether the product may be used without re-
striction in any of the Member state of the EU or EFTA,;

2) it should be noted that, while awaiting the adoption of verifiable European criteria, existing national
regulations concerning the use and/or the characteristics of this product remain in force.
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1 Scope

This European Standard specifies, the dimensional, the physico-chemical, the design, the hydraulic, the
mechanical and the acoustic characteristics of mechanical disconnector, direct actuated Family G, type A.

This European Standard is applicable to mechanical disconnector direct actuated in nominal sizes DN 8 up to
DN 250, intended to prevent the return of water having lost its original sanitary and drinking qualities (called
"polluted water" in this European Standard), into the potable water distribution system whenever the pressure
of the latter is temporarily lower than in the polluted circuit.

This European Standard covers the mechanical disconnector direct actuated of PN 10 that are capable of
working without modification or adjustment:

— atany pressure up to 1 MPa (10 bar);
— with any pressure variation up to 1 MPa (10 bar);
— in permanent duty at a limit temperature of 65 °C and 90 °C for 1 h maximum.

It specifies also the test methods and requirements for verifying these characteristics, the marking and the
presentation at delivery.

2 Normative references

The following referenced documents are indispensable for the application of this European Standard. For da-
ted references, only the edition cited applies. For undated references, the latest edition of the referenced do-
cument (including any amendments) applies.

N 806-1:2000, Specifications for installations inside buildings conveying water for human consumption —
Part 1: General

N 1092-1, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN desig-
nated — Part 1: Steel flanges

N 1092-3, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN desig-
nated — Part 2: Cast iron flanges

N 1717:2000, Protection against pollution of potable water in water installations and general requirements of
devices to prevent pollution by backflow

N 13959, Anti-pollution check valves DN 6 to DN 250 inclusive family E, type A, B, C and D

N 1SO 228-1|, Pipe threads where pressure-tight joints are not made on the threads — Part 1: Dimensions,
SO 228-1:2000

tolerances and designation

N ISO 3822-1|, Acoustics — Laboratory tests on noise emission from appliances and equipment used in wa-
ter supply installations — Part 1: Method of measurement @S0 3822-1:1999)

EN ISO 3822-3:1997], Acoustics — Laboratory tests on noise emission from appliances and equipment used
in water supply installations — Part 3: Mounting and operating conditions for in-line valves and appliances
(1ISO 3822-3:1984)

N ISO 5167-1, Measurement of fluid flow by means of pressure differential devices inserted in circular cross-
section conduits running full — Part 1: General principles and requirements (|ISO 5167-1:200

Documents

Document Sharing Hub

Full document details: BS EN 13433:2007


http://dx.doi.org/10.3403/02479443
http://dx.doi.org/10.3403/02593156U
http://dx.doi.org/10.3403/01113757U
http://dx.doi.org/10.3403/02034427
http://dx.doi.org/10.3403/30113577U
http://dx.doi.org/10.3403/02762304U
http://dx.doi.org/10.3403/02762304
http://dx.doi.org/10.3403/01863413U
http://dx.doi.org/10.3403/01863413
http://dx.doi.org/10.3403/01096813
http://dx.doi.org/10.3403/01626280U
http://dx.doi.org/10.3403/02774268
http://www.avadocuments.com/doc/bs-en-13433-2007
http://www.avadocuments.com/doc/bs-en-13433-2007

EN 13433:2006 (E)

N ISO 6509, Corrosion of metals and alloys — Determination of dezincification resistance of brass
SO 6509:198

ISO 7-1, Pipe threads where pressure-tight joints are made on the threads — Part 1: Dimensions, tolerances
and designation

S0 9227, Corrosion tests in artificial atmospheres — Salt spray tests

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN 1717:2000, EN 806-1:2000
and the following apply.

3.1
mechanical disconnector, hydraulic actuated — Family G, type A
specific characteristics of this device called “GA”, (see Figure 1) are as follows:

— two pressure zones in flow position: upstream and downstream;

— three zones in drain position (zero-flow): upstream, intermediate and downstream. The upstream spring
loaded obturator with discharge system and the downstream check valve separate the intermediate zone
from the upstream and downstream zone;

— flow position is achieved at a pressure p; < p,+ 50 kPa (0,5 bar);

— the relief valve starts opening at the set pressure p, > psiat + 50 kPa (0,5 bar);

— drain position is achieved at a pressure p, > p; - 36 kPa (0,36 bar);

— a determined relief flow rate;

— adrain position visible directly or by a position indicator

A

Figure 1 — Design principle
3.2

inlet pressure, p,
pressure on the inlet side of the device
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3.3

intermediate pressure, p;

pressure in the intermediate chamber of the device (in drain position p; = pamesph. @nd under flow condition
Pi =p1)

3.4
outlet pressure, p,
pressure on the outlet side of the device

3.5
differential pressure 4p
differential pressure between the inlet pressure p4 and the outlet pressure p,

3.6

static pressure pqia

pressure equivalent to the height of the water column between the highest draw-off point and the horizontal
axis of the installed disconnector

3.7
set pressure p;
pressure at which the relief valve starts to open

3.8
opening pressure p,
pressure at which the disconnection distance of 20 mm is reaches

3.9
closing pressure p¢
pressure at which the relief valve is fully closed

3.10

disconnection distance

minimal distance between the seat of the relief valve and the seat of the upstream obturator where the dis-
connection is operated

NOTE For the purposes of this standard «Mechanical disconnector, direct actuated — Family G, type A» is hereafter
referred to as «device».

4 Nominal size

The nominal size of the device is given in Table 1:

Table 1 — DN versus threads and flanges

Nominal size

DN 8 10 15 20 25 32 40 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250

Threads
(designation in
accordance
with ISO 7-1)

Flanges (DN) 40 50 | 65 | 80 | 100 | 125 | 150 | 200 | 250

G%|G% |GY%|G% |G1|G1/4|G1%2|G2
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5 Designation

A mechanical disconnector direct actuated Family G, Type A is designated by:
— name;

— reference to this European Standard, i.e. ;

— family and type

— nominal size (see Table 1);

— connection type;

— material of its body;

— surface finish (possible coatings);

— acoustic group (if applicable).

EXAMPLE of designation Mechanical disconnector N 13433, direct actuated Family G, Type A, DN 32,
G 1% x G 1%, cast iron, epoxy coated, .

6 Symbolization

The graphic representation of the mechanical disconnector direct actuated Family G, Type A is as follows (see

Figure 2):
L

Figure 2 — Graphic symbol

7 Physico-chemical characteristics

7.1 Materials

The materials and the coatings used, liable to come normally or accidentally in contact with potable water,
shall satisfy the EU regulations concerning water quality.

The materials and the coatings shall be:
a) corrosion resistant;
b) prone to the least scaling possible;

c) in conformity with the European Standards and regulations;
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