
BS EN
13463-1:2009

ICS 13.230

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

BRITISH STANDARD

Non-electrical
equipment for use in
potentially explosive
atmospheres
Part 1: Basic method and requirements

Full document details: BS EN 13463-1:2009

http://www.avadocuments.com/doc/bs-en-13463-1-2009
http://www.avadocuments.com/doc/bs-en-13463-1-2009


This British Standard
was published under the
authority of the Standards
Policy and Strategy
Committee on 31 January
2009
© BSI 2009

ISBN 978 0 580 58230 1

Amendments/corrigenda issued since publication

Date Comments

BS EN 13463-1:2009

National foreword

This British Standard is the UK implementation of EN 13463-1:2009. It
supersedes BS EN 13463-1:2001 which is withdrawn.
The UK participation in its preparation was entrusted to Technical
Committee FSH/23, Fire precautions in industrial and chemical plant.
A list of organizations represented on this committee can be obtained on
request to its secretary.
This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity
from legal obligations.

Full document details: BS EN 13463-1:2009

http://www.avadocuments.com/doc/bs-en-13463-1-2009
http://www.avadocuments.com/doc/bs-en-13463-1-2009


BS EN 13463-1:2009

EUROPEAN STANDARD

NORME EUROPÉENNE

EUROPÄISCHE NORM

EN 13463-1

January 2009

ICS 13.230 Supersedes EN 13463-1:2001       

English Version

Non-electrical equipment for use in potentially explosive
atmospheres - Part 1: Basic method and requirements

Appareils non électriques destinés à être utilisés en
atmosphères explosibles - Partie 1: Prescriptions et

méthodologie

Nicht-elektrische Geräte für den Einsatz in
explosionsgefährdeten Bereichen - Teil 1: Grundlagen und

Anforderungen

This European Standard was approved by CEN on 29 November 2008.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN Management Centre has the same status as the
official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Cyprus, Czech Republic, Denmark, Estonia, Finland,
France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland and United Kingdom.

EUROPEAN COMMITTEE FOR STANDARDIZATION
C O M I T É  E U R O P É E N  D E  N O R M A LI S A T I O N
EUR OP ÄIS C HES  KOM ITEE FÜR  NOR M UNG

Management Centre: rue de Stassart, 36    B-1050 Brussels

© 2009 CEN All rights of exploitation in any form and by any means reserved
worldwide for CEN national Members.

Ref. No. EN 13463-1:2009: E

Full document details: BS EN 13463-1:2009

http://www.avadocuments.com/doc/bs-en-13463-1-2009
http://www.avadocuments.com/doc/bs-en-13463-1-2009


BS EN 13463-1:2009
EN 13463-1:2009 (E) 

2 

Contents Page 

Foreword ..............................................................................................................................................................4

Introduction .........................................................................................................................................................5

1 Scope ......................................................................................................................................................6

2 Normative references ............................................................................................................................7

3 Terms and definitions ...........................................................................................................................7

4 Equipment categories and explosion groups .................................................................................. 11

5 Ignition hazard assessment ............................................................................................................... 13

6 Assessment of possible ignition sources ........................................................................................ 16

7 Additional considerations .................................................................................................................. 26

8 Verification and tests ......................................................................................................................... 28

9 Documentation and information for use .......................................................................................... 35

Annex A (normative)  Methodology for confirming the category ................................................................ 40

Annex B (informative)  Explanation of the ignition hazard assessment procedure ................................... 42

Annex C (informative)  Examples of ignition hazard assessment ............................................................... 47

Annex D (informative)  Charging tests with non conductive materials ....................................................... 59

Annex E (informative)  Example of rig for resistance to impact test ........................................................... 64

Annex F (normative)  Rig for impact ignition test .......................................................................................... 65

Annex G (informative)  Consideration of misuse which can reasonably be anticipated during 
ignition hazard assessment procedure ............................................................................................ 66

Annex H (informative)  Significant changes between this European Standard and the previous 
edition .................................................................................................................................................. 68

Annex ZA (informative)  Relationship between this European Standard and the Essential 
Requirements of EU Directive 94/9/EC ............................................................................................. 70

Bibliography ..................................................................................................................................................... 72

Figures 

Figure 1 — Relationship between ignition source definitions .................................................................... 10 
Figure D.1 — Rubbing with a pure polyamide cloth .................................................................................... 62 
Figure D.2 — Discharging the charged surface of the test piece with a probe connected to earth 

via a 0,1 µF capacitor ............................................................................................................................... 62 
Figure D.3 — Charging by the influence of a DC high voltage power ........................................................ 63 
Figure E.1 — Example of rig for resistance to impact test .......................................................................... 64 
Figure F.1 — Rig for impact ignition test ...................................................................................................... 65 

Tables 

Table 1 — Equipment explosion groups ....................................................................................................... 12 
Table 2 — Explosion groups for equipment incorporating flame arresters (subdivisions) .................... 13 
Table 3 — Classification of maximum surface temperatures for Group IIG equipment .......................... 18 

Full document details: BS EN 13463-1:2009

http://www.avadocuments.com/doc/bs-en-13463-1-2009
http://www.avadocuments.com/doc/bs-en-13463-1-2009


BS EN 13463-1:2009
EN 13463-1:2009 (E) 

3 

Table 4 — Assessment for T4 classification according to component size .............................................. 18 
Table 5 — Single impact energy limits for category 1G equipment ............................................................ 21 
Table 6 — Single impact energy limits for category 2G equipment ............................................................ 21 
Table 7 — Single impact energy limits for category 3G equipment ............................................................ 21 
Table 8 — Single impact energy limits for categories 1D, 2D and 3D equipment ..................................... 22 
Table 9 — Permitted maximum projected areas for non-conductive parts of equipment liable to 

become electrostatically charged ...................................................................................................... 25 
Table 10 — Tests of resistance to impact ...................................................................................................... 30 
Table 11 — Ambient temperature marking .................................................................................................... 37 
Table B.1 —Table showing recommended documentation of initial assessment of equipment 

related ignition sources ...................................................................................................................... 43 
Table B.2 — Example for reporting of the identification of ignition hazards (step 1) and the first 

assessment (step 2) ............................................................................................................................ 44 
Table B.3 — Example for reporting of the determination of preventive or protective measures 

(step 3) and the concluding estimation and categorisation (step 4) ............................................. 45 
Table C.1 — Common cases demonstrating the use of the scheme – Electrostatic discharge .............. 48 
Table C.2 — Common cases demonstrating the use of the scheme – Hot surface .................................. 49 
Table C.3 — Common cases demonstrating the use of the scheme – Mechanical spark ........................ 50 
Table C.4 — Ignition hazard assessment report for a pump ....................................................................... 52 
Table C.5 — Ignition hazard assessment report for an agitator .................................................................. 55 
Table H.1 — Significant changes .................................................................................................................... 68 
Table ZA.1 — Correspondence between this European Standard and Directive 94/9/EC ........................ 70 
 

Full document details: BS EN 13463-1:2009

http://www.avadocuments.com/doc/bs-en-13463-1-2009
http://www.avadocuments.com/doc/bs-en-13463-1-2009


BS EN 13463-1:2009
EN 13463-1:2009 (E) 

4 

Foreword 

This document (EN 13463-1:2009) has been prepared by Technical Committee CEN/TC 305 “Potentially 
explosive atmospheres - Explosion prevention and protection”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by July 2009, and conflicting national standards shall be withdrawn at the 
latest by July 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 13463-1:2001. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EC Directive(s). 

For relationship with EC Directive(s), see informative Annex ZA, which is an integral part of this document. 

Annex H provides details of significant technical changes between this European Standard and the previous 
edition: EN 13463-1:2001. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
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Introduction 

Non-electrical equipment in accordance with this European Standard means mainly mechanical equipment. 
The extent of explosion protection and prevention measures applied to mechanical equipment differ from 
those applied to electrical equipment. 

Whereas common electrical equipment working within its design parameters often contains effective ignition 
sources, this is not true for most mechanical equipment. In most cases, the normal operation of mechanical 
equipment within its design parameters will not lead to ignition of an explosive atmosphere. In other words, 
most mechanical equipment performing its designed duty without malfunctions and with proper maintenance 
will not produce ignition sources in normal operation. Thus, additional protective measures that are commonly 
used for electrical explosion protected equipment (e.g. enclosures) are not needed. 

Even where malfunctions have to be considered, much mechanical equipment can meet the requirements for 
category 2 equipment by a proper choice of well-tried constructional measures that would reduce failures 
causing ignition sources to an acceptably low level.  

Essential to this decision is the use of the ignition hazard assessment to evaluate the potential ignition 
sources of mechanical equipment and under which conditions they will become effective. This is the 
fundamental difference to standards for electrical equipment. 
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1 Scope 

This European Standard specifies the basic method and requirements for design, construction, testing and 
marking of non-electrical equipment intended for use in potentially explosive atmospheres in air of gas, 
vapour, mist and dusts. Such atmospheres can also exist inside the equipment. In addition, the external 
atmosphere can be drawn inside the equipment by natural breathing produced as a result of fluctuations in the 
equipment’s internal operating pressure, and/or temperature. 

This European Standard is valid for atmospheres having pressures ranging from 0,8 bar to 1,1 bar and 
temperatures ranging from - 20 °C to + 60 °C., i.e. equipment built to this European Standard will be 
satisfactory to any service conditions within this range unless otherwise specified. 

NOTE 1 The requirements of this European Standard can also be helpful for the design, construction, testing and 
marking of equipment intended for use in atmospheres outside the validity range stated above. In this case however, the 
ignition hazard assessment, ignition protection provided, additional testing (if necessary), manufacturer’s technical 
documentation and instructions to the user, should clearly demonstrate and indicate the equipment’s suitability for the 
conditions it may encounter. It should also be recognized that changes in temperature and pressure can have a significant 
influence on ignitability. 

This European Standard does not cover additional marking for equipment intended for use outside the scope 
of its validity such as an oxygen-enriched atmosphere. 

This European Standard is also applicable for the design, construction, testing and marking of components, 
protective systems, devices and assemblies of these products which have possible ignition sources and are 
intended for use in potentially explosive atmospheres. 

It specifies the requirements for the design and construction of equipment, intended for use in potentially 
explosive atmospheres in conformity with all categories of Group I and II. This European Standard can be 
supplemented by European Standards concerning the specific types of ignition protection. 

NOTE 2 These are given below: 

EN 13463-2, Non-electrical equipment for use in potentially explosive atmospheres – Protection by flow 
restricting enclosure (fr) 

EN 13463-3, Non-electrical equipment for use in potentially explosive atmospheres – Protection by 
flameproof enclosure (d) 

EN 13463-5, Non-electrical equipment for use in potentially explosive atmospheres – Protection by 
constructional safety (c) 

EN 13463-6, Non-electrical equipment for use in potentially explosive atmospheres – Protection by control 
of ignition sources (b) 

EN 60079-2, Electrical apparatus for explosive gas atmospheres – Pressurised enclosures "p" 
  (Protection by pressurization described in EN 60079-2 can also be used for non-electrical 

equipment.) 
EN 13463-8, Non-electrical equipment for use in potentially explosive atmospheres – Protection by liquid 

immersion (k) 
EN 50303, Group I, category M1 equipment intended to remain functional in atmospheres endangered 

by firedamp and/or coal dust. 

NOTE 3 Equipment designed and constructed in accordance with this European Standard for a particular category may 
be used in areas requiring a category with a higher level of safety by the application of additional explosion prevention 
and/or protection methods. Such applications are not covered in this standard. 

NOTE 4 Such explosion prevention and/or protection measures include for example inerting, suppression, venting or 
containment as described in EN 1127-1, for Group II equipment or for example by dilution, drainage, monitoring and shut-
down as described in EN 1127-2 for Group I equipment. Such explosion protection methods are outside the scope of this 
European Standard. 
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NOTE 5 Although the normal atmospheric conditions above give a temperature range for the atmosphere of - 20 °C to 
+ 60 °C the ambient temperature range for the equipment is - 20 °C to + 40 °C unless otherwise specified and marked, 
see 6.2.2. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 582, Thermal spraying - Determination of tensile adhesive strength 

EN 1127-1:2007, Explosive atmospheres – Explosion prevention and protection – Part 1: Basic concepts and 
methodology 

EN 1127-2, Explosive atmospheres – Explosion prevention and protection – Part 2: Basic concepts and 
methodology for mining 

EN 13237:2003, Potentially explosive atmospheres – Terms and definitions for equipment and protective 
systems intended for use in potentially explosive atmospheres 

EN 13463-6:2005, Non-electrical equipment for use in potentially explosive atmospheres – Part 6: Protection 
by control of ignition source 'b' 

EN 14986, Design of fans working in potentially explosive atmospheres 

EN 50303:2001, Group I, category M1 equipment intended to remain functional in atmospheres endangered 
by firedamp and/or coal dust 

EN 60079-0:2006, Electrical apparatus for explosive gas atmospheres – Part 0: General requirements (IEC 
60079-0:2004, modified) 

ISO 1817:2005, Rubber, vulcanized – Determination of the effect of liquids 

CLC/TR 50404:2003, Electrostatics – Code of practice for the avoidance of hazards due to static electricity 

"Seventh Report on the Specifications and Testing Conditions relating to Fire-resistant Hydraulic Fluids Used 
for Power Transmission ( Hydrostatic and Hydrokinetic) in Mines", Commission of the European Communities 
Safety and Health Commission for Mining and Extractive Industries, Luxembourg 1994 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 13237:2003 and the following apply. 

3.1 
equipment 
machines, apparatus, fixed or mobile devices, control components and instrumentation thereof and detection 
or prevention systems which, separately or jointly are intended for the generation, transfer, storage, 
measurement, control and conversion of energy and/or the processing of material and which are capable of 
causing an explosion through their own potential sources of ignition  

[EN 1127-1:2007] 

NOTE 1 If equipment supplied to the user contains any interconnecting parts e.g. fastenings, pipes, etc. these form 
part of the equipment. 
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NOTE 2 Simple apparatus with no moving parts, containers and pipes on their own are not considered as equipment 
under the scope of this European Standard.  

3.2 
equipment category 

3.2.1 
equipment Group I category M 1 
equipment designed and, where necessary, equipped with additional special means of protection to be 
capable of functioning in conformity with the operational parameters established by the manufacturer and 
ensuring a very high level of protection 

NOTE 1 Equipment of this category is intended for use in underground parts of mines as well as those parts of surface 
installations of such mines endangered by firedamp and/or combustible dust. 

NOTE 2 Equipment of this category is required to remain functional even in the event of rare incidents relating to 
equipment, with an explosive atmosphere present, and is characterised by means of protection such that: 

 either, in the event of failure of one means of protection, at least an independent second means provides the requisite 
level of protection, 

 or the requisite level of protection is assured in the event of two faults occurring independently of each other. 

3.2.2 
equipment Group I category M 2 
equipment designed to be capable of functioning in conformity with the operational parameters established by 
the manufacturer and ensuring a high level of protection 

NOTE 1 Equipment of this category is intended for use in underground parts of mines as well as those parts of surface 
installations of such mines likely to be endangered by firedamp and/or combustible dust. 

NOTE 2 This equipment is intended to be de-energised in the presence of an explosive atmosphere. 

NOTE 3 The means of protection relating to equipment in this category assure the requisite level of protection during 
normal operation and also in the case of more severe operating conditions, in particular, those arising from rough handling 
and changing environmental conditions. 

3.2.3 
equipment Group II category 1 
equipment designed to be capable of functioning in conformity with the operational parameters established by 
the manufacturer and ensuring a very high level of protection 

NOTE 1 Equipment in this category is intended for use in areas in which explosive atmospheres caused by mixtures of 
air and gases, vapours or mists or by air/dusts mixtures are present continuously, for long periods or frequently. 

NOTE 2 Equipment of this category ensures the requisite level of protection, even in the event of rare malfunctions 
relating to equipment, and is characterised by means of protection such that: 

 either, in the event of failure of one means of protection, at least an independent second means provides the requisite 
level of protection, 

 or the requisite level of protection is assured in the event of two faults occurring independently of each other. 

3.2.4 
equipment Group II category 2 
equipment designed to be capable of functioning in conformity with the operational parameters established by 
the manufacturer and ensuring a high level of protection 

NOTE 1 Equipment in this category is intended for use in areas in which explosive atmospheres caused by mixtures of 
air and gases, vapours or mists or by air/dusts mixtures are likely to occur. 
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NOTE 2 The means of protection relating to equipment in this category ensures the requisite level of protection, even 
in the event of frequently occurring disturbances or equipment faults which are normally taken into account. 

3.2.5 
equipment Group II category 3 
equipment designed to be capable of functioning in conformity with the operational parameters established by 
the manufacturer and ensuring a normal level of protection 

NOTE 1 Equipment in this category is intended for use in areas in which explosive atmospheres caused by mixtures of 
air and gases, vapours or mists or by air/dusts mixtures are unlikely to occur or, if they do occur, are likely to do so only 
infrequently and for a short period only. 

NOTE 2 Equipment of this category ensures the requisite level of protection during normal operation. 

3.3 
possible ignition source 
any kind of ignition source 

NOTE 1 See EN 1127-1 for a list of all possible ignition sources. 

NOTE 2 See Figure 1 

3.4 
equipment related ignition source 
any possible ignition source, which is caused by the equipment under consideration regardless of its ignition 
capability 

NOTE 1 These are sometimes called "relevant ignition sources", however this can lead to misunderstanding as to 
whether the ignition source is relevant in terms of it being present, in terms of its ignition capability or in terms of whether it 
is present in the equipment or not.  

NOTE 2 All equipment related ignition sources are considered in the ignition hazard assessment to determine whether 
they are potential ignition sources. 

NOTE 3 See Figure 1 

3.5 
potential ignition source 
equipment related ignition source which has the capability to ignite an explosive atmosphere (i.e. to become 
effective) 

NOTE 1 The probability of becoming effective determines the equipment category (they may arise in normal operation, 
expected malfunction, rare malfunction). 

NOTE 2 See Figure 1 

3.6 
effective ignition source 
potential ignition source which is able to ignite an explosive atmosphere when consideration is taken of when 
it occurs (i.e. in normal operation, expected malfunction or rare malfunction) which determines the intended 
category 

NOTE 1 An effective ignition source is a potential ignition source which can ignite the explosive atmosphere if 
preventive or protective measures are not used. 

NOTE 2 For example the frictional heat which may be produced by a bearing is a possible ignition source. This is an 
equipment related ignition source if the piece of equipment contains a bearing. If the energy which may be produced by 
the friction in the bearing is capable of igniting an explosive atmosphere then this is a potential ignition source. Whether 
this potential ignition source is effective depends on the probability that it will occur in a particular situation (e.g. following 
loss of lubrication). 

NOTE 3 See Figure 1 
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Figure 1 — Relationship between ignition source definitions 

3.7 
normal operation 
situation when the equipment, protective systems, and components are operating for their intended use within 
their design parameters 

NOTE 1 Failures (such as a breakdown of pump seals, flange gaskets or releases of substances caused by accidents) 
which involve repair or shut-down are not considered to be part of normal operation  

NOTE 2 Minor releases of flammable material may be part of normal operation. For example, releases of substances 
from seals which rely on wetting by the fluid which is being pumped are considered to be minor releases. 

[EN 13237:2003] 

3.8 
malfunction 
equipment, protective systems and components do not perform the intended function 

NOTE 1 See also EN ISO 12100-1:2003, 5.3 b) 2) 

NOTE 2 For the purposes of this standard this can happen due to a variety of reasons, including 

– variation of a property or of a dimension of the processed material or of the workpiece; 

– failure of one (or more) of the component parts of the equipment, protective systems and components; 

– external disturbances (e.g. shocks, vibration, electromagnetic fields); 

– design error or deficiency (e.g. software errors); 

– disturbance of the power supply or other services; 

– loss of control by the operator (especially for hand-held machines). 

3.8.1 
expected malfunction 
disturbances or equipment faults which are known to occur in practice 
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3.8.2 
rare malfunction 
type of malfunction which may happen only in rare instances 

NOTE For example, this includes two independent expected malfunctions which, separately, would not create an 
ignition hazard but which, in combination, do create an ignition hazard, are regarded as a single rare malfunction. 

3.9 
maximum surface temperature 
temperature used for marking of the equipment which is the highest temperature that can be attained in 
service under the most adverse operating conditions (but within the recognised tolerance) by any part or 
surface of equipment, protective system or component which can produce an ignition of the surrounding 
explosive atmosphere with an appropriate safety margin 

NOTE 1 The maximum surface temperature is determined according to 8.2 and includes safety margins depending on 
the category of the equipment. As a result of the application of safety margins according to 8.2, the maximum surface 
temperature, in most cases, will be in excess of the highest measured surface temperature. 

NOTE 2 The surface temperature which is relevant can be internal or external depending upon the type of ignition 
protection concerned. 

NOTE 3 For equipment intended for use in explosible dust atmospheres, the surface temperature is determined without 
any deposited dust on the equipment, see 6.2.3. 

3.10 
maximum possible potential energy 
maximum amount of energy which can be stored in an equipment or in parts of an equipment and can 
dissipate into kinetic energy during release 

3.11 
type of ignition protection 
types of protection covered by specific standards 

NOTE For information see list in the scope. 

3.12 
non-electrical equipment 
equipment which can achieve its intended function mechanically 

4 Equipment categories and explosion groups 

4.1 Equipment category 

Equipment for potentially explosive atmospheres is divided into: 

a) Group I equipment for mines susceptible to firedamp; this group comprises two categories according to 
the level of safety provided: 

i. Category M1; 

ii. Category M2. 

b) Group II Equipment for places with a potentially explosive atmosphere, other than mines susceptible to 
firedamp; this group comprises three categories according to the level of safety provided: 

i. Category 1; 

ii. Category 2; 
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iii. Category 3. 

Equipment intended for mines where the atmosphere, in addition to firedamp, may contain significant 
proportions of other flammable gases and/or combustible dusts (i.e. other than methane or coal dust), shall be 
constructed and tested in accordance with the requirements relating to Group I and also to the subdivision of 
Group II corresponding to the other significant flammable gases. This equipment shall then be marked 
appropriately. 

NOTE Group I equipment tested in a firedamp air mixture does not need any additional testing to demonstrate its 
suitability for use in an explosive coal dust atmosphere. 

This European Standard may be used in conjunction with one or more types of protection described in the 
standards listed in Clause 1, depending on the ignition hazard assessment in 5.2, to provide the protection 
required. 

4.2 Explosion groups 

Equipment of Group II intended for use in explosive gas atmospheres may also be classified according to the 
nature of the potentially explosive atmosphere for which it is intended. This equipment is classified according 
to the explosion groups IIA, IIB and IIC. 

NOTE 1 This classification is based on the maximum experimental safe gap and the minimum ignition current of the 
gas mixture, see IEC/TR 60079-12 and IEC/TR 60079-20. 

NOTE 2 The explosion groups also may be used to classify equipment with respect to ignitability. 

NOTE 3 Equipment explosion sub-groups are shown in Table 1. 

Table 1 — Equipment explosion groups 

Explosion group of explosive atmosphere Equipment with explosion group markings 
that can be used in these atmospheres 

IIA IIA, IIB, IIC 

IIB IIB, IIC 

IIC IIC 

 

Equipment without any explosion group marking can be used for explosive atmospheres of explosion group 
IIA, IIB and IIC provided the equipment is not marked for specific atmospheres. 

For equipment incorporating flame arresters the classification is extended as shown in Table 2 (see EN 
12874). 
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Table 2 — Explosion groups for equipment incorporating flame arresters (subdivisions) 

Explosion group Maximum experimental safe gap (MESG) of 
gas/air-mixture 

mm 

IIA1a ≥ 1,14 

IIA > 0,90 

IIB1 ≥ 0,85 

IIB2 ≥ 0,75 

IIB3 ≥ 0,65 

IIB ≥ 0,50 

IIC < 0,50 
a IIA1 does not include natural gas and is not applicable for 
detonation arresters. 

 

For general use with explosive atmospheres containing hydrogen, explosion group IIC is required. 

4.3 Specific explosive atmospheres 

The equipment may be tested for a specific explosive atmosphere. In this case it shall be marked accordingly, 
see 9.3.2 e). 

5 Ignition hazard assessment 

5.1 General requirements 

Non-electrical equipment for use in potentially explosive atmospheres shall comply with the requirements of 
this part of EN 13463 and if relevant modified by the specific parts of EN 13463 for other types of ignition 
protection. 

All intended service conditions for the equipment (e.g. rough handling, humidity effects, ambient temperature 
and pressure variations, effects of chemical agents, corrosion, vibration) shall be specified by the 
manufacturer and included in the required instructions for use (see Clause 9). 

If equipment is designed and constructed according to good engineering practice and the ignition hazard 
assessment ensures that the equipment does not contain any effective ignition sources in normal operation, 
the equipment can be classified as category 3 equipment. 

Similarly where the ignition hazard assessment confirms that the equipment does not contain any effective 

ignition sources during  
expected malfunctions or  
rare malfunctions,  

the equipment can be classified as 
category 2 or  
category 1 equipment  

respectively. 

To confirm the category of the equipment, Annex A shall be applied. 
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5.2 Procedure of ignition hazard assessment 

5.2.1 Formal analysis 

All equipment and all parts of it shall be subjected to a formal documented hazard analysis. This assessment 
shall be made to determine which possible ignition sources arise in the equipment under consideration and 
are therefore equipment related ignition sources and whether these may be potential ignition sources. The 
assessment shall also list the measures to be applied to prevent potential ignition sources from becoming 
effective. All ignition sources dealt with in EN 1127-1 are to be considered. Examples of such sources include 
hot surfaces, naked flames, hot gases/liquids, mechanically generated sparks, adiabatic compression, shock 
waves, exothermic chemical reaction, thermite reactions, self-ignition of dust, electrical arcing and static 
electricity discharges. 

NOTE 1 This assessment is often best carried out using a table listing all the ignition sources from EN 1127-1 with the 
decision noted against each, see example in Annex B. 

NOTE 2 For the general principles see EN 15198. 

Protective measures/types of protection shall be considered and/or applied in the following order: 

 ensure that ignition sources cannot arise; 

 ensure that ignition sources cannot become effective; 

 prevent explosive atmosphere reaching the ignition source; 

 contain the explosion and prevent flame propagation. 

Depending on the intended equipment category all ignition sources caused in the case of normal operation, 
expected malfunction and rare malfunction shall be considered. 

Ignition sources caused by misuse which can reasonably be anticipated shall also be considered. See 
Annex G. 

5.2.2 Assessment for equipment-group I 

5.2.2.1 Group I, category M1 

In the case of Group I, category M1 equipment the assessment shall list all of the potential ignition sources 
that are either effective or likely to become effective, taking account of the need to have a very high level of 
protection and the fact that category M1 equipment is required to be either safe with two faults applied, or 
protected by two independent means of protection. The assessment shall indicate this by showing either a 
type of ignition protection that prevents ignition under two fault conditions, or identifying the two independent 
measures to prevent the ignition used according to this European Standard and to the ignition protection 
standards listed in the scope of this European Standard which have been applied. 

5.2.2.2 Group I, category M2 

In the case of Group I, category M2 equipment, the assessment shall list all of the potential ignition sources 
that are either effective or likely to become effective, in normal operation and expected malfunctions. It shall 
also list those sources where the risk of them becoming effective cannot be disregarded by virtue of the 
equipment being designed to be de-energised in the event of an explosive atmosphere occurring. The 
assessment shall indicate the measures to prevent the ignition used according to this European Standard and 
to the ignition protection standards listed in the scope of this European Standard which have been applied to 
render such ignition sources ineffective during the period from the occurrence of the explosive atmosphere, its 
detection and the de-energisation of the equipment. 
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5.2.3 Assessment for equipment-group II 

5.2.3.1 For category 1 equipment 

In the case of category 1 equipment, the listed ignition sources shall include all potential ignition sources that 
are effective or may become effective during normal operation, expected malfunction and rare malfunction. It 
shall also indicate the measures which have been applied to prevent the ignition source from becoming 
effective. These measures may either be according to this European Standard or to the ignition protection 
standards listed in the scope of this European Standard. 

5.2.3.2 For category 2 equipment 

In the case of category 2 equipment, the listed ignition sources shall include all potential ignition sources that 
are effective or may become effective during normal operation and expected malfunction. It shall also indicate 
the measures to prevent the ignition used according to this European Standard and to the ignition protection 
standards listed in the scope of this European Standard which have been applied. 

5.2.3.3 For category 3 equipment 

In the case of category 3 equipment, the listed ignition sources shall include all potential ignition sources that 
are effective or may become effective during normal operation. It shall also indicate the measures to prevent 
the ignition used according to this standard and to the ignition protection standards listed in the scope of this 
European Standard which have been applied. 

5.2.4 Assessment with faults 

Where the category requires assessment to include expected malfunctions and/or rare malfunctions, the 
assessment shall also consider those parts which if they failed could: 

 ignite any flammable substance contained within the equipment (e.g. lubricating oil); and/or 

 consequently become or create an ignition source. 

5.2.5 Basic information necessary for the ignition hazard assessments 

The ignition hazard assessment shall be based on the following information where appropriate: 

 description of the equipment; 

 intended use; 

 materials and their characteristics; 

design drawings and specifications; 

 any relevant assumptions which have been made (e.g. loads, strengths, safety factors); 

 results of design calculations made; 

 results of examinations carried out; 

 requirements for installation, operation and maintenance. 

NOTE Examples of some ignition hazard assessments performed for equipment are given in Annex C. 

5.2.6 Ignition hazard assessment report 

The results of an ignition hazard assessment shall be reported completely in a clearly arranged and 
comprehensible way. For this purpose the report shall contain as a minimum the following information content: 
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 basic information as described in 5.2.5; 

 hazards identified and their causes; 

 measures implemented to eliminate or reduce identified ignition hazards (e.g. from standards or other 
specifications); 

 result of the final ignition hazard evaluation; 

 reasons for evaluation results if not self-explanatory; 

 resulting categorisation and necessary safety-related limitations of the intended use. 

NOTE It is recommended to report the ignition hazard assessment results in tabular form. Annex B shows and 
explains an adequate reporting scheme. Examples are given in this reporting scheme (see Annex C). 

The hazard assessment report shall be included in the required technical documentation which demonstrates 
compliance with this standard (see 9.1). 

A summary of the hazards identified and the preventive and/or protective measures used shall be included in 
the instructions for use. 

6 Assessment of possible ignition sources 

6.1 General 

A description of all possible ignition sources which may occur is given in EN 1127-1. These are further 
considered in the following. 

6.2 Hot surfaces 

6.2.1 General 

If an explosive atmosphere comes into contact with a heated surface, ignition can occur. Not only can a hot 
surface itself act as an ignition source, but a dust layer or a combustible solid in contact with a hot surface and 
ignited by the hot surface can also act as an ignition source for an explosive atmosphere. 

The maximum temperature of a surface which can occur determines whether it can act as an ignition source. 

The maximum surface temperature shall be specified in relevant documentation according to Clause 9. 

6.2.2 Design temperatures 

Where equipment is designed for use in a different ambient temperature range than from - 20 °C to + 40 °C it 
shall be stated in the instructions for use provided by the manufacturer and marked according to 9.3.2 g). 

NOTE Although the normal atmospheric conditions in the scope give a temperature range for the atmosphere of -
 20 °C to + 60 °C the ambient temperature range for the equipment is - 20 °C to + 40 °C unless otherwise specified and 
marked. 

6.2.3 Establishing the maximum surface temperature 

As part of the ignition hazard assessment, the maximum surface temperature of the equipment shall be 
established. Basically, this is the highest surface temperature, corrected by safety margins given in 8.2, of any 
part of the equipment that could be exposed to the potentially explosive atmosphere, or where a dust layer 
could form, taking account of its size and ability to become an ignition source. The assessment shall also take 
account of any integral device(s) fitted to limit the highest surface temperature (e.g. the use of a low melting 
point fusible drain plug in a fluid coupling). Where a temperature limiting device is used it shall fulfil the 
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requirements according to EN 13463-6. The maximum surface temperature shall be assessed at the 
maximum ambient temperature for which the equipment is designed. 

The measurement, or determination by calculation, of the highest surface temperature shall be made with the 
equipment at full load, but with those failures tolerated by the applied type of ignition protection. In the case of 
Group II equipment the measurement, or determination by calculation of the highest surface temperature shall 
include the conditions of operation of expected malfunction for category 2 equipment and of rare malfunction 
for category 1 equipment for which no additional protective measures are used. 

NOTE 1 The maximum surface temperature of the equipment is used – as determined according to 8.2 including safety 
margins given here – for marking of the equipment with a defined temperature, a temperature class of the equipment or an 
appropriate explosive atmosphere. The actually measured highest surface temperature may differ from the assigned 
maximum surface temperature as a result of the application of safety margins. 

Where the equipment is intended and marked for use only with one or more specific gas or vapour explosive 
atmospheres, then the maximum surface temperature shall not exceed the lowest ignition temperature of 
those explosive atmospheres. 

NOTE 2 Equipment cannot be marked as suitable for use for a specific explosive dust atmosphere as the ignition 
temperature depends on the application. 

6.2.4 Group I equipment 

The maximum surface temperature shall not exceed: 

a) 150 °C on any surface where coal dust can form a layer; 

b) or 450 °C where coal dust is not expected to form a layer (for example inside an IP 5X enclosure), in 
which case: 

i. the actual maximum surface temperature is marked on the equipment, and 

ii. the symbol "X" is placed on the equipment and the special conditions for safe use shall be given in 
the instruction for use. 

NOTE When choosing equipment of Group I, the user should take account of the influence on the smouldering 
temperature of coal dusts if they are likely to be deposited in a layer on surfaces which may reach a temperature above 
150 °C. 

6.2.5 Group IIG equipment 

Group IIG equipment shall be: 

 classified in a temperature class depending on the maximum surface temperature as given in Table 3. In 
this case the maximum surface temperature shall not exceed the temperature class limits according to 
Table 3; 

 or, defined by the actual maximum surface temperature of the equipment, 

 or if appropriate, restricted to the specific gas, vapour or mist for which it is intended; in this case the 
maximum surface temperature shall not exceed the ignition temperature of the specific gas, vapour or 
mist for which it is intended; 

and shall be marked accordingly, see also 9.3. 
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Table 3 — Classification of maximum surface temperatures for Group IIG equipment 

Temperature class Maximum surface temperature 
°C 

T1 450 

T2 300 

T3 200 

T4 135 

T5 100 

T6 85 

 

Where the maximum surface temperature depends not on the equipment itself, but mainly on operating 
conditions (like a heated fluid in a pump), the relevant information shall be given in the instructions for use and 
the equipment shall be marked with TX in order to inform the user about this special situation (see Clause 9 
on marking). 

NOTE 1 The maximum surface temperature of the equipment includes the safety margin to the minimum ignition 
temperature of the potentially explosive atmosphere as required in EN 1127-1:2007, 6.4.2, see also 8.2 for further details. 

NOTE 2 The inclusion of the required safety margin in the marked maximum surface temperature of the equipment 
aligns it to that used for marking electrical equipment. 

6.2.6 Special cases for Group IIG equipment 

6.2.6.1 Small surface areas 

Small surface areas, whose temperature exceed that permitted for the temperature classification, shall be 
acceptable providing that they conform to one of the following: 

a) for Group II with T4 classification, small surface areas shall conform to Table 4, or 

b) for T5 classification, the surface temperature of a surface area smaller than 1000 mm² shall not exceed 
150 °C. 

Table 4 — Assessment for T4 classification according to component size 

Total surface area excluding Requirement for T4 classification 

< 20 mm2 Surface temperature ≤ 275 °C 

≥ 20 mm2 and ≤ 1 000 mm2 Surface temperature ≤ 200 °C 

 

NOTE These data do not apply for very small parts like mechanically generated sparks or radiatively heated parts 
like glass fibre tips etc. with surfaces much smaller than 1 mm². In the latter case these temperatures may be exceeded, 
information can be found in EN 60079-28. 

6.2.6.2 Enclosed volumes 

The minimum ignition temperature of large volumes of an explosive atmosphere enclosed by the equipment 
(see EN 14522) can be below the standard ignition temperature and shall be taken into account in these 
cases in the course of the ignition hazard assessment according to 5.2 if these volumes are part of the 
equipment. 

NOTE This effect occurs mainly where the walls enclosing the mixture are of a uniform temperature. 
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For category 1 equipment this effect is taken into account by the safety margin used to determine the 
maximum surface temperature according to 8.2. For category 2 equipment a safety margin depending on the 
enclosed volume shall be applied where the enclosed volume of gas or vapour can be heated up to the 
temperature of the surface. For a number of combustible materials EN 14522 provides useful data on larger 
volumes. 

6.2.7 Group IID equipment 

Group IID equipment shall be defined by the actual maximum surface temperature and shall be marked 
accordingly. 

NOTE 1 The relationship of the maximum surface temperature of the equipment and the minimum ignition temperature 
of dust layers and dust clouds is given in EN 1127-1. 

NOTE 2 The maximum surface temperature is determined without any deposited dust on the equipment. 

NOTE 3 The possible insulation effects of a dust layer on the surface temperatures are taken into account by the safety 
margin to the dust layer ignition temperature specified in EN 1127-1 (75 °C for a 5 mm layer). 

Where the actual maximum surface temperature depends not on the equipment itself, but mainly on operating 
conditions (like a heated fluid in a pump), the relevant information shall be given in the instructions for use and 
the equipment shall be marked with TX in order to inform the user about this special situation (see Clause 9 
on marking). 

6.3 Flames and hot gases (including hot particles) 

The requirements according to EN 1127-1 shall apply. 

Where the ignition hazard assessment shows that the overheating of non metallic materials can lead to 
smouldering and then burning appropriate measures shall be taken (see 8.3). 

6.4 Mechanically generated sparks 

6.4.1 General 

As a result of friction, impact or abrasion processes such as grinding, particles can become separated from 
solid materials and become hot owing to the energy used in the separation process. If these particles consist 
of oxidizable substances, for example iron or steel, they can undergo an oxidation process, thus reaching 
even higher temperatures. These particles (sparks) can ignite combustible gases and vapours and certain 
dust/air-mixtures (especially metal dust/air mixtures). In deposited dust, smouldering can be caused by the 
sparks, and this can be a source of ignition for an explosive atmosphere. 

For further details EN 1127-1 applies. 

6.4.2 Assessment of sparks generated by single impacts 

6.4.2.1 Assessment of single impact sparks as Potential Ignition Sources 

Single impacts between metal parts need not to be considered as potential ignition sources if the following 
conditions are met. 

This assessment does not apply to ignition sources originating from grinding and friction (see 6.4.3). 

Either 

a) the impact velocity is less than 1 m/s and the maximum potential impact energy is less than 500 J and 

1) aluminium, titanium and magnesium in combination with ferritic steel is not used, or 
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2) aluminium in combination with stainless steel (≥ 16,5 % Cr) is only be used if the steel cannot 
corrode and no iron oxide and/or rusty particles can be deposited on the surface (appropriate 
reference to the properties of the stainless steel shall be given in the technical documentation and 
instructions for use), or 

3) hard steel in combination with hard steel is not used, or 

4) hard steel is not used where it can impact in granite, or 

5) aluminium in combination with aluminium is only used if no iron oxide and/or rusty particles can be 
deposited on the surface. 

NOTE 1 Hard steel is understood as being either all kinds of hardened steel (surface hardened or heat treated in an 
other way to improve surface hardness) or other steel types with HV ≥ 2300  (see EN ISO 6507-4). 

or 

b) where a combination of non-sparking metals is used the impact velocity is less than or equal to 15 m/s 
and the maximum potential energy is less than 60 J for gas/vapour-atmospheres or less than 125 J for 
dust-atmospheres. 

NOTE 2 Non-sparking metals are e.g. copper (Cu), zinc (Zn), tin (Sn), lead (Pb), some brasses (CuZn) and bronze 
(CuSn), which are non-ferrous metals of high heat conductivity and are difficult to oxidize. Sparks can only be generated 
by these materials when they are used in combination with materials of extremely high hardness. 

6.4.2.2 Assessment of single impact sparks as effective ignition sources 

6.4.2.2.1 General 

The following Tables should support a manufacturer in his decision whether a potential ignition source can 
become effective or not. If an impact to be assumed in the course of the ignition hazard assessment might 
have lower energies than given in the tables, the risk is low enough that the ignition source is not considered 
to become effective.  

If on the other hand the energies exceed the values in the Tables, this does not necessarily mean that the 
ignition source will become effective. In this case, the ignition hazard assessment needs to assess all aspects 
and may show that the risk is low enough to be acceptable. 

NOTE 1 Such situations may typically arise with equipment or materials of well known properties described in specific 
product standards (like fans EN 14986 or industrial trucks EN 1755) where proven experience leads to the conclusion that an 
ignition source under these circumstances will not become effective. 

Ignition sources generated by impact need not be considered as effective ignition sources if the impact velocity is less than 
15 m/s and the maximum possible potential energy is less than the values given in the following Tables. 

If the impact energies are larger than those given in the following tables then they need to be considered as potential ignition 
sources and assessed accordingly. In this case consideration shall be taken of when they occur and whether they are able to 
ignite the explosive atmosphere (i.e. in normal operation, expected malfunction or rare malfunction) which determines the 
intended category. 

NOTE 2 In some cases stainless steel may be a solution to avoid single impact sparking. 
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6.4.2.2.2 Category 1G equipment 

For category 1G equipment see Table 5. 

Table 5 — Single impact energy limits for category 1G equipment 

Explosion group 
Single impact energy limits 

Non-sparking metals : Other materials, excluding materials 
specified in 6.4.2.1 a): 

IIC 60 Nm 5 Nm (Hydrogen) 

3 Nm (Hydrocarbons incl. acetylene) 

IIB 125 Nm 10 Nm 

IIA 125 Nm 20 Nm 
NOTE These criteria do not apply for atmospheres with fuel gases such as carbon sulphide, carbon monoxide and 
ethylene oxide  

6.4.2.2.3 Category 2G equipment 

For category 2G equipment see Table 6. 

Table 6 — Single impact energy limits for category 2G equipment 

Explosion group 
Single impact energy limits 

Non-sparking metals: Other materials, excluding materials 
specified in 6.4.2.1 a): 

IIC 125 Nm 10 Nm 

IIB 250 Nm 20 Nm 

IIA 500 Nm 40 Nm 
NOTE These criteria do not apply for atmospheres with fuel gases such as carbon sulphide, carbon monoxide and 
ethylene oxide 

 

6.4.2.2.4 Category 3G equipment 

For category 3G equipment see Table 7. 

Table 7 — Single impact energy limits for category 3G equipment 

Explosion group 
Single impact energy limits 

Non-sparking metals: Other materials, excluding materials 
specified in 6.4.2.1 a): 

IIC 
 

250 Nm 20 Nm 

IIB 
 

500 Nm 40 Nm 

IIA 
 

500 Nm 80 Nm 

NOTE These criteria do not apply for atmospheres with fuel gases such as carbon sulphide, carbon monoxide and 
ethylene oxide. 
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