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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 13476-3:2025. It
supersedes BS EN 13476-3:2018+A1:2020, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/88, Plastics piping systems.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

The UK committee draws users’ attention to National Annex NA,
which provides further guidance to assist users in the application of
this standard.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 28937 4
ICS 23.040.01; 23.040.05; 23.040.20; 93.030

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2025.

Amendments/corrigenda issued since publication
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European foreword

This document (EN 13476-3:2025) has been prepared by Technical Committee CEN/TC 155 “Plastics
piping systems and ducting systems”, the secretariat of which is held by NEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by April 2026, and conflicting national standards shall be

withdrawn at the latest by April 2026.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 13476-3:2018+A1:2020.

The main changes with respect to EN 13476-3:2018+A1:2020 are listed below:
a) updating of the "terms” and “definition” in line with EN 14541-1;

b) “drainage and sewerage” changed into “drains and sewers” through the document;
c) NOTE 1 introduced in Scope;

d) Clause 5 complete updated;

e) Clause 9 Table 8 updated;

f) figures updated;

g) ring stiffness classes (SN) better described;

h) all material Annexes A, B, C, D, E and F updated;

i) Annex] figures updated;

j) editorial updates through the document.

This document is a part of a System Standard for plastics piping systems of particular materials for a
specified application. There are a number of such System Standards.

System Standards are based on the results of the work being undertaken in ISO/TC 138 “Plastics pipes,
fittings and valves for the transport of fluids”, which is a Technical Committee of the International
Organization for Standardization (ISO).

They are supported by separate standards on test methods to which references are made throughout the
System Standard.

The System Standards are consistent with general standards on functional requirements and on
recommended practice for installation.

EN 13476:2025 consists of the following Parts under the general title “Plastics piping systems for non-
pressure underground drains and sewers - Structured-wall piping systems of unplasticized poly(vinyl
chloride) (PVC-U), polypropylene (PP) and polyethylene (PE)”:

— Part 1: General requirements and performance characteristics;
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— Part 2: Specifications for pipes and fittings with smooth internal and external surface and the system,
Type A;

— Part 3: Specifications for pipes and fittings with smooth internal and profiled external surface and the
system, Type B (this document);

— Part 4: Guidance for the assessment of conformity (CEN/TS). (CEN/TS 13476-4:2025).
For guidance for installation, see CEN/TS 1046.

Any feedback and questions on this document should be directed to the users’ national standards body.
A complete listing of these bodies can be found on the CEN website.

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland,
Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Republic of North
Macedonia, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Tiirkiye and the United
Kingdom.
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Introduction

This document provides optional choices for impact resistance (see Annex G, Annex H and Annex J) and
ring flexibility (see Annex I).

As appropriate, the individual countries may select between those options in their national forewords.
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1 Scope

This document, together with , specifies the definitions and requirements for pipes, fittings
and the system based on unplasticized poly(vinyl chloride) (PVC-U), polypropylene (PP) and
polyethylene (PE) structured-wall piping systems that are intended for use in non-pressure underground
drains and sewers for foul wastewater.

NOTE1 Products complying with this document can also be used in non-pressure underground drains and
sewers for surface water.

This document is applicable to pipes and fittings with smooth internal and profiled external surfaces,
designated as Type B.

This document also specifies test methods and test parameters.

This document is applicable to:

a) structured-wall pipes and fittings, which are intended to be used buried underground outside the

building structure, reflected in the marking of products by “U”; and

b) structured-wall pipes and fittings, which are intended to be used buried underground both outside
(application area code “U”) and within the building structure, reflected in the marking of products by
“UD".

This document is applicable to structured-wall pipes and fittings with or without an integral socket with
elastomeric ring seal joints as well as welded and fused joints.

This document is applicable to a range of pipe and fitting sizes, materials, pipe constructions, stiffness
classes, application areas, tolerance classes and gives recommendations concerning colours.

NOTE 2 It is the responsibility of the purchaser or specifier to make the appropriate selections from these
aspects, taking into account their particular requirements and any relevant national regulations and installation
practices or codes.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 476, General requirements for components used in drains and sewers

EN 681-1, Elastomeric seals — Materials requirements for pipe joint seals used in water and drainage
applications — Part 1: Vulcanized rubber

EN 681-2, Elastomeric seals — Materials requirements for pipe joint seals used in water and drainage
applications — Part 2: Thermoplastic elastomers

EN 681-4, Elastomeric seals — Materials requirements for pipe joint seals used in water and drainage
applications — Part 4: Cast polyurethane sealing elements

EN 1401-1), Plastics piping systems for non-pressure underground drainage and sewerage — Unplasticized
poly(vinyl chloride) (PVC-U) — Part 1: Specifications for pipes, fittings and the system

EN 1852-1), Plastics piping systems for non-pressure underground drainage and sewerage — Polypropylene
(PP) — Part 1: Specifications for pipes, fittings and the system
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EN 12666-1|, Plastics piping systems for non-pressure underground drainage and sewerage — Polyethylene
(PE) — Part 1: Specifications for pipes, fittings and the system

EN 13476-1:2025, Plastics piping systems for non-pressure underground drains and sewers — Structured-
wall piping systems of unplasticized poly(vinyl chloride) (PVC-U), polypropylene (PP) and polyethylene (PE)
— Part 1: General requirements and performance characteristics

EN 13476-2:2025, Plastics piping systems for non-pressure underground drains and sewers — Structured-
wall piping systems of unplasticized poly(vinyl chloride) (PVC-U), polypropylene (PP) and polyethylene (PE)
— Part 2: Specifications for pipes and fittings with smooth internal and external surface and the system,
Type A

EN 14680, Adhesives for non-pressure thermoplastics piping systems — Specifications

EN 14758-1, Plastics piping systems for non-pressure underground drainage and sewerage —
Polypropylene with mineral modifiers (PP-MD) — Part 1: Specifications for pipes, fittings and the system

EN ISO 580, Plastics piping and ducting systems — Injection-moulded thermoplastics fittings — Methods
for visually assessing the effects of heating (ISO 580)

EN ISO 1133-1, Plastics — Determination of the melt mass-flow rate (MFR) and melt volume-flow rate
(MVR) of thermoplastics — Part 1: Standard method (1SO 1133-1)

EN ISO 1158, Plastics — Vinyl chloride homopolymers and copolymers — Determination of chlorine content
(IS0 1158)

EN ISO 1167-1, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination
of the resistance to internal pressure — Part 1: General method (1SO 1167-1)

EN ISO 1167-2, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination
of the resistance to internal pressure — Part 2: Preparation of pipe test pieces (ISO 1167-2)

EN ISO 1183-1, Plastics — Methods for determining the density of non-cellular plastics — Part 1: Immersion
method, liquid pyknometer method and titration method (I1SO 1183-1)

EN ISO 1183-2, Plastics — Methods for determining the density of non-cellular plastics — Part 2: Density
gradient column method (ISO 1183-2)

EN ISO 2507-1, Thermoplastics pipes and fittings — Vicat softening temperature — Part 1: General test

method ([SO 2507-
EN ISO 3126, Plastics piping systems — Plastics components — Determination of dimensions (ISO 3126)

EN ISO 3127, Thermoplastics pipes — Determination of resistance to external blows — Round-the-clock

method ([SO 312
EN ISO 3451-5, Plastics — Determination of ash — Poly(vinyl chloride)

EN ISO 6259-1, Thermoplastics pipes — Determination of tensile properties — Part 1: General test method
(IS0 6259-1)

EN ISO 9852, Unplasticized poly(vinyl chloride) (PVC-U) pipes — Dichloromethane resistance at specified
temperature (DCMT) — Test method (I1SO 9852)

Documents
Document Sharingj—lub

Full document details: BS EN 13476-3:2025


https://doi.org/10.3403/BSEN13476?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30137490U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30100305U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30353822U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30353846U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-13476-3-2025
http://www.avadocuments.com/doc/bs-en-13476-3-2025

EN 13476-3:2025 (E)

EN ISO 9967, Thermoplastics pipes — Determination of creep ratio (1SO 9967)
EN ISO 9969, Thermoplastics pipes — Determination of ring stiffness (ISO 9969)

EN ISO 11173, Thermoplastics pipes — Determination of resistance to external blows — Staircase method

EN ISO 11357-6, Plastics — Differential scanning calorimetry (DSC) — Part 6: Determination of oxidation
induction time (isothermal OIT) and oxidation induction temperature (dynamic OIT) (1SO 11357-6)

EN ISO 13254, Thermoplastics piping systems for non-pressure applications — Test method for
watertightness (I1SO 13254)

EN ISO 13257 Thermoplastics piping systems for non-pressure applications — Test method for resistance
to elevated temperature cycling (ISO 13257)

EN ISO 13260, Thermoplastics piping systems for non-pressure underground drainage and sewerage —
Test method for resistance to combined temperature cycling and external loading (1SO 13260)

EN ISO 13262, Thermoplastics piping systems for non-pressure underground drainage and sewerage —

Thermoplastics spirally-formed structured-wall pipes — Determination of the tensile strength of a seam
S0 1326

EN ISO 13263, Thermoplastics piping systems for non-pressure underground drainage and sewerage —
Thermoplastics fittings — Test method for impact strength (1SO 13263)

EN ISO 13264, Thermoplastics piping systems for non-pressure underground drainage and sewerage —
Thermoplastics fittings — Test method for mechanical strength or flexibility of fabricated fittings
(150 13264)

EN ISO 13967, Thermoplastics fittings — Determination of ring stiffness (IS0 13967)

EN ISO 13968, Plastics piping and ducting systems — Thermoplastics pipes — Determination of ring
flexibility (1SO 13968)

[SO 6259-2, Thermoplastics pipes — Determination of tensile properties — Part 2: Pipes made of
unplasticized poly(vinyl chloride) (PVC-U), oriented unplasticized poly(vinyl chloride) (PVC-0), chlorinated
poly(vinyl chloride) (PVC-C) and high-impact poly(vinyl chloride) (PVC-HI)

[SO 12091, Structured-wall thermoplastics pipes — Oven test

[SO 13259, Thermoplastics piping systems for underground non-pressure applications — Test method for
leaktightness of elastomeric sealing ring type joints

ISO 18373-1, Rigid PVC pipes — Differential scanning calorimetry (DSC) method — Part 1: Measurement
of the processing temperature

3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 13476-1:2025 apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— SO Online browsing platform: available at https://www.iso.org/obp/
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— IEC Electropedia: available at https: //www.electropedia.org/

4 Symbols and abbreviations

4.1 Symbols

For the purposes of this document, the following symbols apply.

A length of engagement, or maximum pull-out whilst maintaining tightness
de outside diameter

dem mean outside diameter

dem, min Minimum mean outside diameter

dem, max Maximum mean outside diameter

dj inside diameter

dim mean inside diameter

dg socket inside diameter

dsmmin Minimum mean inside diameter of socket

e wall thickness (at any point)

ec construction height

emin minimum wall thickness of pipe or spigot

ey wall thickness at any point of the cylindrical part of a socket
e3 wall thickness at any point of a sealing ring groove of a socket
eq wall thickness of the inside layer (waterway wall thickness)
es wall thickness of the inside layer under a hollow section

F distance from the end of a spigot to the effective sealing point
L effective length of a pipe

L1 length of a spigot

L1 min minimum length of a spigot

Sso actual stiffness of the cylindrical part of the socket

Ssp actual stiffness of the spigot

IMP 23C  impact resistance determined at +23 °C

3% impact resistance determined at =10 °C
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4.2 Abbreviations

For the purposes of this document, the following abbreviations apply.

BRT batch release test

CaCO3 calcium carbonate

CT close tolerance

DN nominal size

DN/ID nominal size related to inside diameter
DN/OD nominal size related to outside diameter
H50 value for impact resistance of a pipe
MgCO3 magnesium carbonate

MFR melt mass-flow rate

Mg3Sigz010(0OH)2 magnesium silicate, talcum

OIT oxidation induction time
PE polyethylene
PE-X cross-linked polyethylene
PP polypropylene
PP-MD mineral modified PP
PVC-U unplasticized poly(vinyl chloride)
RF ring flexibility performance
S pipe series S
SDR standard dimension ratio
SN ring stiffness class
TIR true impact rate
VST vicat softening temperature
5 Material
5.1 General

The material shall be one of the following: unplasticized poly(vinyl chloride) (PVC-U), polypropylene (PP)
or polyethylene (PE).

Spirally formed pipes may include a support profile (see Figure 1) made from polymers other than PVC-
U, PP or PE.

5.2 Unplasticized poly(vinyl chloride) (PVC-U)
5.2.1 General

The formulation for production of pipes and fittings shall be PVC material to which additives are added
to enable conformity with the requirements of this document. (See also Annex A.)
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PVC material may be virgin material, reworked material or recyclates (pre- or post-consumer).
Recyclates are permitted if they comply with Annex B.

The formulation (including virgin material, reworked material, recyclates or a mixture, if applicable) shall
comply with the requirements given in 5.2.2.

NOTE 1 Layers can have different formulations.

Test results with 100 % virgin material (internal and external layers) and test results with the maximum
specified amount of recyclates with the same agreed specification (in the internal and external layers)
shall be taken as proving conformity of products containing a lower amount of recyclates.

NOTE 2  Attention is drawn to changing of European and/or national regulations regarding e.g. heavy metals.

5.2.2 Formulation characteristics of pipe and fitting

When tested in accordance with the test method as specified in Table 1, using the indicated parameters,
the formulation shall have characteristics conforming to the requirements given in Table 1.

Table 1 — Characteristics of PVC-U formulation for pipes and injection-moulded fittings

stress for fitting
compound /
formulation

Characteristic | Requirements Test parameters Test method
Resistance to No failure End caps Type Aor TypeB [ENISO 1167-1
internal during the test Orientation Free and
pressure a b period ENISO 1167-2

Number of test 3

pieces

Test temperature 60 °C
Circumferential 10 MPa
stress for pipe

compound /

formulation

Circumferential 6,3 MPa

Conditioning period

Shall conform to
ENISO1167-1

Type of test

Water-in-water

Test period

1000h

a4 For extrusion formulations this test shall be carried out in the form of a solid wall pipe made from
the relevant extrusion formulation.

b For injection-moulding formulation this test shall be carried out in the form of an injection-moulded
or extruded sample in solid wall pipe form made from the relevant formulation.
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5.3 Polypropylene (PP)

5.3.1 General

The compound for production of pipes and fittings shall be PP-base material to which additives can be
added to enable conformity with the requirements of this document. (See also Annex C.)

PP material may be virgin material, reworked material or recyclates (pre- or post-consumer).
Recyclates are permitted if they comply with Annex D.

The compound (including virgin material, reworked material, recyclates or a mixture, if applicable) shall
comply with the requirements given in 5.3.2 and 5.3.3.

NOTE1 Layers can have different compounds.
Test results with 100 % virgin material (internal and external layers) and test results with the maximum

specified amount of recyclates with the same agreed specification (in the internal and external layers)
shall be taken as proving conformity of products containing a lower amount of recyclates.

NOTE 2  Attention is drawn to changing of European and/or national regulations.
5.3.2 Compound characteristics for pipe and fitting

When tested in accordance with the test methods as specified in Table 2, using the indicated parameters,
the compound shall have characteristics conforming to the requirements given in Table 2.
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Table 2 — Characteristics of PP compound for pipes and injection-moulded fittings

Characteristic | Requirements Test parameters Test method
Resistance to No failure | End caps Type Aor Type B | ENISO 1167-1 and
internal dur.mg the test Test temperature 80 °C ENISO 1167-2
pressure, 140 h | period
ab Orientation Free

Number of test pieces |3
Circumferential stress | 4,2 MPa

Conditioning period

Shall conform to
ENISO 1167-1

Type of test Water-in-water
Test period 140 h
Resistance to No failure | End caps Type AorB ENISO 1167-1 and
internal during the test o ENISO 1167-2
. Test temperature 95 °C
pressure period
1000hab Orientation Free

Number of test pieces |3
Circumferential stress |2,5 MPa

Shall conform to
ENISO 1167-1

Conditioning period

Type of test Water-in-water

Test period 1000h
Melt mass-flow |<1,5g/10 min |Temperature 230°C ENISO 1133-1
rate © Loading mass 2,16 kg
Thermal = 8 min Temperature 200°C ENISO 11357-6
stability, OIT Test atmosphere Oxygen

a4 For the extrusion compounds this test shall be carried out in the form of a solid wall pipe made from the
relevant compound.

b For injection-moulding compounds this test shall be carried out in the form of an injection-moulded, or
extruded sample in solid wall pipe form made from the relevant material.

€ This requirement only applies to pipes and fittings intended for welding.

5.3.3 Melt mass-flow rate classification

Materials for pipes and fittings intended for jointing in field by fusion or welding shall be designated by
the following MFR classes:

— C(Class A:MFR<0,3 g/10 min;

Class B: 0,3 g/10 min < MFR < 0,6 g/10 min;

Class C: 0,6 g/10 min < MFR < 0,9 g/10 min;
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— Class D: 0,9 g/10 min < MFR < 1,5 g/10 min.
In the case where a raw material because of its MFR tolerance arbitrarily fall in one of two adjacent classes
the manufacturer of the components may mark the MFR class on the product as follows:

— MFR value across the border between A and B it is permitted to classify as class A;
— MFR value across the border between B and C it is permitted to classify as class C;

— MFR value across the border between C and D it is permitted to classify as class D.

5.4 Polyethylene (PE)

5.4.1 General

The compound for production of pipes and fittings shall be PE-base material to which additives can be
added to enable conformity with the requirements of this document. (See also Annex E.)

PE material may be virgin material, reworked material or recyclates (pre- or post-consumer).

Recyclates are permitted if they comply with Annex F.

The compound (including virgin material, reworked material, recyclates or a mixture, if applicable) shall
comply with the requirements given in 5.4.2 and 5.4.3.

NOTE1 Layers can have different compounds.

Test results with 100 % virgin material (internal and external layers) and test results with the maximum
specified amount of recyclates with the same agreed specification (in the internal and external layers)
shall be taken as proving conformity of products containing a lower amount of recyclates.

NOTE 2  Attention is drawn to changing of European and/or national regulations.
5.4.2 Compound characteristics of pipes and injection-moulded fittings

When tested in accordance with the test method as specified in Table 3, using the indicated parameters,
the compound shall have characteristics conforming to the requirements given in Table 3.
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Table 3 — Characteristics of PE compound for pipes and injection-moulded fittings

Characteristic | Requirements Test parameters Test method
Resistance to No failure End caps Type Aor Type B |ENISO 1167-1
internal dur_ing the test Test temperature 80 °C ENISO 1167-2
pressure 165 h 4 period
b Orientation Free

Number of test pieces |3

Circumferential stress | 4,0 MPa

Conditioning period Shall conform to

ENISO 1167-1

Type of test Water-in-water

Test period 165 h
Resistance to No failure End caps Typeaorb ENISO 1167-1
g;?srslile 1000 h 3211:1123 the test Test temperature 80 °C ENISO 1167-2
ab Orientation Free

Number of test pieces |3

Circumferential stress |2,8 MPa

Conditioning period Shall conform to

ENISO 1167-1

Type of test Water-in-water

Test period 1000h
Melt mass-flow |<1,6g/10 min |Temperature 190 °C ENISO 1133-1
rate © Loading mass 5kg
Thermal > 20 min Temperature 200°C ENISO 11357-6
stability, OIT Test atmosphere Oxygen
Reference > 930 kg/m3 Shall conform to EN ISO 1183-1 ENISO 1183-1
density ENISO 1183-2

a  This test shall be carried out in the form of a solid wall pipe made from the relevant extrusion material.

b For injection-moulding compounds this test shall be carried out in the form of an injection-moulded, or

extruded sample in solid wall pipe form made from the relevant material.

€ This requirement only applies to pipes and fittings intended for welding.

5.4.3 Compound characteristics of rotational-moulded fittings

When tested in accordance with the test methods as specified in Table 4, using the indicated parameters,
the compound shall have characteristics conforming to the requirements given in Table 4.
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Table 4 — Characteristics of PE compound for rotational-moulded fittings

Characteristic | Requiremen Test parameters Test
ts

Resistance to No failure | End caps Type Aor Type B | ENISO 1167-1
internal pressure | during ‘ the Orientation Free ENISO 1167-2
165 h a test period

Number of test 3

pieces

Temperature 60 °C

Circumferential 3,9 MPa

stress

Conditioning Shall conform to

period ENISO 1167-1

Type of test Water-in-water

Test period 165 h
Resistance to No failure | End caps Type Aor Type B | ENISO 1167-1
internal pressure | during ‘ the Orientation Free ENISO 1167-2
1000h2 test period

Number of test 3

pieces

Temperature 60 °C

Circumferential 3,2 MPa

stress

Conditioning Shall conform to

period ENISO 1167-1

Type of test Water-in-water

Test period 1000h
Melt mass-flow 3g/10 min Temperature 190 °C ENISO 1133-1
rate <MFR < Loading mass 5kg

16 g/10 min
Thermal stability | = 10 min Temperature 200 °C ENISO 11357-6
OIT
Density >925kg/m3 | Temperature (23x2)°C ENISO 1183-1
ENISO 1183-2

a  This test shall be carried out in the form of an injection-moulded, or extruded sample in solid wall
pipe form made from the relevant compound.

5.5 Sealing ring retaining components

Sealing rings may be retained using components made from any polymer.
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5.6 Sealing rings

The sealing ring material shall conform to all the requirements in EN 681-1], EN 681-2 or EN 681-4} as
applicable.

The sealing ring shall have no detrimental effects on the properties of the components and shall not cause
the test assembly to fail the performance requirements given in Clause 11.

5.7 Fused or welded joints

The design of fused or welded joints together with the manufacturer's instructions for the jointing
process shall not cause the test assembly to fail the performance requirements given in Clause 11.

5.8 Adhesives for PVC-U

The adhesive for jointing of PVC-U shall be solvent cement and shall be as specified by the manufacturer
of the pipes or fittings where appropriate.

The adhesive shall have no effect on the product or system likely to affect its compliance with this
document and shall not cause the test assembly to fail the performance requirements given in Clause 11.

The adhesive shall comply with EN 14680.

As an alternative, adhesive complying with EN 14814 may be used and are deemed to be suitable for U
and UD applications.

6 Designation of wall constructions and examples of typical jointing methods

6.1 General

NOTE The figures are schematic sketches only to indicate the relevant dimensions. They do not necessarily
represent the manufactured components.

6.2 Wall constructions designated as Type B
6.2.1 Ribbed or corrugated construction

A pipe or fitting with a smooth internal surface and a profiled external surface shall be designated Type B.

Typical examples of Type B constructions are shown in Figure 1, Figure 2 and Figure 3.

Documents
Document SharinﬂgHub

Full document details: BS EN 13476-3:2025


https://doi.org/10.3403/BSEN13476?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02610873U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02631815U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/02631384U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30093189U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/30103377U?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-13476-3-2025
http://www.avadocuments.com/doc/bs-en-13476-3-2025

