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Issue 11 (2009-01) 

Foreword 

This document (EN 13480-3:2002, EN 13480-3:2002/A1:2005, EN 13480-3:2002/A2:2006and EN 13480-
3:2002/A3:2009) has been prepared by Technical Committee CEN /TC 267, "Industrial piping and pipelines", the 
secretariat of which is held by AFNOR. 

EN 13480-3:2002 shall be given the status of a national standard, either by publication of an identical text or by 
endorsement, at the latest by November 2002, and conflicting national standards shall be withdrawn at the latest by 
November 2002. EN 13480-3:2002/A1:2005 shall be given the status of a national standard, either by publication of 
an identical text or by endorsement, at the latest by February 2006, and conflicting national standards shall be 
withdrawn at the latest by February 2006. EN 13480-3:2002/A2:2006 shall be given the status of a national 
standard, either by publication of an identical text or by endorsement, at the latest by May 2007, and conflicting 
national standards shall be withdrawn at the latest by May 2007. EN 13480-3:2002/A3:2009 shall be given the 
status of a national standard, either by publication of an identical text or by endorsement, at the latest by July 
2009, and conflicting national standards shall be withdrawn at the latest by July 2009. 

This document has been prepared under a mandate given to CEN by the European Commission and the European 
Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this European 
Standard. 

In this European Standard the Annexes A, C, F, G, I, K, L, M and P are informative and the Annexes B, D, E, H, J, 
N and O are normative. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent rights. 
CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This European Standard contains changes in Clause 2, in subclauses 8.4.3, 13.1.4, 13.3.1, C.1.1, D.4.1, in 
Annexes E, H and N, and in the Bibliography of EN 13480-3:2002. 
The document includes the text of the amendment itself. The corrected pages of EN 13480-3 will be delivered as 
issue 11 of the standard. 
 
This European Standard EN 13480 for metallic industrial piping is the third part of a set of seven interdependent 
Parts which are: 

Part 1: General. 

Part 2: Materials. 

Part 3: Design and calculation. 

Part 4: Fabrication and installation. 

Part 5: Inspection and testing; 

Part 6: Additional requirements for buried piping. 

CEN/TR 13480-7: Guidance on the use of conformity assessment procedures. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech Republic, 
Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, 
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, 
Switzerland and United Kingdom. 

BS EN 13480-3:2002+A4:2010

6
Full document details: BS EN 13480-3:2002+A4:2010

http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010
http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010


Foreword to amendment A4 

This document (EN 13480-3:2002/A4:2010) has been prepared by Technical Committee CEN/TC 267 
“Industrial piping and pipelines”, the secretariat of which is held by AFNOR. 

This Amendment to the European Standard EN 13480-3:2002 shall be given the status of a national standard, 
either by publication of an identical text or by endorsement, at the latest by November 2010, and conflicting 
national standards shall be withdrawn at the latest by November 2010. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive(s). 

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this document. 

This document includes the text of the amendment itself. The corrected pages of EN 13480-3 will be delivered 
as issue 12 of the standard. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard : Austria, Belgium, Bulgaria, Croatia, Cyprus, 
Czech Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, 
Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, 
Spain, Sweden, Switzerland and United Kingdom. 
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Issue 11 (2009-01) 

1 Scope 

This Part of this European Standard specifies the design and calculation of industrial metallic piping systems, 
including supports, covered by EN 13480. 

2 Normative references 

This European Standard incorporates by dated or undated reference, provisions from other publications. These 
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For 
dated references, subsequent amendments to or revisions of any of these publications apply to this European 
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the 
publication referred to applies (including amendments). 

EN 287-1:2004, Qualification test of welders — Fusion welding — Part 1: Steels 

EN 1591-1:2001, Flanges and their joints — Design rules for gasketed circular flange connections — Part 1: 
Calculation method 

ENV 1591-2:2001, Flanges and their joints — Design rules for gasketed circular flange connections — Part 2: 
Gasket parameters 

ENV 1993:1992, Eurocode 3: Design of steel structures 

EN 10204:2004, Metallic products — Types of inspection documents 

EN 12953-3:2002, Shell boilers — Part 3: Design and calculation for pressure parts 

EN 13445-3:2002, Unfired pressure vessels — Part 3: Design 

EN 13480-1:2002, Metallic industrial piping — Part 1: General 

EN 13480-2:2002, Metallic industrial piping — Part 2: Materials 

EN 13480-4:2002, Metallic industrial piping — Part 4: Fabrication and installation 

EN 13480-5:2002, Metallic industrial piping — Part 5: Inspection and testing 

EN ISO 15614-1:2004, Specification and qualification of welding procedures for metallic materials - Welding 
procedure test - Part 1: Arc and gas welding of steels and arc welding of nickel and nickel alloys (ISO 15614-
1:2004)" 
 
EN 25817:1992, Arc-welded joints in steel — Guidance on quality levels for imperfections (ISO 5817:1992) 
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3 Terms, definitions, symbols and units

3.1 Terms and definitions

For the purposes of this Part of this European Standard, the terms and definitions given in EN 13480-1 apply.

3.2 Symbols and units

For the purposes of this Part of this European Standard, the symbols and units given in EN 13480-1 and in Table 3.2-
1 apply.

Specific symbols are defined in the relevant sub-clauses.
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Table 3.2-1 — General symbols and units

Symbol Description Unit

PSa maximum allowable pressure bar

R, r b radii mm

ReH t minimum specified value of upper yield strength at calculation temperature when this
temperature is greater than the room temperature

N/mm² (MPa)

S1 mean value of the stress which leads to a 1 % creep elongation in 100 000 h N/mm² (MPa)

S2 mean value of the stress which leads to a 1 % creep elongation in 200 000 h N/mm² (MPa)

SR T t mean value of creep rupture strength as indicated by the standards, for the material in
question at the considered temperature, t, and for the considered lifetime T (in hours)
whereby the dispersion band of the results does not deviate by more than 20 % from the
mean value.

N/mm² (MPa)

TS maximum allowable temperature °C

Z section modulus for a pipe mm3

c0 corrosion or erosion allowance (see  Figure 4.3-1) mm

c1 absolute value of the negative tolerance taken from the material standard (see
Figure 4.3-1)

mm

c2 thinning allowance for possible thinning during manufacturing process (see  Figure 4.3-1) mm

ea analysis thickness of a component used for the check of the strength (see  Figure 4.3-1) mm

en nominal thickness on drawings (see  Figure 4.3-1) mm

eord ordered thickness (see  Figure 4.3-1) mm

er minimum required thickness with allowances and tolerances (see
Figure 4.3-1)

mm

f design stress (see clause 5) N/mm² (MPa)

fCR Design stress in the creep range N/mm² (MPa)

pc calculation pressure (see 4.2.3.4) N/mm² (MPa)

po operating pressure (see 4.2.3.1) N/mm² (MPa)

tc calculation temperature (see 4.2.3.5) °C

to operating temperature (see 4.2.3.2) °C

z joint coefficient (see 4.5) -

� additional thickness resulting from the selection of the ordered thickness (see
Figure 4.3-1)

mm

a All pressures for calculation purposes are in N/mm² (MPa) and PS is in bar.
b The following subscripts apply :

 i inside

m mean

o outside
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4 Basic design criteria

4.1 General

The calculation rules in this Part shall apply for operating and testing conditions as well as preset, cold spring
conditions, flushing and cleaning conditions.

The scope of each of the calculation rules is limited on a case by case basis by geometrical characteristics which
shall be taken into account for each component, loading, failure mode and material property.

NOTE Where this European Standard does not indicate a calculation rule, it is the designer's responsibility to use widely
acknowledged calculation rules, or experimental methods to justify the dimensions and thicknesses selected.

Elastic calculation methods shall be used in this Part, although some components might exhibit plastic behaviour.

If shaping and assembly techniques specific to the pressure vessel industry are used for large diameter pipes, the
rules applicable to such techniques shall be those relating to the design of shells for pressure vessels. For the
general stability, the requirements of EN 13480 remain applicable if the structure, as a whole, behaves according to
the beam theory.

For temporary piping, e.g. flushing, cleaning and blow-through systems, the nominal design stress for the design
conditions shall be used.

4.2 Loadings

4.2.1 General

Any piping system is subjected to a number of loadings during its lifetime. These loadings can be one or a
combination of the following loads:

� internal and/or external pressure;

� temperature;

� weight of piping and contents;

� climatic loads;

� dynamic effects of the fluid;

� movements of the ground and buildings;

� vibrations;

� earthquakes.

NOTE 1 This list is not exhaustive.

NOTE 2 Explanations of these loads are given in 4.2.3 and 4.2.4.
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4.2.2 Combination of loads

The loads and their possible combinations, given in 4.2.5.1 to 4.2.5.4, shall be taken into account at the design
stage of the piping system and its supports. Some unlikely combinations may be ruled out following a study
considering both the likelihood of their occurrence, failure of the fluid containment boundary and the health and
safety consequences.

Where a piping system is subjected to more than one pressure/temperature condition, the greatest calculated
thickness determined for these conditions shall be used.

4.2.3 Loads for dimensioning

4.2.3.1 Operating pressure

The operating pressure, po, shall be below the maximum allowable pressure, PS, specified for the piping system.

4.2.3.2 Operating temperature

The operating temperature, to, shall be below the maximum allowable temperature, TS, specified for the piping
system.

4.2.3.3 Sets

The set (po, to) to be considered shall correspond to the most severe conditions of coincident pressure and
temperature which may prevail in the piping system over a long time.

For a piping system under steady state conditions, the maximum transient conditions shall be considered in
accordance with clause 10.

NOTE The calculated stress resulting from such variations in pressure and/or temperature may exceed the maximum
allowable stress by 10 % if the transient event occurs for less than 10 % of any 24 h operating period.

4.2.3.4 Calculation pressure

The calculation pressure, pc, shall be determined for the pressure temperature conditions (po, to) specified in
4.2.3.3.

The calculation pressure pc shall be not less than the associated operating pressure p0. The conditions (po, to)
resulting in the greatest wall thickness shall be considered with the following minimum conditions:

1) pc = po = PS with the associated tc as defined in 4.2.3.5;

2)  tc as defined in 4.2.3.5 for to =TS with the associated pc = po.

NOTE If there is a condition where po = PS and to =TS only this condition has to be calculated.

When the calculation temperature tc is such that the creep rupture strength characteristics are relevant for the
determination of the nominal design stress, the calculation pressure shall be considered equal to the operating
pressure (po) which is associated with the corresponding temperature (to).

4.2.3.5 Calculation temperature

The calculation temperature, tc, shall be the maximum temperature likely to be reached at the mid-thickness of the
piping, under normal operating conditions, at the calculation pressure pc. The calculation temperature shall be
determined as indicated below. Any heat transfer calculation shall be performed on the assumption that there is no
heat loss due to wind.

Issue 1 (2002-05)
BS EN 13480-3:2002+A4:2010

13
Full document details: BS EN 13480-3:2002+A4:2010

http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010
http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010


a) For externally uninsulated and internally unlined piping components, the calculation temperature shall be as
follows :

1) For fluid temperatures below 40 °C, the calculation temperature for the component shall be taken as the
fluid temperature;

2) For fluid temperatures of 40 °C and above, unless a lower average wall temperature is determined by test
or heat transfer calculation, the calculation temperature for uninsulated components shall be not less than
the following values, but not less than 40°C:

i) 95 % of the fluid temperature for valves, pipes, ends, welding fittings, and other components having
wall thickness comparable to that of the pipe;

ii) 90 % of the fluid temperature for flanges (except lap joint flanges) including those on fittings and
valves;

iii) 85 % of the fluid temperature for lap joint flanges;

iv) 80 % of the fluid temperature for bolting.

b) For externally insulated piping components, the component calculation temperature shall be the fluid
temperature unless calculations, tests, or service experience based on measurements, support the use of
another temperature. Where piping is heated or cooled by tracing or jacketing, this effect shall be considered in
establishing component calculation temperatures;

c) For lined piping components, the component calculation temperature shall be specified or based on heat
transfer calculations or tests taking into account the fluid temperature and the characteristics of the lining;

NOTE The lining may be used for insulation.

d) When the calculated thickness is determined by the creep strength properties, the operating pressure (po) and
the operating temperature (to) can exceed temporarily the values used for this calculation, see 4.2.5.2.1 and
12.3.3.

4.2.4 Other loads to be taken into account

4.2.4.1 Weight of piping and contents

Gravity loads acting on the piping system shall be taken into account in the design and include:

� the weight of the pipe, fittings, valves and insulation;

� the weight of the conveyed fluid;

� the weight of the test fluid.

4.2.4.2 Climatic loads

When the piping system is exposed to climatic loads, these shall be taken into account. The maximum loads shall
be determined in accordance with the actual local climatic and piping system exposure conditions.
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4.2.4.3 Dynamic effects of the fluid

The piping system shall be designed in order to avoid the accidental dynamic effects due to the fluid. Where such
effects are impossible to avoid, they shall be taken into account. Where these effects result from a direct
consequence of the process, or the use of the equipment supplied by the purchaser, they shall be defined
quantitatively in the purchase specification.

The reaction forces of safety valves during their operation shall be taken into account. If these valves are not
supplied by the piping installer, the purchaser shall define the reaction forces and their directions.

For the assessment of the dynamic effects of the fluid, see Annex A.

4.2.4.4 Movements of the ground and of the buildings

When such movements (movements of the ground, differential settlements of the buildings) are likely to occur
during the lifetime of the piping system, the values to be used in the design shall be provided in the purchase
specification.

4.2.4.5 Vibrations

The piping system shall be designed and supported so as to eliminate or minimize excessive and harmful effects of
vibration which may arise from such sources as impact, pressure pulsations, resonance due to compressors, and
wind loads.

Where vibrations can occur during operation, the piping layout shall be studied and supports, dampers, restraints,
anchors etc. shall be provided in accordance with clause 13 to remove these effects. If such studies are insufficient,
it shall be necessary to carry out a specific vibration analysis to ensure the piping system is not over-stressed.

NOTE It is not necessary to provide written proof of the vibration analysis.

4.2.4.6 Earthquake

If required in a specification, the piping system shall be designed to withstand seismic loads. The specification shall
give details relating to the characteristics of the seismic conditions to be taken into account.

NOTE Guidance for assessment of the earthquake effects is given in Annex A.

4.2.5 Design conditions

4.2.5.1 Normal operating conditions

Normal operating conditions shall be the conditions met in steady state at constant power and in transient working
conditions corresponding to normal operating processes. Full load, partial load and shut-downshut-down conditions
shall be examined together with the associated start-up, switching and shut-down operations.

For the calculation under normal operating conditions, each of the following conditions shall be examined:

� internal pressure and/or external pressure, including static head, where relevant;

� dead weight of piping, including internal structures and attached equipment;

� weight of insulation;
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� weight of fluid;

� thermal expansion;

� supporting conditions;

� reaction of spring and constant load supports;

� displacements and rotations of anchor points, supports and connected equipment;

� cold spring;

� settlement of buildings.

4.2.5.2 Occasional operating conditions

4.2.5.2.1General loadings

Occasional operating conditions shall be normal operation incidents, for example the reaction effects due to
operation of safety and relief devices, turbine load rejection, pump failure, opening and closing of shut-off valves.

For the calculation under occasional operating conditions, in addition to normal loadings given in 4.2.5.1, each of
the following conditions shall be examined:

� safety valve operations;

� dynamic shock forces e.g. steam, water hammer;

� discharge reactions;

� temperatures deviating from normal operating conditions;

� restraining effects of dampers and snubbers;

� loading conditions of spring and constant effort supports;

� possible normal climatic effects e.g. normal snow load and wind load corresponding to the actual local
conditions;

� seismic conditions (Design Basis  Earthquake).

4.2.5.2.2Cleaning loading

For the calculation under cleaning (acid-cleaning and rinsing) loading conditions, all static, dynamic and kinematic
boundary conditions shall be examined.

Each of the following conditions shall be examined:

� internal pressure;

� dead weight of piping, including internal structures and attached equipment;

� weight of insulation (partially or completely applied);
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� weight of cleaning fluid;

� thermal expansion at cleaning temperature;

� supporting conditions (including temporary supports);

� locked and unlocked spring and constant effort supports;

� displacements and rotations of anchor points, supports and connected equipment;

� cold pull.

4.2.5.2.3Steam purge/blow loading

For the calculation under steam purge/blow loading conditions, all static and dynamic boundary conditions shall be
taken into account.

Each of the following conditions shall be examined:

� changed system geometry;

� dead weight of piping system, including internal structure and attachments;

� weight of insulation (partially or completely applied);

� blow-through pressures;

� thermal expansion at blow-through temperature;

� supporting conditions (including temporary supports);

� locked and unlocked spring and constant effort supports;

� displacements and rotations of anchor points, supports and connected equipment;

� cold spring;

� forces at exit (discharge reaction force).

4.2.5.3 Exceptional operating conditions

Exceptional operating conditions shall be rarely occurring events.

For the calculation under exceptional operating conditions, in addition to normal loadings given in 4.2.5.1, each of
the following conditions shall be examined:

� possible exceptional climatic effects, e.g. exceptional snow and wind corresponding to the local conditions;

� seismic conditions (Safe Shut-down Earthquake).

4.2.5.4 Test conditions

For the calculation under test conditions, all static, dynamic and kinematic boundary conditions shall be taken into
account.

Issue 1 (2002-05)
BS EN 13480-3:2002+A4:2010

17
Full document details: BS EN 13480-3:2002+A4:2010

http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010
http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010


Each of the following conditions shall be examined:

� internal pressure (test gauge pressure and static head);

� dead weight of piping, including internal structures and attached equipment;

� weight of insulation (partially or completely applied);

� weight of test fluid;

� thermal expansion;

� supporting conditions (including temporary supports);

� blocked and unblocked spring and constant effort supports;

� displacements and rotations of anchor points, supports and connected equipment;

� cold spring.

4.3 Thickness

The minimum thickness shall be determined with regard to the manufacturing process for pipes and fittings.

Corrosion can be internal or external or both at the same time (the term corrosion includes erosion).

The value of the corrosion allowance c0 (which may be zero if no corrosion is to be expected) shall be determined
by the manufacturer in accordance with the nature, temperature, velocity etc. of the products in contact with the
wall.

All thicknesses, the corrosion allowance c0, the tolerance c1 and the thinning c2 are shown in Figure 4.3-1.
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Where

e is the minimum required thickness without allowances and tolerances to withstand pressure, calculated 
by the appropriate equations given in this standard;

c0 is the corrosion or erosion allowance;

c1 is the absolute value of the negative tolerance taken from the material standards or as provided by the pipe
manufacturer;

c2 is the thinning allowance for possible thinning during manufacturing process (e.g. due to bending, straving,
threading, groaving, etc);

er is the minimum required thickness with allowances and tolerances;

� is the additional thickness resulting from the selection of the ordered thickness eord;

eord is the ordered thickness (where c2 is often equal to 0; e.g. straight pipe);

en is the nominal thickness (on drawings);

ea is the analysis thickness of a component, used for the check of the strength.

Figure 4.3-1 — Thickness (applicable to straight pipes as well as bends)

The analysis thickness ea shall be the lowest thickness after corrosion and shall be given by:

��� eea (4.3-1)

or

210orda cccee ���� (4.3-2)
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The ordered thickness eord of a component (pipe or fitting) shall be at least equal to:

� if the value of tolerance c1 is expressed in unit of length

210ord cccee ���� (4.3-3)

� if the value of tolerance c1 is expressed as a percentage x of the ordered thickness eord :

)100/(100)( 20ord xccee ���� (4.3-4)

4.4 Tolerances

The nominal dimensions shall be used in the calculations and the tolerances regarding thickness shall be fulfilled.

4.5 Joint coefficient

The joint coefficient z shall be used in the calculation of the thicknesses of components which include one or
several butt welds, other than circumferential, and shall not exceed the following values:

� for equipment subject to destructive and non-destructive testing which confirms that the whole series of joints
show no significant imperfections: 1;

� for equipment subject to random non-destructive testing: 0,85;

� for equipment not subject to non-destructive testing other than visual inspection: 0,7.

For the calculation of the strength of butt welded assemblies under exceptional operating conditions or under test
conditions, it shall not be necessary to take a joint coefficient into account.

NOTE See  EN 13480-5:2002, Table 8.3-1.

4.6 Dimensioning of piping components subject to pressure

Clauses 6, 7, 8, 9, 10 and 11 describe the "design by rules" of piping components under static and cyclic loadings.
The requirements of clauses 6, 7, 8, 9 and 11 shall apply for loads of predominantly non-cyclic nature. It is
assumed that a number of 1 000 full load pressure cycles do not lead to fatigue failure of the piping component
under consideration. Where high strength materials with f greater than 250 N/mm2 are used, a detailed load cycle
analysis shall be carried out in accordance with clause 10.

In the case of cyclic loading (see clause 10), the geometry of the component under consideration shall be designed
to avoid high stress concentrations. Where a higher number of pressure cycles shall be considered, the evaluation
procedure outlined in 10.3 shall apply. For significant through-wall temperature gradients with cyclic nature in
combination with cyclic pressure, the evaluation procedure outlined in 10.4 shall apply.

If the component under consideration is subjected to significant section moments resulting from connected piping,
this shall be in accordance with 12.4.

The stress limits of  components in accordance with European Standards with P/T ratings, e.g. flanges and
components with wall thickness related to standard pipes, e.g. fittings, need not be recalculated.
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5 Design stresses 

5.1 General 

The design stress shall be the lower of the time-independent stress value as calculated in 5.2 and the time-
dependent stress value as calculated in 5.3 and shall be determined for each design and test condition. 

The values of the design stress shall be determined from the material properties as calculated in accordance with 
the material standards and specifications given in EN 13480-2. These minimum values, specified for the delivery 
conditions, shall be used for design purpose, unless fabrication and/or heat treatment is known to lead to lower 
values. In such cases, the values to be used shall be determined by the manufacturer on the basis of the data 
given in the specification. 

For steel used at low temperature (i.e. less than – 10 °C), the design stress shall be determined at room 
temperature and they shall have an impact energy at design reference temperature in accordance with 
EN 13480-2. 

NOTE 1 For intermediate temperatures, linear interpolation may be used.  

NOTE 2 For use of the specified value at room temperature for temperatures less than or equal to 50 ºC, see 
EN 13480-2:2002, 4.2.2.1. 

NOTE 3 For temporary piping, see 4.1.  

For bolts, see additional requirements in 6.6. 

5.2 Time-independent nominal design stress 

5.2.1 Steels other than austenitic steels 

5.2.1.1 Design conditions 

The design stress shall be in accordance with the following: 

=
4,2

;
5,1

or
5,1

min mp0,2eH RRR
f tt

 (5.2.1-1) 

5.2.1.2 Test conditions 

The designer shall ensure that the nominal design stress ftest under the proof test conditions, given in EN 13480-5, 
does not exceed 95 % ReH at specified test temperature. 
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5.2.2 Austenitic steels

5.2.2.1 Design conditions

The design stress shall be in accordance with the following:

� for A > 35 %

5,1

t R
f

p1,0
�  (5.2.2-1)

or �
�

	


�

�
�

2,1
;min

m t t RR
f

p1.0

3
if t Rm is available

� for 35 % � A � 30 %

�
�

�

	






�

�
�

4,2
;

5,1
min m,0p1 RR

f t
(5.2.2-2)

� for A < 30 %, see 5.2.1.1.

5.2.2.2 Test conditions

For A � 25 %, the designer shall ensure that the stress under the proof test conditions, given in EN 13480-5, shall
not exceed the greater of the two following values:

� 95 % Rp1,0  at specified test temperature;

� 45 % Rm at specified test temperature.

For A < 25 %, see 5.2.1.2.

5.2.3 Nickel and / or chromium alloy steels

Time-independent nominal design stress for Nickel and / or chromium alloy steels depend on the specified
minimum elongation after rupture at room temperature.

5.2.4 Steels castings

5.2.4.1 Design conditions

The design stress shall be in accordance with the following:

�
�
�

�

	








�

�

�
0,3

;
9,1

or
9,1

min mp0,2eH RRR
f

tt
(5.2.4-1)

5.2.4.2 Test conditions

The designer shall ensure that the stress under the proof test conditions, given in EN 13480-5, shall not exceed ReH

or Rp0,2 at the specified test temperature divided by a safety factor of 1,4.
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5.2.5 Additional requirements for steels with no specific control

5.2.5.1 General

Steels with no specific control are those not possessing at least a test report 2.2 in accordance with EN 10204, and
shall only be used if permitted in the technical specification.

5.2.5.2 Design conditions

The design stress given in 5.2.1.1 shall be divided by an additional safety factor which shall not be less than 1,2.

Where the yield strength values at elevated temperatures for unalloyed steels are not specified in the material
standards, the following equation may be used:

4001

720
m0,2p

t
RR

�
� (5.2.5-1)

where t is between 20 °C and 150 °C.

5.2.5.3 Test conditions

The designer shall ensure that the stress under the proof test conditions, given in EN 13480-5, shall not exceed
95 % ReH at the specified test temperature.

5.3 Time-dependent nominal design stress

5.3.1 General

For welds other than circumferential welds in welded pipes and fittings, the creep strength values of the base
material shall be reduced by 20 %, except where ensured creep strength values have been determined for these
pipes and fittings. This reduction is valid only for dimensioning.

NOTE If the creep characteristics determine the thickness, additional creep tests (based on extrapolations using the
Larson-Miller formula) for instance on the welding consumables and the complete weld, should be performed.

5.3.2 Steels

5.3.2.1 Design conditions

The design stress in the creep range fCR to be used for design under static loading shall be:

CR

R
CR SF

S
f

tT
� (5.3.2-1)

where

SFCR is a safety factor which depends on the time and shall be in accordance with Table 5.3.2-1.
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Table 5.3.2-1 — Safety factor as a function of mean creep rupture strength related to time 

Time 
T 
h 

Safety factor 
SFCR 

200 000 1,25 

150 000 1,35 

100 000 1,5 

 

If the design lifetime is not specified, the mean creep rupture strength at 200 000 h shall be used. 

In cases where the 200 000 h values are not specified in the material standards, the mean creep rupture strength 
at 150 000 h or 100 000 h shall be used. 

If a design lifetime between 100 000 h and 200 000 h is specified, and a lifetime monitoring system is provided, 
divergent from Table 5.3.2-1, a safety factor SFCR = 1,25 may be used. 

In cases where design lifetimes shorter than 100 000 h are specified, one of the following methods shall be used : 

a) If a lifetime monitoring system is not provided, the safety factor SFCR shall be equal to 1,5 and shall be 
applied to the mean creep rupture strength at the relevant lifetime of at least 10 000 h; 

b) If a lifetime monitoring system is provided, a safety factor of SFCR = 1,25 may be specified with regard to the 
mean creep rupture strength at the relevant lifetime of at least 10 000 h. 

In no case, shall the 1 % creep strain limit (mean value) at 100 000 h be exceeded. 

5.3.2.2 Test conditions 

The designer shall ensure that the stress under the proof test conditions, given in EN 13480-5, shall not exceed 
95 % ReH or 95 % Rp1,0 or 95 % Rp0,2 as applicable, at the specified test temperature . 

5.3.3 Nickel and/or chromium alloy steels 

The requirements of 5.3.2 shall apply unless otherwise stated in the specification. 

6 Design of piping components under internal pressure 

6.1 Straight pipes 

The minimum required wall thickness for a straight pipe without allowances and tolerances, e, shall be calculated 
as follows:  

- where Do/Di  ≤ 1,7: 

c

oc

2 pf
Dp

e
Z +

=  (6.1-1) 

or 

c

ic

2 pf
Dp

e
Z −

=  (6.1-2) 
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- where Do/Di > 1,7:

�
�
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e (6.1-3)

or
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�
� 1

2 c

ci

pzf

pzfD
e (6.1-4)

NOTE This is Lamé's equation.

6.2 Pipe bends and elbows

6.2.1 General

There are two methods for calculating the wall thickness of elbows (see 6.2.3.1 and Annex B) and three methods
for the wall thickness of pipe bends (see 6.2.3.1, 6.2.3.2 and Annex B). The chosen method shall be used in its
entirety.

The equations given in 6.2.3 shall be applicable only if the out-of-roundness of the pipes bends are within the
tolerances given in EN 13480-4.

NOTE These calculation rules take into account [1] and [2] that upon applying internal pressure to a pipe bend, higher
stresses occur on the intrados of the bend (and lower stresses on the extrados of the bend) than on a straight pipe with identical
wall thickness.

6.2.2 Symbols

For the purposes of 6.2, the symbols given in Table 6.2.2-1 shall apply in addition to those given in Table 3.2-1.

Table 6.2.2-1 — Additional symbols for the purposes of 6.2

Symbol Description Unit

eint minimum required thickness without allowances and tolerances for a bend on the
intrados

mm

eext minimum required thickness without allowances and tolerances for a bend on the
extrados

mm

R radius of bend or elbow mm

r mean radius of the pipe mm

6.2.3 Required wall thicknesses

6.2.3.1 Normal route

The minimum required wall thickness without allowances and tolerances shall be calculated by:

� on the intrados

5,0)/(
25,0)/(

o

o
int

�

�
�

DR

DR
ee (6.2.3-1)
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� on the extrados

50
250

o

o
ext ,)/(

,)/(
�

�
�

DR

DR
ee (6.2.3-2)

where

e is calculated in accordance with 6.1 for straight pipe.

6.2.3.2 Alternative route

Pipes to be bent, by any manufacturing process, shall have a sufficient thickness such that it can be demonstrated
that the following requirements are met after bending.

a) The minimum thickness at any point in a pipe bend (including the extrados) shall be not less than that required
for the equivalent straight pipe.

b) Where the design stress is time-dependent, and the bend radius is less than six times the outside diameter of
the pipe, the intrados thickness shall be not less than that calculated from the following equation:

rR

rR
ee

22

2
int

�

�
� (6.2.3-3)

where

2
0 eD

r
�

� (6.2.3-4)

c) Where the design stress is time-independent, and the bend radius is less than three times the outside
diameter, the intrados thickness shall be not less than that calculated from the following equation:

��
�

	



�

�

�

�
�

rR
rRe

ee
22

2

25,1
;maxint (6.2.3-5)

where

r is calculated in accordance with equation (6.2.3-4).

NOTE Manufacturing processes and experience should be taken into account for the determination of the thickness before
bending. Table 6.2.3-1 gives guidance on the pipe wall thickness needed to meet the requirements of 6.2.3.2.

6.2.3.3 More accurate route

The more accurate method of calculating the wall thickness of pipe bends and elbows shall be in accordance with
Annex B.
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Table 6.2.3-1 — Minimum pipe wall thickness before bending by induction

Radius Normal route 6.2.3.1 Alternative route 6.2.3.2

10 Do 1,02 e 1,04 e

8 Do 1,03 e 1,05 e

6 Do 1,04 e 1,06 e

5 Do 1,04 e 1,08 e

4 Do 1,05 e 1,10 e

3 Do 1,06 e 1,13 e

2,5 Do 1,08 e 1,16 e

2 Do 1,10 e 1,20 e

1,5 Do 1,15 e 1,25 e

6.3 Mitre bends

6.3.1 General

The following rules for mitre bends (see Figure 6.3.2-1) shall only be used if the following conditions are met:

a) Time independent design stress:

� the calculation pressure pc is less or equal to 20 bar (2,0 MPa );

b) Time dependent design stress:

� the piping system is fully compensated by expansion joints;

� the internal pressure is limited to 4 bar (0,4 MPa );

� the number of full pressure cycles is limited to 100;

� consideration is given to high temperatures cycling.

A mitre bend with an angle of change in direction at a single joint greater than 22,5 ° (see angle � in
Figure 6.3.2-1) shall not be used under cyclic loadings (> 7 000 cycles).

NOTE For an angle of change in direction of 3 ° or less at a single joint, the calculation method given in 6.1 may be used.

6.3.2 Symbols

For the purposes of 6.3, the symbols given in Table 6.3.2-1 shall apply in addition to those given in Table 3.2-1.
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Table 6.3.2-1 — Additional symbols for the purposes of 6.3 

Symbol Description Unit 

R Effective radius of mitre bend (see  Figure 6.3.2-1) mm 

la Empirical value as a function of wall thickness ea (see  Table 6.3.3-1) mm 

θ Angle (see  Figure 6.3.2-1) ° 

α Angle of change in direction at mitre joint ° 

 

 
NOTE  α = 2 θ 

Figure 6.3.2-1 — Scheme for a mitre bend 

 
6.3.3 Effective radius of mitre bend 

The value of R shall not be less than the following 

2tan 
0a DlR +=

θ  (6.3.3-1) 

where 

 la  is given in  Table 6.3.3-1. 
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Table 6.3.3-1 — Empirical values of la for given values of  ea

ea
mm

la
mm

ea � 13 25

13 < ea < 22 2 ea

ea � 22 2/3 ea + 30

6.3.4 Multiple mitre bends

The maximum allowable internal pressure, pa, for multiple mitre bends (see Figure 6.3.2-1) shall be the lesser of
the values calculated from equations (6.3.4-1) and (6.3.4-2) which shall only apply for an angle � ������ °.

�
�

�

	






�

�

�
�

ama

a

m

a
a

5,0tan643,0

2

eDe

e

D

ezf
p

�
(6.3.4-1)

��
�

	



�

�

�

�
�

m

m

m

a
a 25,0

5,02

DR

DR

D

ezf
p (6.3.4-2)

6.3.5 Single mitre bends

A single mitre bend is a mitre bend with one angular offset only.

The maximum allowable internal pressure, pa, for a single mitre bend with an angle � not greater than 22,5 ° shall
be calculated in accordance with 6.3.4.

The maximum allowable internal pressure, pa, for a single mitre bend with an angle � greater than 22,5 ° shall be
calculated from equation (6.3.5-1).
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(6.3.5-1)

6.3.6 Adjacent straight pipe sections of mitre bends

The wall thickness shall extend a distance not less than M (see Figure 6.3.2-1) from the inside crotch of the end
mitre welds where



�
�

�
�
�

�
�
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�� �tan

2
;5,05,2max m

am

D
ReDM (6.3.6-1)

6.4 Reducers

6.4.1 Conditions of applicability

Requirements are given in 6.4.4 to 6.4.8 for right circular cones and cone/cylinder intersections where the cone and
the cylinder are on the same axis of rotation. Requirements for offset cones are given in 6.4.9.
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The requirements do not apply to:

� cones for which the half angle at the apex of the cone is greater that 75°;

� cones for which;

0,001;
cos

c

a
�

D

e �
(6.4.1-1)

� short cones joining a jacket to a shell.

Limits on the minimum distance from other major discontinuities are given in individual clauses.

6.4.2 Specific definitions

6.4.2.1
junction between the cylinder and the cone
intersection of the mid-thickness lines of cylinder and cone, extended if necessary where there is a knuckle (see
Figure 6.4.2-1 and Figure 6.4.2-2 for examples at the large end)

Figure 6.4.2-1 – Geometry of cone/cylinder intersection without knuckle – Large end
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For the purposes of 6.4, the symbols given in Table 6.4.3-1 shall apply in addition to those given in Table 3.2-1. 

Dc the mean diameter of the cylinder at the junction with the cone; 
De the outside diameter of the cone; 
Di the inside diameter of the cone; 
DK a diameter given by equation (6.4.4-7); 
Dm the mean diameter of the cone; 
econ required thickness of cone as determined in 6.4.4; 
ecyl required thickness of cylinder as determined in 6.1; 
ej a required or analysis thickness at a junction at the large end of a cone; 
e1 required thickness of cylinder at junction; 
e1a analysis reinforcing thickness in cylinder; 
e2 required thickness of cone and knuckle at junction; 
e2a analysis reinforcing thickness in cone; 
f the nominal design stress. In the design of junctions to 6.4.6 to 6.4.9 it is the lowest of the 
 values for the individual component parts; 
l1 length along cylinder; 
l2 length along cone at large or small end; 

α the semi angle of cone at apex (degrees); 

β a factor defined in 6.4.6; 

βΗ a factor defined in 6.4.8; 

γ a factor defined in 6.4.7; 

ρ a factor defined in 6.4.7; 

τ a factor defined in 6.4.8. 
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The required thickness at any point along the length of a cone shall be calculated from one of the following two 
equations: 

αcos

1

2
ic

con Pzf

Dp
e

−
=  (6.4.4-1) 

or 

αcos

1

2
ec

con Pzf

Dp
e

+
=  (6.4.4-2) 

where Di and De are at the point under consideration. 

For a given geometry: 

D

ezf
PS

m

con cos2 α
=  (6.4.4-3) 

where Dm is at the point under consideration. 

At the large end of a cone attached to a cylinder it is permissible to make the following substitutions: 

Di = Dk (6.4.4-4) 

De = Dk + 2e
2 cos α (6.4.4-5) 

Dm = (Di + De)/2 (6.4.4-6) 

where   

( ) α α sincos12 21cK lreDD −−−−=  (6.4.4-7) 

NOTE 1 The thickness given by this section is a minimum. Thickness may have to be increased at junctions with other 
components, or to provide reinforcement at nozzles or openings, or to carry non-pressure loads. 

NOTE 2 Since the thickness calculated above is the minimum allowable at that point along the cone, it is permissible to build 
a cone from plates of different thickness provided that at every point the minimum is achieved. 

The requirements of 6.4.6, 6.4.7 and 6.4.8 apply when the junction is more than 2l1 along the cylinder and 2l2 along 
the cone from any other junction or major discontinuity, such as another cone/cylinder junction or a flange, where: 

1c1 eDl =  (6.4.5-1) 

αcos
2c

2

eD
l =  (6.4.5-2) 
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The requirements of 6.4.6.2 and 6.4.6.3 apply provided that all the following conditions are satisfied: 

1) the joint is a butt weld where the inside and outside surfaces merge smoothly with the adjacent cone and 
cylinder without local reduction in thickness; and 

2) the weld at the junction shall be subject to 100 % non-destructive examination, either by radiography or 
ultrasonic techniques, unless the design is such that the thickness at the weld exceeds 1,4ej, in which case the 
normal rules for the relevant construction category shall be applied. 

The required thickness e1 of the cylinder adjacent to the junction is the greater of ecyl and ej where ej shall be 
detemined by the following procedure: 

0,15
cos1/1

 tan

3

1

j

c −
+

⋅=
α

α
β

e

D
 (6.4.6-1) 

f

Dp
e

2
cc

j
β

=  (6.4.6-2) 

The answer is acceptable if the value given by equation (6.4.6-2) is not less than assumed in equation (6.4.6-1). 
β can also be read from the graph in Figure 6.4.6-1. 

This thickness shall be maintained for a distance of at least 1,4l1 from the junction along the cylinder. 
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Figure 6.4.6-1 — Values of coefficient ββββ for cone/cylinder intersection without knuckle 
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The required thickness e2 of the cone adjacent to the junction is the greater of econ and ej. This thickness shall be 
maintained for a distance of at least 1,4l2 from the junction along the cone, see Figure 6.4.6-1. 

It is permissible to redistribute the reinforcement in the following way, provided that the minimum thicknesses given 
by 6.1 and 6.4.4 continue to be met. 

The thickness for the cylinder may be increased near the junction and reduced further away provided that the 
cross-sectional area of metal provided by the cylinder within a distance 1,4l1 from the junction is not less than 
1,4e1l1. In addition, the thickness of the cone may be increased near the junction and reduced further away 
provided that the cross-sectional area of metal provided by the cone within a distance 1,4l2 from the junction is not 
less than 1,4e2l2. 

6.4.6.3 Rating 

The maximum permissible pressure for a given geometry shall be determined as follows: 

a) apply equation (6.4.4-3) to cylinder; 

c

a2

D

 z f
PS

e
=  (6.4.6-3) 

b) apply equation (6.4.4-3) to the cone; 

c) determine the analysis reinforcing thickness e1a of the cylinder at the junction; 

d) determine the analysis reinforcing thickness e2a of the cone at the junction; 

e) apply equation (6.4.4-3) with thickness e2a and diameter Dm; 

f) find ej, the lesser of e1a and e2a;  

g) calculate β from equation (6.4.6-1), then,  

c

j
max

2

D

e f
P

β
=  (6.4.6-4) 

h) the maximum permissible pressure is the lowest of the pressures determined in a), b), e) and g). 

NOTE The following procedure may be used to find the analysis reinforcing thickness at c) or d) above: 

1) Assume e1a (the initial choice should be the thickness at the junction). 

2) Calculate 

1aeDl C4,11 =  (6.4.6-5) 

3) If the thickness is constant within the distance l1 then e1a is confirmed. 

4) If not, calculate the metal area A1 within the distance l1 from the junction. 

5) Obtain a better estimate by. 

11 / lAe =1a  (6.4.6-6) 

The answer is acceptable if it is not greater than e1a assumed in 1). 
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6) If the answer is unacceptable, return to 1). 

7) Use a similar procedure to find e2a making. 

αcos
4,1 2

2
ac eDl =  (6.4.6-7)  

 

6.4.7 Junction between the large end of a cone and a cylinder with a knuckle 

6.4.7.1 Conditions of applicability 

This sub-clause applies provided that all the following conditions are satisfied: 

a) the knuckle is of toroidal form and merges smoothly with the adjacent cone and cylinder; and 

b) the inside radius of curvature of the knuckle, r < 0,3 Dc. 

NOTE This clause does not prescribe a lower limit to the radius of curvature of the knuckle. 

6.4.7.2 Design 

The value of ej shall be determined by the following procedure: 

Assume a value of ej  and calculate: 

0,15
cos1/1

tan

3

1

j
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+

⋅=
α

α
β

e

D
 (6.4.7-1) 
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0,028
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 (6.4.7-2) 
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0,2
11,2

1  (6.4.7-3) 

γ
β

f

Dp
e

2
cc

j =  (6.4.7-4) 

The answer is acceptable if the value given by equation (6.4.7-4) is not less than that assumed. 

The required thickness e1 of the cylinder adjacent to the junction is the greater of ecyl and ej. 

This thickness shall be maintained for a distance of at least 1,4l1 from the junction and 0,5l1 from the 
knuckle/cylinder tangent line along the cylinder. 

The required thickness e2 of the knuckle and the cone adjacent to the junction is the greater of econ and ej. This 
thickness shall be maintained for a distance of at least 1,4l2 from the junction and 0,7l2 from the cone/knuckle 
tangent line along the cone. 
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The maximum permissible pressure for a given geometry shall be found as follows. 

a) Determine e1a, the analysis thicknesses for the cylinder next to the knuckle, and e2a, the analysis thickness for 
the knuckle and the adjacent part of the cone; 

b) Check that the limitations of 6.4.7.1 are met; 

c) Apply equation (6.4.6-3) to the cylinder with ea = e1a; 

d) Apply equation (6.4.4-3) to the cone with econ = e2a; 

e) Find ej, the lesser of e1a and e2a; 

f) Find β and ϒ from equations (6.4.7-1) and (6.4.7-3), then 

c

j2

D

ef
PS

β

γ
=  (6.4.7-5) 

g) The maximum permissible pressure is the lowest of the pressures determined in c), d) and f). 

The requirements of 6.4.8.2 and 6.4.8.3 apply provided that all the following conditions are satisfied: 

a) the required thickness of the cylinder e1 is maintained for a distance l1 and that of the cone e2 is maintained for 
a distance l2 from the junction (see Figure 6.4.8-1); and  

b) the thicknesses meet the requirements of 6.1 and 6.4.4;  
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Required thicknesses e1 and e2 shall be found by the following procedure: 

Assume values of e1 and e2: 

1

2

e

e
s =  (6.4.8-1) 

when s < 1 

2

1

cos

2ss
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+
+=

α
τ  (6.4.8-2) 

when s ≥ 1 

+
+=

α
τ

2cos

1
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2s
s   (6.4.8-3) 

0,5
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c
H +=

τ
α

β
e

D
 (6.4.8-4) 

If 

Hc

12

βD

ezf
pc ≤  (6.4.8-5) 

then e1 and e2 are acceptable. If not, repeat with increased values of e1 and/or e2. 

NOTE The above procedure does not provide values for e1 and e2 independently. Any values may be selected to suit the 
needs of the design, for example to obtain a favourable value of l1 or l2. 

Provided that the requirements of 6.1 and 6.4.4 continue to be met, it is permissible to modify a design according to the above 
rule in one of the following ways: 

a) Where e1 = e2 a knuckle of the same thickness may be included. l1 and l2 continue to be measured from the junction 
(i.e. the point where the centre lines of cone and cylinder meet); 

b) The thickness of the cylinder may be increased near the junction and reduced further away provided that the cross-
sectional area of metal provided by the cylinder within a distance l1 from the junction is not less than l1 e1. In addition, the 
thickness of the cone may be increased near the junction and reduced further away provided that the cross-sectional area 
of metal provided by the cone within a distance l2 from the junction is not less than l2⋅e2. 

The maximum permissible pressure for a given geometry shall be: 

Hc

12

βD

ezf
PS =  (6.4.8-6) 

βH is found from equations (6.4.8-1) to (6.4.8-4) using e1a and e2a in place of e1 and e2 . 
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NOTE 1 The procedure for finding e1a and e2a is as provided in the note to 6.4.6.3. 

NOTE 2 Analysis thicknesses may exceed the required thickness without leading to any increase in l1 or l2. 

6.4.9 Offset reducers 

This sub-clause shall apply to offset reducers (see Figure 6.4.9-1). The cylindrical parts shall have parallel centre 
lines offset from each other by a distance doff not greater than the difference of their radius. The thicknesses shall 
be calculated in accordance with 6.4.6 or 6.4.7 for the junction at the large end. The minimum thicknesses shall be 
calculated in accordance with 6.4.8 for the junction at the small end. The greater of these shall apply to the whole 
reducer. The angle α shall be taken as the greatest angle between the conical and cylindrical parts. 

 

 

Figure 6.4.9-1 — Offset reducer 

 

6.4.10 Special forged reducers 

Special forged reducers, for example for very high temperature and/or very high internal pressure, which are not 
covered by the product standards may be designed as shown in Figure 6.4.10-1 where: 

αcos
ll

l
eD

l ≥  (6.4.10-1) 

αcos
ss

s
eD

l ≥  (6.4.10-2) 

mm10≥r  (6.4.10-3) 

mm100≥'r  (6.4.10-4) 

In such cases additional design calculations are not required.  

Where reducers of other design are supplied, their suitability shall be demonstrated. 
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Figure 6.4.10-1 — Special forged reducer

6.5 Flexible piping components

6.5.1 General

This sub-clause deals with bellows expansion joints and braided corrugated hose assemblies which are used to
absorb relative movements and misalignments of piping or plant components, as well as to reduce forces and
moments, i.e. stresses, in the pipes and their connections.

The manufacturer of such components has the responsibility for their correct design and manufacture.

6.5.2 Expansion joints

A piping system containing a bellows expansion joint is critically dependent upon a proper combination of each and
every component. This requires that detailed consideration shall be given to the system, its supports and anchors
and their interaction with the bellows expansion joints. The bellows expansion joints should not be considered as a
commodity item.

For design and incorporation of expansion joints, see Annex C.

In order to design the expansion joints the following data shall be supplied:

� type of expansion joint (axial, angular, lateral, universal);

� end fitting (weld end, flange);

� nominal diameter DN or dimensions of end fittings (e.g. diameter, wall thickness);

� operating pressure or calculation pressure;

� operating temperature or calculation temperature;

� movements of the expansion joint:

–  total axial movement;

–  total angular rotation;

–  total lateral movement;

Issue 1 (2002-05)
BS EN 13480-3:2002+A4:2010

40
Full document details: BS EN 13480-3:2002+A4:2010

http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010
http://www.avadocuments.com/doc/bs-en-13480-3-2002-a4-2010


� presetting (magnitude, direction);

� number of load cycles (movement, pressure);

� fluid (type, density, additives);

� fluid velocity;

� material requirements;

� additional loads (see 4.2.4).

The individual movements may also be specified as a combined movement from which the relevant design shall be
determined by the manufacturer.

NOTE The corrugations of metallic expansion joints generally have a wall thickness substantially less than that of the
equipment in conjunction with which they are used. It is therefore essential to select material for their manufacture having
adequate resistance to all the corrosive agents likely to be encountered in any particular application.

The manufacturer of the expansion joint shall provide, when requested, the following information for system
analysis:

� reaction force rates for all directions of movement;

� reaction moment rates for all rotation axes;

� forces and moments resulting from the friction in the bearings of the hinges;

� pressure thrust, the pressure-induced axial force of unrestrained expansion joints, acting on anchors.

6.5.3 Corrugated metal hose assemblies

Braided pressurized corrugated hose assemblies are self restrained axially and do not exert pressure loads on
adjacent pipework.

Straight hose assemblies shall not be used for axial movement. Movement should be accommodated laterally or by
use of bends or loops (see Figures 6.5.3-1,6.5.3-2, 6.5.3-3)

Figure 6.5.3-1 Figure 6.5.3-2 Figure 6.5.3-3
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To design a corrugated hose assembly the following design date shall be supplied to and taken into consideration 
by the manufacturer: 

⎯ description of intended application; 

⎯ nominal size of the hose assembly; 

⎯ maximum operating pressure (internal and/or external); 

⎯ vacuum conditions where applicable; 

⎯ ambient and maximum operating temperature; 

⎯ materials specification;  

⎯ fluid to be conveyed; 

⎯ Information about possible corrosion, erosion, abrasion; 

⎯ fluid velocity; 

⎯ movements and/or vibrations (including torsion if any); 

⎯ specified life (e.g. number of cycles); 

⎯ type of fitting for hose assembly; 

⎯ external or internal protection if required; 

⎯ special requirements for heat treatment and/or cleaning; 

⎯ any other parameter or loadings which can influence design and life expectancy (e.g. water hammer). 

Where corrugated metal hose assemblies can be subjected to different working conditions (e.g. for normal and 
cleaning operation) all these conditions shall be made known to and taken into consideration by the manufacturer. 

6.6 Bolted flange connections 

The design of flanges other than flat face flanges shall be performed in accordance with the following: 

⎯ if a standard flange is specified in a European Standard, and no further requirement is given, the flange shall 
be selected by means of the P/T rating; 

— if a non-standard flange is used, the design shall be done by applying the calculation method in 
EN 1591-1, using for example Annex P, or by applying the algorithm shown in the Taylor-Forge method. 

If there is a specific requirement on tightness for the flange connection, this shall be calculated in accordance with 
EN 1591-1, using Annex P. 

Allowable stresses for bolts shall be in accordance with Annex D. 

The designer shall consider section loadings caused by the connected piping system. 

NOTE 1 The Taylor-Forge method does not ensure tightness. 
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NOTE 2 The algorithm given in EN 1591-1 includes a consideration of section loadings. 

NOTE 3 The bolt torque should be specified by the designer. 

NOTE 4 Attention should be paid in such cases to the method of tightening. Guidance of scatter band when applying the 
different methods of tightening are given in EN 1591-1. 

7 Design of ends under internal pressure 

7.1 Dished ends 

7.1.1 Symbols 

For the purposes of 7.1, the symbols given in Table 7.1.1-1 shall apply in addition to those given in Table 3.2-1: 

Table 7.1.1-1 — Additional symbols for the purposes of 7.1 

Symbol Description Unit 

ekn thickness of knuckle mm 

es minimum thickness of end to limit membrane stress in spherical part mm 

ekn y minimum thickness of knuckle to avoid axisymetric yielding mm 

ekn b minimum thickness of knuckle to avoid plastic buckling mm 

D o outside diameter of end mm 

D i inside diameter of end mm 

hi inside height of ellipsoidal end mm 

K shape factor for ellipsoidal end - 

Ri inside spherical radius for torispherical end mm 

ri inside knuckle radius mm 

ps maximum pressure of end to limit membrane stress in spherical part N/mm² (MPa) 

pkn y maximum pressure of knuckle to avoid axisymetric yielding N/mm² (MPa) 

pkn b maximum pressure of knuckle to avoid plastic buckling N/mm² (MPa) 

 

7.1.2 Hemispherical ends 

The minimum required thickness of a hemispherical end shall be given by the following equation: 

c

ic

4 pzf
Dp

e
−

=
 (7.1.2-1) 

The thickness of the cylindrical part, ecyl, shall be not less than the minimum thickness of the connected pipe 
calculated in accordance with 6.1 up to the point A shown in Figure  7.1.2-1 a) and b). 
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a) External chamfer b) Internal chamfer

Figure 7.1.2-1 — Hemispherical ends

7.1.3 Torispherical ends

This sub-clause shall apply provided that the following conditions are simultaneously fulfilled:

ii 06,0 Dr �

er 3i �

ii 08,0001,0 DeD ��

oi DR �

If i003,0 De �  then the method shall only be applicable:

� for carbon steel and austenitic stainless steel ends; and

� with a calculation temperature tc � 100 °C.

The minimum required thickness e shall be the greatest of es, ekn y and ekn b, where

c

ic
s 5,02 pzf

Rp
e

�
� (7.1.3-1)

� �
f

DRp
e

iic

ykn

2,075,0 �
�
�

(7.1.3-2)

where

� is calculated in accordance with 7.1.5
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and 

( )
5,1

1
825,0

i

i

b

c
iibkn 111

2,075,0 +=
r
D

f
p

DRe  (7.1.3-3) 

where 

 fb is the design stress to prevent buckling: 

⎯ for all materials except cold formed austenitic stainless steel:  

 ff =b  (7.1.3-4) 

⎯ for cold formed austenitic stainless steel: 

 ff 6,1b =  (7.1.3-5) 

NOTE The factor of 1,6 takes account of the benefit of strain hardening. 

For a given geometry, the maximum pressure PS shall be the minimum of ps, pkn y and pkn b, 

where 

ai

a
s 5,0

2
eR
zef

p
+

=  (7.1.3-6) 

( )ii

a
ykn 2,075,0 DR

ef
p

+
=

β
 (7.1.3-7) 

where β is calculated in accordance with 7.1.5 

825,0

i

i

5,1

ii

a
bbkn 2,075,0

111
+

=
D
r

DR
e

fp  (7.1.3-8) 

NOTE Where ekn y > 0,004 Di, it is not necessary to calculate ekn b or pkn b. 

It shall be permissible to reduce the thickness of the spherical part of the end to the value of es over a circular area 

that is not closer to the knuckle than the distance kni eR as shown in Figure 7.1.3-1. 
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Figure 7.1.3-1 — Torispherical ends 

 

Any cylinder skirt shall meet the requirements of 6.1 for a straight pipe, unless its length is not greater than 

knieD2,0 , in which case its thickness and that of the knuckle may be the same.  

7.1.4 Ellipsoidal ends 

This sub-clause shall apply to ends for which 1,7 < K < 2,2 and z = 1,  

where  

i

i

h
D

K
2

=   (see Figure 7.1.4-1). 

 

Figure 7.1.4-1 — Ellipsoidal ends 

Ellipsoidal ends shall be designed as nominally equivalent torispherical ends with: 

( )08,0/5,0 −= KDr ii  (7.1.4-1) 

and 

( )02,044,0 += KDR ii  (7.1.4-2) 
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7.1.5 Calculation of ββββ 

β shall be calculated from the following equations: 

( )04,0;/ imin ReY =  (7.1.5-1) 

( )YZ /1log=  (7.1.5-2) 

ii DrX /=  (7.1.5-3) 

( )+
−= 4902,6

1006,1
Y

N  (7.1.5-4) 

For X = 0,06  

( )8873,12937,32124,23635,0 23
06,0 +−+−== ZZZNβ  (7.1.5-5) 

For 1,006,0 << X , 

( ) ( )[ ]1,006,0 06,01,025 ββ −+−= XX  (7.1.5-6) 

For X = 0,1  

( )8370,02943,10383,11833,0 23
1,0 +−+−== ZZZNββ  (7.1.5-7) 

For 2,01,0 << X , 

( ) ( )[ ]2,01,0 1,02,010 βββ −+−= XX  (7.1.5-8) 

For X = 0,2 , 

( ) ( )[ ]5,0,375,78843,1532,0 2
2,0 YY −−== maxββ  (7.1.5-9) 

NOTE β may be taken from Figures 7.1.5-1 and 7.1.5-2. 
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Figure 7.1.5-1 — Torispherical end design
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