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National foreword

This British Standard is the official English language version of 
EN 13489:2002.

The UK participation in its preparation was entrusted to Technical Committee 
B/543, Round and sawn timber, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 23 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This document (EN 13489:2002) has been prepared by Technical Committee CEN /TC 175, "Round and sawn
timber" the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by June 2003, and conflicting national standards shall be withdrawn at the latest by
June 2003.

In this European Standard annex A is informative and annex B is normative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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Introduction

This European Standard is one of a series of standards about wood flooring and wood panelling and cladding.

This standard specifies the characteristics of multi-layer parquet. It is based upon current dimensional standards used
in the industry and other characteristics together with functions which have been verified by test.

A large amount of knowledge exists about multi-layer parquet and values for product characteristics are attested by
long use and experience. It is therefore not necessary to have test results. For new products technical data will have
to be verified by testing.

 The appearance of the parquet floor is mainly influenced by species, classification and the pattern.
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1 Scope

 This European Standard specifies the characteristics of multi-layer parquet elements for internal use as flooring.

2 Normative references

 This European Standard incorporates by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text and the publications are listed hereafter. For dated
references, subsequent amendments to or revisions of any of these publications apply to this European Standard,
only when incorporated in it by amendment or revision. For undated references the latest edition of the publication
referred to applies (including amendments).

 EN 1310:1997, Round and sawn timber - Method of measurement of features.

EN 1311, Round and sawn timber - Method of measurement of biological degrade.

EN 1534, Wood and parquet flooring - Determination of resistance to indentation (Brinell) - Test method.

EN 13183-1, Moisture content of a piece of sawn timber - Part 1: Determination by oven dry method.

EN 13488, Wood flooring – Mosaic parquet elements.

EN 13647, Wood and parquet flooring and wood panelling and cladding - Measurement of geometrical
characteristics.

EN 13756, Wood flooring – Terminology.

 

3 Terms and definitions

 For the purposes of this European Standard, the terms and definitions given in EN 13756 and the following apply.

3.1
cup
 curvature of an element across the width of the face

 [EN 13756]

3.2
spring
 lengthwise curvature of an element normal to the edge

 [EN 13756]

NOTE It should be measured with zero bow.

3.3
multi-layer parquet
 element of laminated construction consisting of a top layer of solid wood and additional layer(s) of wood, or wood-
based materials, glued together

 [EN 13756, 2.4]
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3.4
strip
 smallest single item forming the top layer of each element.

3.5
element
 smallest individual piece or the smallest piece as delivered prior to installation

 [EN 13756]

3.6
lipping
difference in height between the faces of two adjacent and assembled elements when laid on a flat surface

[EN 13756]

4 Specific product requirements

4.1 Wood species

 A list of the most commonly used species for parquet as described in this standard is given in Annex A.

4.2 Typical types and patterns

Figures 1 to 4 give examples of common types/patterns of multi-layer parquet elements.

Figures 2 and 3 are examples of types which are intended for patterned installation.

Elements in Figure 3 are usually of smaller dimensions.

Figure 1 — Type 1

 

Figure 2 — Type 2

Figure 3 — Type 3 (an element intended for patterned installation)
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