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BS EN 13523-8:2002

National foreword

This British Standard is the official English language version of
EN 13523-8:2002.

The UK participation in its preparation was entrusted to Technical Committee
ST1/27, Paint systems for metallic substrates, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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This European Standard was approved by CEN on 11 April 2002.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the Management Centre has the same status as the official
versions.

CEN members are the national standards bodies of Austria, Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.
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EN 13523-8:2002 (E)

Foreword

This document EN 13523-8:2002 has been prepared by Technical Committee CEN/TC 139 "Paints and varnishes”,
the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by January 2003, and conflicting national standards shall be withdrawn at the latest
by January 2003.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,

France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.

1 Scope

This Part of EN 13523 defines terms of the procedure for determining the resistance to salt spray (fog) of an
organic coating on a metallic substrate.

For steel neutral salt spray (fog) is usually used, and for aluminium acetic acid salt spray (fog).

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
Standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 13523-0:2001, Coil coated metals — Test methods — Part 0: General introduction and list of test methods.

EN 13523-7:2001, Coil coated metals — Test methods — Part 7: Resistance to cracking on bending (T-bend test).

prEN 13523-19"), Coil coated metals — Test methods — Part 19: Panel design and method for atmospheric
exposure testing.

EN 23270:1991, Paints and varnishes and their raw materials — Temperatures and humidities for conditioning and
testing (ISO 3270:1984).

EN ISO 3696:1995, Water for analytical laboratory use — Specifications and test methods (ISO 3696:1987).

ISO 4628-2:1982, Paints and varnishes — Evaluation of degradation of paint coatings — Designation of intensity,
quantity and size of common types of defect — Part 2: Designation of degree of blistering.

ISO 7253:1996, Paints and varnishes — Determination of resistance to neutral salt spray (fog).

ISO 9227:1990, Corrosion tests in artificial atmospheres — Salt spray tests.
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