
BRITISH STANDARD BS EN 
13526:2002

The European Standard EN 13526:2001 has the status of a 
British Standard

ICS 13.040.40

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN 13526:2002

http://www.avadocuments.com/doc/bs-en-13526-2002
http://www.avadocuments.com/doc/bs-en-13526-2002


BS EN 13526:2002

This British Standard, having 
been prepared under the 
direction of the Health and 
Environment Sector Policy and 
Strategy Committee, was 
published under the authority 
of the Standards Policy and 
Strategy Committee on 
24 January 2002

© BSI 24 January 2002

ISBN 0 580 38935 9

National foreword

This British Standard is the official English language version of 
EN 13526:2001.

The UK participation in its preparation was entrusted by Technical Committee 
EH/2, Air quality, to Subcommittee EH/2/1, Stationary source emissions, 
which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 22, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 264 "Air
Quality", the secretariat of which is held by DIN.

This European Standard shall be given the status of a national standard, either by publication
of an identical text or by endorsement, at the latest by May 2002, and conflicting national
standards shall be withdrawn at the latest by May 2002.

This European Standard has been prepared under a mandate given to CEN by the European
Commission and European Free Trade Association.

The annex B is normative. The annexes A, C, D, E and F are informative.

According to the CEN/CENELEC Internal Regulations, the national standards organizations
of the following countries are bound to implement this European Standard: Austria, Belgium,
Czech Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United
Kingdom.

1  Scope

This European Standard specifies a set of minimum performance requirements for an
instrument using flame ionisation detection, together with procedures for its calibration and
operation, for the measurement of the mass concentration of total gaseous organic carbon
(TOC) in flue gases.

This European Standard is suitable for the measurement of gaseous or vapour phase TOC
emissions from Solvent Using Processes.

NOTE 1   See Council Directive 1999/13/EEC.

The results obtained using this standard are expressed in milligrams per cubic metre as total
carbon (mg/m3). This standard is suitable for the measurement of concentrations from 20
mg/m3 to 500 mg/m3 but can be used at lower concentrations.

NOTE 2   By its nature a flame ionisation detector (FID) can also be used to measure higher
concentrations.

The method specified in this European Standard can be used as a reference method or, with
suitable minimum operational requirements, for continuous monitoring.  It can also be used
for the calibration of automated measuring systems.  An indication of the uncertainty of the
measurement is shown in annex A.
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2  Normative references

This European Standard incorporates, by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text, and
the publications are listed hereafter. For dated references, subsequent amendments to or
revisions of any of these publications apply to this European Standard only when incorporated
in it by amendment or revision. For undated references the latest edition of the publication
referred to applies (including amendments).

EN 13649 Stationary source emissions - Determination of the mass concentration
of individual gaseous organic compounds – Activated carbon and
solvent desorption method.

ISO 5725-1 Accuracy (trueness and precision) of measurement methods and results
Part 1: General principles and definitions.

ISO 6879 Air quality - Performance characteristics and related concepts for air
quality measuring methods.

ISO 9169 Air Quality – Determination of performance characteristics of
measurement methods.

3  Terms and definitions

For the purpose of this CEN Standard, the following definitions apply.

3.1
combustion air
air supply used for the combustion of fuel gas in an instrument using flame ionisation
detection

3.2
complimentary gas
component of a calibration gas mixture which completes a calibration gas mixture

3.3
detection limit
minimum concentration of a substance which produces an observable response, as detailed in
annex B and referred to in ISO 9169

3.4
dilution gas
gas used to dilute sampled flue gas to prevent water condensation

3.5
flame ionisation detector (FID)
instrument using flame ionisation detection
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3.6
flue gas
product from a combustion or incineration process containing gaseous and particulate
components

3.7
fuel gas
gas of known composition used to maintain the flame of the FID

3.8
mass concentration of gaseous total organic carbon
quotient of the mass of total organic carbon to the volume of the dry gas under specified
reference conditions of temperature and pressure, normally expressed in milligrams per cubic
metre as total carbon (mg/m3)

3.9
range
set of values for a measurand for which the error of a measuring instrument is intended to lie
within specified limits

3.10
response factor
dimensionless quotient of the response of the FID with any carbon based compound or
compounds to its response to propane, in each case referred to the number of carbon atoms of
the molecule

3.11
response time
time which elapses between the moment when a change is produced and the moment when
the instrument response reaches a value of 90 % of the final change in instrument response as
a consequence of a stepwise change in the total organic carbon concentration

3.12
span gas
gas used to adjust and check one point on the calibration curve

3.13
total organic carbon (TOC)
by convention the total gaseous organic carbon which is measured by the FID and expressed
as mg/m3

3.14
zero gas
gas used to adjust and check the zero point on a calibration curve
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4  Principle

4.1 General

There are two elements to the extractive TOC analytical system described in this standard.
They are the FID and the associated sampling device.

4.2 Flame ionisation detector

The measurement principle is the determination of an ionisation current resulting from the
combustion of organic compounds in a hydrogen flame. This current depends on the number
of C-atoms of organic compounds burning in the fuel gas flame, the form of bonding (straight
chain or branched chain) and of bonding partners.

The response factor is a function of the specific design of the detector and the adjusted
operating conditions.

The main advantage of the FID is that it responds strongly to organic carbon containing
components and less to inorganic flue gas components (such as CO, CO2, NO, H2O).

FIDs require a fuel gas and combustion air.
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