
BRITISH STANDARD BS EN 
13530-1:2002

Cryogenic vessels — 
Large transportable 
vacuum insulated 
vessels —

Part 1: Fundamental requirements

The European Standard EN 13530-1:2002 has the status of a 
British Standard

ICS 23.020.40

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Confirmed 
March 2008

Full document details: BS EN 13530-1:2002

http://www.avadocuments.com/doc/bs-en-13530-1-2002
http://www.avadocuments.com/doc/bs-en-13530-1-2002


BS EN 13530-1:2002

This British Standard, having
been prepared under the 
direction of the Engineering 
Sector Policy and Strategy 
Committee, was published 
under the authority of the 
Standards Policy and Strategy 
Committee on 24 May 2002

© BSI 24 May 2002

ISBN 0 580 39774 2

National foreword

This British Standard is the official English language version of
EN 13530-1:2002.

The UK participation in its preparation was entrusted to Technical Committee
PVE/18, Cryogenic vessels, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references
The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.
This publication does not purport to include all the necessary provisions of a
contract. Users of this publication are responsible for their correct application.
Compliance with a British Standard does not of itself confer immunity
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 14, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.
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Foreword

This document EN 13530-1:2002 has been prepared by Technical Committee CEN/TC 268, "Cryogenic vessels",
the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical text or
by endorsement, at the latest by November 2002, and conflicting national standards shall be withdrawn at the latest
by November 2002.

This European Standard has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of EU Directive(s).

In this standard the annex A is informative.

EN 13530 consists of the following parts under the general title, Cryogenic vessels – Large transportable vacuum
insulated vessels:

– Part 1: Fundamental requirements.

– Part 2: Design, fabrication, inspection and testing.

– Part 3: Operational requirements.

This European Standard has been submitted for reference into the RID and/or in the technical annexes of the ADR.
Therefore in this context the standards listed in the normative references and covering basic requirements of the
RID/ADR not addressed within the present standard are normative only when the standards themselves are
referred to in the RID and/or in the technical annexes of the ADR.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Czech Republic, Denmark, Finland,
France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands, Norway, Portugal, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies the fundamental requirements for large transportable vacuum insulated
cryogenic vessels designed to operate above atmospheric pressure. Appropriate parts can be used as a guidance
for vessels designed to operate to the atmosphere.

This European Standard applies to fixed tanks (of tank-vehicles and tank-wagons), demountable tanks, tanks of
battery-vehicles and tank-containers (TC) for refrigerated liquefied gases in the sense of the regulations of the
transport of dangerous goods. This standard applies to large transportable vacuum insulated cryogenic vessels for
fluids as specified in 3.1 and is not applicable to such vessels designed for toxic fluids.

2 Normative references

This European Standard incorporates, by dated or undated reference, provisions from other publications. These
normative references are cited at the appropriate places in the text, and the publications are listed hereafter. For
dated references, subsequent amendments to or revisions of any of these publications apply to this European
standard only when incorporated in it by amendment or revision. For undated references the latest edition of the
publication referred to applies (including amendments).

EN 1252-1, Cryogenic vessels - Materials - Part 1: Toughness requirements for temperatures below – 80 °C.

EN 1252-2, Cryogenic vessels - Materials - Part 2: Toughness requirements for temperatures between – 80 °C and
– 20 °C.

EN 1626, Cryogenic vessels - Valves for cryogenic service.

EN 1797, Cryogenic vessels - Gas/material compatibility.

EN 10204, Metallic products; Types of inspection documents.

EN 12300, Cryogenic vessels - Cleanliness for cryogenic service.

prEN 13648-1, Cryogenic vessels - Safety devices for protection against excessive pressure - Part 1: Safety valves
for cryogenic service.

prEN 13530-2, Cryogenic vessels - Large transportable vacuum insulated vessels - Part 2: Design, fabrication,
inspection and testing.

EN 13530-3, Cryogenic vessels - Large transportable vacuum insulated vessels - Part 3: Operational requirements.

3 Terms and definitions

For the purposes of this European Standard, the following terms and definitions apply.

3.1
cryogenic fluid (refrigerated liquefied gas)
gas which is partially liquid because of its low temperature1). In the context of all parts of this standard the
(refrigerated but) non-toxic gases and mixtures of them given in Table 1 are referred to as cryogenic fluids

1) This includes totally evaporated liquids and supercritical fluids.
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