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National foreword

This British Standard is the official English language version of EN 13541:2000. This
test method and classification procedure can also be used for plastics glazing sheet
materials.

The UK participation in the preparation of this British Standard was entrusted by
Technical Committee B/520, Glass and glazing in building, to Subcommittee B/520/3,
Security glazing, which has the responsibility to:

Ð aid enquirers to understand the text;

Ð present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests informed;

Ð monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this subcommittee can be obtained on request
to its secretary.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under the
section entitled ªInternational Standards Correspondence Indexº, or by using the
ªFindº facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 10, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the document
was last issued.
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Foreword

This European Standard has been prepared by Technical Committee CEN/TC 129, Glass in
building, the Secretariat of which is held by IBN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by May 2001, and conflicting national standards shall
be withdrawn at the latest by May 2001.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United Kingdom.

Introduction

The choice of an explosion pressure resistant glazing material (e.g. security glazing product) in an
individual case should be established by the user. Experts in the field of explosions are able to
determine in most situations the expected level and duration of the shock wave, based on the type of
explosion and the distance from the heart of the explosion.

The classification of explosion pressure resistance is based on the maximum positive pressure of the
reflected shock wave and the duration of the positive pressure phase.
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