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National foreword

This British Standard is the official English language version of              
EN 1366-5:2003.

The UK participation in its preparation was entrusted by Technical Committee 
FSH/22, Fire resistance tests, to Subcommittee FSH/22/9, Fire resisting and 
smoke extraction ducts, which has the responsibility to: 

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 25 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
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Foreword

This document (EN 1366-5:2003) has been prepared by Technical Committee CEN/TC 127, "Fire
safety in buildings", the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by February 2004, and conflicting national standards
shall be withdrawn at the latest by February 2004.

This document includes a Bibliography.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg,
Malta, Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and the United
Kingdom.
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Introduction

The purpose of this test is to measure the ability of a representative service duct or shaft to resist the
spread of fire from one fire compartment to another with fire attack from inside or outside the duct or
shaft. The test specimens incorporate joints and access openings as intended in practice and are
suspended as they would be in practice. Test specimens of service ducts are not loaded as in
practice but a standard load is included to represent a typical service load. Test specimens of service
shafts are not loaded as in practice, but a standard load is included to represent a typical service load.

Caution

The attention of all persons concerned with managing and carrying out this fire resistance test is
drawn to the fact that fire testing may be hazardous and that there is a possibility that toxic and/or
harmful smoke and gases may be evolved during the test. Mechanical and operational hazards may
also arise during the construction of the test elements or structures, their testing and disposal of test
residues.

An assessment of all potential hazards and risks to health should be made and safety precautions
should be identified and provided. Written safety instructions should be issued. Appropriate training
should be given to relevant personnel. Laboratory personnel should ensure that they follow written
safety instructions at all times.
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1 Scope

This Part of EN1366 specifies a method for determining the fire resistance of horizontal service ducts
and vertical service shafts, which pass through walls or floors and enclose pipes and cables. The test
examines the behaviour of ducts and shafts exposed to fire from outside and from inside the duct.
This standard is read in conjunction with EN 1363-1.

This standard does not examine the risk of fire spread as a result of thermal conduction along the
piping installed in service ducts or shafts, or thermal conduction through the media these pipes carry.
It does not cover the risk of damage produced by thermal elongation or shortening as a result of fire,
or damaged pipe suspensions. This standard does not give guidance on how to test one, two or three
sided service ducts or shafts.

NOTE Guidance on testing service ducts and shafts of less than four sides will be covered in the extended
field of application rules being developed by CEN/TC 127.

This test is unsuitable for evaluating service ducts with internal barriers at walls and floors.

Whilst the walls of service ducts or shafts tested to this method may provide specified levels of
integrity or insulation, testing to this standard does not replace the testing of the functional endurance
of small electrical cables which is covered in EN 50200.

Fire resistance testing of ducts for air distribution systems is covered in EN 1366-1.

2 Normative references

This European Standard incorporates by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text, and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions of any
of these publications apply to this European Standard only when incorporated in it by amendment or
revision. For undated references the latest edition of the publication referred to applies (including
amendments).

EN 1363-1:1999, Fire resistance tests – Part 1: General requirements.

EN 50200, Method of test for resistance to fire of unprotected small cables for use in emergency
circuits.

EN ISO 898-1, Mechanical properties of fasteners made of carbon steel and alloy steel  – Part 1:
Bolts, screws and studs (ISO 898-1:1999).

EN ISO 13943:2000, Fire safety – Vocabulary (ISO 13943:2000).
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3 Terms and definitions

For the purposes of this European Standard, the terms and definitions given in EN 1363-1:1999 and
EN ISO 13943:2000 and the following apply.

3.1
service ducts
horizontal duct enclosing combustible or non-combustible services such as pipes and cables

3.2
service shafts
vertical shaft enclosing combustible or non-combustible services such as pipes and cables

3.3
shutter of access openings
openable door or panel allowing for access to the services within the duct or shaft

3.4
supporting construction
wall, partition or floor which the duct passes through in the test

4 Test equipment

4.1 General

In addition to the test equipment specified in EN 1363-1, the following are required.

4.2 Furnace

The furnace shall be capable of subjecting service ducts and shafts to the standard heating and
pressure conditions specified in EN 1363-1 and be suitable for testing horizontal ducts (see Figures 1
and 2) or vertical shafts (see Figures 3 and 4).

4.3 Loading equipment

Stranded steel cables are used to apply load to the bottom internal face of the service duct to
represent service loading, or any other equivalent equipment.

4.4 Gas extraction equipment (optional)

If for safety reasons a laboratory requires to extract gases away from the open end of the duct or
shaft, this shall not influence the test conditions.

5 Test conditions

5.1 Furnace

The heating and pressure conditions and the furnace atmosphere shall conform to those given in
EN 1363-1.
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